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NEW ALBA A. SWAN CORRECTIONAL ANNEX FACILITY 
 

The proposed new Swan Annex Facility is envisioned as a state-of-the art, efficient, and purpose-
built facility offering to its offenders timely and quality access to medical, mental health, dietary, 
religious, counseling, treatment, and re-entry services. While confined at the new facility, residents 
will also have the opportunity to participate in a full day of constructive and meaningful 
educational, vocational, workforce readiness and fitness activities.   
 
The new facility will serve both female and male offenders awaiting trial, as well as a small group 
of individuals serving a sentence of a year or less. The facility provides a total of 207 beds: 20 
beds for females, 156 beds for males, 20 mental health beds and 11 medical beds. At the new 
facility, residents will have their housing assignment match their custody levels and identified 
criminogenic risks, clinical and behavioral needs. Facility residents will receive services 
consistent with an individualized risk and needs assessment, engage in rehabilitative treatment 
and programs commensurate to their needs, and will receive assistance with their transition back 
to society.    
 
Once the facility is completed, all centralized processing, booking and discharge functions 
currently housed downtown at the Alexander Farrelly Criminal Justice Complex (CJC) will be 
relocated to the new Swan Annex Facility. By becoming the new Central Processing and Booking 
location for all arrested individuals in St. Thomas, the Swan Annex Facility becomes a core 
element of the adult criminal justice system in the US Virgin Islands. The relocation of all 
functions related to the processing of arrestees into a premier and purpose-built facility will allow 
for the efficient flow of critical activities that need to occur simultaneously and in a way that is 
timely and safe to operate. By improving the overall functional flow, it is expected that law 
enforcement, prosecutorial and judicial procedural practices can also be impacted, helping to 
reduce the average processing times and length of stay in pre-trial detention. Continued attention 
to process and efficiency of operations in any of these areas could carry a strong potential for 
adequately managing the volume and flow of the intake and processing areas as well as for 
enhancing cross-agency collaborative efforts amongst criminal justice stakeholders.   
 
In addition, BOC’s commitment to providing robust medical, mental health and substance abuse 
treatment, together with ample opportunities to access meaningful programming and counseling 
interventions, will help increase peoples’ likelihood of successful re-entry and decrease their 
likelihood of re-offending, all of which promotes public safety by positively changing lives for a 
safer and more peaceful Virgin Islands.   
 
The following pages outline the operational framework of the new facility and introduces key 
operational concepts that will be critical in the successful, safe, efficient, and cost-effective 
operations of the new facility. In addition, this document provides an overall look at the 
architectural characteristics of the facility, its major functional components, and space program 
requirements.    
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FACILITY SITE 
 
The new facility will be located in Subbase, St. Thomas. It will be constructed on the site currently 
occupied by the original Alva A. Swan Correctional Annex building, lots 107, 108, and 109, which 
encompasses a site of approximately 0.78 acres (or approximately 33,890 square feet) and the 
adjacent lots to the west, 104, 105, and 106, approximately 1.8 acres. These 6 lots total 
approximately 2.58 acres (or approximately 110,250 square feet). The site plan below shows the 
general project site and its relationship to existing nearby properties and roads.  
 

Figure 1. Project Site 
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OPERATIONAL FRAMEWORK  

The operational framework of the new Swan Annex Replacement Facility reflects the needs of a 
modern facility conducive to the Virgin Islands Bureau of Corrections’ mission and vision “to 
provide proper care and supervision of all offenders under its jurisdiction while assisting, as 
appropriate, their re-entry into society, and protect the public and ensure the safety of the BOC 
personnel.” 

The following priorities and goals are consistent with the BOC’s stated mission:  

▪ Maintain a safe and secure environment for residents, staff, visitors, and the community 
at large.  

▪ Maintain a well-trained, competent workforce. 

▪ Focus on meeting the individual’s criminogenic and healthcare needs, with special 
attention paid to residents with mental and/or substance use disorders.   

▪ Focus on inmate recovery, rehabilitation, and successful transition and reintegration 
through the provision of educational, vocational, certificates and workforce development 
training, and evidence-based interventions. 

▪ Provide residents with linkages to community resources to help facilitate successful 
reintegration into the community. 

▪ Favorably impact the quality of life of the people served. 

▪ Provide state-of-the-art integrated security systems technology (i.e. IT, 
telecommunications, CCTV, security electronics capability, etc.) to increase performance 
and enable best practice approaches to residents’ supervision and management. 

The new facility will be a place where the dignity, inherent worth and potential of each person who 
works and lives there is respected. In response to the Bureau’s mission, vison, priorities, and 
goals, the proposed facility will operate under the following broad operational concepts: 

Normalization 

To the extent possible, life inside the new facility should resemble positive aspects of life in the 
outside world, facilitating and encouraging community involvement, family contact and support 
as part of daily routine, programming, and activities. 

Direct Supervision  

With the exception of the special management housing units, all general population housing units 
in the new facility will be primarily operated under a direct supervision management method and 
design approach. Direct supervision requires staff to have more frequent engagement with the 
population and thus encourages closer contact or interactions to foster appropriate professional 
relationships.   

Under a direct supervision model, officers are posted within the housing units where they directly 
observe and interact with the residents of that housing unit.  This model affords the correctional 
officers the opportunity to be proactive in managing the residents under their care – addressing 
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issues and diffusing potentially problematic situations before they occur.  Staff interaction with 
residents in a direct one-to-one environment increases security and management effectiveness.  

From a design perspective, a direct supervision model provides good lines of sight into all areas 
of the housing unit and incorporates Unit Management concepts (described below).  Officer 
workstations are open and located in each housing unit primary dayroom. Additionally, the direct 
supervision model is supported by good lines of sight in all other resident-occupied areas and 
throughout the facility. This means simple circulation/corridor layouts and security vision panels 
from corridors into multi-purpose spaces. 

Modified Direct Supervision 

Modified Direct Supervision is planned for certain designated units where the small number of 
individuals fitting any one classification category makes discrete units operationally unviable.  In 
those instances, the housing unit will be designed to provide for physical separation of different 
classification categories within, under the supervision of one officer.  Units operated under 
“modified” direct supervision are designed to feature sub-dayrooms providing flexibility to 
potentially transform these units into direct supervision units.  Sub-dayrooms can operate 
independent of the primary unit dayroom providing the flexibility needed to manage several 
population sub-groups and adjust to inevitable swings in population. 

Unit Management Model 

The new Swan Annex Replacement Facility will operate under a predominantly Unit Management 
model encompassing a decentralized system of essential programs and services delivery.  
Decentralization reduces the amount of inmates’ movement outside of the housing units and 
associated escort requirements for some day-to-day activities, minimizing circulation throughout 
the facility.  In turn, this gives the residents more internal freedom of movement and increased 
participation in programs and activities. Under this model, typical decentralized programs and 
services located at the housing unit level include individual and group treatment, counseling, and 
education; medical triage/medication distribution; passive and outdoor recreation, and dining.  

To accommodate these decentralized functions, multi-purpose and interview rooms are provided 
within each housing unit. An outdoor area with secure perimeter provides space for inmates to 
have outdoor physical activity.  This is a small, enclosed space directly accessible from the unit 
dayroom and within direct view from the housing unit officer’s station. In addition, the Unit 
Dayroom supports access to structured passive recreation activities, informal unit meetings, and 
dining. Finally, the incorporation of technology like kiosks and tablets helps support additional 
activities such as placing commissary orders, accessing to legal material, and potentially visiting 
with family members through video visitation.    

Provision will also be made for some centralized programming and recreation. Centralized 
programs include the Indoor Gymnasium and Multi-purpose Room used for large group activities 
(spiritual activities, graduations, performances, etc.), and Visiting Center for Family and 
Professional visits. In addition, the following functions are centralized within the new facility: 
Transportation and Release functions, Institutional Laundry and Food Services.  
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Assessment and Classification 

The cornerstone of effective correctional security lies in the objective classification of the 

detainees according to their risks and needs.  An initial screening and assessment performed 

upon the arrival at the facility of every admitted individual helps to inform a particular housing 

unit assignment based on appropriate levels of security and supervision, and to identify their 

health and programmatic needs.  A “classification” housing unit for initial assessment and 

orientation is proposed to facilitate and continue the classification process started at the Intake. 

After a classification decision is made, the person will be assigned and moved to a more 

permanent housing unit.  

Small Unit Sizes and Variety of Bed Types  

In line with evidence from literature according to which the most therapeutic environments tend 
to be smaller in size, the Swan Annex Replacement Facility is comprised of small housing units, 
ranging in size between 4 and 30 beds. Small unit sizes help to provide the flexibility needed to 
accommodate different population classifications by level of security and changes in the profile 
and needs of the population that may occur over time.  And, to properly address the needs and 
conditions of each sub-population category, a variety of bed types are available through a 
combination of single and double-occupancy cells (with beds on the flat and bunked) and the use 
of cubicles within an open dormitory-like setting.  

To accommodate the various security and treatment needs of the population the following bed 
types are recommended for the new Swan Annex facility:  

▪ Medical Isolation / Negative Pressure rooms with an ante room 
▪ Hospital beds and a four-bed medical ward  
▪ Detoxification and constant observation/watch cells meeting stringent suicide requirements  
▪ Mental health beds 
▪ Single-occupancy cells 
▪ Double-occupancy cells with bunked beds   
▪ Multiple-occupancy cubicles of four-beds separated with low-wall partitions 
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Table 1. Proposed Bed Capacity 
 

Population 
Total Proposed 

Beds 

Medical Infirmary  11 

Mental Health Treatment Area 20 

Male  
   Classification 
   Special Management 
   Maximum 
   Medium 
   Minimum 

156 
20 
30 
30 
28 
28 

Female  
   Special Management 
   Maximum 
   Medium/ Minimum 

20 
4 
8 
8 

Total 207 

 

 

ARCHITECTURAL CHARACTERISTICS 

Built environments can have powerful impacts on the people who experience them.  As soon as 
an individual arrives at the facility’s parking lot, accesses the facility entry lobby, intake or other 
spaces within the facility, the environment will have an impact on the person’s building 
experience.  
 
The provision of a secure and safe, yet normative and therapeutic environment is of essential 
consideration to support progress toward treatment goals, personal development, and positive 
change.  Creating a safe and normative environment also allows facility personnel and 
professionals providing custody and clinical services feel safe and secure in their working 
environment, while supporting professional development. Finally, for those visiting the facility, a 
normative environment helps enhance the experience of coming to a secure facility, by making 
visitors feel welcomed and respected.  
 
The following are some of the most common elements to consider in the creation of a normative 

and rehabilitative, yet secure environment: 

▪ Balancing the rehabilitation mission and security requirements. 

▪ Minimal exterior secure fencing due to the existing perimeter boundaries, with the building 

perimeter forming the secure boundary for the facility. 

▪ Providing a welcoming and inviting environment throughout the facility. 
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▪ Providing simple circulation patterns and layout configuration to avoid blind spots. 

▪ Providing a range of physical options for the temporary separation and removal of 

residents. 

▪ Providing a variety of spaces to promote and support the engagement of residents with 

professionals and community providers for their health, academic and vocational needs. 

▪ Providing access to natural light as well as controlling artificial light. 

▪ Providing access to nature through direct visual contact, views of natural scenes, or 

biophilic design elements. 

▪ Incorporating aesthetic features such as open spaces, use of larger windows, 

complementary warm and soothing colors, comfortable, yet durable furniture and chairs, 

higher grades of finishes, and sound-absorbing boards. 

▪ Controlling noise to reduce stress and promote uninterrupted sleep. 

 

FACILITY FUNCTIONAL COMPONENTS AND SPACE PROGRAM 

The functional components and physical spaces of the proposed Swan Annex Replacement 
Facility have been developed out of interviews with BOC executive staff, consultations with key 
personnel, and the consultant team’s extensive experience programming and planning 
correctional facilities similar in nature, size, and scope.   

The primary goal of this section is to describe the function and operations of each of the 

functional components included within the new Swan Annex Facility and the general space 

allocations for the thirteen (13) major functional components components of the proposed new 

Swan Annex Facility.  

1.000. Facility Main Entrance / Public Lobby / Visitation  

2.000. Executive Administration 

3.000. Staff Support 

4.000. Security Operations 

5.000. Intake/Transfers/Release 

6.000 Male Housing (156 beds) 

7.000 Female Housing (20 beds) 

8.000 Mental Health Unit (20 beds) 

9.000 Inmate Programs 



Bridging Documents for USVI BOC Swan Annex  
    
 

PROGRAM 
    
 

   

Page 2-8                                  Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday 

10.000 Healthcare Clinic / Medical Infirmary (11 beds) 

11.000 Food Services 

12.000 Laundry Services 

13.000 Facility Support services 

14.000 Parking 

 

For each functional component there is a narrative description of operational and spatial factors 
(Functional Narrative), supported by a line-item table of required spaces/areas (Space 
Allocation).  

The Functional Narrative is an expression of future operational goals and objectives which frames 
the basic operating conditions that will define the use of each major component of the new 
facility. It includes a description of operational objectives, activities, and users.  

The Space Allocation section provides a broad overview of the types of spaces provided within 
each major functional area and outlines the square foot space requirements. This includes a 
room-by-room space program table delineating every single space and quantifying squared 
footage space needs based on future operational goals, programmatic requirements, population 
classification profiles, bed space needs, and applicable standards.  

Each space in the Space Program reflects applicable local codes and regulations, the American 

Correctional Association (ACA) standards, National Commission on Correctional Health Care’s 

standards for Health Services (NCCHC), the Americans with Disabilities (ADA) Act and the Prison 

Rape Elimination (PREA) Act.  These standards provide a basis for the assignment of office, 

housing (cells, dayroom, and outdoor space assignments), access to program and service 

spaces, as well as general systems and fixture guidelines.  

For each major functional component, the space program delineates and quantifies the individual 
spaces required to efficiently perform a function. The calculation of the space requirements 
includes three steps:  

1. Assignment of a net area for a room/space which is the wall-to-wall area represented as 
square feet. 

2. Assignment of a departmental grossing factor (represented as a percentage of the net 
area) to account for circulation, wall thicknesses, mechanical chases, etc. that are 
essential to support the net space, and  

3. Assignment of a building gross factor (percentage of the total net and departmental gross 
area) that accounts for exterior wall thicknesses, stairs, mechanical rooms, etc.  

Adding these three elements together yields to the total size of the building that has been used 
for both design and cost estimating. The space program summary table bellow shows a total 
baseline of approximately 106,000 gross square feet, exclusive of outdoor (about 6,000 sf) and 
parking spaces (about 14,500 sf).  
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Table 2. Space Program Summary 

 

 

 

 

 

 

 

 

Number FUNCTIONAL COMPONENT 
207-bed Facility 

NSF GSF 
Interior 
Spaces 

      

1.000 
FACILITY MAIN ENTRANCE / PUBLIC LOBBY / 
VISITATION 

2,785 3,563 

2.000 EXECUTIVE ADMINISTRATION 1,755 2,194 

3.000 STAFF SUPPORT 3,775 4,804 

4.000 SECURITY OPERATIONS 1,912 2,362 

5.000 INTAKE / TRANSFERS / RELEASE 5,662 7,342 

6.000 MALE HOUSING (156 BEDS) 23,130 37,855 

7.000 FEMALE HOUSING (20 BEDS) 3,175 5,239 

8.000 MENTAL HEALTH HOUSING (20 BEDS) 4,250 5,518 

9.000 INMATE PROGRAMS 5,015 6,483 

10.000 
HEALTHCARE CLINIC AND MEDICAL 
INFIRMARY (11 BEDS) 

5,004 7,452 

11.000 FOOD SERVICES 4,545 6,155 

12.000 LAUNDRY 1,170 1,404 

13.000 FACILITY SERVICES 3,635 4,132 
  INTERIOR SPACE SUB-TOTAL 65,813 94,502 

  Gross Factor (12%)   11,340 

  SUB-TOTAL INTERIOR SPACES   105,842 
Exterior 
Spaces 

      

14.000 FACILITY PARKING  13,200 14,520 

  OUTDOOR EXERCISE COURTS   5,600 

  SUB-TOTAL EXTERIOR SPACES   20,120 
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1.000 Facility Main Entrance / Public Lobby / Visitation  

Functional Narrative 

Entry to the site will be easily identifiable and conveniently accessible to both pedestrians and 
vehicles. From the designated public and staffing parking areas, easy accessibility will be 
provided to the facility Main Entrance, which acts as a single point of entry for anyone arriving at 
the new facility.  

Housed under this component are the following functions:  

1.100 Main Lobby / Security Screening – The main entrance will consist of an entry vestibule 

leading to the Main Lobby that serves as the facility official reception point, setting the stage for 

how the facility is operated and experienced.  

The Main Lobby is a self-contained area located outside of the secure portion of the jail and 
adjacent to the main areas off of the lobby that need to be accessed by visitors and staff. As the 
first impression of the facility, the Main Lobby should present a business-like image somewhat 
softer than the secure detention facility it serves and provide a welcoming, friendly, and pleasant 
environment reducing the intimidating aspects of a secure correctional facility. 

The lobby will be staffed from 8:00 AM until 10:00 PM by a corrections officer. Access to the Main 
Lobby shall be restricted by a lockable door. An intercom and camera, monitored by Central 
Control, will be needed outside the main door for after hours access. After hours, staff will require 
either a key or card access to enter the facility.   

This area includes an open counter acting as the official reception and screening point for 
everybody entering the building. Located in the Main Lobby are a pre-screening waiting area with 
twelve (12) seats to accommodate people visiting the facility, as well as a Property/Clothing 
Exchange Window for the public to drop-off personal items for their loved ones.  Accessible public 
restrooms for male and females, a janitor’s closet, ATM machines, public information kiosks, 
kiosks for placing secure deposits, as well as an alcove with public lockers are also provided in 
this area. The public lockers’ alcove provides an adequate number of key operated lockers for 
members of the public, volunteers, clergy, and attorneys needing to secure personal effects that 
are forbidden within the institution. A discharge station and ten (10) wall-mounted secure gun 
lockers are also provided in the lobby for law enforcement and other armed personnel to store 
their weapons upon entering the facility.  

Visitors will store their personal items in the lockers and complete identification and processing. 
To prevent weapons and/or potential contraband from entering the facility and to ensure the 
safety of the residents, staff, and visitors, as well as the smooth running of the facility, rigorous 
security procedures and screening measures will be used to process everybody entering the 
secure area of the facility.  All staff and visitors will proceed to the security screening station and 
will be screened by the security officer deployed to the Main Lobby. This screening station will be 
equipped with a walk-through metal detector, a hand wand metal detector, and an x-ray package 
scanner. In the future this area could accommodate a body scanner machine.   
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Once screened, staff will proceed to work areas and visitors will be escorted to their destinations 
inside the facility, as directed, accessing the secure side of the facility through a secure walk-
though vestibule. This security vestibule has two interlocked doors permitting entry/exit through 
the secure perimeter for approved or official purposes.  Permission to enter must be authorized 
by the officer at the screening station, and the sallyport doors will be controlled remotely from the 
central control room. 

1.200 Visiting Center – Preserving and strengthening family and community ties helps with 

behavioral and wellbeing outcomes, including improvement of the home environment, while 

promoting rehabilitation and a successful transition process. To maximize positive outcomes, 

visits should start as soon as possible upon a person’s admission into the facility. 

To facilitate the regular communication between the residents and their families, friends, 

community members and professional visitors through regularly scheduled visitation, a variety of 

visitation options will be accommodated at the Visiting Center.  

The primary method for family and professional visits will be contact visits. All residents will be 

allowed to visit during the established days and times and will occur in accordance with 

mandated visitation criteria and standards.    

The Visiting Center includes a variety of spaces for both contact and non-contact visitation, 

including video visitation. The provision of video visitation is a good practice in terms of reducing 

the traditional contraband passage and security concerns by eliminating the need for visitors to 

enter the secure side of the facility. However, video visitation should be used as a supplement, 

rather than a replacement to in-person visitation.  

Contact visitation spaces include a more private, small multi-purpose visitation room and a large 

open family visitation room. A children’s play area is also located within this area for day visits by 

children, equipped with essential play equipment.  Together with the smaller multi-purpose 

visitation room the play area could be used as part of a parenting skills program. The more private 

contact visitation room should be designed with ample glazing for maximum viewing from staff 

that will be present in the large visiting room. The family group contact visitation room should be 

inviting and make visitors feel welcomed and safe in an environment that is rooted in showing 

respect and care for those family members affected by the incarceration experience. This space 

should be large enough as to allow sufficient distance between the groups to retain some degree 

of privacy. The use of soft furnishings is recommended to promote a normative and family-

friendly environment.  

Non-contact visitation spaces include non-contact visitation booths (1 handicap accessible) 
primarily used for visiting with the special management population, which will be programmed to 
accommodate video-visitation. The non-contact visitation booths should be designed to promote 
direct visual contact between the parties separated by security glass. Voice contact will be 
through a secure "talk-around" feature. Sound attenuation in this space is critical.  

Appropriate facilities for visitors are also provided in the Visiting Center. These include two 
visitors/family restrooms providing a changing station and a water fountain.  
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From the Main Lobby, in-person visitation spaces will be accessible via the secure entry walk-
though vestibule after the proper identification and screening has been performed.  All residents 
participating in contact visitation must be searched prior to and after the visit. This area will be 
supervised by the officer posted at the visitation open workstation, which will be centrally located 
to facilitate visibility of the entire visiting spaces.  

 

2.000. Executive Administration  

Functional Narrative 

The Executive Administration Area provides consolidation of office space for facility 

administration and clerical-support staff in one centralized area of the facility, adjacent to the 

public lobby and the receptionist area. The administration offices will be occupied from 7:00 AM 

to 5:00 PM.  

This area will be accessible to facility staff and visitors that have an appointment with 

administrative personnel, with access to the area restricted by a lockable door controlled by the 

receptionist (administrative assistant).   

Private offices are provided for the facility’s Warden, Assistant Warden, the Administrative Chief and the 
PREA Coordinator. The Warden’s office should be large enough as to accommodate meetings with staff 
members. Support staff from the Administrative Office will provide clerical and administrative support to 
all executive administrative functions, and will be accommodated in a combination of private offices (e.g.  
Cashier’s Office) and acoustically-attenuated work stations (e.g. Administrative Assistant/receptionist). 
Together, executive administration staff will be responsible for the day-to-day operation of the new facility.  

In order to accommodate staff meetings and private interactions with family members and official visitors, 
an interview room that doubles as expansion office and a large conference room are included in this space. 
With the capacity to accommodate about 10 people, the large conference room will be equipped to double 
as a boardroom in an emergency.  

Additional executive administration support spaces located within this area include a staff breakroom; 
handicap accessible staff toilets; a business center/mail room containing bins, shelving, a counter, and a 
table where mail can be sorted for distribution after all incoming mail has been collected by the mail clerk 
and taken to the mailroom storage and supply rooms; a secure file storage room and the main 
server/technology and IT data room. This room will house a server room that should be independently 
cooled and a workstation with computer and cabinets.   

This area should be designed in a flexible manner so that spaces can be used for different 

purposes and accommodate changing staffing needs.  It should be constructed as a typical 

general office space providing a business-like environment that communicates a sense of 

collaboration, positivity, and healthy working environment. Natural light is desirable in all staff 

work areas. 
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3.000. Staff Support  

Functional Narrative 

The Virgin Islands Bureau of Corrections is committed to sustaining and retaining qualified staff 

and to support their wellbeing, professional development, and continued training.  

Acknowledging that for staff to be able to engage with and effectively supervise inmates 

throughout their shift while remaining at peak performance they need time to recharge and 

decompress periodically, the new facility provides facility personnel with access to a variety of 

spaces catered to meet their welfare and wellbeing. These include: 

3.100 Staff Locker Rooms – A gender-neutral locker and separate lockers for male and female employees 
are provided for an estimated staff complement of 70 employees (70% males and 30% females). The 
lockers are equipped with half-height lockers and benches providing adequate changing space. Each staff 
member will be assigned a locker. Separate male and female shower/toilet are also provided which should 
be accessible from the locker rooms.   

3.200 Staff Break Area – this sub-area provides a dedicated staff breakroom/lounge for up to 12 

people to seat informally with other members of the staff, with quiet spaces for decompression 

and relaxation, a resource alcove, a lactation room, and staff restrooms. In addition, facility 

employees are also afforded a meal break during their shift and the opportunity to eat in the Staff 

Dining Area located adjacent to the central facility kitchen.  

3.300 Staff Training and Fitness – this sub-component provides staff with access to training facilities that 
support on-going education and training opportunities, staff professional growth and development. A 
private office is provided for the Training Officer, with training facilities consisting of a large classroom-
based training room, a storage room adjacent to the training room for the storage of general classroom 
material and training supplies, and a furniture/AV equipment room for the storage of equipment such as 
TV, videotapes with lesson plans, and boat beds.  The large training room will also serve as Incident 
Command Room and the central muster point (Roll Call) for staff to receive daily instructions and briefings 
regarding operational matters.  And, during inclement weather, this large room could be used to 
accommodate staff staying overnight. A radio Storage and Key Issues Closet should be available adjacent 
or as designated alcove within the Training Room. Radio, key distribution, and post assignments will be 
relayed to staff in this area. The use of a t wall-mounted electronic key storage system with biometric and 
PIN code access is recommended for authorized staff to retrieve keys in a secure and controlled manner.  

A Wellness Room is provided to facilitate staff exercise either prior to or after their shift.  This room should 
be easily accessible from the staff lockers. The room should be adjacent or in proximity to the staff lockers 
and should be designed to accommodate several stationary machines, free weights, and a water fountain. 
A wellness storage room is provided adjacent to the wellness room for the storage of fitness equipment. 

Staff support areas are not public areas. Therefore, they need to be separate and secure from unwanted 
public traffic. They may be located either adjacent to the Executive Administration area or in a separate 
location within the facility.  
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4.000. Security Operations  

Functional Narrative 

This functional component provides spaces for the secure day-to-day operations and safe management of 
the new Swan Annex Replacement Facility. Described below are the areas included under this functional 
component. This grouping of spaces is all located inside the secure portion of the facility but are not 
accessible by the inmates unless escorted to this area by a security officer. 

4.100 Central Control - As the main security and communications control hub, this 24/7 space is 

highly secured and must be located within its own security zone, with access into this room 

limited to authorized personnel only. An interlocking secure vestibule is needed for entry into the 

Central Control Room. 

Central Control staff are responsible for the overall safety and security of the entire facility and 

tasked with monitoring and controlling all remotely accessed spaces within the facility. This 

includes monitoring of the exterior perimeter; access control to the secure outdoor areas; access 

control into and out of the building, vehicular sallyport and its secure interior perimeter included 

and interior movement within the secure perimeter, including the monitoring of certain areas 

occupied by residents.  In addition, Central Control staff are responsible for all communications 

such as the intercom system and CCTV systems used extensively at secure door locations, 

monitoring of duress alarms and the subsequent deployment of staff for alarm or duress 

situations, monitoring of fire alarm, signal system, and electronic surveillance system.  Key 

control is also a primary function of the security and control Component.  Central Control will 

have over-ride capabilities for the following functions: fire alarms, plumbing valves, and housing 

control panels (this includes lighting and locks for dayrooms and individual cells).    

Located inside the Central Control Room are two workstations at the raised control console, a coffee 
counter, and a staff toilet.  One way vision glazing should be provided at the Central Control Room. Control 
panels should be laid out in a way that officers can easily operate the control panels and observe the CCTV 
monitors. The room must be handicap accessible with either a ramp or lift. The area will have a pass-thru 
window and an intercom to the corridor. The design of the CC room should incorporate sound absorption 
and controlled lighting (dimmer switch).  

Adjacent to the Central Control is a Main Security Electronics Equipment Room, intended to house all 
electronic equipment that supports the Central Control Room functions. This room includes equipment for 
video recording and viewing area.  This space may be sub-divided to also house file servers for other IT-IDF 
areas of the facility.  This room should be properly ventilated and equipped with temperature and smoke 
control systems. 

4.200 Custody and Security – this sub-component includes the office and support spaces needed 

for maintaining a secure and controlled environment throughout the facility and for providing 

assistance to all facility personnel.  Private offices are provided for the Chief of Security and the 

Chief of Operations, while the three shift supervisors are accommodated in a shared office 

equipped with three large workstations.  

Responsible for supporting security functions, the Response Team is provided with a Ready Room outfitted 
to house the facility’s non-lethal armory and emergency response equipment and supplies.  It will also be 
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used for the storage of additional gear and include a locked armory, lockers, and benches in front of the 
lockers.  The ready room should be located next to the Training Room/Roll Call to facilitate the staging and 
briefing needed prior to a response.   

Attached to this space grouping are also spaces to accommodate the functions of the Gang 

Intelligence Search Team and the Grievances and Investigations Unit.  

4.300 Gang Intelligence Search Team (GIST) – this sub-area provides a private office for the 

GIST’s Chief Investigator, as well as a secure evidence processing and storage room, shared with 

the Grievances and Investigations Unit. This room should be designed with proper levels of 

ventilation and due to its secure nature, it requires an alarmed, double security door. Entrance to 

this room should be limited to authorized personnel only. The room should be equipped with a 

safe for cash, a safe for valuables and shelving storage for about 200 banker boxes.  

4.400 Grievances and Investigations – This sub-area provides a private office for the 

Investigations’ Supervisor and a Grievances/Investigative Hearing room with recording 

capabilities.  

In addition, a cluster of support office spaces is provided to support the effective and secure performance 
of security and operations-related functions, such as copy/printer/fax and secure storage room.  

 

5.000. Intake/Transfers/Release 

This functional component of the facility provides the point of entry into the facility for all new 

arrestees, as well as a centralized location for the movement of residents in and out of the facility.  

This area has been programmed to accommodate all centralized processing, booking and 

discharge functions currently housed downtown at the Alexander Farrelly Criminal Justice 

Complex (CJC). 

Included under this functional component is the following grouping of sub-areas: 

5.100 Vehicular Sallyport (VS) - An enclosed, drive-through vehicular sallyport provides the point 

of entry/exit for all agencies transporting individuals in and out of the facility. The size and 

configuration of the VS adequately supports the number and size of vehicles anticipated, 

providing a dedicated, safe area where law enforcement and transportation officers can secure 

their vehicles and safely disembark or board individuals and escort them into the 

booking/transports area.  

Law enforcement and other transportation officers will drive up to an intercom pole available 

outside of the vehicular sallyport to notify Central Control of their arrival. Central Control will open 

the vehicle sallyport outer door and notify the booking counter of the vehicle arrival. Once inside 

the vehicular sallyport, all transportation officers will secure their weapons in one of the gun 

lockers provided on the wall in the VS. The person being transported will get out of the vehicle 

and the transportation officer will let Central Control know, via intercom, that they are ready to 

bring the person(s), handcuffed, into the law enforcement/booking area via a dedicated secure 
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pedestrian sallyport. If the officer needs to conduct a search of the individual, they can do so in 

this space. 

The VS has been sized to accommodate two vehicles and include a hose bib and high-pressure 

washer, a floor drain, an eyewash station, and an emergency shower.  

5.200 Law Enforcement Work Area – this sub-component provides the spaces necessary to 

accommodate the essential pre-booking activities occurring prior to the formal acceptance and 

booking of a person into the new facility. These consists of open workstation equipped with a 

computer for law enforcement officers to complete and process all the necessary booking 

paperwork. A Breathalyzer testing room that can also be used to interview the arrestee is available 

within this area. This room will be equipped with an intoxilyzer machine, have video-taping 

capability, and be designed with the proper ventilation requirements. While waiting, the arrestee 

can be seated on a bench in an open waiting area or, if his/her behavior calls for it, placed in the 

individual staging/decontamination holding cell or the group holding cell.  A staff toilet is provided 

within this area. From this area the transportation officer will be able to go to the initial health 

screening window, where the nurse on duty will administer the initial medial screening form to 

determine if the person can be accepted into the facility. If it is determined that the person cannot 

be admitted to the facility, the officer will be directed to transport the arrestee to the nearest 

hospital to obtain medical clearance.    

5.300 Receiving / Medical Screening / Transports & Release – As the point of entry for all new 
arrestees arriving to the facility, the admissions process delivers a first and lasting impression of 
what their experience is likely to be and what the facility’s expectations for their behavior are.  As 
such, the design of the receiving area should provide cues that communicate to incoming 
arrestees that they will be treated in a respectful and dignified manner and that they should follow 
facility rules.   
Within this area, spaces should be organized to support a logical and easy to understand process 
in the least restrictive environment that allows to establish a safe interaction with intake 
personnel and to create opportunities for staff to identify risk and needs. The overall goal is to 
avoid/minimize re-traumatization given the history of trauma that is common amongst the 
justice-involved population.  
Initial Receiving - The Receiving sub-component provides the necessary spaces to safely perform 

the critical tasks associated with the identification, acceptance and booking of new arrivals into 

the facility, while ensuring that their processing is kept separate from concurrent transportation 

and release-related functions and activities. It also contains adequate storage space and general 

office space for booking, transport officers and release administrative personnel responsible for 

the reception, admissions, discharges, and the general movement of residents to and from the 

facility.  

Once the paperwork is completed and the person accepted for admission, transfer of custody will 

occur in this area where a correctional officer will remove the handcuffs and conduct another pat 

down search of the new arrestee and place their bulk property into a plastic bin and their valuable 

property into a separate plastic bag, together with any money found on the arrestee. The person 
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will sign a property form as a proof that all items removed where placed in the bag. The contents 

will be subsequently moved to the central property room.  

As part of the booking process, the newly arrested person will be photographed and fingerprinted. 

Different processing stations are provided within the booking area for the efficient flow of 

activities and the orderly completion of the booking process. While waiting to be processed the 

person will be seated in an open waiting area with fixed seating for 4 people, or based on their 

behavior, placed in the available individual or group holding cells during the processing phase.  A 

safety/detox single holding cell is also provided in this area for use when needed, that should be 

in direct sight of line from the booking officer counter.  

Provided in the booking area are also a handicap accessible restroom, public telephones, ATM 

machine, water fountain, and kiosk for posting bonds. A Conference/Interview room with 

videoconferencing capability is provided within this area to accommodate judiciary proceedings 

or for classification and other professionals to interview the person, as needed. If the person is 

not going to be released within a short period of time, he/she will be taken to the search/dress-in 

room where he/she will shower and issued a uniform, bed roll and hygiene supplies. Their clothes 

will be passed though to the property room and placed in a property bag (see central property). 

From this area the newly arrestees will be escorted to the Classification Unit.  

Medical Screening - Medical staff will call the newly admitted individual for a more in-depth 

medical screening at the Medical Exam/Triage room.  

Transports, Transfers and Release Processing – this sub-area provides the spaces needed to 

safely process and stage residents leaving the facility for time served, and those temporarily 

leaving the facility to attend court proceedings, outside appointments, or being transferred to 

another facility. All individuals returning to the facility will also be processed through this area.  

Any resident being transported from the facility to court, medical or any other outside 

appointment or transferred to another facility will be brought to the transports and transfers area 

adjacent to the booking area. They will be placed in an individual or group transportation holding 

cells available to appropriately keep people separate consistent with current standards of care.  

Transportation officers will handcuff those being transported out of the facility, placed them in 

the transportation vehicle, and take them out from the vehicle sallyport. The reverse will occur 

upon their return.  

If the person is released for time served, they will be taken to the release waiting area. The resident 

paperwork will be reviewed and approved prior to release. As part of the release process the 

resident will be taken to the restroom/dress-out room and receive their property back and sign 

for it from the adjacent property storage window. A print and/or iris scan will be conducted, and 

the person will be released via a dedicated release sallyort. 

5.300 Classification - A Classification office will provide private offices and workstations with file 

storage space for classification personnel, and meeting and interview spaces to support all the 
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screening, assessment, and pre-classification related activities needed to determine the 

appropriate security risk and needs level in regards to making housing unit assignments.  

5.400 Property Room - A centralized Inmate Property Room is conveniently located adjacent to 

the Intake area. All property will be inventoried, and the money counted in front of the newly 

admitted arrestees. The property will be photographed, and the person will sign a form 

acknowledging that they witnessed the property being inventoried. The resident will be given a 

receipt. The personal property and valuables will be placed together in a sealed property bag. The 

money will be placed in a money machine or safe.  

The preference would be for using a compact storage system (e.g., conveyor system with dry 

cleaner / vacuum sealed bags) for the storage of personal property (shoes, clothing, etc.).  

 

6.000. Male Housing (156 Beds) 

Functional Narrative 

The male housing component provides a variety of housing units organized along five major 

categories, providing a total of 156 beds:  

▪ Classification housing unit – 20 beds 

▪ US Marshalls housing unit – 20 beds  

▪ Restrictive housing (disciplinary, admin. Seg. and protective custody) – 30 beds 

▪ Maximum-security housing – 30 beds 

▪ Medium-security housing – 28 beds 

▪ Minimum-security housing – 28 beds. Minimum-security residents will form the basis of the 

inmate work crews assigned to employment inside the facility.  

Male residents should be classified and assigned to any of these housing units based on legal 

status, behavior, program/work assignment, and specialized risks and needs.  

According to the operational philosophy of the detention facility, the overall mission of the 

housing components is to satisfy most of daily service and program activities at the housing unit 

level. However, eligible residents will be permitted to attend some programs and services in the 

centralized programs area.  

The units will be supervised by a correctional officer under direct or modified direct supervision, 

and service providers such as nurses, mental health counselor and classification staff will come 

onto these units. 

Once processed in the intake area, newly arrested individuals will be moved to the Classification 

Housing Unit for pre-classification and orientation purposes. While in pre-classification status, 
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they will be interviewed by medical, programs and classification staff.  To accommodate these 

interviews, located within this unit are a conference/interview room with video capability and a 

classification interview room. Once classified (the process can take between 3 and 7 days), they 

will be moved to a permanent housing assignment.  

Uncooperative, assaultive residents and those that decide not to abide by the policies and 

procedures governing the facility and need to be separated from the general population will be 

housed in restrictive housing units. A total of 20 single cells distributed in two sub-units are 

available for disciplinary and administrative segregation purposes. In addition, 10 single beds are 

available for special management and residents that request protective custody. Independent of 

their special management status, residents of these units should be able to participate in and 

have access to many of the programs and services of the general population.  

The residential component is intended to provide safe, comfortable, and productive use of time 

for the approximately 8 - 10 hours per day during which the residents will be participating in 

activities provided within the unit.  To accomplish this goal, materials and furnishings used in the 

housing units should attempt to normalize the environment.  

All housing units will be designed to provide maximum possible supervision and observation by 

the housing unit officers.  With the exception of the restricted housing units, most of the housing 

units will be supervised in a direct supervision design and operated incorporating the principles 

of direct supervision management, with the assigned housing officer actively walking around in 

the units and communicating directly with the residents. Special management residents will be 

supervised in a modified direct supervision design, with the officer’s control station located 

outside the dayroom glass walls, with good sightlines into each sub-housing unit area. 

Each housing unit provides the following common features: outdoor recreation space; a dayroom 

area allowing residents to engage in passive recreation activities and eat together in the unit at 

small tables; a multi-purpose room for individual and group activities; a medical triage room with 

a dispensary window; quiet spaces where the unit residents can go to decompress; a utility closet; 

a unit storage room and a janitor’s closet for cleaning supplies. Residents’ restrooms and 

showers are provided adjacent to the dayroom. Privacy in the showers will be provided in a 

manner that does not inhibit observation.   

The dayroom will also accommodate a beverage station/food pantry, kiosks terminals for video 

visitation and other multiple uses, and telephones. Preferably, a laundry should be provided for 

personal items.  

Access and egress from the housing units will be strictly and remotely controlled. All movement 

to and from the units to centralized programs and services within the facility will be under staff 

escort. 
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7.000. Female Housing (20 Beds)  

Functional Narrative 

The female housing component provides a total of 20 beds organized along three major housing 

sub-unit categories:  

▪ Restrictive housing unit (disciplinary, admin. Seg. and protective custody) – 4 beds 

▪ Maximum-security housing unit – 8 beds 

▪ Medium/minimum-security housing unit – 8 beds 

Female residents should be classified and assigned to any of these housing units based on legal 

status, behavior, program/work assignment, and specialized risks and needs. The four single 

cells available within the restrictive housing unit for the special management population could 

also be used for a variety of functional missions, such as pre-classification and initial orientation 

or specialized/intensive treatment purposes.   

There will be no mezzanine level in the design of the female housing units. All female residents 

should be housed on the same floor.  

Most of daily service activities will be satisfied at the housing unit level. However, like men, eligible 

female residents will be permitted to attend some programs and services in the centralized 

programs area. 

Each housing sub-unit will feature outdoor recreation space and a dayroom equipped with 

beverage center/food pantry area allowing residents to eat together in the unit at small tables and 

to engage in passive recreation activities. Located within the dayroom are also kiosk terminals 

and telephones.    

Other spaces provided in the unit include a multi-purpose/group room for a variety of individual 

and group educational and counseling activities; a medical triage room that could also be used 

for wellness counseling and other health related activities; quiet spaces where the unit residents 

can go to decompress under the direct observation of the housing control officer, a unit storage 

room, a utility closet and a janitor’s closet for cleaning supplies, unit restrooms and showers.  

Women will participate in a variety of treatment programs using the dayroom and multi-purpose 

rooms. Other de-centralized activities in the units include individual counseling, organized group 

activities, haircare, and small group wellness programs accommodated in the outdoor courtyard.   

Access and egress from the housing units will be strictly and remotely controlled. And all 

movement to and from the units to centralized programs and services within the facility will be 

under staff escort. 
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8.000. Mental Health Unit (20 Beds)  

Functional Narrative 

The new facility will contain a specialized inpatient mental health unit (MHU) designed to meet 

the needs of residents with the most complex and severe mental illness, including individuals 

with developmental handicaps. Additionally, residents needing some short-term counseling will 

have access to mental health counselors located within the Healthcare Clinic.   

The goal of having a dedicated MHU is to provide crisis stabilization, mental health evaluations 

and services to acute and sub-acute patients requiring access to mental health treatment and 

care in a timely and continued basis as to promote their structured transition back to the general 

population and ultimately, back into the community.  

The underlying operational philosophy is the belief that mentally ill people can overcome the 

challenges of mental illness if they receive specialized support, care and guidance that meets 

their unique needs. Accordingly, the new MHU has been planned and programmed in accordance 

to best practices with respect to the treatment of mental illness and rehabilitation.  Services 

provided will include initial assessment, forensic psychiatry and psychology, nursing, individual 

counseling, vocational therapy, and medication monitoring. While the MHU includes examination 

and stabilization capabilities, many of the patients are dual diagnosis patients that may require 

both psychiatric and medical services inn equal intensity.    

Another critical driver of the program is the attention to the aftercare of the residents, which will 
be accomplished through the provision of after-care planning services. A Transition / Re-entry 
Planner will be available in the facility to work on the specific transition issues of this population. 

The MHU is a major component of the Healthcare Services Area and should be as closely related 

to the Healthcare Clinic as practical.  The design of this unit should be similar to any local hospital 

psychiatric unit.  

The MHU will provide a total of 20 beds divided in three clusters or sub-units:  
▪ A 4-bed acute mental health sub-unit  
▪ A 6-bed sub-acute mental health sub-unit, and  
▪ A 10-bed step-down mental health sub-unit.  
 
Acute and sub-acute mental health patients will be accommodated in single rooms, while the 
step-down mental health patients will be housed in double-occupancy rooms. These three sub-
units should be grouped together for ease of supervision.  
 

9.000. Inmate Programs  

Functional Narrative 

One of the major operational principles of the new facility is the decentralization of services, that 

is, that most programs and services will be brought to the residents’ housing units. It is also 

expected the provision of some programs via tablets or video transmission. However, some 
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programs and services will be available at a centralized location within the facility to allow for 

some movement outside of the housing units, particularly of residents staying at the facility for 

long periods of time, or a reward associated with good behavior.  

A well-planned, structured weekly schedule of productive activities will keep the residents engaged in 
positive programs and activities.  All residents will be able to participate in all programs. Program 
participants will be escorted to the centralized programs area by correctional officers.  

All program spaces frequented by the residents will be designed to be normative, friendly, and 

inviting, making rehabilitative activities feasible and encouraging participation. In the programs 

rooms the use of movable and lightweight furniture is desirable to accommodate a variety of 

activities.   

Centralized program spaces include: 

9.100 Program Services – This sub-component includes general office space for program staff, 

the Inmate Programs Coordinator, and the Transition / Re-entry Coordinator, as well as a 

workspace for volunteers. Physical space is also provided for a General Library/Media Center 

providing residents opportunities to improve their reading and general literacy skills. The library 

will include spaces for reading and research, as well as a programs storage room. To the extent 

possible, the library should utilize computer-based reading systems, audio, and visual material as 

well as traditional hardbound books. Computer workstations will be located around the perimeter 

wall. At their request, eligible residents will be able to use the Media Center which will also 

accommodate the practice of computer skills. From the general library residents will have access 

to a dedicated Law Library equipped with computers where residents can access legal reference 

books and materials in preparation for their cases.  

Contained within this area is also a Hair Care/Barbershop to accommodate haircuts as needed. 

This room is equipped with a barber chair, hair, and hand washing sinks, with securable storage 

cabinets and closets.   

9.200 Religious Services - In keeping with a policy of encouraging residents to develop spiritually, 

provision has been made for a multi-denominational worship center. This area will be used for 

both group and individual worship/religious instruction. This large multi-purpose space can seat 

approximately 40 people and should be designed to double as an auditorium-type of setting. A 

private office for the Chaplain, equipped with standard office furniture, is provided adjacent to 

this room.  

9.300 Commissary Services - this sub-component includes a centralized location for the 

acquisition, processing, and storage of commissary items, as an important step in learning 

responsibility and accountability. Depending on the classification level, some residents will be 

able to go this this centralized location to purchase and collect their items at the order/pick-up 

window. Alternatively, commissary orders will be pre-bagged in this area and distributed to the 

housing units.   
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9.400 Academic and Vocational Education. At the new facility, inmates will have the opportunity 

for academic instruction to improve literacy and numeric skills.  A major focus of the institution 

will be the provision of opportunities to re-enter society with basic abilities to read and write, 

if feasible in a relatively short period of incarceration.  In addition, opportunities for skills 

enhancement, wellness, counseling, and employment will be offered. To accomplish this, a 

centralized Academic and Vocational Center provides and adequate number of classrooms to 

accommodate a variety of academic and vocational activities. Each classroom is sized to 

seat 12 residents. Movable furniture will be utilized to maximize flexibility of the space. There will 

also be adequate storage space adjacent to each classroom to store equipment and supplies 

associated with academic pursuits. In addition to basic academic education, the classrooms will 

accommodate classes to better prepare residents for coping with activities such as job 

applications, employment interview techniques, family budgeting, parenting skills, and many 

other topics that improve the chances for a more successful return to the community. 

A Computer Tech Classroom with workstations around the perimeter wall is available for 

residents who request computer training and technology literacy.  

An Administrative sub-component of the Academic and Vocational Center will be dedicated to 

the provision of general offices, preparation and workspace for the Education Director, teachers, 

instructors, and volunteers outside the classroom. 

 

10.000. Healthcare Clinic / Medical Infirmary (11 Beds)  

Functional Narrative 

The mission of the Healthcare Clinic is to provide facility residents with prompt access to quality 

medical, dental, and mental health services, comparable to those provided to people in the 

outside. Special consideration should be provided to the provision of health care services 

designed for the unique needs of the female population.  

These services will include: 

▪ Initial medical assessment and screening performed by a nurse upon the arrival of an arrestee 

and as part of the intake process 

▪ Medical screening performed in the triage rooms of the housing units by on duty nurses of 

residents that have requested sick call 

▪ Routine medical examinations of long-term residents 

▪ Doctor’s examinations for residents requiring further medical attention, as determined by the 

nurses 

▪ Dental treatment 

▪ Mental health evaluations, individual counseling, treatment, medication monitoring, and 

transition services 

▪ Medication distribution 

▪ Records keeping 
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Residents needing emergency medical care will be transported to an approved community 

hospital. Similarly, residents with acute or chronic health problems that cannot be efficiently 

managed in the facility will be transported to an outside hospital. 

Healthcare facilities should be of modern design and configured in a way that facilitates inmate 

supervision, management, and the provision of care in this area. Within this area, special 

consideration should be given to environmental factors such a lighting, acoustics, and 

temperature control.  

The Healthcare Clinic should be located in close proximity to the intake area.  It will operate 24/7 

under the supervision of professionally trained medical staff with the support of a correctional 

officer.  

The following three distinct, but co-located components are included within this area:   

10.100 Clinic - The Clinic sub-component is comprised of an administrative area for dental and 

medical staff providing general office space for the medial director, physician, nurses, and clerical 

staff. An open nurse’s station providing 2 workstations will act as the reception counter and will 

be designed with direct sightline to the exam and patients’ waiting areas. There are two medical 

examination rooms and one dental exam/ophthalmology room available within this area.  

Other spaces included within this area include a conference room/ staff break room; staff and 

patients’ restrooms; medical records storage with lockable cabinets; a pharmacist’s office and 

secure pharmaceutical storage; a copy/work room; an equipment and supply storage room; and 

other medical support and appropriate storage spaces, including appropriate storage for the 

collection of medical waste.  

While all residents should have access to this area 24 hours a day on an emergency basis, the 

normal hours of operation will be from 8:00 AM to 4:00 PM during weekdays. At the prescribed 

times, residents scheduled to see the medical doctor or the dentist, will be summoned and 

escorted by a correctional officer to the medical area and will report back to their housing units 

after the visit to the clinic.   

Medication distribution will be performed by a nurse at the housing unit via the dispensary window 

of the medical triage room. The nurse will load all the medication in the Pharmacy for delivery to 

the housing unit in carts, handling the residents their medication and supervising their intake. 

Medication rounds will be conducted three times a day, or as necessary. When not in use, all 

medical carts will be stored in the medical clinic area.   

10.200 Behavioral Health - The Behavioral Health sub-component includes general office space 

for the mental health coordinator, psychiatrist, psychologist and counselors. The ability to 

conduct both individual and group counseling sessions within this area and at the housing unit 

level is a key component of the new facility. To be seen by mental health staff, residents (or the 

housing officer) can fill out a mental health form on-line via the kiosk terminal provided at the 

housing unit, or a form to be collected by the nurse during the daily medical rounds. A mental 
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health counselor will screen the resident at the housing unit and, if further counseling is needed, 

will schedule a visit to the behavioral health area.  

At the scheduled times, residents will be summoned and escorted by a correctional officer to the 

behavioral health area and will report back to their housing units after the visit to the clinic.   

10.300 Medical Infirmary - This sub-component includes a co-ed Infirmary providing 24-hour 

accommodation to up to 11 patients in a variety of accommodations (e.g., hospital beds, negative 

pressure rooms and observation rooms). Eight (8) beds are dedicated to male patients and three 

(3) beds to female patients.  The infirmary should be co-located with the clinic with the purpose 

of providing 24-hour accommodation for inmates that are suffering from a medical/physical 

condition that grants their removal from the general population housing units.  

Also, patients returning from a community hospital following surgery or more extensive 

specialized treatment will be accommodated in the infirmary until medical staff approves their 

return to their respective housing area.   

 

11.000. Food Services  

Functional Narrative 

Being one of the most basic and essential services at the facility, the food services component 
accommodates all phases of food preparation, delivery, and distribution for residents and staff. Food will 
be prepared at the centralized production kitchen, transported to the housing units, and served either in the 
housing unit dayroom or in the cells of the special management population units.  Facility employees will 
have the possibility to eat together cafeteria-style in a centralized staff dining hall located adjacent to the 
kitchen.  

A variety of meals, including special diets, will be prepared in this area, which provide a balanced 

nutritional diet and satisfy the health concerns of individual groups of residents, as directed by 

the facility’s Medical Director.  Residents will be served three meals a day.   

With the goal of providing the most efficient and effective food service operation, the food 

services area should be arranged sequentially to facilitate deliveries, storage, and food production 

and to avoid cross-traffic of clean and dirty materials (i.e., food carts, trays, utensils, and pots, 

etc.), while maintaining good sightlines for inmate supervision.  

The food services component includes the following elements:  

11.100 Loading and Receiving – this sub-component includes spaces for receiving, loading, 

inventorying, and storing food supplies. Food service delivery trucks will use the vehicular 

sallyport to access the facility site and proceed to the designated food service loading dock. Food 

will be unloaded by resident workers under supervision and inventoried by food services 

personnel.  

Trash will be placed in exterior dumpsters and recycling containers for removal daily.  
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Due to the off-loading of delivery and supplies, removal of trash and waste, and other service 

requirements associated with the food service component, access to the vehicle circulation 

system is essential.  

11.200 Food Preparation Assembly – this sub-component includes spaces for processing, 

preparation, cooking, baking, dish washing and sanitizing, record keeping and staff office and 

support spaces. All equipment used in the food services should be of durable industrial quality. 

A full production kitchen has been sized for the feeding of about 210 residents and 70 employees 

at any one meal period. The kitchen will be operated with the help of selected resident workers, 

under supervision, allowed to perform a variety of assignments ranging from food preparation to 

cleaning activities, as authorized by Facility Administration. 

The kitchen area includes general refrigeration, freezer and dry storage spaces; a food production 

area and an area to portion food onto trays; a baking production area and bakery storage; a pot 

wash area with enough space to store carts and trays; an ice machine, and a secure area to store 

utensils. Adequate office space for the Food Services Manager, staff locker facilities, a kitchen 

staff/resident workers break area and restrooms are also provided in this area. The storage areas 

located within the kitchen should be as close to the loading area as possible. 

Food will be portion-controlled and platted onto insulated trays that together with beverages and 

utensils will be placed on carts and delivered to the housing units by residents helping in the 

kitchen. Once in the housing unit, the unit officer will be responsible to supervise the distribution 

of the trays and beverages. Trays will be collected and returned to the kitchen in carts by resident 

workers for cleaning and storage. 

Staff will have access to their own dining room designed with capacity for seating 15 people. 
Food will be served cafeteria-style.  Vending machines are provided within this area. This staff 
dining area will be open from 6:00 AM to 8:00 PM each day. 
 
 

12.000. Laundry Services  

Functional Narrative 

The new facility provides a Central Laundry to satisfy the sanitation needs of the population, sized 

and equipped to provide in-house laundry services for the 200+ facility residents.  Resident 

workers might be employed to help in the laundry, under the direct supervision of an officer. 

Accordingly, a search room/workers toilet is provided within this area. 

The laundry will operate 24/7 and will be operating on one or two shifts. Laundry activities include 

the collection, distribution, storage and laundering of blankets, uniforms, bedding (including 

medical clothing and bedding), towels, etc.  

Upon admission to the facility, residents will be issued a uniform, underwear, a towel, a pillowcase, 

a sheet, and a blanket. A schedule will be set up to exchange inmate uniforms and bedding twice 
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a week. Resident workers will collect the items to be laundered by housing unit and bring them by 

cart to the laundry.  

The Laundry Room will be equipped with an adequate number of industrial grade washers and 

dryers, rated and sized to meet the facility needs. This area will accommodate a folding area; a 

sewing station; a secure storage room for the safe and efficient storage of chemicals; a janitor’s 

closet, and spaces to store general supplies for laundry maintenance, clean items not in use, extra 

linens, pillowcases, blankets, clothing, and laundry bags. Restroom facilities to meet the needs of 

both staff and resident workers will be included within.  

In compliance with all applicable codes, this component should be designed with an appropriate 

ventilation, fire detection and suppression systems, floor drains, and non-skid floor. 

Preferably, the laundry room should be adjacent to the loading dock for the delivery of supplies.  

 

13.000. Facility Services  

Functional Narrative 

The Facility Support Services includes three critical sub-components for the efficient operation 

and maintenance of the new facility. These include: 

13.100 Facility Maintenance - The function of the maintenance component is to continually 

maintain and service the capital investment in buildings, equipment, and systems. As such, 

Maintenance will be the center for the control, administration, and maintenance of the electrical, 

mechanical, security hardware, plumbing, air conditioning and all other systems. All materials 

shall be of a quality for industrial use. 

Maintenance area provides a private office for the building manager, general office space for 

maintenance staff, and support spaces for the building management system. This area will be 

staffed and supplied to handle emergency, routine and preventive maintenance of the building 

and facility grounds. Multiple workbenches with associated tools are provided within this area 

that are trade specific: electrical, plumbing, metal, and wood. Space will also be provided to store 

all necessary equipment, machinery, replacement parts, etc., as well as to keep in and out ground 

equipment.  

13.200 Institutional Warehouse - The function of the Institutional Warehouse is to provide storage 

for building and institutional materials and supplies such as mattresses, extra furnishings, 

toiletries, cleaning supplies, paper products, recreation supplies, etc., for use at the new facility. 

The central storage area should be designed to provide for the safe and controlled storage of 

institutional items that can be easily retrieved from shelves and transported to the different areas 

of the building.  
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Supplies for the maintenance and institutional warehouse will be delivered to the designated 

loading dock and then moved and stored in the appropriate area. As such, the maintenance and 

institutional warehouse should be clustered together and adjacent to the service loading dock for 

shared access to receiving, unloading, and staging. The service loading dock needs to have 

outside trash/recycling dumpsters, cardboard compactors, and pallet storage.  

In compliance with all applicable codes, these two functional components should be designed 

with an appropriate ventilation, fire detection and suppression systems, temperature and 

humidity control, high ceilings and sealed concrete floors. 

The design of both components  

13.300 Central Mechanical Plant - The Central Utility Plant holds major Energy, Mechanical, 

Electrical, and Plumbing (MEP) equipment needed to meet local codes and requirements, as well 

as back-up systems for emergency operations, to adequately continue the operations of the new 

facility.  

The Central Mechanical Plant should be located outside the secure perimeter, in a secure area, 

with access to this area strictly controlled.  Any doors leading into the equipment and operations 

area will be alarmed.  

 

14.000 Parking 

Functional Narrative 

The site should be able to accommodate a total of 40 vehicles in two separate parking areas for 

staff and visitors.  

Ten (10) of the parking spots should be reserved for Executive staff and guests. This area should 

be fenced and accessible by staff with card access and should be inclusive of CCTV.  

Thirty (30) parking spots are anticipated for facility employees, professional visitors and 

members of the public visiting the facility. 

Accessible parking will be provided at staff, visitor, and service areas. In these areas, clear paths 

of travel should be provided for handicapped individuals from dedicated parking spaces for their 

exclusive use.  

Adequate lighting and camera coverage (monitored by central Control) should be provided in all 

parking areas.  

To assure the safety of facility employees, residents and visitors, site access and pedestrian 

paths should be constructed to maintain clear sight lines for drivers and pedestrians approaching 

the site. A strong visual link is also required between the access and exit paths and the building 

main entrance.   
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NSF GSF

Interior Spaces

1.000 FACILITY MAIN ENTRANCE / PUBLIC LOBBY / VISITATION 2,785 3,563

2.000 EXECUTIVE ADMINISTRATION 1,755 2,194

3.000 STAFF SUPPORT 3,775 4,804

4.000 SECURITY OPERATIONS 1,912 2,362

5.000 INTAKE/TRANSFERS/RELEASE 5,862 7,622

6.000 MALE HOUSING (156 BEDS) 24,930 40,825

Classification: 20 beds                                                      

US Marshals: 20 beds                                                            

GP (min/med/max): 86 beds                                                   

SP (ad/dis seg/PC):30 beds

7.000 FEMALE HOUSING (20 BEDS) 3,175 5,239
SP (admin/disc seg/PC): 4 beds                                    

GP (min/med/max): 16 beds

8.000 MENTAL HEALTH HOUSING (20 BEDS) 5,250 7,168

Acute pod: 4 beds                                                     

Sub-acute pod: 6 beds                                             

Step-down: 10 beds                         

9.000 INMATE PROGRAMS 5,015 6,483

10.000 HEALTHCARE CLINIC AND MEDICAL INFIRMARY (11 BEDS) 5,304 7,947
11 beds (7 NOT IN TOTAL COUNT):                            

8 male / 3 female

11.000 FOOD SERVICES 4,545 6,155

12.000 LAUNDRY 1,170 1,404

13.000 FACILITY SERVICES 3,635 4,132

INTERIOR SPACE SUB-TOTAL 69,113 99,897

Gross Factor (12%) 11,988
Includes mechanical/electrical, building gross, 

major circulation, etc.

SUB-TOTAL INTERIOR SPACES 111,885

Exterior Spaces

14.000 FACILITY PARKING 13,200 14,520 Parking spots @ 330 sf/each

OUTDOOR EXERCISE COURTS 5,600 25% for costing

SUB-TOTAL EXTERIOR SPACES 20,120

PROGRAM SUMMARY

Number FUNCTIONAL AREA Notes
207-bed Facility

1 of 29
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Persons/Units Number Space NSF Gross GSF

No. Component Per Area of Areas Standard Factor Notes

1.000 FACILITY MAIN ENTRANCE / PUBLIC LOBBY / VISITATION Serves both the public and facility staff

1.100 MAIN LOBBY / SECURITY SCREENING

1.101 Entry Vestibule 1 1 100 /area 100 Includes discharge station and 10 wall-mounted gun lockers

1.102 Public Lockers Alcove 10 1 2 /area 20

Alcove located within waiting/seating area; key operated lockers 

recessed in wall for purse/wallets/keys/phones; 1'x1' sf

1.103 ATM Machine 1 1 12 /area 12

1.104 Public Information & Secure Deposits Lobby Kiosks 1 1 25 /person 25

1.105 Property Drop-Off/Clothing Exchange Window 1 1 120 /area 120

Includes space on secure side for staging clothing before moved to the 

property room

1.106 Pre-screening Waiting Area 12 1 25 /area 300 Includes seating for 12 people

1.107 Reception / Screening Officer Desk 1 1 100 /area 100 Standing height counter; telephone; brochure stands; computer

1.108 Security Screening Queuing 6 1 8 person 48 Adjacent to magnetometer

1.109 Security Screening Station 2 1 90 /area 180

Metal Detector Arch/Package X-Ray/Hand Wand metal detector; sized 

for future use of body scanner (@ about 65sf)

1.110 Public Restroom (M-F) 1 2 60 /area 120

ADA accessible; changing station included, wall-mounted water 

fountain outside

1.111 Janitor Closet 1 1 35 /area 35 Includes slop sink

1.112 Secure Entry Vestibule to/from Facility 10 1 10 /person 100 Security vestibule into secure perimeter; operated by central control

Subtotal Main Lobby/Security Screening 1,160 1.25 1,450

1.200 VISITING CENTER Public and professional

1.201 Video Visitation Booth 1 1 25 /area 25

 Enclosed. Set up for use as both video visitation & live visitation, 2 

seats each

1.202 Video Visitation A/V Closet 1 1 40 /area 40

1.203 ADA Non-contact Visitation Booth 1 1 60 /area 60  

Half-height counter separating single seating.  Visitor side opens to 

safety vestibule.  Up to 3 visitors

1.204 Visits Officer Station 1 1 40 /area 40 Centrally located to facilitate views into the visiting area 

1.205 Small Multi-purpose / Family Visitation Room 4 1 150 /area 600 Sound attenuated. Doubles as Family Therapy Room. 

1.206 Open Family Visitation Room 30 1 15 /area 450

Group visitation, tables of chairs each; allows for 30 inmates with an 

average of 2 visitors 

1.207 Children's Play Area 1 1 80 /area 80

Comfortable seating; colorful play mat, cubbies, sturdy toys; wall-

mounted wipe dispenser

1.208 Visitors / Family Restroom 1 2 60 /area 120

ADA accessible; includes changing station, wall-mounted water 

fountain outside

1.209 Inmate Restroom / Search Room 1 1 60 /area 60

1.210 Inmate Entrance / Processing / Waiting 1 1 150 /area 150 Includes search alcoves and metal detector 

Subtotal Visiting Center 1,625 1.30 2,113

Total 1.000 PUBLIC SERVICE LOBBY 2,785 3,563

USVI BOC Swan Annex
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Persons/Units Number Space NSF Gross GSF

No. Component Per Area of Areas Standard Factor Notes

2.000 EXECUTIVE ADMINISTRATION

2.100 EXECUTIVE ADMINISTRATION

2.101 Warden's Office 1 1 200 /office 200 Contains small table w/4 chairs and filing cabinets

2.102 Assistant Warden's Office 1 1 150 /office 150

2.103 Administrative Assistant to Warden/Reception 1 1 80 /workstation 80

Acts as open reception desk for public and official visitors' registration; 

workstation and locked file cabinets

2.104 Administrative Chief's Office 1 1 120 /office 120

2.105 PREA Coordinator's Office 1 1 100 /office 100

2.106 Cashier's Office 1 1 100 /office 100 Includes a safe

2.107 Expansion Office / Interview Room 1 1 120 /office 120

2.108 Reception/Waiting 4 1 20 /area 80

2.109 Large Conference Room / Boardroom 10 1 20 /area 200

Cross-functional meeting space for 15 people with data ports, ceiling 

mounted projector and smartboard. Recording capabilities

2.110 Break Room/Pantry/Coffee 6 1 15 /area 90

2.111 Business Center / Mailroom 1 1 120 /area 120

Shelving and cabinets for office supplies, fax, high volume photocopy 

production. Mail slots for administrative staff; includes workspace, mail 

sorting table, computer terminal, postage machine, shredder, package 

x-ray and cart storage. Must be ventilated to outside for heat and dust

2.112 Secure File Storage Room 1 1 120 /area 120 Personnel records kept in locked cabinets

2.113 Main Server / Technology Room / IT Support 1 1 120 /area 120

MDF, includes racks and 1 workstation; enhanced air conditioning; 

dust control 

2.114 Staff Restroom (M/F) 1 2 60 /area 120 ADA accessible

2.115 Janitor Closet 1 1 35 /area 35 Includes slop sink

Subtotal Executive Administration 1,755 1.25 2,194

Total 2.000 ADMINISTRATION 1,755 2,194
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Persons/Units Number Space NSF Gross GSF

No. Component Per Area of Areas Standard Factor Notes

3.000 STAFF SUPPORT

3.100 STAFF LOCKER ROOMS Assumes 70 lockers w/ 70% M / 30% F split

3.101 Locker Room (M) 50 1 10 /area 500 Half-height lockers (7sf); changing space, benches

3.102 Toilets / Showers Room (M) 7 1 50 /area 350 4 fixtures, 2 sinks, and shower area

3.103 Locker Room (F) 20 1 10 /area 200 Half-height lockers (7sf); changing space, benches

3.104 Toilets / Showers Room (F) 7 1 50 /area 350 4 fixtures, 2 sinks, and shower area

3.105 Gender-neutral Locker/Shower Room 1 1 120 /area 120 Full bathroom with 6 lockers available within

3.106 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

Subtotal Staff Locker Rooms 1,555 1.25 1,944

3.200 STAFF BREAK AREA

3.201 Breakroom / Lounge 12 1 20 /area 240

Includes fridge, sink, microwave, prep counter and alcove for vending 

machines

3.202 Resource Alcove 2 1 25 /area 50 Shelving, computer terminals, partially open to staff lounge

3.203 Lactation Room 1 1 80 /area 80 With counter, sink, microwave, lockable storage cubbies

3.204 Quiet Room 1 1 80 /area 80

For retreat, reflection, contemplation, meditation or personal prayer and 

de-escalation purposes. Equipped with soft furnishings.

3.205 Staff Restroom (M/F) 1 1 60 /area 60 ADA accessible

Subtotal Staff Break Area 510 1.25 638

3.300 STAFF TRAINING AND FITNESS

3.301 Training Officer's Office 1 1 100 /office 100

3.302 Training / Incident Response Room 40 1 20 /person 800

Podium, desks, stackable chairs, bulletin boards, white board, video 

hook-up & monitor, storage; doubles as incident command room and 

can be used to accommodate staff staying overnight due to inclement 

weather; mail slots for staff included within

3.303 Training Classroom Storage 1 1 80 /area 80

3.304 Furniture / AV Equipment Room 1 1 150 /area 150 Storage of boat beds and other furniture

3.305 Wellness Room 10 1 50 /area 500

Equipment storage included within. Adjacent to both male and female's 

locker rooms; universal equipment

3.306 Wellness Room Storage 1 1 80 /area 80

Subtotal Staff Training & Fitness 1,710 1.30 2,223

Total 3.000 STAFF SUPPORT 3,775 4,804
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4.000 SECURITY OPERATIONS

4.100 CENTRAL CONTROL

4.101 Central Control Room Secure Entry Vestibule 1 1 40 /area 40

4.102 Central Control Room (CCR) 1 1 240 /area 240

Raised station, 2 workstations. Includes security monitoring systems, 

alarm centers, door controls, CCTV, digital recording, security 

communications, wall-mounted emergency keys cabinet; dry fire 

suppression system.

4.103 CCR Staff Restroom 1 1 60 /area 60 ADA accessible

4.104 CCR Coffee Counter 1 1 20 /area 20 Coffee maker, sink, counter and undercounter fridge

4.105 Radio Storage and Key Issue Closet 1 1 40 /area 40

Includes banks of radio chargers and key watcher. Wall-mounted 

electronic key storage system with biometric and PIN code access for 

authorized staff to retrieve keys. Located within Roll Call room

4.106 Main Security Electronics Equipment Room 1 1 160 /area 160

Secure, alarmed space; endpoint for all cameras, door systems and 

network cables. Climate controlled

Subtotal Central Control Room 560 1.20 672

4.200 CUSTODY AND SECURITY

4.201 Security Chief's Office 1 1 120 /office 120

4.202 Operations Chief's Office 1 1 120 /office 120

4.203 Shift Supervisors' Office 3 1 64 /workstation 192

One office shared by shift with 3 desks w/computers, adjacent to CCR. 

Includes secure file cabinets, copier, office support storage. Visibility 

into Central Control desired, if design allows. 

4.204 Copy/Printer/Fax/Storage Room 1 1 100 /area 100 Lockable, shelving

4.205 Response Team Ready Room / Tactical Armory 1 1 300 /area 300

Accommodates 8-10 people. Secure; alarmed space. Armory 

and tear gas storage capabilities contained within. Discuss 

preferred location outside/inside of the secure perimeter

Subtotal Custody and Security 832 1.25 1,040

4.300 GANG INTELLIGENCE SEARCH TEAM (GIST) OFFICE

4.301 GIST Supervisor 1 1 100 /office 100

4.302 Evidence Processing and Storage 1 1 200 /area 200 Proper ventilation and security alarm; cash safe; valuables safe

Subtotal GIST 300 1.25 375

4.400 GRIEVANCES AND INVESTIGATIONS

4.401 Investigations Supervisor 1 1 100 /office 100

4.402 Grievances / Investigative Hearing Room 1 1 120 /area 120 With recording capabilities

Subtotal Grievances and Investigations 220 1.25 275

Total 5.000 SECURITY OPERATIONS 1,912 2,362
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5.000 INTAKE/TRANSFERS/RELEASE

5.100  VEHICULAR SALLYPORT

5.101 Enclosed Vehicular Sallyport 1 2 440 /vehicle 880

Enclosed or fenced-in depending on final design; drive-thru preferred 

with two lanes. Accommodates 2 transportation vans. Equipped with 

CCTV; hose bib, eyewash station (5 sf) and gun lockers.  Needs 

proper ventilation.

5.102 Emergency Eyewash / Shower 1 1 50 /area 50

5.103 Intake Pedestrian Sallyport (Search Vestibule) 5 1 10 /person 50

Dedicated entrance from VS to intake; police searches and pat downs 

could occur in this area. Separate doors into Law Enforcement Area 

and into Receiving/Transports Area if so desired.

Subtotal Receiving Vehicular Sallyport 980 1.10 1,078

5.200 LAW ENFORCEMENT WORK AREA

5.201 Arresting/Transport Officer Work Area 4 1 50 /area 200

Stand-up work stations including computer terminals; phones; bench 

seating next to each officer with cuff bar. For transfer paperwork and 

initial in-custody property collection. Acoustical sound privacy needed 

in this area.  Locate adjacent to Intoxilizer & Arrestees Waiting areas

5.202 Arrestees Open Waiting 4 1 15 /person 60 Bench seating for 4 people

5.203 Staging Group Holding Cell 4 1 18 /pers.+40 94 Includes plumbing

5.204 Staging / Decontamination Single Holding Cell 1 1 60 /cell 60 Includes plumbing

5.205 Breathalyzer Testing / Interview Room 1 1 120 /area 120

Capable of video-taping sobriety tests. Compliant with ventilation 

requirements

5.206 ADA Staff Restroom 1 1 60 /area 60 Male and Female; ADA accessible

5.207 Janitor Closet 1 1 35 /area 35

Subtotal Law Enforcement Work Area 629 1.40 881
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5.300 RECEIVING /  MEDICAL SCREENING / TRANSPORTS & RELEASE

Initial Reception

5.301 Secure Entry Vestibule 5 1 10 /person 50 Entry into receiving/transports area; interlocked doors

5.302 Transfer Area w/ Body Scanner Machine 1 1 180 /machine 180

Transfer of custody between law enforcement and corrections. 

Includes body scanner (65sf) and metal detector. 

5.303 Initial Health Screening Workstation 1 1 50 /workstation 50 Telephone; computer. Window into Law Enforcement Work Room

5.304 Booking / Release Counter 2 1 64 /workstation 128

Work space accommodating 2 people, wall-mounted key cabinet for 

daily use keys

5.305 Fingerprint / Photograph / ID Station 1 1 40 /area 40 By booking counter

5.306 Search Room / Dress-in w/ shower 1 1 100 /area 100

Room for strip-search and uniform exchange; window to temporary 

property holding

5.307 Kiosk / ATM for Bonding 1 1 40 /area 40 For post court bonding, arrange through officer

5.308 Inmate Telephone 1 2 8 /phone 16 1 ADA height

5.309 Open Waiting 4 1 15 /person 60

Flexible seating arrangements to accommodate either gender.  

Include 1 wall-mounted tv monitor.

5.310 Group Holding 4 1 18 /pers.+40 94

5.311 Observation / Single Holding Cell (ADA) 1 1 60 /cell 60 Includes plumbing

5.312 Safety / Detox Single Holding Cell 1 1 60 /cell 60 With floor drains and toiled, padding; remote flush; CCTV surveillance

5.313 Conference / Interview Room w/ video capability 1 1 100 /area 100 For judiciary proceedings

5.314 Arrestee Restroom 1 1 60 /area 60 Individual and secured access; ADA accessible

5.315 Staff Restroom 1 1 60 /area 60 ADA accessible

5.316 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

5.317 Secure Vestibule 5 1 10 /person 50 To/from rest of facility; Interlocked doors

Medical Screening

5.317 Medical Exam / Triage Station 2 1 80 /worksta.+50 130

Incl. 50 sf shared storage; backs up to medical screening in law 

enforcement area, assumes all initial medical/mental health exams 

are coordinated here (as needed).

5.313 Medical Storage 1 1 40 /area 40

5.314 File Storage Room 1 1 120 /area 120 Allowance to cover storage needs; high-density file storage units
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Transports/Transfers/Release Processing

5.315 Group Transportation Holding Cell 4 1 18 /pers.+40 94

5.316 Single Transportation Holding Cell (ADA) 1 1 60 /cell 60 Includes plumbing

5.317 Transportation Staff Office 1 1 120 /office 120 Shared office, accommodates 2 officers

5.318 Restroom / Dress-out 1 1 60 /area 60

5.319 Used Institutional Clothing Storage 1 1 80 /area 80

5.320 Transports Equipment / Supply Storage 1 1 100 /area 100 Including space for restraint chair storage (if utilized)

5.321 Release Processing Station / Waiting Area 4 1 15 /area 60 Open area with 4 seats (15sf/person) w/ window to release counter

5.320 Property / Clothing Return Window 1 6 40 /area 240 Window into release area 

5.321 Release Sallyport 1 1 50 /area 50 Secure Exit vestibule. Needed?

Subtotal Intake Spaces 2,337 1.40 3,272

5.400 CLASSIFICATION

5.401 Classification Supervisor's Office 1 1 100 /office 100 Contains space for file storage

5.402 Classification & Placement Staff Stations 1 4 64 /station 256 Open interview stations

5.403 Multi-purpose Shared Interview Room 1 1 120 /area 120

5.404 Open Waiting - Male / Female 6 1 15 /person 90

5.405 Copier / Printer Work Room 1 1 100 /area 100

5.406 Classification Records Storage Room 1 1 120 /area 120 Prisoner handbooks, printers, forms and files

5.407 Staff Galley 1 1 20 /area 20

5.408 Inmate Restroom 1 1 60 /area 60 ADA accessible; wall-mounted water fountain outside rest rooms

5.409 Staff Restroom (M/F) 1 1 60 /area 60 ADA accessible

Subtotal Classification 926 1.30 1,204

5.500 CENTRAL PROPERTY

5.501 Institutional Bedding & Clothing Issue 1 1 150 /area 150

Small property counter and service window. Includes shelving for 

clothing, bedding and distribution items, and shelving for temporary 

holding of property bags/bins

5.502 Bulk Property Storage Room 1 1 600 /area 600

Space saver compact storage system (or property bags on open 

shelving units) for 200 inmates in system. Contains a staff 

workstation, release property counter, washing machine and dryer and 

an area for the store of supplies

5.503 Valuable Property Room 1 1 100 /room 100 Assumes space saver storage; safe included

5.504 Unclaimed Property Room 1 1 140 /room 140

Temporary storage for unclaimed personal belongings in open 

shelving

Subtotal Central Property 990 1.20 1,188

Total 6.000 INTAKE 5,862 7,622
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6.000 MALE HOUSING (156 BEDS)

6.100

Short-term housing for up to 7 days until inmate is bonded out or 

placed in more permanent housing

6.101 Secure Entry Vestibule 1 1 80 /area 80

6.102 Officer Workstation 1 1 40 /area 40

Raised station with secure file storage, daily needs storage, tamper-

proof control panel and phone, located in dayroom near unit entrance

6.103 Single Occupancy Cell 1 19 80 /1-person 1,520 Wet cell

6.104 ADA Singe Occupancy Cell 1 1 80 /1-person 80 Wet cell; special toilet and grab rails

6.105 Unit Dayroom 40 1 35 /person 1,400 Space will likely be larger due to geometry

6.106 ADA Restroom 1 1 60 /area 60

6.107 Shower 1 1 40 /area 40 Outer drying, dressing area.  Half height doors, appropriate glazing

6.108 ADA Shower 1 1 60 /area 60

Double shower head, vented doors, appropriate glazing, outer 

drying/dressing area

6.109 Medical Triage / Dispensary Window 1 1 120 /area 120

Interview and medical screening, meds distribution. Includes counter 

with sink, equipment cabinets and staff workstation

6.110 Conference/Interview Room w/ video capability 1 1 150 /area 150 For video court proceedings

6.111 Classification Interview Room 1 1 100 /area 100

6.112 Multi-Purpose / Group Room 10 1 20 /area 200 Accommodates 10 people; includes sink 

6.113 Inmate Kiosk Terminal 1 2 30 /area 60

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

6.114 Inmate Telephones 1 2 10 /area 20

6.115 Beverage Counter 1 1 30 /area 30

6.116 Staff Toilet (ADA) 1 1 60 /area 60

6.117 Utility Closet 1 1 60 /area 60

6.118 Unit Storage 1 1 80 /area 80 Secure area accessible to staff workstation; shelving

6.119 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

6.120 Outdoor Exercise Court 40 1 15 /area (600)

Partially covered for weather protection. Not included in building area 

circulation

Subtotal Classification Unit 4,195 1.65 6,922

USVI BOC Swan Annex

Final Space Program August 20, 2021

Classification Unit (20 beds) - Direct Supervision
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6.200

6.201 Secure Entry Vestibule 1 1 80 /area 80

6.202 Officer Workstation 1 1 40 /area 40

Raised station with secure file storage, daily needs storage, tamper-

proof control panel and phone, located in dayroom near unit entrance

6.203 Double Occupancy Cell 1 9 80 /2-person 720 Wet cell

6.204 ADA Double Occupancy Cell 1 1 80 /2-person 80 Wet cell; special toilet and grab rails

6.205 Unit Dayroom 20 1 35 /person 700 Space will likely be larger due to geometry

6.206 ADA Restroom 1 1 60 /area 60

6.207 Shower 1 1 40 /area 40

Outer drying, dressing area.  Half height doors.  One shower with 

lockable, vented door, appropriate glazing. 1 per 12 inmates

6.208 ADA Shower 1 1 60 /area 60

Double shower head, vented doors, appropriate glazing, outer 

drying/dressing area

6.209 Medical Triage / Dispensary Window 1 1 120 /area 120

Interview and medical screening, meds distribution. Includes counter 

with sink, equipment cabinets and staff workstation

6.210 Conference / Interview Room w/ video capability 1 1 150 /area 150 For video court proceedings

6.211 Multi-Purpose Room 10 1 20 /area 200 Accommodates 20 inmates; includes sink

6.212 Inmate Kiosk Terminal 1 4 30 /area 120

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

6.213 Inmate Telephones 1 2 10 /area 20

6.214 Microwave / Beverage Station 1 1 80 /area 80 Counter with cabinets and sink

6.215 Staff Toilet (ADA) 1 1 60 /area 60 ADA compliant

6.216 Utility Closet 1 1 60 /area 60

6.217 Unit Storage 1 1 80 /area 80 Secure area accessible to staff workstation; shelving

6.218 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

6.219 Outdoor Exercise Court 20 1 15 /area (500)

Partially covered for weather protection. Not included in building area 

circulation

Subtotal Marshal Unit / 1 Housing Unit 2,705 1.65 4,463

US Marshals Unit (20-beds) - Direct Supervision
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6.300

6.301 Secure Entry Vestibule 1 1 80 /area 80

6.302 Officer Workstation 1 1 40 /area 40

Raised station with secure file storage, daily needs storage, tamper-

proof control panel and phone, located in dayroom near unit entrance

6.303 Group Cell - 4 beds 4 6 150 4-person 3,600 Wet cell

6.304 ADA Group Cell - 4 beds 4 1 150 4-person 600 Wet cell; special toilet and grab rails

6.305 Unit Dayroom 28 1 35 /person 980 Space will likely be larger due to geometry

6.306 ADA Restroom 1 1 60 /area 60

6.307 Shower 1 1 40 /area 40 Outer drying, dressing area.  Half height doors, appropriate glazing. 

6.308 ADA Shower 1 1 60 /area 60

Double shower head, vented doors, appropriate glazing, outer 

drying/dressing area

6.309 Medical Triage / Dispensary Window 1 1 120 /area 120

Interview and medical screening, meds distribution. Includes counter 

with sink, equipment cabinets and staff workstation

6.310 Conference / Interview Room w/ video capability 1 1 150 /area 150 For video court proceedings

6.311 Multi-Purpose Room 12 1 20 /area 240 Accommodates 20 inmates; includes sink

6.312 Inmate Kiosk Terminal 1 3 30 /area 90

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

6.313 Inmate Telephones 1 2 10 /area 20

6.314 Microwave / Beverage Counter 1 1 30 /area 30 Counter with sink

6.315 Laundry Alcove 1 1 60 /area 60 Washer, dryer, secure chemical dispensing

6.316 Staff Toilet (ADA) 1 1 60 /area 60 ADA compliant

6.317 Utility Closet 1 1 60 /area 60

6.318 Unit Storage 1 1 80 /area 80 Secure area accessible to staff workstation; shelving

6.319 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

6.320 Outdoor Exercise Court 28 1 15 /area (500)

Partially covered for weather protection. Not included in building area 

circulation

Subtotal Minimum Security Unit / 1 Housing Unit 6,405 1.65 10,568

General Population Male - Minimum Security Unit (28-beds) - Direct Supervision
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6.400

6.401 Secure Entry Vestibule 1 1 80 /area 80

6.402 Officer Workstation 1 1 40 /area 40

Raised station with secure file storage, daily needs storage, tamper-

proof control panel and phone, located in dayroom near unit entrance

6.403 Double Occupancy Cell 1 13 80 /2-person 1,040 Wet cell

6.404 ADA Double Occupancy Cell 1 1 80 /2-person 80 Wet cell; special toilet and grab rails

6.405 Unit Dayroom 28 1 35 /person 980 Space will likely be larger due to geometry

6.406 Restroom 1 1 50 /area 50

6.407 ADA Restroom 1 1 60 /area 60

6.408 Shower 1 2 40 /area 80 Outer drying, dressing area.  Half height doors, appropriate glazing. 

6.409 ADA Shower 1 1 60 /area 60

Double shower head, vented doors, appropriate glazing, outer 

drying/dressing area

6.410 Medical Triage / Dispensary Window 1 1 120 /area 120

Interview and medical screening, meds distribution. Includes counter 

with sink, equipment cabinets and staff workstation

6.411 Conference/Interview Room w/ video capability 1 1 150 /area 150 For video court proceedings

6.412 Multi-Purpose Room 12 1 20 /area 240 Accommodates 20 inmates; includes sink

6.413 Inmate Kiosk Terminal 1 3 30 /area 90

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

6.414 Inmate Telephones 1 2 10 /area 20

6.415 Microwave/Beverage Station 1 1 80 /area 80 Counter with cabinets and sink

6.416 Staff Toilet (ADA) 1 1 60 /area 60 ADA compliant

6.417 Utility Closet 1 1 60 /area 60

6.418 Unit Storage 1 1 80 /area 80 Secure area accessible to staff workstation; shelving

6.419 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

6.420 Outdoor Exercise Court 28 1 15 /area (500)

Partially covered for weather protection. Not included in building area 

circulation

Subtotal Medium Security Unit / 1 Housing Unit 3,405 1.65 5,618

General Population Male - Medium Security Unit (28-beds) - Direct Supervision

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R & N / Halliday 2-17



Bridging Documents for USVI BOC Swan Annex
PROGRAM

USVI BOC Swan Annex

Final Space Program August 20, 2021

6.500

6.501 Secure Entry Vestibule 1 1 80 /area 80

6.502 Officer Workstation 1 1 40 /area 40

Raised station with secure file storage, daily needs storage, tamper-

proof control panel and phone, located in dayroom near unit entrance

6.503 Double Occupancy Cell 1 14 80 /2-person 1,120 Wet cell

6.504 ADA Double Occupancy Cell 1 1 80 /2-person 80 Wet cell; special toilet and grab rails

6.505 Unit Dayroom 30 1 35 /person 1,050 Space will likely be larger due to geometry

6.506 Restroom 1 2 50 /area 100

6.507 ADA Restroom 1 1 60 /area 60

6.508 Shower 1 2 40 /area 80

Outer drying, dressing area.  Half height doors, appropriate glazing. 1 

per 12 inmates

6.509 ADA Shower 1 1 60 /area 60

Double shower head, vented doors, appropriate glazing, outer 

drying/dressing area

6.510 Medical Triage / Dispensary Window 1 1 120 /area 120

Interview and medical screening, meds distribution. Includes counter 

with sink, equipment cabinets and staff workstation

6.511 Conference / Interview Room w/ video capability 1 1 150 /area 150 For video court proceedings

6.512 Multi-Purpose Room 12 1 20 /area 240 Accommodates 20 inmates; includes sink

6.513 Inmate Kiosk Terminal 1 3 30 /area 90

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

6.514 Inmate Telephones 1 2 10 /area 20

6.515 Beverage Counter 1 1 30 /area 30 Counter with sink

6.516 Staff Toilet (ADA) 1 1 60 /area 60 ADA compliant

6.517 Utility Closet 1 1 60 /area 60

6.518 Unit Storage 1 1 80 /area 80 Secure area accessible to staff workstation; shelving

6.519 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

6.520 Outdoor Exercise Court 30 1 15 /area (500)

Partially covered for weather protection. Not included in building area 

circulation

Subtotal Maximum Security Unit / 1 Housing Unit 3,555 1.65 5,866

General Population Male - Maximum Security Unit (30-beds) - Direct Supervision
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6.600 Special Population Male - Disciplinary/Admin Seg/ Protective Custody Unit (30-beds) - Indirect Supervision

Disciplinary Segregation Sub-unit (10 beds)

6.601 Single Occupancy Cell 1 9 70 /1-person 630 Wet cell

6.602 ADA Singe Occupancy Cell 1 1 80 /1-person 80 Wet cell; special toilet and grab rails

6.603 Unit Dayroom 10 1 35 /person 350 Space will likely be larger due to geometry

6.604 ADA Restroom 1 1 60 /area 60

6.605 ADA Shower 1 1 60 /area 60

Outer drying, dressing area.  Half height doors.  One shower with 

lockable; vented door, appropriate glazing, cuff pass-thru. 1 per 12 

inmates

6.606 Inmate Kiosk Terminal 1 2 30 /area 60

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

6.607 Inmate Telephones 1 2 10 /area 20

Subtotal Indoor areas / 1 Housing Unit 1,260 1.65 2,079

Administrative Segregation Sub-unit (10 beds)

6.608 Single Occupancy Cell 1 9 70 /1-person 630 Wet cell

6.609 ADA Singe Occupancy Cell 1 1 80 /1-person 80 Wet cell; special toilet and grab rails

6.610 Unit Dayroom 10 1 35 /person 350 Space will likely be larger due to geometry

6.611 ADA Restroom 1 1 60 /area 60

6.612 ADA Shower 1 1 60 /area 60

Outer drying, dressing area.  Half height doors.  One shower with 

lockable; vented door, appropriate glazing, cuff pass-thru. 1 per 12 

inmates

6.613 Inmate Kiosk Terminal 1 2 30 /area 60

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

6.614 Inmate Telephones 1 2 10 /area 20

Subtotal Indoor areas / 1 Housing Unit 1,260 1.65 2,079

Protective Custody Sub-unit (10 beds)

6.615 Single Occupancy Cell 1 9 70 /1-person 630 Wet cell

6.616 ADA Singe Occupancy Cell 1 1 80 /1-person 80 Wet cell; special toilet and grab rails

6.617 Unit Dayroom 10 1 35 /person 350 Space will likely be larger due to geometry

6.618 ADA Restroom 1 1 60 /area 60

6.619 ADA Shower 1 1 60 /area 60

Outer drying, dressing area.  Half height doors.  One shower with 

lockable; vented door, appropriate glazing, cuff pass-thru. 1 per 12 

inmates

6.620 Inmate Kiosk Terminal 1 2 30 /area 60

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

6.621 Inmate Telephones 1 2 10 /area 20

Subtotal Indoor areas / 1 Housing Unit 1,260 1.65 2,079
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Shared Disciplinary/Admin Seg/PC Support 

Area 

6.622 Secure Entry Vestibule 1 1 80 /area 80

6.623 Unit Control Center 1 1 100 /area 100

Camera monitoring capabilities throughout housing floor; observation 

into professional visitation area (Section 17.300)

6.624 Medical Triage / Dispensary Window 1 1 120 /area 120

Interview and medical screening, meds distribution. Includes counter 

with sink, equipment cabinets and staff workstation

6.625 Conference / Interview Room w/ video capability 1 1 150 /area 150 For video court proceedings

6.626 Multi-Purpose / Group Program Room 10 1 20 /area 200 Accommodates 20 inmates; includes sink

6.627 Staff Toilet (ADA) 1 1 60 /area 60 ADA compliant

6.628 Utility Closet 1 1 60 /area 60

6.629 Unit Storage 1 1 80 /area 80 Secure area accessible to staff workstation; shelving

6.630 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

6.631 Outdoor Exercise Court 30 1 15 /area (500)

Partially covered for weather protection. Not included in building area 

circulation

Subtotal Shared Support Area 885 1.30 1,151

Subtotal Disciplinary/Admin Segreg/PC / 3 sub-units 4,665 7,388

Total 6.00 MALE HOUSING 24,930 40,825

Total Outdoor Exercise Courts (3,100)
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7.000 FEMALE HOUSING (20 BEDS)

7.100 Female Disciplinary/Admin Seg/ Protective Custody Unit (4-beds) - Direct Supervision

7.101 Secure Entry Vestibule 1 1 80 /area 80

7.102 Officer Workstation 1 1 40 /area 40

Raised station with secure file storage, daily needs storage, tamper-

proof control panel and phone, located in dayroom near unit entrance

7.103 Single Occupancy Cell 1 3 70 /1-person 210 Wet cell

7.104 ADA Singe Occupancy Cell 1 1 80 /1-person 80 Wet cell; special toilet and grab rails

7.105 Unit Dayroom / Group Room 4 1 50 /person 200 Space will likely be larger due to geometry

7.106 ADA Restroom 1 1 60 /area 60

7.107 ADA Shower 1 1 60 /area 60

Double shower head, vented doors, appropriate glazing, outer 

drying/dressing area

7.108 Inmate Kiosk Terminal 1 1 30 /area 30

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

7.109 Inmate Telephones 1 1 10 /area 10

7.110 Outdoor Exercise Court 4 1 15 /area (500)

Partially covered for weather protection. Not included in building area 

circulation

Subtotal Disciplinary/Admin Segreg/PC / 3 sub-units 770 1.65 1,271

USVI BOC Swan Annex

Final Space Program August 20, 2021
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7.200 Short-term housing, up to 72 hours

Minimum and Medium Custody - 8 beds

7.201 Secure Entry Vestibule 1 1 80 /area 80

7.202 Officer Workstation 1 1 40 /area 40

Raised station with secure file storage, daily needs storage, tamper-

proof control panel and phone, located in dayroom near unit entrance

7.203 Double Occupancy Cell 1 3 80 /2-person 240 Wet cell

7.204 ADA Double Occupancy Cell 1 1 80 /2-person 80 Wet cell; special toilet and grab rails

7.205 Unit Dayroom / Group Room 8 1 35 /person 280 Space will likely be larger due to geometry

7.206 ADA Restroom 1 1 60 /area 60

7.207 Vanity Counter / Haircare 1 1 40 /area 40

7.208 Shower 1 1 40 /area 40

Double shower head, vented doors, appropriate glazing, outer 

drying/dressing area

7.209 ADA Shower 1 1 60 /area 60

Double shower head, vented doors, appropriate glazing, outer 

drying/dressing area

7.210 Medical Triage/Dispensary Window 1 1 120 /area 120

Interview and medical screening, meds distribution. Includes counter 

with sink, equipment cabinets and staff workstation

7.211 Conference/Interview Room w/ video capability 1 1 150 /area 150 For video court proceedings

7.212 Inmate Kiosk Terminal 1 2 30 /area 60

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

7.213 Inmate Telephones 1 2 10 /area 20

7.214 Microwave/Beverage Station 1 1 80 /area 80 Counter with cabinets and sink

7.215 Laundry Alcove 1 1 60 /area 60 Washer, dryer, secure chemical dispensing

7.216 Staff Toilet (ADA) 1 1 60 /area 60 ADA compliant

7.217 Utility Closet 1 1 60 /area 60

7.218 Unit Storage 1 1 80 /area 80 Secure area accessible to staff workstation; shelving

7.219 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

7.220 Outdoor Patio 8 1 15 /area (500)

Partially covered for weather protection. Not included in building area 

circulation

Maximum Security Sub-unit - 4 beds Sub-dayroom within the GP unit

7.221 Single Occupancy Cell 1 3 80 /1-person 240 Wet cell

7.222 ADA Singe Occupancy Cell 1 1 80 /1-person 80 Wet cell; special toilet and grab rails

7.223 Unit Dayroom / Group Room 8 1 35 /person 280 Space will likely be larger due to geometry

7.224 ADA Restroom 1 1 60 /area 60

7.225 ADA Shower 1 1 60 /area 60

Double shower head, vented doors, appropriate glazing, outer 

drying/dressing area

7.226 Inmate Kiosk Terminal 1 1 30 /area 30

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

7.227 Inmate Telephones 1 1 10 /area 10

Subtotal General Population Unit 2,405 1.65 3,968

Total 7.000 FEMALE HOUSING 3,175 5,239

Total Outdoor Exercise Courts (1,000)

Female General Population (12 beds) - Direct Supervision
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8.000 MENTAL HEALTH HOUSING (20 BEDS)

8.100 Acute and Sub-acute Mental Health Unit (10-beds) - Modified Direct Supervision

Acute Mental Health Sub-unit  - 4 beds

8.101 Single Occupancy Cell 1 3 70 /1-person 210 Wet cell

8.102 ADA Singe Occupancy Cell 1 1 80 /1-person 80 Wet cell; special toilet and grab rails

8.103 Unit Dayroom / Group Room 4 1 50 /person 200 Space will likely be larger due to geometry

8.104 Multi-purpose Interview / Counseling Room 1 1 100 /area 100

8.105 ADA Restroom 1 1 60 /area 60

8.106 ADA Shower 1 1 60 /area 60 Outer drying, dressing area.  Half height doors, appropriate glazing.

8.107 Inmate Kiosk Terminal 1 1 30 /area 30

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

8.108 Inmate Telephones 1 1 10 /area 10

Subtotal Acute Mental Health Unit 750 1.65 1,238

Sub-acute Mental Health Sub-unit (6-beds)

8.109 Single Occupancy Cell 1 5 80 /1-person 400 Wet cell

8.110 ADA Singe Occupancy Cell 1 1 80 /1-person 80 Wet cell; special toilet and grab rails

8.111 Unit Dayroom / Group Room 12 1 35 /person 420 Space will likely be larger due to geometry

8.112 Multi-purpose Interview / Counseling Room 1 1 100 /area 100

8.113 ADA Restroom 1 1 60 /area 60

8.114 ADA Shower 1 1 60 /area 60 Outer drying, dressing area.  Half height doors, appropriate glazing

8.115 Inmate Kiosk Terminal 1 1 30 /area 30

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

8.116 Inmate Telephones 1 1 10 /area 10

Subtotal Sub-acute Mental Health Unit 1,160 1.65 1,914

USVI BOC Swan Annex

Final Space Program August 20, 2021
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Shared Acute / Sub-acute Support Area 

8.117 Secure Entry Vestibule 1 1 80 /area 80

8.118 Unit Control Center 1 1 100 /area 100

Camera monitoring capabilities throughout housing floor; observation 

into professional visitation area (Section 17.300)

8.119 De-escalation Room 1 1 80 /area 80

8.120 Medical Triage / Dispensary Window 1 1 120 /area 120

Interview and medical screening, meds distribution. Includes counter 

with sink, equipment cabinets and staff workstation

8.121 Multi-Purpose/Program Room 6 1 20 /area 120 Accommodates 20 inmates; includes sink

8.122 Staff Toilet (ADA) 1 1 60 /area 60 ADA compliant

8.123 Utility Closet 1 1 60 /area 60

8.124 Unit Storage 1 1 80 /area 80 Secure area accessible to staff workstation; shelving

8.125 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

8.126 Outdoor Exercise Court 6 1 15 /area (500)

Partially covered for weather protection. Not included in building area 

circulation

Subtotal Shared Support Area 735 1.30 956

Subtotal Acute and Sub-acute / 2 sub-units 2,645 2,870

8.200 Step-down Mental Health Unit (10-beds) - Direct Supervision

8.201 Secure Entry Vestibule 1 1 80 /area 80

8.202 Officer Workstation 1 1 40 /area 40

Raised station with secure file storage, daily needs storage, tamper-

proof control panel and phone, located in dayroom near unit entrance

8.203 Double Occupancy Cell 1 4 80 /1-person 320 Wet cell

8.204 ADA Double Occupancy Cell 1 1 80 /1-person 80 Wet cell; special toilet and grab rails

8.205 Unit Dayroom 10 1 35 /person 350 Space will likely be larger due to geometry

8.206 ADA Restroom 1 1 60 /area 60

8.207 ADA Shower 1 1 60 /area 60 Outer drying, dressing area.  Half height doors, appropriate glazing.

8.208 Medical Triage / Dispensary Window 1 1 120 /area 120

Interview and medical screening, meds distribution. Includes counter 

with sink, equipment cabinets and staff workstation

8.209 De-escalation Room 1 1 80 /area 80

8.210 Multi-Purpose / Interview Room 10 6 20 /area 1,200

One multi-purpose interview room immediately adjacent to each pod.  

Include window for medication distribution

8.211 Inmate Kiosk Terminal 1 1 30 /area 30

For commissary orders, video visitation, email communication, 

medical appointments and grievances. Located within dayroom. 1 per 

12 inmates

8.212 Inmate Telephones 1 1 10 /area 10

8.213 Utility Closet 1 1 60 /area 60

8.214 Unit Storage 1 1 80 /area 80 Secure area accessible to staff workstation; shelving

8.215 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

8.213 Outdoor Exercise Court 10 1 500 /area (500)

Partially covered for weather protection. Not included in building area 

circulation

Subtotal Step-down Mental Health Unit 2,605 1.65 4,298

Total 8.000 MENTAL HEALTH HOUSING 5,250 7,168

Total Outdoor Exercise Courts (1,000)
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Persons/Units Number Space NSF Gross GSF

No. Component Per Area of Areas Standard Factor Notes

9.000 INMATE PROGRAMS

9.100 PROGRAM SERVICES

9.101 Inmate Programs Coordinator 1 1 100 /office 100 Physical/Ed/Vocational

9.102 Transition / Re-entry Coordinator 1 1 100 /office 100

9.103 Volunteers Work Area 1 1 120 /office 120 Shared office for volunteers w/ file cabinets and storage space

9.104 Programs Storage Room 1 1 60 /area 60

9.105 General Library / Media Center 1 1 400 /area 400

9.106 Law Library 1 1 100 /area 100

Accessible from general library. Discuss the needed if provided via 

kiosk/tablets

9.107 Hair Care / Barbershop 1 1 150 /area 150

Barber chairs, hair and hand washing sinks; securable storage 

cabinets; storage closet included within. Located in close 

proximity/within female housing

Subtotal Program Services 1,030 1.20 1,236

9.200 RELIGIOUS SERVICES

9.201 Chaplain's Office 1 1 100 /area 100

9.202 Multi-purpose / Large Group Room 40 1 20 /area 800

Auditorium-type setting. Also used for ceremonies, graduations and 

other large congregation activities; retractable stage included (240 sf) 

that folds into wall; pull-down projection screen

9.203 ADA Inmate Restroom 1 1 60 /area 60

Subtotal Religious Services 960 1.20 1,152

9.300 COMMISSARY SERVICES

9.301 Commissary Officer Supervisor 1 1 100 /area 100

9.302 Commissary Shop / Orders Processing 1 1 600 /area 600

Sales counter, sandwiches window / grocery pick-up window, display 

and storage shelves; space for cart storage included within

Subtotal Commissary 700 1.20 840

USVI BOC Swan Annex

Final Space Program August 20, 2021
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9.400 ACADEMIC AND VOCATIONAL EDUCATION

9.401 Education Director's Office 1 1 100 /office 100

9.402 Teachers Prep. Area/Instructors Room / Conference 1 1 250 /area 250 Tables, storage and files

9.403 Academic Education Standard Classroom 12 1 35 /area+60 480

Accommodates 12 adults. Includes teacher's desk, computer stations 

(35 sf/student; 60sf teacher); shelving cabinet with sink

9.404 Educational Classroom Storage 1 1 40 /area 40

9.405 Computer Tech Classroom 1 1 400 /area 400 Includes space for computer equipment

9.406 Copy / Supply Storage Room 1 1 120 /area 120

#REF! General Use Vocational Classroom / Training Shop 12 1 50 /area 600 Includes space for storage

#REF! Vocational Material/Supplies Storage 1 1 100 /area 100 Includes space for storage

#REF! Security Search / Screening Alcove 1 1 80 /area 80 Includes metal detector 

#REF! ADA Inmate Restroom 1 1 60 /area 60

#REF! ADA Staff Restroom 1 1 60 /area 60

#REF! Janitor Closet 1 1 35 /area 35

Subtotal Vocational Supervisor's Office 2,325 1.40 3,255

Total 9.000 INMATE PROGRAMS 5,015 6,483
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Persons/Units Number Space NSF Gross GSF

No. Component Per Area of Areas Standard Factor Notes

10.000 HEALTHCARE CLINIC AND MEDICAL INFIRMARY (11 BEDS) Medical, mental health and dental; assumes 24/7 operations

10.100 MEDICAL CLINIC

10.101 Secure Entry Vestibule 1 1 40 /area 40

10.102 Waiting Area 4 1 15 /area 60 Open seating for 4 people; within view on Nurse's Station

10.103 Officer Station 1 1 40 /area 40

10.104 Reception / Nurse's Station 2 1 64 /area + 40 168

Reception, workstations for 2 nurses; open counter space located 

within waiting area. Includes under counter fridge, sink and lockable 

cabinets for active medical records. Views into Infirmary

10.105 Medical Director's Office 1 1 120 /office 120

10.106 Pharmacy RN / PT Physician's Office 1 1 100 /office 100

10.107 Break Room / Conference Room w/ coffee station 1 1 100 /area 100

Shared with MH staff. Coffee station, microwave, sink, refrigerator, 

pantry and storage cabinets.

10.108 Medical Exam Room 1 2 150 /area 300

Includes exam table, counter with sink, medical workstation, secure 

supply storage cabinets; with telemedecine capability

10.109 Dental Exam / Ophthalmology Room 1 1 120 /area 120

Single Chair; overhead and base cabinets, counter w/sink, wall-

mounted X-ray

10.110 Dental X-Ray Lab 1 1 100 /area 100

10.111 Medication Storage / Pharmacy 1 1 100 /area 100 Behind nurse's station; refrigerator and secure pharmaceutical storage

10.112 Medical Supplies Storage 1 1 80 /area 80

10.113 Oxygen Tank Storage 1 1 40 /area 40

10.114 Records Clerk Office / Medical Records Room 1 1 100 /area 100

10.115 Copy / Work Room 1 1 60 /area 60 Shared with MH staff

10.116 ADA Inmate Restroom 1 1 60 /area 60

10.117 ADA Staff Restroom (M/F) 1 2 60 /area 120 Shared with MH staff

10.118 Janitor Closet 1 1 35 /area 35

Subtotal Medical Clinic 1,743 1.30 2,266

10.200 BEHAVIORAL HEALTH

10.201 MH Coordinator's Office 1 1 100 /office 100

10.202 Psychiatrist's Office 1 1 100 /office 100 Telemedecine capabilities

10.203 MH Personnel / Counselors' Office 4 1 64 /workstation 256 Shared office space

10.204 Consultation / Assessment Room 1 1 100 /area 100 With telemedecine capability

Subtotal Behavioral Health 556 1.30 723

USVI BOC Swan Annex
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10.300 INFIRMARY (11 BEDS)

4 permanent medical beds not part of the total facility bedspace 

capacity count

Male Infirmary Housing Area (8 beds) sub-unit capacity = 8

10.301 Officer Station 1 1 40 /area 40 Direct line of sight into female side

10.302 Male Patient Room - Hospital Bed 1 2 130 1-person 260

10.303 Male Patien Ward - 4 beds 4 1 300 4-person 300

Accommodates 4 people; side to side beds w/ washroom and shower. 

For use by geriatric population

10.304 Male Negative Pressure Isolation Room 1 2 100 1-person 200 Hospital bed, toilet and shower

10.305 Negative Pressure Anteroom Vestibule 1 2 40 /area 80 Adjacent to Isolation Rooms; glazed wall and door

10.306 Male Dayroom / Program Group Room 8 1 50 /area 400

10.307 ADA Restroom 1 1 60 /area 60

10.308 ADA Shower 1 1 60 /area 60

10.309 Inmate Kiosk Terminal 1 1 30 /area 30

For commissary orders, video visitation, email communication, medical 

appointments and grievances. Located within dayroom. 1 per 12 

inmates

10.310 Inmate Telephone 1 1 10 /area 10

Female Infirmary Housing Area (3 beds) sub-unit capacity = 3

10.311 Female Patient Room - Hospital Bed 1 1 130 1-person 130

10.312 Female Patient Room 1 1 100 1-person 100 Wet cell

10.313 Female Negative Pressure Isolation Room 1 1 100 1-person 100 Hospital bed, toilet and shower

10.314 Negative Pressure Anteroom Vestibule 1 1 40 /area 40 Adjacent to Isolation Room; glazed wall and door

10.315 Female Dayroom / Program Group Room 1 1 200 /area 200

10.316 ADA Restroom 1 1 60 /area 60

10.317 ADA Shower 1 6 60 /area 360

10.318 Inmate Kiosk Terminal 1 1 30 /area 30

For commissary orders, video visitation, email communication, medical 

appointments and grievances. Located within dayroom. 1 per 12 

inmates

10.319 Inmate Telephone 1 1 10 /area 10

Shared Infirmary Housing Area Support Space sub-unit capacity = 2

10.320 Secure Entry Vestibule 1 1 80 /area 80

10.321 Interview Room 1 1 100 /area 100 Also used for video visitation

10.322 Medication Room 1 1 80 /area 80

10.323 Clean Linen / Utility 1 1 50 /area 50

10.324 Soiled Linen / Utility 1 1 50 /area 50

10.325 Medical Equipment Storage 1 1 80 /area 80

10.326 ADA Staff Restroom 1 1 60 /area 60

10.327 Janitor Closet 1 1 35 /area 35

10.328 Outdoor Exercise Court 11 1 15 /area (500)

Partially covered for weather protection. Not included in building area 

circulation

Subtotal Infirmary Housing 3,005 1.65 4,958

Total 9.000 HEALTHCARE AND MEDICAL INFIRMARY 5,304 7,947

Total Outdoor Exercise Courts (500)
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11.000 FOOD SERVICES

11.100 LOADING AND RECEIVING

11.101
Food Service Loading Dock

1 1 100 /area (100)

Open-air; covered/gated space with sallyport. 2 bays for goods in and 

trash out

11.102
Receiving Bay / Staging Area

1 400 /area 400

Loading platform shared with Maintenance and Warehouse; includes 

secure vestibule into kitchen area

11.103 Trash / Recycling 1 1 80 /area (80) Exterior (empty containers, recycling)

Subtotal Loading and Receiving 400 1.20 480

11.200 Food Preparation Assembly

11.201 Officer Station 1 1 40 /workstation 40

11.202 Food Services Manager Office 1 1 100 /office 100 Private office with desk and files

11.203 Kitchen Production Area 1 1 750 /area 750 Full service kitchen; preparation and assembly

11.204 Bakery Production Area 1 1 300 /area 300 Adjacent to kitchen production area

11.205 Bakery Storage 1 1 80 /area 80 Adjacent to bakery production area

11.206 Dishwashing Equipment 1 1 200 /area 200 Includes storage for carts

11.207 Dry Goods Storage 1 1 500 /area 500

11.208 Ice Machine 1 1 40 /area 40

11.209 Walk-in Refrigerator 1 1 450 /area 450 Partitioned in 3 main coolers (vegetable/poutry/meat)

11.210 Walk-in Freezer 1 1 450 /area 450

11.211 Utensil Storage 1 1 60 /area 60

11.212 General Storage 1 1 80 /area 80

11.213 Kitchen Staff / Inmate Worker Break Area 8 1 20 /area 160

11.214 Chemical Storage 1 1 80 /area 80 Required for kitchen chemicals. Located in close proximity to janitor 

closet

11.215 ADA Inmate Restroom 1 1 60 /area 60

11.216 Staff Restroom / Lockers 1 1 120 /area 120 Includes showers

11.217 Janitor Closet 1 1 35 /area 35

Subtotal Food Preparation and Assembly 3,505 1.40 4,907

11.300 Dining Hall Cafeteria-style setting

11.301 Staff Dining Room 15 1 15 /area 225

11.302 Cafeteria Servery / Dish Return 1 1 200 /area 200 Serving line. Hot and cold wells. Lockable window into kitchen area

11.303 Vending Machines 1 1 120 /area 120

11.304 ADA Inmate Restroom 1 1 60 /area 60 Ventilated, secure room.

11.305 Janitor Closet 1 1 35 /area 35 Includes storage for carts

Subtotal Dining Hall 640 1.20 768

Total FOOD SERVICES 4,545 6,155

USVI BOC Swan Annex
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12.000 LAUNDRY

12.100 LAUNDRY ROOM

12.101 Staff Office 1 1 100 /office 100 Located to provide visual surveillance of working areas via glazing

12.102

Washer and Dryer Room 1 1 500 /area 500

Commercial washers (4) and dryers (4); non-skid flooring well drained; 

fire detection and suppression, appropriate HVAC. Install floor scale for 

laundry weighting in carts; provide a large laundry tub/sink. Includes 

staging space for loading and staging incoming and outgoing carts; 

seating for inmate workers 

12.103 Sorting and Folding Area 1 1 100 /area 100 Tables for sorting, folding, adjacent to dryers

12.104 Cart Cleaning / Washing Area 1 1 60 /area 60

12.105 Cart Storage 1 1 100 /area 100 Empty carts only

12.106 Eye Wash Station 1 1 35 /area 35 Adjacent to the detergent room

12.107 Staff Toilet 1 1 60 /area 60 ADA accessible

12.108 Search Room / Inmate Toilet 1 1 60 /area 60 ADA accessible

12.109 Water Recycling Room 1 1 120 /area 120 Added

12.109 Janitor Closet 1 1 35 /area 35 Slop sink, mop racks, ventilation

Subtotal Laundry 1,170 1.20 1404

Total LAUNDRY SERVICES 1,170 1,404

USVI BOC Swan Annex

Final Space Program August 20, 2021

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R & N / Halliday 2-14



Bridging Documents for USVI BOC Swan Annex
PROGRAM

Persons/Units Number Space NSF Gross GSF

No. Component Per Area of Areas Standard Factor Notes

13.000 FACILITY SERVICES

13.100 MAINTENANCE Located outside secure perimeter

13.101 Service Loading Dock 1 1 0 /area 0 Shared with Food Services

13.102

Receiving Bay / Staging Area

1 1 0 /area 0

Loading platform shared with Food Service, with direct access to 

central maintenance shop/storage and warehouse; secure vestibule

13.103 Pallet Storage 1 1 (20) /area (20) Not included in total net sq. ft.; near receiving dock

13.104 Trash/Recycling 1 1 (80) /area (80) Not included in total net sq. ft.; includes recycling bins

13.105 External Trash Compaction / Bailing 1 1 (400) /area (400) Exterior space, truck access, recycling bins; not counted in total sf

13.106 Building Manager Office 1 1 100 /office 100

13.107 Maintenance Workers 1 1 120 /office 120 Shared office space; 2 workstations

13.108 Paint & Hazardous Materials Storage 1 1 80 /area 80 Shelving; appropriate ventilation & fire suppression

13.109 Maintenance Shop / Storage 1 1 600 /area 600 Multiple workbenches with associated tools/shadow board wall 

mounted for the applicable trades: welding, carpentry, mechanical, 

electrical, HVAC, building controls, general maintenance.

13.110 General Supply Storage 1 1 200 /area 200 General Maintenance supplies

13.111 Secure Tool Room 1 1 80 /area 80 Secure room; shadow board for tools, shelving

13.112 Electrical Storage 100 /area 0

13.113 Staff Restroom / Lockers 1 1 120 /area 120 For use by maintenance and janitorial staff

13.114 Janitor Closet 1 1 35 /area 35 Ventilation, slop sink, mop rack; shared with warehouse

Subtotal Maintenance 1,335 1.20 1,602

13.200 INSTITUTIONAL WAREHOUSE

13.201 Central Storeroom 1 1 1000 /area 1000 General short term warehouse storage, mattresses, subdivided into 

separate storage areas; combination of 6' shelving and bulk palletized 

storage

13.202 Secure Storage 1 1 100 /area 100 Restricted access; office supplies, electronics and high value items

Subtotal Institutional Warehouse 1,100 1.10 1,210

13.300 CENTRAL MECHANICAL PLANT

13.301 Central Energy Plant 1 1 800 /area 800

13.302 Electrical Room 1 1 200 /area 200

13.303 Mechanical / Plumbing 1 1 200 /area 200

Subtotal Central Mechanical Plant 1,200 1.10 1,320

Total Facility Management 3,635 4,132

USVI BOC Swan Annex
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14.000 FACILITY PARKING 

14.100 PUBLIC / EMPLOYEE PARKING

14.101 Head-in Reserved Employee Parking 10 330 /car 3300 (2) Executive guests, (1) Facility Warden, (1) Assistant Warden, (3) 

Facility Chiefs, (3) BOC Vehicles. Parking outside secure perimeter, 

but restricted access

14.102 Public / Employee Street Parking 30 330 /car 9900 Located outside secure perimeter; assume street parking included with 

building

Subtotal Public Employee Parking (13,200) 1.10 (14,520)

USVI BOC Swan Annex

Final Space Program August 20, 2021
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VISION, IDEAS AND METHODOLOGY:  
The facilities that a society builds, like the laws they pass, generally reflect the values of that society. This 
is particularly true of public architecture, where buildings are viewed as the most visible symbols that 
characterize the culture of one age and connect them with another. Within U.S. Virgin Islands, this linkage 
establishes your traditions, your visual precedents, and your community’s place in history. In doing so, 
care should be taken to ensure the buildings and their surrounding spaces appeal to the public and the 
people who use them. Such is the role of public architecture. The vision for the U.S. Virgin Islands  Swan 
Annex Replacement project will be a solution that reflects the values of U.S. Virgin Islands’ judicial 
system. The primary charge of the successful proposing team, in addition to meeting the budget and 
schedule, is to represent this conceptual premise with a design of proper symbolism and formality and 
the efficient use of the constituents’ resources.  
 
Philosophy 
Civic buildings represent an investment on the part of the public, both spiritually and financially. As such, 
they must be handled with respect, innovation, and integrity. In particular, the United States judicial 
system poses a unique responsibility because it symbolizes, not just a community, but a nation. Its 
presence must uphold the dignity of our founding fathers and the ingenuity, strength, and stability of our 
government. It cannot merely be a place where the business of upholding justice is conducted. Rather, it 
must elevate the existing architecture of a community and be emblematic of the rigor, fortitude, and 
fairness of the American judicial process.  
 
The success of the U.S. Virgin Islands BOC Swan Annex Replacement project hinges on developing a 
clear way of thinking. Our process seeks an interaction between the building typology and the context in 
which it sits, never once compromising detention planning while achieving aesthetic harmony with its 
surroundings through the careful study of massing, proportions, space and light. The end goal of this 
process is to create a safe, secure, and operationally efficient solution that complements the context of 
the local community. 
 
The architecture and geometry of the Swan Annex is straightforward and is intended to maximize project 
budget and allow different construction methodologies and materials to be explored. The exterior will be 
clad in durable and attractive materials with clear expression of public entry. The public lobby is the main 
architectural expression and will allow clear identification. The materials will be highly durable to reflect 
the needs of security and weather resistance while utilizing glass in appropriate areas to represent both 
permanence and transparency as a public building. The intent is to lighten the mass of windowless 
elevations at security areas. Housing areas will receive daylight through skylights to dayrooms and 
borrowed to dayrooms from partially roofed recreation yards that are open to sky that are contained 
within the security perimeter that are secured by means of secure metal mesh. Daylight introduced 
through the roof eliminates views in and out of facility from nearby public streets is operationally 
preferred while meeting the daylight requirements of this facility. The building elevations will be straight 
forward with minimal decoration with the use of different materials and colors to provide interest, reduce 
apparent scale and provide variety and interest in expression. The areas of the façade that form the 
primary security perimeter will be cast-in-place concrete panels or reinforced masonry or similar material 
that forms a tested and rated security wall system.  
 
The plan of the Annex is organized in two main areas housing and support. The new housing has 203 
beds with single person cells, double person cells, and four person cells. The inmate housing is separated 
into seven sub-units plus medical infirmary housing that is not counted within the facility capacity. Five of 
the housing units are clustered within the main housing area. Each unit has access to an adjacent 
recreation yard and support and is intended to be operated in a manner that minimizes inmate circulation 
within the facility to decrease staffing density and increase security. Five of the seven housing units are 
supervised in a fully direct observation manner with an open officer control desk within the units. The two 
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male specialty housing units hosing the highest level of security classification are designed for indirect 
supervision from a second level enclosed staff station. This second level station has been expanded to 
allow for “hybrid” supervision of the direct supervision units during the evenings to reduce staffing density 
while maintaining inmate control. The several units are paired with a communicating door at the officer’s 
stations for ease of staff movement and operations. Dedicated multi-purpose room, medical exam, and 
staff office and toilet are located within each unit. Specialty housing is provided for those inmates that 
come to the facility with mental health issues. This metal health housing is also designed for direct 
supervision and shared staff positions. The metal health area is subdivided into three areas; acute, sub-
acute and step-down to provide for a continuum of care through a treatment program designed to create 
a transformation from mental illness to the general population. A classification housing unit is located 
immediately adjacent to the intake center to allow staff to review the new arrivals to classify then into one 
of the six other housing units appropriately. Female and male inmates are provided housing opportunities 
withing the Medical Clinic to properly care for them in times of illness.     
 
The support area is located south of the main housing. The support area is rectilinear in shape with the 
west side having public entry visitation and inmate programs and the south side having health clinic, 
mental health housing, intake and release, and classification housing. The second level includes 
detention administration, food service and laundry, and facilities services which includes the loading 
dock. Due to the sloping site, the second level has at-grade access for services and staff parking. All 
inmates and inmate movement are on the first level. All staff and support functions occur at the second 
level. This was a clear directive from the BOC and will help operationally separate these areas and provide 
maximum control and security by separating secure movement from other functions.  
 
Booking/Release is organized around a staff counter that has visual observation of intake and release 
with two-way circulation around. The east side supervises the intake process to included open waiting, 
holding cells and medical examination. The west side handles those inmates being released or 
transferred. The staff counter is supported by the central inmate storage This will allow multiple 
movements under supervision from the officer station. Sightlines are kept as open as possible to all 
areas to maximize control and observation. A fully enclosed drive through vehicular sally port sized for 
two cars in a lane and up to four parked cars is the main entry for inmates in and out Intake and Release.  
 
Service area is located on the second floor with the areas served by a loading dock facing due East. The 
area is efficiently organized around the loading dock receiving area with a dedicated and oversized sally 
port leading directly into facility and a dedicated service corridor from which you access kitchen, laundry, 
commissary storage and main facility corridor. Additional there is a warehouse for the storage of bulk 
items to serve the facility. A central utility plant located as a free-standing building near the loading dock 
is meant to take advantage of existing topography to allow a depressed loading bay and a larger ceiling 
height in central plant with a cistern located underneath for the reclamation of rain water. 
 
Central Security Operations is located prominently in the center of the building. Its location affords ability 
to have direct sightline views to surrounding corridors and staff/inmate movement. It has a dedicated 
sally port staff toilet security electronics room and represents a maximum-security envelope within the 
building. 
 
Detention Administration is also located on the second floor and is divided into two parts: facility 
administration and staff support. Its location was chosen by the Bureau of Corrections to provide 
separation from the security operations of the building and provide easy access to the staff parking on 
the second level and quick access to the inmate areas via a stair and elevator. 
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The Public lobby is an efficient functional space that will allow multiple groups of users to access the 
building at once. An open reception desk allows visual observation of and the public areas and allows 
staff to process visitors through metal detector and package screening. This area is accessed from a 24-
hour lobby vestibule with intercom for after-hours communication and to allow bail bondsman to transfer 
by vacuum tube paperwork to Booking. 
 
Health services is the last part of support and represents a significant commitment on the part of the 
USVI BOC to provide evidence based best practice designed medical treatment to an ever-expanding 
population of medical and behavioral health needs. U.S. Virgin Islands is not unlike many jurisdictions 
throughout the Country that struggle with behavioral health, medical and special needs populations. This 
facility is meant to provide treatment for both those in general population housing in the clinic area while 
also having ability to have beds for short term treatment and housing for acute mental health, suicide 
watch, detoxification, violent and any other special needs that require close observation, monitoring and 
separation. Carefully landscaped and easily maintained exercise courtyards that allows views to nature is 
the best and most recognized best practice design to promote health and rehabilitation. It has been 
proven through data in medical design that both views to nature and daylight aid in rehabilitation and it 
will also provide a better environment for staff who work in these high pressure and tense environments. 
 

Food Services. The main kitchen facility is designed to produce two hot meals for 200 inmates  daily.  
The facility includes all the necessary components of a functional kitchen including a receiving area to be 
used as a staging point for the breakdown and distribution of delivered goods and security storage room.    
A bulk freezer and refrigerated walk-in that opens into a meat preparation room. A multipurpose walk-in 
refrigerator for vegetable and dairy storage that opens into the preparation area for the bulk storage of 
refrigerated and frozen products sized to accommodate the needs of the facility.   Dry goods storage 
shall also be made available for the keeping of canned, boxed, and other non-refrigerated food items.   
Food grade storage shelving and dunnage platforms shall be provided for refrigerated and dry goods 
storage. 

Food preparation shall take place on stainless steel tables of various sizes and configurations.   Tables 
may be fashioned with sinks, drawers, shelves, and overhead pot storage hooks.    Motorized food 
preparation equipment such as a food slicer, food cutter, and mixer shall be provided.   Sizing of this 
equipment is based on the scope of food preparation. 

Cooking shall take place in a central location adjacent to both food storage and preparation.   Equipment 
shall consist of standard pieces such as convection ovens, tilt braising pans, kettles, steamer, griddle, and 
open burner range tops.  

Ware washing will take place as two separate functions, pot washing and tray washing. A three-
compartment sink with equal sized drain-boards will provide a place for washing and sanitizing heavily 
soiled pots and pans.   A dish machine will be used for washing and sanitizing trays and utensils.   Mobile 
storage shelving for storing clean wares will be placed at various locations throughout the kitchen. 

Tray make-up shall consist of a gravity roller assembly line with mobile heated and refrigerated supply 
holding cabinets, tray starter station, serving trays with insert trays and lids, mobile hot serving carts, and 
mobile uninsulated carts. 

 
The Laundry area will consist of commercial grade equipment sized to complete the entire washing and 
drying required for the entire facility within 40 hours of weekly operation.  A water reuse system will be 
provided to capture rinse water to be reused for later wash cycles.  The washers shall be large capacity 
with a chemical dispensing system located in lockable room.  The dryers shall be large capacity with a 
gas drying as the primary means of heating. The dryers are to be located in an enclosed space so that the 
exhaust ducts heat can be controlled. 
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Since inmate labor will be utilized in the area, all necessary precautions must be taken to prevent inmate 
access to service areas of washer and dryers as well as chemical storage areas.  The new Laundry will be 
structured in such may that it can be operated 5 days in a single shift.  By operating in this manner, the 
future expansions simply add days or hours in the operation of the laundry.  The standard average for jails 
is that linen is exchanged once a week.  Max laundry load per person 14lbs per week.  The load 
Calculations are as follows: 
 
Functional operation 8 hours - work time 6 hours.  (Day starts by loading and starting 1 hour, break time 
30 min. Final drying load started drawing 1 hour before closing.) 
 

• Load calculation: 250 x14(lbs) =3,500 lbs. Divided by 5 days/week load is 700 lbs.  

• Daily load per hour Approx. 117 lbs. 
 
Operation: 
The laundry staff collects all items that need to be laundered. The operation has a weekly collection list. 
Usually, the collects go by housing blocks. There are several ways the collections handled. One is that 
each inmate turns in their items and in return is the given fresh item. Another method is that gives the 
inmate a webbed bag, which will be laundered and returned to the same inmate.  The facility has special 
items, such as bed covers. Such items are laundered less often.  Other items could be the clothing of 
inmates who work outside the facility, either for the facility or these who are allowed to have work in the 
community. 
 

BASIS OF DESIGN MATERIALS: 

Floors: 

• Exposed Concrete: A significant portion of the floors in the facility will be exposed concrete with 
2 coats of liquid penetrating hardener/densifier. The first coat to be applied when the concrete 
has acquired initial set in accordance with manufacturer’s instructions. The second coat will be 
applied immediately prior to substantial completion and then all floors polished using 
commercial floor buffing machines. Due to construction activities, the floors are not protected 
from stains and other contamination the Contractors with protective coverings. In all inmate 
housing unit’s dayrooms, the concrete floors will be required to be honed/polished per the 
specification requirements. 

• Resilient Tile Flooring (Vinyl Composition Tile):  There will be multiple locations within the facility 
requiring Vinyl Composition Tile (VCT).  This type of floor finish is required in locations where a 
higher degree of aesthetic finish is desired.  The current jail facility utilizes this finish in the 
inmate corridors.  In addition, an integral colored strip is incorporated into the VCT pattern to 
instruct inmates on the desired path for orientation and safety during movement.  USVI BOC 
desires to replicate this system in the primary inmate movement corridors. 

• Resilient Sheet Flooring (Seamless Sheet Vinyl): In medical. mental health, and other areas 
indicated in the Room Data Sheets where cleanliness and wash ability is a concern. Provide 
seamless vinyl flooring with heat welded seams and 6” high integral cove base.  

• Resinous Flooring:  In the food and laundry service areas, provide a durable epoxy resinous 
flooring capable of withstanding long-term exposure to water, chemical, and heavy cart traffic.  
This product should also be used to form and integral 8” base on the wall.  Basis of Design:  
Stonhard Stonclad UT. 

• Carpet Tile: Generally, in Staff and some public areas indicated in the Room Data Sheets. 
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• Ceramic/Porcelain Tile: Generally, in toilet rooms, locker rooms, staff showers and public lobbies 
indicated in the Room Data Sheets. Tile should be unglazed through-color porcelain with epoxy 
modified latex thin-set grout except as noted otherwise. 

• Inmate Showers: See plumbing for integral stainless-steel shower cabinets or non-slip resinous 
flooring system. Basis of Design:  Stonhard Stonshield SLT. 

• Inmate Shower Drying Areas: Non-slip resinous flooring system. 

Base: 

No Base: In general, all exposed sealed concrete floors with Concrete or CMU walls will have no applied 
base to walls except at locations with finish floor materials. The wall/floor junction should be specially 
treated with pick resistant sealants in a cove where practical. Avoid expansion joints in the concrete floor 
at this location if possible. Use asphalt impregnated construction paper as a bond breaker in this 
condition if required. 

Rubber/Vinyl Base: Provide at walls with finish flooring other than ceramic tile.  

Tile Base: Provide in concert with ceramic tile flooring in a cove base configuration. 

Seamless Sheet Vinyl Flooring Base: As noted above, provide heat welded seamless vinyl base in 
conjunction with seamless vinyl flooring. 

Exterior Walls: 

Exterior Walls: Insulated Tilt-up or precast concrete construction is anticipated for walls that are part of 
the secure envelope. Provide double width insulating construction utilizing specially made connectors 
such as the ThermoMass system (or equivalent) to connect the outer wythe to the structural wythe. 
Insulation shall be extruded polystyrene, no exceptions). The interior face of exposed walls to be painted.  

For exterior walls that are not part of the secure envelope such as found in the housing unit exterior walls, 
an alternative building envelope may be considered. 

Insulating Requirements: Minimum R-19 total assembly. 

Inmate Cell Construction: 

The inmate cells are to be Concrete Masonry Units (CMU) or panelized steel construction.  In addition, the 
cell will be delivered with rough-ins for mechanical, electrical, and security connections.   Some cells will 
require special provisions such as ADA compliant toilets and integrated showers.  The cells will be 
individually insulated for sound absorption to prevent sound transmission to adjacent cells. 

Stairs and Railings: 

Cell Tier Access Stairs: Concrete metal pan stairs with steel channel or tube (plate stringers not allowed), 
with painted steel guard rails and stainless-steel hand rails. 

Cell Tier Balcony Railings: 2” x 2” steel tubes from balcony deck with vertical stanchions at a maximum 
72” on center spacing with horizontals at 24” and 42” above finish floor. A 1/4” thick by minimum 4-inch-
high steel toe board will be provided at the balcony railing level. Mounted on the balcony side face will be 
2” x 2” by 8 gage welded wire mesh galvanized after fabrication held in place by 1/4” x 2” steel plates 
bolted to horizontal and vertical tube and toe boards with minimum 3/8” diameter carriage bolts and twist 
off head nuts at maximum 16” on center.  Railings at the mezzanine level in housing units to be 54” in 
height minimum. 

Area Protection Railings: Where required for head clearance or horizontal protrusion warnings for sight 
impaired persons, provide single minimum 2” steel pipe or tube at 27” maximum above finish floor 
supported by vertical posts no greater than 72” on center. 
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Miscellaneous Exterior Guard Railings: Galvanized steel pipe or tube railings as required by code.   

Non-Secure Ceilings: 

• Acoustical Panel Ceiling: Heavy Duty 2’x4’ grid ceiling with square edge acoustical lay-in panels. 
All grid and panels are white except in control rooms where the grid and lay-in panels will be 
black. 

• Impact Resistant Acoustical Panel Ceiling: Heavy Duty 2’x2’ grid ceiling with square edge impact 
resistant acoustical lay-in panels secured with hold down clips. 

• Gypsum Board Ceiling: Standard ceiling suspension framing per the Gypsum Association. 
Minimum 5/8” thick type X gypsum board with standard finishing and texture system. Paint with 
2 coats of 100% acrylic latex semi-gloss (inmate areas) or eggshell (staff and public areas) paint 
over recommended primer.  

• Moisture Resistant Gypsum Board Ceiling: Standard ceiling suspension framing per the Gypsum 
Association. Minimum 5/8” thick glass fiber faced gypsum panel ceilings with setting type 
finishing compound over the entire surface of the exposed panel face and texturing as selected. 
Paint with 2 coats of water borne epoxy paint over compatible primer. 

• Impact Resistant Gypsum Board Ceiling: Standard ceiling suspension framing per the Gypsum 
Association. Minimum 5/8” thick impact resistant gypsum board with standard finishing and 
texture system. Paint with 2 coats of 100% acrylic latex semi-gloss (inmate areas) paint over 
recommended primer. 

Secure Ceilings: 

• SCLG-1 – Minimum Security.  Security Gypsum Board Ceiling: Support framing consisting of 
minimum 18 gage studs at 16 inches on center framed between walls or suspended from 
structure above as required to support loads. Attach 9 gauge by 3/4” galvanized flattened 
expanded metal lath to the framing spot welded or secured with #12 washer head screws at 12 
inches on center. Apply a layer of minimum 5/8” thick impact resistant gypsum board with 
standard finishing and/or texture system. Paint with 2 coats of 100% acrylic latex semi-gloss 
paint over recommended primer.  

• SCLG-2 – Minimum Security.  Perforated Downward locking metal pan ceiling in a heavy duty 
2’x2’ grid.  Ceiling shall be shop finished with manufacturer standard paint system. Basis of 
Design:  Trussbilt SecureDek Metal Pan Ceiling. 

• SCLG-3 – Medium Security.  Perforated or Non-perforated 12 gage steel (A40 zinc coated) by 12”, 
18” or 24” wide single skin interlocking metal plank ceiling. Plank ceiling shall be shop finished 
with manufacturer’s standard powder coat paint system. Basis of Design:  Trussbilt BarrierDek 
Single Skin Metal Plank Ceiling. 

• SCLG-4 – Maximum Security.  Perforated or Non-Perforated Double Skin Metal Plank Ceiling 
System: 24-inch wide double skin interlocking metal plank ceiling. Plank ceiling shall be shop 
finished with manufacturer’s standard powder coat paint system. Basis of Design:  Trussbilt 
TrussDek Double Skin Metal Plank Ceiling. 

Refer to narrative on “Security Envelopes” for an explanation of use of different ceiling systems as it 
applies to the security rating of an individual space.  
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Non-Detention Doors and Frames: 

Hollow Metal Doors and Frames: Utilize HMMA Custom Hollow Metal doors and frames where indicated. 
Door frames will be minimum 16 gage A60 coated steel. Exterior Door Frames will be minimum 16 gage 
A60 coated steel and interior doors will be minimum 18 gage A60 coated steel. 

Wood Doors in Hollow Metal Frames: Utilize door frames as identified above for hollow metal doors and 
frames. Provide factory finished select all heart hardwood 5 ply with minimum slip matched veneers. 

Hardware: Grade 1 mortise hardware; Schlage, Corbin-Russwin or Best, LCN Closers (no exceptions). 

Overhead Coiling Doors and Frames: Manually operated heavy duty overhead coiling door with G60 
coated metal slats with wind locks and gasketing. Standard chain hoist mechanism is acceptable. 
Provide manufacturer’s standard Powder Coat finish. All exterior Overhead Coiling Doors shall be 
insulated with minimum R-value of 7.  

Roofing: 

Roof System: Liquid Applied Roofing with white top layer per sustainable requirements at a minimum ¼” 
per foot slope.  The following lists the components starting with the supporting structure: 

• Sloping structural concrete roof slab. 

• Multiple layers of roofing insulation with staggered joints in both directions adhered to the 
concrete slab and to the subsequent insulation layer. 

• Cover board, ½” thick minimum adhered to the top layer of insulation and mechanically fastened 
to through the insulation and into the structural concrete slab.  

• Liquid applied roofing system consisting of a liquid waterproofing resin followed by a reinforcing 
fleece and topped off with a final layer of liquid waterproofing resin. 

 Roof Accessories: 

• Roof Hatches: minimum 36”x54” roof hatches with safety railing systems and Ladder up system 
on the access ladder. 

• Equipment Curbs: Custom fabricated pre-engineered insulated metal curbs. See mechanical 
narrative. 

• Walk Pads: Molded modular walk pads adhered to roofing membrane in a contrasting color from 
roof access points to all rooftop items which require regular maintenance access. 

• Scuppers, Conductor Heads, Gutters and Downspouts: A60 galvannealed steel sheet in gauges 
and forms per SMACNA standards. Factory finish with minimum 2 coat 70% fluoropolymer 
coating system. Secure to building elements as recommended by SMACNA. 

• Skylights: Insulated aluminum curbed double dome skylights with translucent outer dome and 
clear inner dome. Provide integral security bar frames in the curb in inmate areas. Security bars 
with clear space between bars no wider than 6”x12” and bar diameter no less than 3/4”. 

• Insulation:  Minimum R-30 continuous insulation. 

Louvers and Vents: 

Extruded aluminum louvers with 2 coat 70% fluoropolymer finish system. Provide bird screens or insect 
screens were required to limit specific threats.  Louvers shall protect intake and exhaust ventilation ducts 
from storm water penetration and shall meet the requirements of ANSI/AMCA 540.  
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Millwork: 

Architectural Cabinets: AWI or WI certified quality grade plastic laminated faced cabinets with flush 
overlay design. Provide European design 32 mm hardware system. 

Hardware: 

 Pulls: Wire Pulls as specified. 

 Drawer Guides: Ball bearing full extension and partial extension guides as required for the 
application. 

 Hinges: 32 mm fully concealed heavy-duty adjustable hinges.  

 Locks: Olympus Locks 777/888 series for removable builder’s cylinder core compatible with 
established building standard keyway. Provide with ETS/ETST reinforcement trim and spacers. 

 Grommets: Plastic grommets as required. 

Countertops: 

 Plastic Laminate Countertops: Horizontal grade plastic laminate on particle board or MDF 
substrates with minimum 1/2" thick by 1-1/2” deep solid surfacing nosing for use in staff areas. 

 Solid Surfacing Countertops: Custom fabricated solid surfacing made of minimum 1/2" thick 
solid surfacing on particle board or MDF substrates with 1-1/2” deep nosing for use in public and 
inmate accessible areas.  

Contractor Provided - Furniture Fixtures and Equipment: 

Detention Furnishings: Provided as part of the Detention Equipment Contractor (DEC) scope of work. 

• Cell Beds: 10 gage steel wall mounted bunk with one edge welded to the wall panel and the other 
provide with a 3/16” plate corbel on upper bunk. Bunk to have minimum 1” deep hemmed edges 
for reinforcement of leading edge. Provide 10 gage steel skirt from floor to lower bunk connected 
to floor with concealed fasteners and sealed to floor with pick proof sealant bead. Weld skirt to 
bed pan and fill gaps with pick proof sealant prior to finish painting. Provide with 70% aliphatic 
epoxy primer for field finish with special coating system.  

• Holding Cells and Suicide Watch Cells: Cast in place concrete benches and bunks.   

• Cell Desks (standard and accessible): 20” x 24” (32” wide at Accessible cells) x 10 gage #4 finish 
stainless steel wall mounted.  

• Cell Desk Stools (standard): Floor mounted stool with 14 gage #4 finished stainless steel seat 
and powder coated steel tube post.  

• Cell Desk Stools (accessible): Wall mounted swing stool with 14 gage #4 finished stainless steel 
seat and powder coated angles steel tube support.  

• Dayroom Tables (High Security): 4-person table design supported by seat stools rather than 
center post. 14 gage stainless steel tops with #4 finish. Support tubes and framing with 
manufacturer’s standard powder coat finish. (Basis of Design: Norix Max Master – Custom 
configuration as indicated). 

• Dayroom Tables (General Population):  4-person normalized environment table.  Basis of design:  
Forte Cafe round table. 

• Dayroom Chairs (General Population):  Single seat correctional chair for normalized correctional 
environment.  Basis of design:  Norix Forte Café Chair. 
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• Toilet Privacy Panels: 2” thick wall panel of similar construction to Detention Metal Wall Panel 
system. Slope top edge from 48” at wall to 36” height at free edge. Provide with 70% aliphatic 
epoxy primer for field finish with special coating system. 

• Gun Lockers: Six Compartment pistol lockers constructed of cut, formed, welded and ground 
smooth steel. Body front and sides: 7-gauge steel. Body back: 10-gauge steel. Drawer fronts: 7-
gauge steel. Compartment sides and backs: 10-gauge steel. Mounting flange: 2 x 2 x 3/16" steel. 
Hinge: 14-gauge steel. Individually keyed and master keyed pin tumbler deadbolt. 2 keys per 
compartment, 2 master keys per locker. 1/8" thick felt lining in drawers. Finish to be 
manufacturer’s standard powder coat finish. (Basis of Design: Norix IPL-600). 

Other Equipment: Refer to Room Data sheets for individual items not identified herein.  
 
ACOUSTICS 
 
Dayroom Acoustical Absorption: 
 
The design team will make every effort to reduce acoustical reverberation times in all inmate housing 
dayroom areas to a point where normal speech can be recognized.  This can be accomplished with 
application of spray applied or panelized acoustical absorption on the ceilings and high wall areas.  In any 
case, the acoustical material must be able to withstand anticipated abuse by dayroom occupants. The 
design team will provide acoustical calculations to demonstrate that sufficient absorption has been 
provided. 
 
Interior Wall STC ratings: 
The design team will analyze the relative noise criteria for spaces within the facility to address 
unnecessary noise transmission to adjacent spaces.  Appropriate STC ratings will need to be applied to 
interior partitions to address noise transmission.   
 
SIGNAGE AND WAYFINDING 
 
In order to understand how the Staff and Inmates will navigate in and around the new facility it is first 
important to understand the term “wayfinding”.  Wayfinding is a general term for what we, the public, do 
whenever we walk or drive from one place to another.  We guide ourselves by points of reference which 
are landmarks or visual cues. 
 
Wayfinding is an act of spatial problem solving which is a cognitive process comprising cognitive 
mapping (gathering information and images); decision mapping (planning wayfinding strategy); and 
decision executing (transforming decisions into actions).  Together these three abilities constitute a 
spatial problem-solving process.   
 
In summary, people must be able to visualize the path that they will take to reach their destination and 
must then formulate a travel plan in their mind. 
 
With that, the primary objective of the signage and wayfinding system’s design for the jail facility, will be 
to efficiently circulate the staff and inmates inside the entire complex.  As well, the sign system must 
meet all current USVI and local codes, which includes the American With Disabilities Act (ADA).  
Ultimately, through a consistency of sign materials, types, and placement, the designed wayfinding 
system must be able to help the staff and inmates properly and efficiently navigate through this complex 
to find their destination. 
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Exterior Signage 
Specific to the site surrounding the existing jail, an exterior sign system is necessary to ensure proper 
vehicular and pedestrian circulation.  Once entering the site, vehicular directional signs will be planned to 
be located at every major decision point that would be encountered by vehicular motorists.  It will be 
important to have a coordinated exterior sign system, especially so visitors can find the correct building 
entry point that houses either the Annex’s public entry.   
 
Within the site boundaries, along the walkways and the entrance roadway, pedestrian directional signs 
will be planned to be located at key decision points.  These directional signs will be incorporated into the 
walkways and landscaping but will properly planned to not clutter the site.  Areas for secure parking, and 
handicap parking, will all be identified by utilizing regulatory / warning signs. 
 
Interior Signage 
Once the public enters the building lobby of either the Sheriff’s office or Jail, a Wayfinding Directory will 
provide a simplified visual floor plan, as well a listing of all primary public destinations.  Overhead and / or 
wall mounted directionals are planned to be placed so the public can easily see them to help efficiently 
circulate to their destination.  Code required room signs of similar design to the other wayfinding signs 
will be designed and placed at restrooms, mechanical, electrical, communication and janitor closets.  
Back of house, secure area, and other nonpublic areas will also be signed in order to provide a complete 
signage and wayfinding system for interior spaces. 

 

Identifying Devices: 

A. Identifying Devices: 

1. Use the following: 

a. Dimensional characters. 

b. Wall-mounted room signs. 

c. Vinyl lettering in inmate housing units 

B. Provide identifying devices using the following methods and techniques: 

1. Manufactured and prefinished sign systems for surface mounting throughout the project. 

C. Interior Wall-Mounted Signs: 

1. Use one of the following: 

a. Dimensional letter signs using aluminum or stainless steel letters  at main entry 
lobby. 

D. Room and Function Label Signs: 

1. Use  one of the following: 

b. Frameless plastic panel signs with pre-applied characters and graphics. 

c. Vinyl lettering designations at inmate cells or multi-occupancy rooms. 

E. Directional Signs:  

1. Use one of the following: 

a. Framed or frameless metal panel signs with raised characters and graphics. 

b. Framed or frameless plastic panel signs with pre-applied characters and graphics. 

F. Architectural (Monumental) Signs: 

1. Free standing sign near the front entry of the facility. 

G. Dedication Signs: 

1. Bronze wall mounted plaque. 

a. 30" x 40" in size 

b. Mounted adjacent to public building entrance. 
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c. Sign to include the following information: 

1) Project Name 

2) Dedication Date 

4) Name of Agency 

5) Name of DBE team members 
 
SUSTAINABILITY REQUIREMENTS 
 
WELL BUILDING CONCEPTS & IMPLEMENTATION 

A way of intentionally incorporating user-focused qualities into the design is to use the WELL Building 

Standard as an approach and overall guideline. WELL puts the focus strictly on the users of a space and 

provides guidance for healthy and sustainable building systems, physical comfort and lifestyle directives 

that benefit people within the space and make their experience more normative, nurturing, and healthy. 

WELL focuses on seven concepts: Air, Water, Nourishment, Light, Fitness, Comfort & Mind; all of which 

are broken down into numerous features that set standards for things such as indoor air quality, utilizing 

natural daylight and creating environments that support good mental health. These features are research 

and science-based, and WELL helps deign how to achieve and maintain them during the design process. 

Whether or not WELL Certification is pursued, these standards should be used as conscious guidelines to 

help make informed design decisions and will continue to do so throughout the remaining phases of the 

project. 

 

CODES AND STANDARDS:  

General Design Criteria: 

The building design is based on the following preliminary code analysis found in Section 03-L Code 
Analysis. 

Occupancy:  Per Table 503 IBC 2018 

B – Business (Office) 

F-2 Low-Hazard Factory Industrial (Kitchen & Laundry) 

I-3 Institutional – All housing and other areas where ability to freely egress the building is restricted. 
Condition 4: This occupancy condition shall include buildings in which free movement is restricted from 
an occupied space. Remote-controlled release is provided to permit movement from sleeping units, 
activity spaces and other occupied areas within the smoke compartment to other smoke compartments. 

S-2 Low-Hazard Storage – Storage of non-combustible materials such as products on wood pallets or in 
paper cartons with only a single layer of combustible wrapping including: food products, beverages, fresh 
fruits and vegetables, frozen foods, and meats. 
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EXISTING SITE CONDITION: 

The existing site condition consists of a multi-story concrete and steel building reflecting 

structural deterioration and damage.  Most of the structural damages were likely caused by the 

effects of the 2017 Hurricanes Irma and Maria.  Because of the extensive damages sustained, 

the Alva A. Swan Annex facility is currently uninhabitable, unusable, and unsafe.  Damages 

associated to the existing building are summarized in an inspection report completed by Witt 

O’Brien’s on May 21, 2019.  On June 2019, the United States Virgin Islands Bureau of Corrections 

requested to the Government of the Virgin Islands to evaluate the recommendation to condemn 

the existing building. 

In addition to the existing multi-story building, the facility has an existing full size basketball court 

located along the north side of the existing building.  Although the basketball court seems to be 

in fairly good structural condition, the wearing surface shows signs of deterioration.   

Due to the aggressive nature of the existing topography, the site is surrounded by a concrete 

retaining wall along the east side.  Several segments of the concrete retaining wall show signs of 

deterioration and structural damage. 

The site is surrounded by a barb wired chain link fence along the entire perimeter.  There are two 

locations where a vehicular gate is provided to access the site. Although at different 

topographical elevations, both of these existing vehicular gates are located along the south side 

of the site.  
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SITE AREA CAPACITY: 

The existing Swan Annex facility is located within the Government of the Virgin Islands Lots No. 

7, 8, and 9.  The approximate total area of these lots is 0.78 acres.  The average length and width 

of these lots are 150 feet and 100 feet, respectively.   

The proposed facility and its corresponding proposed infrastructure will require the need to 

secure additional lots to provide for the adequate amount of area to develop the proposed site.  

The Government of the Virgin Islands, Property and Procurement Department, will transfer Lots 

No. 4, 5, and 6 to the USVI Bureau of Corrections for the use of the proposed development.  Lots 

No. 4, 5, and 6 will add approximately 1.75 acres to the proposed development.  The approximate 

total area that will be available for the development of the proposed facility is 2.5 acres.   
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EXISTING GEOTECHNICAL DATA: 

Existing ground geotechnical data was not available during the development of the bridging 

documents.  The design of the structural components of the bridging documents will be 

developed by making several conservative design assumptions.   

The only geotechnical information that was considered during the development of the bridging 

documents is soil data offered by the United States Virgin Islands Map Geo website 

(https://usvi.mapgeo.io/datasets/properties?abuttersDistance=120&latlng=18.335331%2C-

64.957549&panel=themes&themes=%5B%22soils%22%5D&zoom=19).  According to the 

website’s information, the soil within the general vicinity of the project site consists of Southgate-

Rock outcrop. 

It is strongly recommended that prior to the selected contractor initiating the development of the 

final design; a geotechnical study of the existing ground is completed with the intention of 

validating the bridging documents design.  The geotechnical study will be essential during the 

final structural design phase of the proposed buildings, retaining walls, parking facilities, and 

cistern.  
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EXISTING TOPOGRAPHY: 

A topographical survey of the existing site for Lots No. 7, 8, and 9 was completed by Antillean 

Engineers, Inc. on June 16, 2021.  The survey reflects a fairly aggressive existing surrounding site 

topography.  It is evident by the retaining wall that runs along the entire east perimeter of the site 

that most of the area within the footprint of the existing building and basketball court was 

excavated at some point in time in order to construct the existing infrastructure. 

In general, the elevation of the site is lower along the west side and higher along the east side.  

The approximate elevation difference between the lowest point within of the site and the highest 

point is approximately 25 feet.   

Furthermore, the site consists of a lower elevation along the south end and higher elevation along 

the north end of the site.   On average, the overall lowest elevation is approximately 175 feet and 

approximately 200 feet in elevation at the highest point of the site.  

Due to the time constraint encountered during the design of the bridging documents, a 

topographical survey was not completed for Lots No. 4, 5, and 6.  The design of the bridging 

documents associated with Lots No. 4, 5, and 6 was completed by utilizing United States Army 

Corps of Engineers older topographical data.  It is recommended that prior to initiating the final 

design phase, a detail topographical survey is completed to validate and make the necessary 

revisions to the bridging documents design. 
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EXISTING UTILITIES: 

Existing utilities within the facility include sanitary sewer, potable water, power, and 

communication.  In addition, the site includes a network of floor drains around the east perimeter 

of the existing building intended to collect and discharge runoff captured by the roof of the 

structure.  Along the south west boundary of the site, a concrete pad is found which provides for 

a location to storge gas tanks. 

The exhibit shown in this section provides a general overview of the location of the existing 

utilities. Additional existing utility information can be obtained from the completed topographical 

survey. 
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PROPOSED SITE PLAN: 

The proposed site plan will incorporate the following major design elements: 

• Correctional facility structure 

• Parking 

• Access road 

• Site access 

• Drainage structures 

• Utilities (sanitary sewer, potable water, stormwater, power, communication, and gas) 

• Cistern 

• Retaining walls 

• Pavement markings and signage 

• Security Fencing 

Each one of these components shall be designed with the consideration of the nationally 
established guidelines associated to each of the design elements.  These guidelines include: 

• International Building Code (IBC) 

• American Association of State Highway and Transportation Officials (AASHTO) Manual 

• Manual on Uniform Traffic Control Devices (MUTCD) 

• Americans with Disability Act Guidelines (ADA) 

• National Institute of Corrections, Jail Design Guide 

• National Institute of Corrections, Jail Design Review Handbook 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Bridging Documents for USVI BOC Swan Annex  
    
 

SECTION 3B DESIGN NARRATIVES – CIVIL 
    
 

  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 3B-7 

PROPOSED EARTHWORK: 

The existing grade elevation of the western portion of the site (Lots No. 4, 5, and 6) is 

approximately 25-30 feet lower than the eastern portion of the site (Lots No. 7, 8, and 9).  In order 

to achieve a balanced earthwork on this project, the finished floor of the proposed correctional 

facility will have to be designed so that it splits the elevation difference between the western 

portion of the site and the eastern portion of the site.  The excavated earthwork from the eastern 

portion of the site will be used to fill the western portion of the site.  

The proposed sideslopes along the areas where excavation or fill is proposed will consist of 4 

horizontal : 1 vertical slopes.  The proposed earthwork will be complimented by the 

implementation of retaining walls along various locations withing the site.  The function of the 

proposed retaining walls will be to retain the existing soil within locations where the proposed 

grading design dictates significant elevations difference and there is not sufficient horizontal 

distance to implement a 4H:1V slope. 
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PROPOSED VEHICULAR SITE ACCESS: 

The proposed site will allow for two main vehicular access points.  One of the access points will 

be located along the west side of the site, while the other access point will be located along the 

north east perimeter of the site.  The access point located along the west side is intended to 

facilitate site access to the lower portion of the proposed development.   

The second vehicular access point, located along the north east perimeter of this site, is intended 

provide access to the upper portion, or second level, of the development.   

Both of these access points will not only provide access to the site to perform day to day 

operational activities, the access points will also be used by emergency vehicles to access the 

site during emergency events.  The horizontal geometric design of the access points will be 

designed to provide for the required vehicular maneuverability of emergency vehicles to enter and 

exit the site. 

It is important to note that the access located along the west side of the site will be approximately 

25 feet lower in elevation when compared with the access point located along the north east 

perimeter.  
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PROPOSED PARKING: 

The site consists of two separate parking facilities.  A parking lot for visitors will be located 

adjacent to the access point located on the west side.  A second parking lot, designated for staff, 

will be situated adjacent to the site access located along the north east perimeter.  Both of the 

parking facilities will include handicap spaces designed in accordance to the American with 

Disabilities Act (ADA) guidelines.  

The stormwater drainage design within the parking facilities will consist of strategically located 

drainage inlets which will collect stormwater runoff and discharge it into reinforced concrete 

pipes that will be buried under the proposed asphalt pavement. The flow collected in the 

reinforced concrete pipes will eventually connect to existing stormwater infrastructure facilities.  

The incorporation of curb and gutter along the perimeter of the parking will assist in diverting the 

stormwater runoff towards the drainage inlets. 

It is recommended that the facility provides for one parking spot per employee associated to the 

two largest working shifts combined.  The parking facilities shall include the corresponding 

pavement markings and signage in accordance to the Manual of Uniform Traffic Control Devices 

(MUTCD). 
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PROPOSED UTILITIES: 

The proposed utilities will generally be consistent with the types of utilities which already exist 

within the site.  Sanitary sewer, stormwater, potable water, power, and communication are utilities 

that will be present in the proposed design of the facility.  The facility will also include a cistern, 

geared towards providing a secondary source of water.  In addition, the proposed facility will 

include redundancy for the power system which will guarantee the complete operation of the 

facility during emergency events such as hurricanes 

 

PROPOSED GRADING: 

The proposed grading of the site seeks to minimize the amount of earthwork that will be required 

to be moved within the site.  Ideally, the grading will compliment the proposed earthwork by 

providing for a design that will be balanced, therefore, minimizing or eliminating the need to 

import fill or haul existing material away from the site.  Designing a proposed grading that will 

balance the earthwork will reduce the cost and likely construction time associated with the 

project.  

Maintaining, as much as possible, the existing topographical condition and set the finished floor 

elevation of the proposed building in a fashion that will encourage a balanced proposed earthwork 

will be essential to accomplish the proposed grading objective.  
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PROPOSED DRAINAGE: 

The overall proposed drainage design within the limits of the facility will consist of a network 

stormwater collection inlets and reinforced concrete pipes which will collect the stormwater 

runoff and discharge it into the existing stormwater system.  The proposed building will include 

rain gutters, which will collect the runoff from the roof of the structure and route it to a proposed 

cistern for later use.  In addition, the proposed drainage system will incorporate a floor drain 

system along the perimeter of the building to ensure that runoff along the perimeter of the 

building will be collected and avoid any ponding of stormwater runoff.   
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RETAINING WALLS: 

The existing site appears to have been constructed by excavating a portion of the site and 

incorporating retaining walls to maintain the stability of the adjacent areas. An extensive retaining 

wall surrounds the eastern portion of the site along its entirety.  Additionally, the existing 

basketball court is also surrounded by a retaining wall.  A visual assessment of a few of the 

existing walls suggests that some of the existing retaining wall may need to be repaired or 

replaced since they show signs of deterioration. 

The proposed design of the facility will likely require constructing additional retaining walls, 

especially along the perimeter of the proposed building and around the proposed parking 

facilities.  Depending on the height of the proposed retaining walls required, a soil nail wall 

construction method could be implemented.  This method is commonly used in the area and is 

applicable when retaining walls are required to be 20 feet in height or higher.  

A further design development will be required to provide a more precise information regarding 

the locations where retaining walls will be required in order to compliment the design of the 

proposed facility. 
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BASIS OF DESIGN MATERIALS: 

Landscape: 

All plantings shall be non-toxic, drought tolerant, and low maintenance. Rich-mix soil will be 
added at a depth of 6” to all planting bed areas to help amend the existing soils and improve 
new planting survival rates. Rich-mix soil will also be added to every newly planted tree at a 
measurement of 1 C.Y. per tree. All tree excavation will be dug at a minimum size of 3 times the 
rootball. Existing soil will be mixed with the 1 C.Y. of rich-mix soil and strategically applied 
around the tree rootball for placement.  

Irrigation: 

A conventional irrigation system will be installed onsite and will need to tap into a domestic 
water source. The irrigation system will need to be design by a licensed irrigation designer and 
approved by the owner and owner representative. USVI BOC will only be irrigating turf areas in 
public accessible areas of the site. All other turf on site will not be irrigated. All shrub beds will 
be irrigated with shrub sprays. All newly planted trees will have a minimum of 2 tree bubblers 
per tree installation or drip irrigation around the trunk covering a minimum of 3’ radius. The 
irrigation system will be head-to-head coverage and have quick couplers installed every 200’ 
along the main line. This irrigation system, design, and installation will include the following 
items:  

ANGLE VALVE - A valve configured so its outlet is oriented 90 degrees away from its inlet. In 
irrigation, these valves are generally installed with the inlet at the bottom of the 
valve. 

ANTI-SIPHON DEVICE - A type of backflow preventer which seals off the atmospheric vent area 
when the system is pressurized. Should be installed downstream of a control 
valve in a location which is at least twelve inches higher than the highest point 
in the lateral which it serves. When system pressure drops to zero, the float and 
seal assembly drops, opening the vent to atmosphere and breaking any siphon 
effect. Consult local building codes or local irrigation distributor for laws 
applicable in your area. Synonymous with Atmospheric Vacuum Breaker. 

ANTI-SIPHON VALVE - The combination of an angle valve and anti-siphon device in one unit. The 
anti-siphon device is located downstream of the angle valve. 

AUTOMATIC CONTROL VALVE - A valve which is activated by an automatic controller using electric 
or hydraulic means. Synonymous with Remote Control Valve. 

BACKFLOW PREVENTER - A mechanical device which prevents backflow. In irrigation, it is used to 
protect the potable water supply from potentially contaminated irrigation water. 
There are several types of backflow preventers. The choice of backflow 
preventer used depends on the degree of hazard and the particular piping 
arrangement involved. Virtually all regulatory agencies in the United States 
require backflow prevention devices to protect the domestic water supply from 
contamination by the backflow of irrigation water. In areas where it is not 
required, it is highly recommended. Consult local building codes for laws 
applicable in your area. 

CHECK VALVE - A valve which allows water to flow in one direction only. Check valves are used to 
prevent low head drainage. 
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CONTROLLER or TIMER or CLOCK - This is the brain of the sprinkler system. The controller 
automatically opens and closes valves according to a preset schedule. Modern 
controllers have easy-to-set programs to help you efficiently manage seasonal 
adjustments. Some controllers also have sensors that signal the controller to 
shut off the system when it rains. An automatic controller is usually more water-
efficient that operating sprinklers manually.   

DIAPHRAGM - Rubberized seal which keeps water from flowing through the valve. 

DIAPHRAGM VALVE - A globe or angle pattern valve which uses a diaphragm to control the flow of 
water through the valve. 

DRAIN VALVE - A valve used to empty water from a lateral or main line, usually for winterization 
purposes. 

DRIP IRRIGATION - A low volume watering method that delivers water slowly and directly to the 
plant roots for maximum efficiency. 

EMITTER - A small watering device which delivers water at very low rate (measured in gallons per 
hour) and pressure at the outlet port. 

EXTERNAL MANUAL BLEED - A feature which allows an automatic valve to be opened manually 
(without controller) by releasing water from above the diaphragm to the outside 
of the valve. Useful during installation, system start-up and maintenance 
operations. 

FLOW CONTROL - A valve which modulates in order to maintain a pre-determined flow rate without 
drastically altering the pressure. 

FLOW SENSOR - A device which actively measures water flow through a piping system and reports 
its data to the computerized central control system. 

GLOBE VALVE - A valve configured with its outlet oriented 180 degrees from its inlet. In irrigation, 
these valves are generally installed so that the inlet and outlet are parallel to the 
ground. 

LATERAL - The pipe installed downstream from the control valve on which the sprinklers are 
located. 

LOW HEAD DRAINAGE - Residual flow from low-elevation sprinkler heads in a system after the 
control valve has been closed.   

MAIN (MAINLINE) - A pipe under constant pressure which supplies water from the point of 
connection to the control valves. 

MASTER VALVE - A valve used to protect the landscape from flooding in case of a ruptured main or 
malfunctioning downstream valve. The master valve is installed on the mainline 
after the backflow preventer and the control valves. 

MOISTURE SENSOR - A device which monitors the amount of water present in the soil and modifies 
the watering schedule accordingly. 

NOZZLE - The final orifice through which water passes from the sprinkler or emitter.  Nozzle shape, 
size and placement has a direct effect on the distance, watering pattern and 
distribution efficiency. 

POINT OF CONNECTION (POC) - The place where the irrigation submain is joined to the water 
service line. 
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POLYVINYL CHLORIDE (PVC) PIPE - A semi-rigid plastic material used in irrigation systems. 

POLYETHYLENE (PE) PIPE - A flexible black pipe used in irrigation systems. 

PRESSURE REGULATOR - A device which maintains constant downstream operating pressure 
which is lower than the upstream operating pressure. 

PROGRAM - The watering plan or schedule that tells the controller exactly when and how long to 
run each set of sprinklers. Many controllers offer multiple programs which can 
be useful on sites where different plant groups have different irrigation needs. 

QUICK COUPLING VALVE - A permanently installed valve which allows direct access to the irrigation 
mainline. A quick coupling key is used to open the valve. 

RAIN SHUT·OFF DEVICE or RAIN SENSOR - A device which prevents the controller from activating 
the valves when a preset amount of rainfall is detected. 

REMOTE CONTROL VALVE - A valve which is actuated by an automatic controller by electric or 
hydraulic means. Synonymous with Automatic Control Valve. 

RISER - A length of pipe which has male nominal pipe threads on each end. Usually affixed to a 
lateral or submain to support a sprinkler or anti-siphon valve. May also be used 
underground to connect system components. 

SMART CONTROLLER - An irrigation control system that uses weather-based calculations and 
environmental conditions to determine how much water to apply to a landscape 
based on the plant water needs.   

SPRAY HEAD - A type of fixed spray sprinkler that pops up from underground and waters a set 
pattern, usually from 4 to 15 feet in range. Used for lawns and shrubbery areas. 

SPRINKLER - A hydraulically operated mechanical device which discharges water through a nozzle 
or nozzles. 

STOP-A-MATIC® VALVE (SAM) - A spring-loaded check valve used beneath a sprinkler to prevent 
low-head drainage. The check valve feature may also be built into the sprinkler. 

SWING ASSEMBLY - An assembly of flexible swing pipe and fittings that are used to connect a 
sprinkler to the lateral pipe.  Allows you to easily adjust the sprinklers to grade 
level and helps to prevent breakage due to force on the sprinkler. 

SWING JOINT - A threaded connection of pipe and fittings between the pipe and sprinkler which 
allows movement to be taken up in the threads rather than as a sheer force on 
the pipe. Also used to raise or lower sprinklers to a final grade without plumbing 
changes. 

VALVE - A valve is like a faucet. Valves respond to commands from the controller. When valves 
receive a signal to open, water flows to the sprinklers. when they receive 
another signal to close, the flow of water stops. 

Outdoor Site Amenities: 

All outdoor site amenities will be surfaced mounted and have a powder coated paint color 
selected by the owner and landscape architect. 

SEATWALLS: Seatwalls will be constructed on site. They will be at a height of 18” tall from the 
top of wall to sidewalk grade and 18” wide. Rebar will be used as needed along the walls to 
ensure proper reinforcement.  
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METAL BENCHES: Stay Bench by Landscapeforms. Stay benches are available in backed or 
backless styles; offered either surface mount or embedded. All benches have aluminum end 
castings. Stay has a recycled material content of 63% or greater of which 38% is post-consumer 
and 25% is postindustrial. 

METAL LITTER RECEPTACLE: Pitch by Landscapeforms. Pitch is offered in side or top opening 
styles. These durable units feature a lift-off polyethylene top that allows easy access to the 
liner. Black polyethylene liner is made of 100% recycled material. Pitch has a recycled material 
content of 52% and is 100% recyclable. 

CAFÉ STYLE PICNIC TABLES: Mingle by Landscapeforms. Mingle tables are available with 2, 3, 
4, 5 or 6 seats (ADA compliant options available). Use the “4-seater” and “4-seater with ADA 
option” on site. All styles feature durable supports formed of steel tubing. Mingle has a recycled 
material content of 68%, and is 100% recyclable. 

RAISED PLANTING BEDS AND GARDEN: Raised garden beds, also called garden boxes, are 
great for growing small plots of veggies and flowers. They keep pathway weeds from your 
garden soil, prevent soil compaction, provide good drainage and serve as a barrier to pests such 
as slugs and snails. The raised planting beds should be made of pressure-treated wood or a 
non-rusting metal. They should stand at a minimum height of 18” tall and a maximum height of 
3’ tall. The planting beds will not exceed a width of 4’ and a length of 8’. The raised planting bed 
area will include a compost bin, water connection, and stone paved walkways. Vegetable soil 
shall fill the garden beds at a minimum of 12” in depth.  

SPORTING COURTS (BASKETBALL): The basketball courts shall be concrete pads and include 
standard basketball striping. One court will have a shade cover.  

Basketball Court: Concrete Pad, Striping, Basketball Post & Net 
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STRUCTURAL SYSTEMS 
 
Project Overview: 

The new USVI BOC Swan Annex Facility will consist of the following building scopes of work: 

❑ The new Annex Facility consisting of an approximately 110,000 square foot facility (See 
Section 2) divided into housing areas to the north and support areas to the south. The 
new housing area to the north will consist of a single-story structure housing inmate 
beds on two levels, with dedicated recreation yards and support spaces for staff.  The 
housing area includes an elevated mezzanine walkway for access to the second level 
cells. The support area located to the south of the new housing will consist of a two-
story structure.  The lower level consisting of public entry visitation, inmate programs, 
health clinic, mental health housing, intake and release, and classification housing. The 
second level includes detention administration, food service and laundry, and facilities 
services which includes the loading dock.  Due to the topography of the site the lower 
level will be below grade on the east side with second level being at grade. The building 
will be designed per the ICC 500 requirements for increased occupant protection during 
a severe wind event. 

❑ A new standalone single story central plant and generator building.  The building will be 
designed per the ICC 500 requirements for increased occupant protection during a 
severe wind event. 

Structural design of all components will generally be in accordance with the 2018 US Virgin Islands Code, 
Title 29 – Public Planning and Development, Chapter 5 – Building Code and the 2018 International Building 
Code.  Structural design of the entire facility will be based upon the recommendations in ICC 500-2014 
ICC/NSSA Standard for the Design and Construction of Storm Shelters. 

Structural Systems Description: 

❑ Slabs on grade will be placed over a 15-mil vapor retarder placed on a granular drainage 
fill over the subgrade prepared as recommended by the project geotechnical engineer’s 
report.  Over-excavation of unsuitable fill and soft materials may be required.  
Unsuitable materials will be replaced with engineered fill as recommended by the 
project geotechnical engineer’s report.  

❑ The typical elevated floor framing will consist of a 4½” thick reinforced concrete slab 
over 2” x 20 gage composite metal deck (6½” total thickness) supported by structural 
steel beams spanning between structural steel girders supported by steel columns, 
CMU load bearing walls and cast-in-place load bearing walls.  Typical steel beams will 
be designed with headed studs to engage the slab in a composite manner.  The 
composite beams will be spaced at 6’-0” to 9’-0” to allow for the deck to be unshored 
during construction. 

❑ Typical roof framing will consist of a minimum 4½” thick reinforced concrete slab over 
a 2” x 18 gage composite metal deck (6½” total thickness) spanning between structural 
steel composite beams.  Additional concrete may be provided as required for additional 
uplift resistance.  Steel beams will span to steel girders or load bearing walls 
constructed of CMU or cast-in-place concrete.  Roof framing will be designed to resist 
ICC 500 wind loading and detailed to meet impact resistance requirements. 

❑ Non-load bearing interior security walls will be solid-grouted reinforced CMU walls. 
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❑ Cells will be constructed on-site out of fully grouted, reinforced CMU and cast-in-place 
concrete slabs.  The cells to be designed to support their own vertical and lateral loads. 

❑ Exterior walls will be constructed of fully grouted CMU or cast-in-place concrete for 
impact resistance in accordance with ICC 500. 

❑ Foundations: A geotechnical investigation has not been performed at this site and 
geotechnical recommendations are not available.  It is assumed that the foundations 
for the new construction will be continuous and isolated spread footings bearing on 
native soils or engineered fill. 

❑ All footings and foundations will be cast-in-place concrete and reinforced with ASTM 
A615 Grade 60 reinforcing steel.  Perimeter trench footings will extend depth as 
required by the building code and as recommended by the project geotechnical 
engineer. 

❑ Final grade on the east side of the building is approximately equal to the second level 
finished floor elevations of the support area.  Cast-in-place exterior walls acting as 
retaining walls will be required at the lower level to retain soils.  The site drops off to the 
west and final grade is approximately equal to the proposed first floor finished floor 
elevation at this location.  An unbalanced soil pressure will need to be accounted for in 
the design of the building’s lateral system and second floor framing. 

❑ Lateral Systems: Resistance to wind and seismic lateral forces will be provided by 
special reinforced masonry shear walls and special reinforced concrete shear walls. 

❑ Expansion joints will be provided as required. 

Codes & Standards: 

The Structural design of the project shall be based on the following codes and standards: 

❑ 2018 US Virgin Islands Code, Title 29 - Public Planning and Development, Chapter 5 – 
Building Code 

❑ 2018 International Building Code 

❑ ICC 500-2014 ICC/NSSA Standard for the Design and Construction of Storm Shelters 

❑ American Society of Civil Engineers – Minimum Design Loads for Buildings and Other 
Structures (ASCE 7-16) 

❑ American Concrete Institute – Building Code Requirements for Structural Concrete (and 
Companion Commentary) (ACI 318-14)  

❑ TMS 402-16/602-16 Building Code Requirements and Specification for Masonry 
Structures (and Companion Commentaries). 

❑ American Institute of Steel Construction – Specification for Structural Steel Buildings 
(AISC 360-16) 

❑ American Institute of Steel Construction – Steel Construction Manual, 15th Edition  

❑ American Institute of Steel Construction – Seismic Provisions for Structural Steel 
Buildings (AISC 341-16) 

❑ American Welding Society, Structural Welding Code – Steel (AWS D-1.1-15) 

❑ American Welding Society, Structural Welding Code – Sheet Steel (AWS D-1.3-08) 

❑ American Welding Society, Structural Welding Code – Reinforcing Steel (AWS D-1.4-11) 
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❑ American Iron and Steel Institute – North American Specification for the Design of Cold-
Formed Steel Structural Members (AISI S100-16) 

Design Criteria: 

The following criteria are provided to define the scope of the project and to provide guidance to the Design-
Build Entity.  The Design-Build Entity is responsible for ensuring that design and construction of all 
improvements complies with all laws, codes and regulations applicable to detention facilities and that all 
systems are complete, integrated, cohesive and functional for their intended purposes. 

The Design-Build Entity shall provide detailed calculations and design documentation for all systems prior 
to construction and submit for review by the applicable Authority Having Jurisdiction (AHJ). Performance 
criteria identify minimum levels of quality, materials, and workmanship to provide secure, durable, and 
flexible buildings. 

The structural design of the project shall be based upon the following design criteria: 

❑ Dead Loads:  Dead loads for design shall be the actual weights of materials of 

construction and fixed service equipment plus miscellaneous superimposed dead 

loads as calculated per ASCE 7 (minimum 3 psf). 

❑ Live Loads 

o ASCE 7 Chapter 4 

o Floor 

▪ Offices 50PSF + 15PSF Partitions 

▪ First Floor Corridors 100PSF 

▪ Cafeteria 100 PSF 

▪ Gym 100 PSF 

▪ Cell Blocks 40 PSF 

▪ Corridors Above First Floor 80 PSF 

▪ Lobbies 100 PSF 

▪ Balconies 100 PSF 

▪ Storage and Mechanical Rooms 150 PSF 

o Roof 

▪ 20 PSF minimum 

▪ 100 PSF at Storm Shelter 

▪ 10 PSF allowance (minimum) for PV roof panels 

❑ Rain Loads 

o ASCE 7, Chapter 8 

❑ Wind Loads 

o ASCE 7, Chapters 26 – 30 

o US Virgin Islands Special Wind Region 2019 
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o Directional Procedure (IBC Section 1609 and ASCE 7, Chapter 27) 

o Risk Category IV (ASCE 7, Table 1.5-1) 

o 222 mph Ultimate Wind Speed (3-sec gust) (US Virgin Islands Special Wind Region) 

o Exposure Category D (ASCE 7, Section 26.7.3) 

o Topographic Factor Kzt = 1.0 

o Wind Directionality Factor Kd = 0.85 

o Enclosure Classification: Partially Enclosed, GCpi = +/-0.18 

❑ Seismic Loads 

o IBC, Section 1613 and ASCE 7, Chapters 11 and 12 

o Site Class D (Assumed) 

o Ss = 1.222 

o S1 = 0.428 

o Fa = 1.2 

o Fv = Ground Motion Hazard Analysis Required per ASCE 7, 11.4.8 

o SDS = .978 (short period design spectral response coefficient) 

o SD1 = Ground Motion Hazard Analysis Required per ASCE 7, 11.4.8 

o Seismic Design Category = Ground Motion Hazard Analysis Required per ASCE 7, 
11.4.8 

o Risk Category: IV (ASCE 7, Table 1.5-1) 

o Importance Factor, Ie = 1.50 (ASCE 7, Table 1.5-2) 

o R = 5, Omega = 2½ Cd = 3.5 for special reinforced masonry shear walls 

o R = 5, Omega = 2½ Cd = 5 for special reinforced concrete shear walls 

❑ Storm Shelter Loads 

o Tornado 

▪ 200 mph Ultimate Wind Speed (3-sec gust) (ICC 500) 

▪ Exposure Category C (ICC 500 2014) 

▪ Topographic Factor Kzt = 1.0 

▪ Wind Directionality Factor Kd = 1.0 

▪ Enclosure Classification: Partially Enclosed, GCpi = +/-0.55 

o Hurricane 

▪ 190 mph Ultimate Wind Speed (3-sec gust) (ICC 500) 

▪ Exposure Category D 

▪ Topographic Factor Kzt = 1.0 

▪ Wind Directionality Factor Kd = 1.0 
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▪ Enclosure Classification: Partially Enclosed, GCpi = +/-0.55 

Materials: 

❑ Structural Steel: 

o Wide flange shapes shall conform to ASTM A992 Grade 50 

o Channels and angles shall conform to ASTM A36 

o Round Hollow Structural Sections (HSS) shall conform to ASTM A500 Grade C (Fy 
= 50 ksi) 

o Square and Rectangular Hollow Structural Sections (HSS) shall conform to ASTM 
A500 Grade C (Fy = 50 ksi) 

o Angles and structural plates shall conform to ASTM A36 

o High strength bolts shall conform to ASTM A325, Type 1 

o Threaded rods shall conform to ASTM A36 

o Anchor rods shall conform to ASTM F1554 Grade 55, weldable 

o Base plates shall conform to ASTM A572 Grade 50 

❑ Cast-In-Place Concrete: 

o All concrete is normal weight concrete  

o Minimum concrete strength f’c = 4000 psi 

o Exposure categories per ACI 318-14 

o Reinforcing Steel: All reinforcing steel shall conform to ASTM A615, Grade 60 
unless noted otherwise on the drawings 

o Weldable Reinforcing steel shall conform to ASTM A706, Grade 60 

o Welded Wire Reinforcing shall conform to ASTM A1064, Grade 65 

o Deformed bar anchors shall conform to ASTM A496. (Fy = 70 ksi) 

o Headed stud anchors shall conform to ASTM A108. (Fu = 60 ksi) 

❑ Structural Masonry: 

o Reinforcing Steel: All reinforcing steel shall conform to ASTM A615, Grade 60 
unless noted otherwise on the drawings 

o Specified Compressive Strength of Concrete Masonry F’m = 2,500 psi minimum 

o Minimum net area compressive strength of concrete masonry units = 2,500 psi 
(ASTM C90) 

o Mortar shall be Type S (ASTM C270) 

o Grout shall meet or exceed 2,500psi (ASTM C476) 

o Masonry units shall conform to ASTM C90.  Masonry units for construction below 
grade shall be normal weight units.  Other masonry units may be normal weight or 
lightweight units. 

 Geotechnical Recommendations: 
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❑ A geotechnical investigation has not yet been performed at this site and no 

geotechnical report or recommendations are yet available. 

 Structural Specifications: 

❑ 033000 Cast-In-Place Concrete 

❑ 042000 Unit Masonry 

❑ 051200 Structural Steel Framing 

❑ 053100 Steel Decking 
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CODES & STANDARDS 

All work shall comply with the applicable codes: 

The Electrical design of the project shall be based on the current adopted edition of the following 
codes and standards: 

• National Electrical Code 
• International Building Code 
• International Energy Conservation Code 
• International Fire Code 

• International Mechanical Code 
 
Publication from the following organizations shall be adhered to: 

• National Fire Protection Association (NFPA) 
• Illuminating Engineering Society of North America (IES) 
• Building Industry Consulting Service International (BICSI) 

• Telecommunications Industry Association (TIA) 
• Americans with Disabilities Act (ADA) 

• National Electrical Manufacturer’s Association (NEMA) 

BASIS OF DESIGN - ELECTRICAL 

Primary Power Distribution: 
❑    Power shall be obtained from WAPA.  A single pad-mount transformer will serve the facility.  

Service will be metered on the secondary side of the transformer. 
❑    All primary and secondary lines shall be installed underground.  Secondary lines shall be 

encased in 3000 psi, red dyed concrete. 
❑    Secondary voltage from the utility transformers shall be 480Y277 volts. 

 
Power Generation: 
❑    An on-site microgrid shall generate power for the purpose of reducing the demand on the 

utility and providing back-up power in the event of loss of utility power.  

❑    The microgrid shall consist of a generator plant, roof-top photovoltaics, and energy storage 

batteries. 

❑    The generator plant shall consist of three gen sets sized such that two of the generators can 

serve the entire expected demand of the facility.  The generators shall be located inside a 

building.  The generators shall be paralleled to a common bus.  Generators shall be diesel 

powered.  Fuel storage shall be provided indoors with enough capacity to run the generators 

at 50% load for 21 days.  Generators shall be provided with critical rated mufflers and sound 

attenuating enclosures. 

❑    Generators shall all be of the same size.  Two generators shall be capable of serving 100% of 

the load of the facility to allow one generator to be taken off-line for maintenance without 

affecting the readiness of the system. 

❑    A load control system shall be provided to control all aspects of the micro-grid.  
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❑    Controls shall be provided to ensure that generators are not overloaded.  If only one generator 

comes on-line, loads shall be shed as prioritized by the Owner to allow critical operations to 

continue.  Cooling loads in buildings shall be load shed via mechanically held contactors or 

other approved means in the event of a loss of utility power.  Cooling loads shall be brought 

back on-line automatically once the BMS system verifies that at least two generators are on-

line. 

❑    The BMS system shall monitor the status of each generator, the paralleling gear, and the 

medium voltage switchgear breakers. 

❑    A photovoltaic system shall be provided on the roof of the facility.  The size of the array shall 

be the maximum size as allowed by the available roof space.   

❑    The energy storage battery system shall be located within the building.  The purpose of the 

battery system is to provide power to fill in the dips in energy production from the PV system 

when intermittent clouds reduce production and therefore reduce the need for the generators 

to come on-line. 

Site Lighting 
❑    Lighting shall be provided across the entire site. 

❑    All lighting shall utilize LEDs as a light source. 

❑    Lighting within the secure fence shall be full cut-off type utilizing wall mounted fixtures and 

pole mounted fixtures.  Pole shall be located a safe distance from the fence. 

General Electrical Requirements: 
❑    Switchboards, step-down transformers, and panelboards shall be located within electrical 

rooms.  
❑    Panels or other electrical equipment shall not be installed in areas such as corridor walls or 

any walls in occupied spaces. 
❑ All equipment shall be arranged for maximum service access, while reserving space for future 

equipment and future uses.  
❑ The electrical distribution system shall consist of main switchboards for both normal and 

Standby power systems. Along with the main switchboards, the remainder of the electrical 
distribution system shall be made up of: an automatic transfer switch, step-down 
transformers, feeders, distribution switchboards, motor control centers and lighting and 
power panelboards. 

❑ Central battery equipment inverter systems shall provide power to emergency loads such as 
emergency egress lighting.  The generator shall back-up the inverters, electronic security 
loads, telecommunication equipment and select HVAC equipment.  All loads on the generator 
shall be considered stand-by loads. 

Main Electrical Distribution Equipment: 
❑ Surge protection devices shall be provided on all main distribution equipment. 
❑ Space and spare capacity shall be provided in distribution equipment for an additional 20% 

load capacity and breaker space. 
❑ Circuit breaker types and interrupting capacities shall be selected based on the results of a 

short circuit and coordination study.  Arc-flash labels shall be provided on equipment.  
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❑ Switchboards and downstream distribution equipment shall be fully rated for the calculated 
available fault.  Series rated devices are not acceptable. 

❑ Normal and Standby services shall be metered. The meter shall have a test switch installed 
in the switchgear or metering cabinet. Metering equipment should provide at a minimum: 
volts, amps, KVA, KVAR, power factor, peak KW, and KWHR. 

Interior Low Voltage Distribution Transformers: 
❑ Interior Distribution Transformers (less than 600V) shall be located within designated 

electrical rooms. Ventilation and cooling shall be required to maintain specific temperature 
and humidity levels. Refer to Mechanical Narratives for requirements. 

❑ Transformers shall be floor mounted. 
❑ Transformers shall be installed a minimum of 20 feet from data racks.  
❑ Transformers may have copper or aluminum windings, 150-degree temperature rise 

maximum. 
❑ Transformers shall meet the current Department of Energy efficiency requirements. 

Electrical Branch Circuit Panelboards: 
❑ Panelboards shall be provided with full sized neutrals and ground bars, copper bus, with 

thermal magnetic type molded case main and branch circuit breakers. Provide branch circuit 
panelboards with bolt-on type breakers only to serve loads as required. Main breakers shall 
be individually mounted. 

❑ Provide 480/277V, 3-phase, 4-wire lighting panels to serve the lighting and HVAC loads. All 
lighting panels shall be rated for 100A minimum at 480/277V and contain minimum 25% 
spare capacity and circuit breaker mounting space. Provide quantities of lighting panels as 
needed to serve the lighting loads.  

❑ Provide 208/120V, 3-phase, 4-wire power panels to serve the general power loads. All power 
panels shall be rated for 225A minimum at 208/120V and contain 25% spare capacity and 
circuit breaker mounting space. Provide quantities of power panels as needed to serve the 
general power loads. 

❑ Areas of high electrical load density such as computer rooms with servers, IT and security 
closets, food service areas, maintenance, and other special service areas shall have dedicated 
panelboards.  Provide SPD units integral with panels serving security electronics and 
computer loads. Group clean power loads together onto panels, separating them from dirty 
power loads and motor loads. 
o Electrical panels shall not be located in the telecommunications rooms. 
o Electrical panels serving telecommunications rooms and low-voltage security 

electronics rooms shall not contain any lighting or motor loads. 
❑ Mount panelboard cabinet plumb and rigid without distortion of box. Mount recessed 

panelboards with fronts uniformly flush with wall finish and mating with back box. 
❑ Arrange conductors in gutters into groups and bundle and wrap with wire ties. 
❑ Create a printed directory to indicate installed circuit loads and incorporating the Owner’s final 

room designations. Obtain approval before installing. Use a computer or typewriter to create 
directory; handwritten directories are not acceptable. 

Enclosed Switches and Circuit Breakers: 
❑ Provide enclosed circuit breakers and switches where required. All interior switches or 

breakers in dry environments shall be NEMA type 1. Interior switches or breakers subject to 



Bridging Documents for USVI BOC Swan Annex   
    
 

Section 3E DESIGN NARRATIVES – ELECTRICAL 
    
 

 

  

Page 3E-4                                Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday  

damp or wet environments shall be NEMA 4X. All switches and breakers located outdoors 
shall be NEMA 3R or 4X. 

❑ All enclosed switches or breakers shall be provided with lock-off capability built into the 
device. 

❑ Install individual wall-mounted switches and circuit breakers with tops at uniform height 
unless otherwise indicated. 

❑ Label each enclosure with engraved metal or laminated-plastic nameplate. 
 

Branch Circuits, Outlets and Equipment Connections: 
❑ Provide the complete design and installation of all panelboards, feeders, and branch circuits 

to utilization equipment to include electrical outlets, devices, disconnects, direct electrical 
connections, conduit, wiring and overcurrent protection devices. 

❑ Quantity of Outlets 
o For Offices, provide a duplex outlet for every 12 linear feet of wall or portion thereof with 

a minimum of three duplex outlets in each. 
o For storage rooms, mechanical rooms, and electrical rooms provide a minimum of one 

duplex outlet for every 100 square feet or portion thereof. 
o For medical areas, provide a duplex outlet for every 8 linear feet of wall or portion thereof 

with a minimum of four duplex outlets in each. 
o For Control Rooms, provide a duplex outlet for every 6 linear feet of wall or portion 

thereof with a minimum of eight duplex outlets in each. 
o For corridors, provide duplex outlets 50-feet on center maximum. 
o For other areas, provide a minimum of one duplex outlet for every 20 linear feet of wall 

or portion thereof. 
o Provide duplex outlets as required for all equipment. 
o Provide a duplex outlet within 12 inches of each telephone/data outlet or wireless 

access point. 
o Provide a duplex outlet within 12 inches of each TV outlet. 
o Provide one duplex outlet for every 25 linear feet of wall in each cell chase, on Standby 

power. 
o On the exterior of the building, provide a duplex outlet for every 200 linear feet of wall or 

portion thereof. Outlets shall be GFI in a weatherproof while in-use enclosure. 
o There shall be a minimum of one receptacle in cells, except for cells used for holding or 

jail (non-prison) use. 
❑ All convenience outlets located in food preparation areas shall be protected by a readily 

accessible GFCI device. 
❑ Provide 120V, duplex general receptacles with no more than six receptacles for each 20-amp 

circuit. 
❑ For computer circuits, provide 120V, duplex general receptacles with no more than four 

receptacles for each 20-amp circuit. 
❑ Provide dedicated neutrals for all 120-volt and 277-volt single phase circuits.  Neutrals shall 

not be shared between single phase circuits on different phases. 
❑ Provide a dedicated circuit from a Standby panel to serve building automation control panels. 
❑ Provide dedicated 24-volt circuits to serve temperature control zone air terminal units. One 

circuit shall serve a maximum of five terminal units. 
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❑ Provide dedicated circuit from Standby bus to serve pre-action or chemical based fire 
suppression systems. 

❑ All boxes and enclosures shall be metal, except non-metallic boxes and enclosures shall be 
used in corrosive environments. 

❑ Provide all connections to modular furniture and equipment for a complete installation.  
❑ Provide branch circuiting to all power supplies for all low voltage systems. 
❑ Refer to Telecom, Data, and Security sections for additional electrical requirements. 
❑ Outlets shall not be installed recessed in floors or within floor mounted monuments 

(Exception: Conference Rooms, Training Classrooms, Kitchens, and Food Servery may have 
recessed floor outlets underneath the tables and desks). 

❑ Provide shunt trip circuit breakers where required. 

Electrical Branch Circuit Wiring: 
❑ All branch wiring shall be insulated conductors in conduit. All branch circuit wiring shall carry 

an insulated ground conductor along with the phase conductors and required neutrals. 
Minimum size of conductors for interior branch circuits shall be #12 AWG and all interior 
conduits shall be a minimum of 3/4”.  Minimum size of conductors for exterior branch circuits 
shall be #10 AWG and all exterior conduits shall be a minimum of 1”. 

❑ Keep raceways at least 6” away from parallel runs of flues and steam or hot-water pipes. 
Install horizontal raceway runs above water and steam piping. 

❑ Arrange stub-ups so curved portions of bends are not visible above the finished slab. 
❑ Install no more than the equivalent of three 90-degree bends in any conduit run. 
❑ Conceal conduit within finished walls, ceilings, and floors, unless otherwise indicated. 

Motor Control: 

❑ Motor controllers and disconnects shall be provided as required for mechanical equipment. 
❑ Provide heavy-duty Push Buttons, Pilot Lights, and Selector Switches: Heavy-duty type. Push 

Buttons: Recessed types; maintained contact unless otherwise indicated. Pilot Lights: LED 
types; “Red” for stopped, “Green” for running. Selector Switches: Rotary “H-O-A” switch. 

❑ Provide both NC & NO contactor auxiliary contact(s). Control Relays shall be solid-state time-
delay relays. Also provide a wall mounted spare-fuse cabinet with hinged lockable door. 

❑ Label each enclosure-mounted control and pilot device. 
 

Raceways: 
❑ All circuits shall be enclosed in raceways. 

o The raceway system shall be conduit or tubing of the appropriate material except in 
special applications. 

o Conduit systems shall be concealed in all areas accessible to inmates. Conduit 10 feet 
or more above finished floor (or housing pod mezzanine walkway) shall be considered 
inaccessible. 

❑ Run conduit larger than 1” trade size parallel or at right angles to main reinforcement. Where 
at right angles to reinforcement, place conduit close to slab support. 

❑ Arrange raceways to cross building expansion joints at right angles with expansion fittings. 
❑ Change from EMT to RNC, Type EPC-40-PVC, or rigid steel conduit before going below the 

floor. 
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❑ Raceway Terminations at Locations Subject to Moisture or Vibration: Use insulating bushings 
to protect conductors. 

❑ Install pull wires in all empty raceways. Use polypropylene or monofilament plastic line with 
not less than 200-lb tensile strength. Leave at least 12” of slack at each end of pull wire. 

❑ Install with a maximum of three 90-degree bends or equivalent for each length of raceway. 
Separate lengths with pull or junction boxes or terminations at distribution frames or cabinets 
where necessary to comply with these requirements. 

❑ Install raceway sealing fittings at suitable, approved, and accessible locations and fill them 
with listed sealing compound. For concealed raceways, install each fitting in a flush steel box 
with a blank cover plate having a finish similar to that of adjacent plates or surfaces. Install 
raceway sealing fittings where conduits pass from warm to cold locations, such as 
boundaries of refrigerated spaces and where otherwise required by NFPA 70. 

❑ Expansion-Joint Fittings for RNC: Install in each run of aboveground conduit that is located 
where environmental temperature change may exceed 30 deg F, and that has straight-run 
length that exceeds 25 feet. 

❑ Flexible Conduit Connections: Use maximum of 72” of flexible conduit for recessed and semi-
recessed lighting fixtures, equipment subject to vibration, noise transmission, or movement; 
and for transformers and motors. 

❑ Use LFMC in damp or wet locations subject to severe physical damage. 
❑ Use LFMC or LFNC in damp or wet locations not subject to severe physical damage. 
❑ Recessed Boxes in Masonry Walls: Saw-cut opening for box in center of cell of masonry block 

and install box flush with surface of wall. 
❑ Set metal floor boxes level and flush with finished floor surface. 
❑ Set nonmetallic floor boxes level. Trim after installation to fit flush with finished floor surface. 
❑ Apply fire-stopping to electrical penetrations of fire-rated floor and wall assemblies to restore 

original fire-resistance rating of assembly.  

Wiring Devices: 
❑ Light switches and standard receptacles shall be rated for 20 amps.   
❑ Receptacles in inmate accessible areas shall be tamper resistant type. 
❑ Where GFCI protection is required, GFCI devices shall be readily accessible. 
❑ Devices on circuits backed up by the on-site generator shall be red in color. 
❑ Devices on circuits backed up by a UPS shall be blue in color. 

Device Plates: 
❑ Device Plates shall be constructed of unbreakable nylon except as noted below. 
❑ Device Plates in kitchen areas not accessible to inmates shall be type 302 stainless steel. 
❑ Device Plates in inmate accessible areas shall be fastened with tamper proof fasteners. 

Corrosion Protection: 
❑ Do not combine materials that can form an electrolytic couple that will accelerate corrosion 

in the presence of moisture unless moisture is permanently excluded from junction of such 
materials. 

❑ Use conductors with protective coatings where conditions cause deterioration or corrosion 
of conductors. 

Standby Power System Monitoring: 



Bridging Documents for USVI BOC Swan Annex   
    
 

Section 3E DESIGN NARRATIVES – ELECTRICAL 
    
 
 

  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 3E-7 

❑ Alarms: 
o Automatic transfer switch (ATS): Normal/Standby position status. 

❑ Monitoring Points 
o Generator Run Time 
o Generator Load 

 

Lighting Systems: 
❑ LED sources shall be used for all interior and exterior lighting. 
❑ Lighting controls shall comply with the current adopted energy code. 
❑ Occupancy / Vacancy sensors shall utilize self-adapting technology so as not to require 

manual adjustments.  Dual technology devices shall be utilized in offices and similar space 
that involve minor motion activity. 

❑ All interior light fixtures shall have a color temperature of 3500 K, except for night lights in 
cells which shall have a color temperature at or near 2700 K.  Exterior light fixture shall have 
a color temperature of 4100 K. 

❑ Provide adequate un-switched night lighting for security and egress path lighting. Coordinate 
the night lighting design with the security systems design to ensure good visibility and picture 
quality for video surveillance monitoring 

❑ Interior lighting controls shall include the following: 
o Lighting fixtures in locked utility spaces shall be controlled by local switches. 

o Provide a lighting control panel with an astronomical time clock to provide lighting control 

as required by the energy code.  Program each panel as directed by the Owner. 

o Lighting fixtures in the offices, conference rooms, and multipurpose rooms shall be 

dimmable.  Provide local control for dimming.   

o Dayrooms with natural light shall be equipped with photocells for continuous active 

daylight harvesting based on the amount of natural light present. 

o Cells shall be equipped with local on-off control for the occupant.  Officers shall be able 

to override the local control (on or off) from the officer’s station. 

 

Emergency, Egress, and Exit Lighting: 
❑ All emergency egress and exit lighting shall be provided with inverter power backed up by the 

generator. Emergency, egress, and exit lighting shall be uninterrupted in the event of a utility 
power failure.  Inverter systems and equipment shall be utilized to provide for uninterruptible 
emergency, egress, and exit lighting in the event of a utility power failure. The inverter systems 
shall provide power to the emergency lighting system for 90 minutes.  

❑ Provide emergency lighting in areas where inmates are present with staff members. These 
areas include, but are not limited to, dayrooms, corridors, medical treatment rooms, 
intake/release, suicide/holding cell, and other areas.  

❑ Exit signs shall be the electrically powered, illuminated type.  
❑ Lighting fixtures shall be LED, energy efficient and suitable for the environment in which 

installed. 
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Interior Lighting and Controls: 
❑ The minimum maintained lighting level measured in the horizontal plane 30 inches above 

finished floor shall be: 
AREA     FOOT-CANDLES 
Dayrooms      30 
Sally Ports      20 
Vestibules      10 
Storage Room      20 
Mechanical/Electric Equipment Rooms   20 
Showers/Lavatory/Toilet     20 
Stairway       10 
Control Rooms      40 
Central Plant     30 
Telephone/data/security rooms   50 

 
❑    Lighting in cells shall be compliant with ACA standards. 
❑    Lighting levels in areas not covered above shall be in accordance with IES recommendations 

but shall not exceed the requirements of the energy code, where it is applicable.  
❑    All fixtures shall be of high quality and construction 
❑    Subject to compliance with the local energy code, provide the following at a minimum for 

automatic lighting control: 
o Stand-alone occupancy / vacancy sensing shall be provided for restrooms, offices, 

storage rooms, etc. in spaces not accessible to inmates. 
o Networked relay panels shall be utilized for automatic off lighting control in large areas, 

corridors, and exterior lighting.  Incorporate dimming controls where required by code.   
o Daylight sensors shall be provided for automatic daylight responsive dimming for all 

areas containing skylights, clearstories, or exterior windows where the day lighting 
contributions contribute to interior space illumination. 

❑ Switches: 
o All common and sleeping area fixture controls shall be located in the Control Room. 

There shall be no individual cell lighting control in the sleeping rooms or common 
spaces. Sleeping room lighting shall be switched so that either all lamps are on or a 
night light is on. The sleeping rooms shall never be dark. 

o Lighting in the Suicide and Safety sleeping units shall be unswitched, on Standby power 
with battery backup, and shall be on 24 hours a day. 

❑ Fixtures: 
o Fixture shall be corner mounted at the wall/ceiling intersection on the side wall of the 

cell, above the desk. The fixture shall be fed from the chase. 
o Security sealant shall be provided where fixture meets walls and ceiling. 
o Cell fixture housing shall be a minimum of 12 gage cold-rolled steel with a ½” thick clear 

tempered glass lens on environmental side and a 0.125 prismatic acrylic lens on the 
fixture side. Lenses shall be securely fastened with tamper resistant screws. 

o Lamp access cover shall be continuously hinged with welded pin end to prevent 
removal. 

o Fixture shall be equal to Failsafe FMC, Kenall CD Series, or New Star 554. 
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o Fixtures shall utilize LED’s as a light source. 
 

❑ Lighting Fixture Types shall be as follows: 

o Maximum Security Fixtures 
▪ Fixtures shall be of security type steel construction. 
▪ Housings shall be 12-gauge cold-rolled steel. 
▪ Lenses shall consist of (environmental side first): 
▪ 0.500-inch clear tempered glass. 
▪ 0.125-inch acrylic prismatic overlay. 
▪ Lenses shall be securely fastened on maximum 8-inch centers with no direct glass 

to metal contact. 
▪ Lamp access covers shall be continuously hinged and fastened with security 

screws. 
▪ Night Lights (Cells): The fixture shall utilize a PL-7 (or equivalent) lamp and ballast 

as a night light. 

o Medium Security Fixtures 
▪ Fixtures shall be of security type steel construction. 
▪ Housings shall be 14-gauge cold-rolled steel. 
▪ Lenses shall consist of (environmental side first): 
▪ 0.250-inch clear tempered glass. 
▪ 0.125-inch acrylic prismatic overlay. 
▪ Lenses shall be securely fastened. 
▪ Lamp access covers shall be continuously hinged and fastened with security 

screws. 

o Commercial Grade Fixtures 
▪ Standard, non-security type fixtures. 

❑ Provide Fixtures as Follows: 

o Housing: 
▪ Lighting fixtures installed in cells shall be maximum security. 
▪ Lighting fixtures installed in Electrical Rooms, Mechanical Rooms, Security 

Electronics Rooms, Telephone Rooms, Control Rooms, and areas 12 feet or more 
above the finished floor (mezzanine at Dayrooms) shall be commercial grade. 

▪ Lighting fixtures installed in other areas of housing shall be medium security. 

o Administration: 
▪ Lighting fixtures installed in the Intake area and in cells shall be maximum security 

fixtures. 
▪ Lighting fixtures installed in the Clinic area shall be medium security. 
▪ Lighting fixtures installed in Electrical Rooms, Mechanical Rooms, Security 

Electronics Rooms, Telephone Rooms, Control Rooms, and areas 12 feet or more 
above the finished floor shall be commercial grade fixtures. 
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▪ Lighting fixtures installed in other buildings and areas shall be commercial grade 
fixtures. 

 

Exterior and Site Lighting: 
❑ Site lighting shall be provided by wall pack fixtures mounted on the buildings and pole 

mounted fixtures within the secure perimeter. 
❑ Lighting shall be full cut-off type. 
❑ Pole-mounted fixtures shall be provided near the entrance gatehouse. 
❑ Luminaire standards shall be designed for appropriate isotach wind zones with all luminaires 

and other devices to be mounted on standard in place. 
❑ The exterior lighting system shall be controlled by a Master Time Clock located in Master 

Control with an override switch. 
❑ Exterior lighting fixtures shall be weatherproof and energy efficient utilizing LED light sources. 
❑ Building-mounted lighting for security shall utilize LED cut-off type luminaries. 
❑ Building exterior soffits and canopies shall be provided with recessed or surface fixtures 

utilizing LED lamps. 
❑ Coordinate the design and installation of all exterior security lighting with the security systems 

design to ensure good CCTV picture quality.  
❑ Provide lighting for flagpoles, monument signs and static displays. 
❑ Footcandle levels indicated below shall be maintained, average values.  Average to minimum 

ratios of 4:1 shall be achieved. 
 
 
 
 
AREA     FOOT-CANDLES 
Parking Lots   1 
Open Areas within Secured Perimeter  2 
Perimeter Fence  5 
Area 20 feet Around Main Gate House  5 
Vehicle Sally Ports/Secure Parking   5* 
 
*5 footcandles vertical for 10-foot-high plane at front, rear, and both sides of position occupied 

by vehicle. Fixture poles shall not be located within the Vehicle Sally Ports/Secure Parking. 
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DESIGN CRITERIA - MECHANICAL 
 
The following criteria are provided to define the scope of the project and provide guidance to the Design-
Build Engineer of Record and United States Virgin Islands licensed Contractor licensed in the discipline 
being performed (DBEC). The DBEC is responsible for ensuring that design of all improvements complies 
with all laws, codes, and regulations applicable to local detention facilities and that all systems are sized 
appropriately for the project requirements, all systems are complete, integrated, cohesive and functional 
for their intended purposes. 

The DBEC shall provide detailed calculations and design documentation for all systems prior to 
construction and submit for review by the applicable Authority Having Jurisdiction (AHJ). Performance 
criteria identify minimum levels of quality, materials, and workmanship.  The DBEC shall be licensed in the 
United States Virgin Islands and shall function as and assume all responsibilities of the Engineer of Record 
and contractor for this project for the project.  

 
APPLICABLE REFERENCE STANDARDS 

All work, materials, and installations shall conform to appropriate codes, regulations, and enforcing 
agencies as listed below: 
❑ Americans with Disabilities Act, Accessibility Guidelines (ADAAG) 
❑ American Refrigeration Institute (ARI) 
❑ American Society of Heating, Refrigeration, and Air Conditioning Engineers (ASHRAE) 
❑ American Society of Mechanical Engineers (ASME) 
❑ National Fire Protection Association (NFPA) 
❑ Occupational Safety and Health Act (OSHA) 
❑ Regulations of Local Utility Companies 
❑ Sheet Metal and Air Conditioning Contractors National Association (SMACNA) 

Codes & Standards: 
❑International Building Code - 2018 
❑International Fuel Gas Code - 2018 
❑International Mechanical Code - 2018 
❑International Plumbing Code - 2018 
❑International Fire Prevention Code - 2018 
❑Items not covered herein and in the above documents shall conform to the applicable provisions of the 

following codes and standards: ASHRAE Standards, SMACNA Standards. 

BASIS OF DESIGN - MECHANICAL 

General Design Criteria: 

The mechanical design of the project shall be based on the following design standards: 

❑ Provide a Mechanical System complete in place, tested and approved, as specified, and as needed for 
a complete, usable and proper installation. All equipment shall be installed per the criteria documents, 
code requirements, and manufacturer’s recommendations (whichever is more stringent). 

❑ Provide design, engineering, installation, start-up, testing, adjusting, and load balancing of complete 
and operational mechanical systems and related distribution. 
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❑ Provide detailed engineering calculations for all systems prior to construction to confirm final sizes 
and equipment configurations and submit for review for compliance with the Design Criteria.  Design 
Criteria shall identify minimum levels of quality, materials and workmanship. 

❑ The entire mechanical system design must be based on an overall level of quality, redundancy, and 
maintainability required by the Authority Having Jurisdiction (AHJ). The design shall incorporate proven 
technology and equipment. 

❑ Mechanical equipment and space planning shall be organized so all components can be removed and 
replaced without demolition to the facility. 

❑ A comprehensive quality assurance (QA/QC) process of the design documents shall be provided.  
QA/QC shall include and written checklist of major design and coordination items that were reviewed. 

❑ The mechanical system shall be warrantied from defects with materials or workmanship for two years 
from start-up or 12-months from substantial completion of the entire project, whichever is greater.  The 
water chiller shall be warrantied for materials and labor for four years from start-up or two years from 
substantial completion of the entire project, whichever is greater. 

❑ The mechanical system design shall be prepared by a firm and professional licensed in the United 
States Virgin Islands. 

❑ Mechanical systems shall be designed with a level of redundancy that allows for continuous operation 
and occupancy of the facility.  The following systems shall be furnished with an additional unit that has 
equal or greater capacity required to meet the calculated load (N+1 design): air-cooled chillers, hydronic 
pumps, cooling systems for electronic equipment, and air handling unit fans. The intent is minimizing 
the single point of failure in critical systems. 

❑ Provide a Building Management System (BMS) capable of operating and scheduling all HVAC 
equipment associated with this facility. The BMS shall be true BACnet.  

❑ Owner will hire a commissioning agent to provide fundamental commissioning of the HVAC system, 
building control systems, Lighting/daylighting controls, domestic hot water systems, any renewable 
energy systems and Smoke Exhaust System.  DBEC shall provide any support necessary for 
commissioning agent to complete their services.  If DBEC determines that an additional level of 
commissioning is necessary to achieve performance, then the DBEC will reimburse the Owner for the 
expense associated with the additional commissioning. 

Utility Incentives:  DBEC shall explore and provide to the owner program specifics and associated impact 
to the project for any incentives or programs that might be available for this project. 

Energy Conservation Measures: 

The overall goal of the project is to provide the USVI BOC Swan Annex energy efficient assets that benefits 
the community and its occupants with a healthy indoor environment through a sensible use of resources. 
This will be accomplished through the architecture and programming, but also through developing a 
mechanical scheme that reduces carbon footprint and pushes as much as possible to reduce the facilities 
annual operating cost. 

A goal of the project team is to pursue an energy conscious design that exceeds the average performance 
of similar facilities.  This shall be accomplished in a number of ways including the following: 
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❑ The most energy saving premium efficient motors shall be provided for equipment. 

❑ Direct drive motors for all exhaust fans and air handler fans.  

❑ Dual direct drive plug fans to be used where practical in air handlers 

❑ Variable speed pumping for hydronic systems, primary variable flow. 

❑ Variable speed screw chillers.  

❑ Variable speed fan control air handling units. 

❑ Variable speed fan control for kitchen hoods and makeup air units. 

❑ CO2 sensors to reduce outside air quantities during reduced occupancy periods in high occupancy 
spaces. 

Appropriate schedule of systems operation. 

Design Standards 

The mechanical design of the project shall be based on the following design per ASHRAE Standards: 
❑ Outdoor Summer Design Conditions: 89.5°F DB / 77.9°F WB 
❑ Maximum Relative Humidity Condition: 60% RH 
❑ Housing Day Room & Sleeping Area: 75°F Cool  
❑ Housing Control Room: 75°F Cool  
❑ Housing Administrative Segment: 75°F Cool  
❑ Housing Warehouse/Maintenance: 75°F Cool  
❑ Housing Laundry: 75°F Cool  
❑ Housing Food: 75°F Cool  
❑ Support Administration/Staff Services: 75°F Cool  
❑ Support Visiting: 75°F Cool  
❑ Inmate Property Warehouse: 75°F Cool  
❑ Support Medical /Mental Health/Clinic/Infirmary: 75°F Cool  
❑ Support Receiving: 75°F Cool  
❑ Support Main Circulation: 75°F Cool  
❑ Electrical and Mechanical Equipment Rooms: Ventilated to 15°F of design cooling  
❑ Data, Telephone, and Security Equipment Rooms: 72°F. 
❑ Electrical Rooms (housing transformers or dimmers) shall be conditioned as required to offset heat 

rejection of equipment and maintain the room below 75°F. 
❑ The summer unoccupied design temperature shall not exceed 82°F to prevent excessive heat storage 

in the space. 

❑ Detention areas shall be set to alarm if area reaches 84°F. Upon detention areas reaching 80°F the BAS 
shall shed non detention loads to allow the detention areas to be conditioned to 84°F or lower. Critical 
alarms shall be sent when the detention areas reach 85°F. 

❑ Ventilation/exhaust rates, direct exhaust requirements, and positive/negative pressure relations shall 
be designed to meet the IBC requirements, ASHRAE 170, NFPA standards and the minimum 
requirements set forth in the Space Program & Space Criteria Data Sheet Section of the Design Criteria 
Package (whichever is more stringent). The DBEC team shall submit all ventilation and exhaust 
strategies for review for compliance with the Design Criteria and shall coordinate all pressure control 
strategies with the Owner during the design phase.   
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❑ Humidity control design will be designed to meet IBC requirements, ASHRAE Standards, and the 
minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section of the 
Design Criteria Package (whichever is more stringent). The DBEC shall submit all humidity control 
strategies for review for compliance with the Design Criteria and shall coordinate all humidity control 
strategies with the Owner during the design phase. 

❑ Demand control ventilation strategies and CO2 sensors shall be provided to meet the IBC- Mechanical, 
IBC – Energy Conservation, and the minimum requirements set forth in the Space Program & Space 
Criteria Data Sheet Section of the Design Criteria Package (whichever is more stringent). DBEC shall 
submit all demand control strategies for review for compliance with the Design Criteria and shall 
coordinate with the Owner during the design phase.  

❑ Thermal comfort zones shall be defined by the DBEC using ASHRAE and SMACNA best practices and 
shall be submitted for review for compliance with the Design Criteria. DBEC shall determine the 
appropriate quantity and layout for zone distribution systems and shall coordinate all thermostat and 
temperature sensor locations with the Owner during the design phase. The DBEC shall meet the 
minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section of the 
Design Criteria Package for thermostat and temperature sensor locations. 

o Office Spaces: No more than three offices on a single zone. Corner offices and offices with multiple 
exposures shall be an independent single zone and shall not combine with any other spaces 
including offices, corridors, etc.  

o Conference Rooms: Conference rooms shall be an independent single zone and shall not combine 
with any other spaces including offices, corridors, etc. 

o Training Rooms: Training rooms shall be an independent single zone and shall not combine with 
any other spaces including offices, corridors, etc. 

❑ Security registers shall be provided in detention areas, as noted on room data sheets, and all inmate 
accessible areas and shall meet the minimum requirements set forth in the Space Program & Space 
Criteria Data Sheet Section of the Design Criteria Package for security register locations. DBEC shall 
submit all security register locations for review for compliance with the Design Criteria and shall 
coordinate with the Owner during the design phase to ensure proper air distribution in 
occupied/unoccupied spaces. Register locations shall be designed using ASHRAE and SMACNA best 
practices. 

❑ Standard registers shall be provided, as noted on room data sheets, in non-detention areas and shall 
meet the minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section 
of the Design Criteria Package for standard register locations. The DBEC shall submit all standard 
register location for review for compliance with the Design Criteria and shall coordinate with the Owner 
during the design phase to ensure proper air distribution in occupied/unoccupied spaces. Register 
locations shall be designed using ASHRAE and SMACNA best practices. 

 
Air Handlers 

❑ All areas to be served by chilled water central station air handlers 

❑ Air handlers to be dual wall with stainless steel inner casing 

❑ Air handlers to have mixing box capable of 100% outside air and 100% return air for units to be 

used in smoke pressurization, all inmate areas except housing with mezzanine level bunks and 

attached day rooms.  

❑ Air handlers to have MERV 7 prefilter and 13 final filter 
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❑ Air handlers to have chilled water coils maximum 6 row with completely draining fully insulated 

condensate drain pan. Dain pan to drain to either side of unit.  

❑ Air handlers to have minimum 18-inch access section with UV-C biologic filters.  

❑ Air handlers to have dual direct drive plug fans sized for 75%-unit flow.  

❑ Air handlers to have Dual Variable frequencies drives with line reactors and bypass companion 

panel. VFD to have remote start stop, speed, speed feedback and alarm capability. 

❑ Air handlers to have 8-inch continuous permitter I beam base rail.  

❑ Air handler to have internal vibration isolation.  

Smoke control 

❑ The building shall be served by an active engineered smoke control system in accordance with UL-864, 
555, NFPA, and IBC.  It is preferred the analysis be computational fluid dynamics. An engineered 
calculated system in accordance with code is acceptable. 

❑ Smoke control and detection systems (including smoke purge) shall be designed based on the 
engineered exhaust method for detention areas. As an alternate, the pressurization method for medical 
areas can be explored by the DBC and shall be designed to meet the IBC requirements,  NFPA 
standards, and the minimum requirements set forth in the Space Program & Space Criteria Data Sheet 
Section of the Design Criteria Package (whichever is more stringent) Where applicable, smoke 
purge/control sequence shall be coordinated with hazardous material purge/control sequence to 
ensure a fully operational and functioning system. The DBEC shall submit all smoke control strategies 
for review for compliance with the Design Criteria and shall coordinate with the Owner during the design 
phase. In detention areas outside air shall be introduced into the day room through a shaft from roof 
mounted intakes with supply fan. In non-dorm areas make up air shall be provided through the supply 
air duct / diffusers. Smoke control exhaust shall utilize a dedicated exhaust system or the return air 
system to the space. If the return air system is used for smoke exhaust it must be completely isolated 
from the air handler it serves.  

 
❑ The smoke control system will utilize dedicated exhaust fans.  The make-up for pressurization will be 

provided through the air handlers that serve  the area adjacent to the zone in alarm. The smoke control 
system for the dual level cell areas with adjacent day rooms shall use a dedicated intake fan and duct 
system. The smoke control system will utilize smoke control panels to provide the staff and fire 
department with manual and automatic control of the system.  Control panels for the smoke evacuation 
system shall be located within unit control in each area and a master site control panel shall be located 
within the central control room and replicated in the Energy plant. 

 
Ductwork 
❑ Return and exhaust air ductwork:  Design maximum static pressure drop of 0.1” per 100 lineal feet of 

ductwork. 
❑ Outdoor air ductwork shall be designed with a maximum static pressure drop of 0.06” per 100 lineal 

feet of ductwork.  
❑ All ductwork downstream of terminal units shall be constructed in compliance with SMACNA one-inch 

W.G. pressure class construction. 
❑ All other low-pressure ductwork shall be constructed in compliance with SMACNA two-inch W.G. 

pressure class construction. 
❑ Supply duct from air handling units to terminal units shall be constructed in compliance with SMACNA 

to a pressure class rating in excess of the maximum anticipated system operating pressure not to 
exceed 4”.  Air velocity should be limited to 2400 fpm. 
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Pipelines 

❑ Hydronic piping (chilled water) shall be organized to enter major areas of the facility at one location 
and provide accessible isolation valves at each location.  Examples of major areas include, but not 
limited to housing areas, food services, health clinic, mental health, central controls, sally port, entrance, 
intake and release, inmate programs, staff support, administration, laundry and facility services. 

❑ A reverse return system shall be used for all piping systems.  

❑ Maximum water pressure loss for hydronic systems = 4 feet of head per 100 ft of pipe. 

❑ Minimum pipe size of 3/4 inch, except for gage or control piping. 

❑ Maximum velocity of 8 fps for 3” pipe size and larger. 

❑ Maximum velocity of 5 fps for 2½” pipe size and smaller. 
 
❑ Pipeline Supports:  Hydronic water pipeline supports will be specified to be consistent with the 

requirements of the applicable mechanical code. 
❑ Refrigerant pipelines will be constructed and sized per the manufacturer’s recommendations, typically 

copper piping and tubing.  Suction pipelines will be insulated with ¾” fiberglass insulation.  Exterior 
piping will have aluminum jacketing and interior piping will have PVC jacketing. 

❑ Identification:  Pipelines and valves will have identification tags and flow arrows.  Pipeline identification 
tags will be adhesive markers that are commercially available.  Valve tags will be brass pieces with 
stamped numbers/letters affixed using a chain.  

 
Temperature controls 
❑ The building management system shall be a distributed network, direct digital control (DDC) system 

and shall be web-based, utilize a computer workstation and graphical interface software.  System shall 

be capable of operating and scheduling all central plant and temperature control functions associated 

with this facility.   

 

❑ Note it is anticipated that smoke control will be controlled through the fire alarm system. If controlled 

through the BMS the system shall meet UL 864 and 555 as well as ASHRAE, NFPA, IBC and USVI Code, 

and local AHJ regulations.  

 
❑ Temperature sensors for zones that include sleeping areas will be in the return air duct.  Temperature 

sensors in other occupied areas will be stainless steel wall plates with the sensing device concealed 
behind the plate. 
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Occupancy Heat Gain: 

 

Space Basis 
Heat Gain 

Sensible/Latent 

Classrooms 40 ft2/person 250/200 Btu/hr. 

Offices 100 ft2/person 250/200 Btu/hr. 

Conference/Meeting  15 ft2/person 
245/145 Btu/hr. 

Multipurpose room Based on # of seats  

Kitchen 50 ft2/person 275/475 Btu/hr. 

Restrooms 200 ft2/person 250/200 Btu/hr. 

Corridors 300 ft2/person 250/200 Btu/hr. 

Booking/waiting 20 ft2/person 245/145 Btu/hr. 

Day room 35 ft2/person 250/200 Btu/hr. 

Laundry room 100 ft2/person 275/475 Btu/hr. 

Work shop 50 ft2/person 275/475 Btu/hr. 
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Internal Heat Gains: 

 

Space Equipment Load Lighting Load 

Classrooms 1.5 W/ft2 1.2 W/ft2 

Offices 1.5 W/ft2 1.0 W/ft2 

Conference/Meeting 
Rooms 

1.5 W/ft2 1.4 W/ft2 

Multipurpose room See Note 1.5 W/ft2 

Kitchen 
Based on 
information from 
consultant 

1.2 W/ft2 

Dining facilities 0.5 W/ft2 1.1 W/ft2 

Restrooms n/a 0.6 W/ft2 

Corridors n/a 0.6 W/ft2 

Booking/waiting 1.5 W/ft2 1.2 W/ft2 

Day room 1.0 W/ft2 1.0 W/ft2 

Laundry room 
Based on 
information from 
consultant 

0.9 W/ft2 

Work shop  2 W/ft2 1.2 W/ft2 

Storage rooms n/a 0.6 W/ft2 

 
Notes: 
   

The lighting levels listed are for energy calculations for HVAC sizing and are not the levels to 
be provided. The levels to be provided shall be indicated in the electrical narrative.  
Actual heat gain from lighting shall be determined by the lighting designer as a minimum in 
accordance with 2018 IECC table C405.3.2.  

Miscellaneous Internal Heat Gains 

The equipment heat gain listed in the project program shall be the basis of design. Calculations shall 
include air handling unit’s fan motor heat if motor is in air stream. All equipment loads included in the 
project shall be used for final design. 

Noise Criteria: 

Sound and noise transmission between spaces as well as from the mechanical systems is of critical 
importance to the buildings program. All spaces and systems shall be designed and installed to maintain 
an NC of 30 throughout the facility.  
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HVAC equipment and systems can generate vibration. Ductwork and piping shall be designed to minimize 
vibration, conducted noise, and transmitting airborne noise. Supply return and/or exhaust air fans, pumps 
and the like should be located away from sensitive areas and housed in mechanical rooms with walls 
designed to attenuate noise from the equipment. 

The following equipment shall be provided with vibration isolation: 

❑ Fans (all of EF) 

❑ Air Handling Units (AHU) 

❑ Fan Coil Units (all of FCU) 

❑ Base mounted pumps 

❑ Chillers 

❑ Other rotating equipment 

❑ First two sections of piping down stream of any equipment 

Sound attenuators (duct silencers) shall be provided for AHU supply, and return, as required to achieve 
noise standards. 

Specific areas requiring attention to control noise and vibration may include: 

❑ Fan noise transmitted either through the structure or through the duct system. 

❑ Noise generated by air flowing past dampers, turning vanes and terminal device and louvers. 

❑ Noise caused by excitation of duct wall resonance, produced by fan noise; by pressure fluctuations 
caused by fan instability; and by turbulence caused by discontinuance in the duct systems. 

❑ Noise and vibration from out of balance forces from fans. 

❑ The best sound attenuation is the selection of a quiet fan. 

Duct silencers shall only be considered when duct distance is not sufficient to provide adequate acoustical 
separation between rooms. 

Vibrations generated by HVAC systems must be minimized: judicious equipment selection; limitation of 
fluid flow velocities; and isolation of key mechanical, piping and ducting systems is required. 

Vibration isolation systems shall be provided on rotating mechanical equipment greater than ½ hp located 
within the critical area, greater than 5 hp elsewhere in the building, and greater than 10 hp outside the 
building within 200 feet of the building. Reciprocating equipment (other than emergency equipment) shall 
not be used. 

Steel frames shall be used for air handling equipment. Flexible pipe connectors (e.g., twin-sphere 
connectors) shall be used on piping connecting to isolated equipment and where piping and ducting exit 
the mechanical room. Flexible duct connectors shall be used in a similar manner. 

Special design consideration shall be given to the duct layout reducing noise transfer between rooms, 
especially noise generated by loud equipment or discussions in adjacent rooms.  Vibration isolation shall 
not be required in ducts of diameter less than 24 inches provided flow velocities do not exceed 1,200 feet 
per minute. (In the case of rectangular ducting, the effective diameter is defined as the square foot of the 
product of the two duct dimensions.)  



Bridging Documents for USVI BOC Swan Annex   
    
 

SECTION 3F                 DESIGN NARRATIVES–MECHANICAL, PLUMBING & FIRE SPRINKLER 
    
 
 

  

Page 3F-10                                Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday  

System Start-Up, Testing, Adjusting & Balancing - The work includes system start-up, test, adjust, and 
balance (TAB) of HVAC air and water distribution systems including equipment, ducts, and piping. Include 
sound testing and vibration recordings for HVAC equipment. 

Additional Issues: 

❑ All piping and equipment components subject to sweating or heat loss shall be insulated with 
appropriate thickness of insulation and fire-retardant jacket.  Insulation type and thickness shall be 
compliant with the applicable energy code or ASHRAE 90.1, whichever is more stringent. 

❑ Filtration requirement for air handling equipment shall be minimum MERV–13.  Requirement shall be 
achieved using a 2” thick pre-filter and 4” final filter.  Special design consideration shall be given to 
limit the number of filter sizes required. UV C filters shall be provided down stream of chilled water 
coils.  

❑ All variable frequency speed controllers shall be furnished with input line reactors and full speed 
manual by-pass. 

Central Plant: 

A central plant will provide hydronic cooling and domestic hot water to the entire facility.  The hydronic 
utilities will be furnished with isolation valves at the building mains at each program zone to facilitate 
maintenance and allow shutdowns without major impact to the main systems.  

Central Plant Equipment will be as follows: 

❑ Provide two 250 ton air cooled screw chillers to serve a preliminary total load of 500 tons, to be verified 
by DBEC and one 250 ton backup chiller.  Provide variable primary pumping system with 3 pumps sized 
at 50% organized so any pump can operate with any chiller. Both primary and lag pumps shall run at 
the same time at reduced capacity. Primary, lag and lag lag pumps shall be rotated on a monthly basis. 
Chillers and pumps shall be located in the Central Energy Plant, CEP.  The main piping, valve 
interconnection points, and space requirements shall include equipment for all planned phases of 
construction of this facility.  6 inch chilled water taps with isolation valves, blind flanges and caps shall 
be provided for temporary connection of trailer mounted emergency chiller. The pumps will be 
furnished with a VFD to include a bypass mode for enhanced operation and efficiency.  Design 
temperature for the chilled water system should be 44F leaving the chiller and a 18F temperature riser 
at full load design conditions. The chillers will be furnished with all concrete curbs, supports, expansion 
tanks, air separators, chemical treatment system, distribution pipes, and accessories. The refrigeration 
room shall be designed according to the requirements of the most current version of ASHRAE Standard 
15.  

❑ DBEC shall engage the water treatment company regularly used by the Owner for startup and operation 
of the chilled water systems through the warranty of the major equipment. 

❑ The plant shall be ventilated according to the defined temperature criteria.  Large industrial ceiling 
mount air circulation fans are also required for the maintenance areas. 

❑ The plant will supply chilled water to building air handlers, described earlier in this narrative, to condition 
the building. 

 

 
Vehicle Sally Port: 
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The Vehicle Sally Port area shall be ventilated.  The ventilation pattern shall be organized to provide cross 
flow and bottom up air pattern.   Carbon Monoxide (CO) monitors shall be provided to control the level of 
ventilation in the space.  Industrial sized ceiling fans shall be provided.  The multi-fan system will allow for 
built in redundancy and will allow for continuous operation in the event of a single fan failure. Space shall 
have negative static pressure compared to adjacent spaces. 

Intake Release/Entrance/Inmate Programs/Staff Support/Admin: 

Each of these areas shall be served by one indoor air handling unit (AHU) with a Variable Air Volume (VAV) 
terminal unit distribution system at the zone level to provide cooling. The AHU shall be equipped with a 
multi-fan system with hydronic cooling. The multi-fan system will allow for built in redundancy and will 
allow for continuous operation in the event of a single fan failure.  The air handling unit shall be equipped 
with CO2 sensors and occupancy sensors at the zone level for demand control ventilation and energy 
efficiency. 

Health Clinic: 

The Health Clinic area shall be served by one indoor air handling unit (AHU) with a Variable Air Volume 
(VAV) terminal unit distribution system at the zone level to provide cooling. The AHU shall be equipped with 
a multi-fan system with hydronic cooling. The multi-fan system will allow for built in redundancy and will 
allow for continuous operation in the event of a single fan failure. The AHU will be equipped with hydronic 
cooling.  Unit shall circulate 100% outside air.  Energy recovery device is not permitted. AHU to be provided 
with UV-C germicide filter in separate section downstream of cooling coil.  The area shall be served by a 
smoke control system. Smoke control equipment shall be dedicated for that purpose and be combined with 
other HVAC equipment serving this area. 

 
Provide an active engineered smoke control system designed in accordance with UL-864, UL-555, NFPA, 
and IBC.  The system will utilize separate makeup and exhaust fans and maintain pressure relationships 
per code.  The smoke control system will utilize smoke control panels to provide the staff with manual and 
automatic control of the system.  Control panels for the smoke evacuation system shall be located within 
a secure area of each housing unit and a master site control panel shall be located within the central control 
room. 

The inpatient isolation infirmary area shall be controlled to a negative static pressure compared to adjacent 
spaces in accordance with ASHRAE 170. 

Air handling unit located within the Health Clinic area shall be provided with UV system to reduce the spread 
of microbiological contaminants.  

The Health services administrative spaces shall be controlled to a positive static pressure compared to 
adjacent spaces. 

Mental Health: 

The Mental Health area shall be served by one indoor air handling unit (AHU) with a Variable Air Volume 
(VAV) terminal unit distribution system at the zone level to provide cooling. The AHU shall be equipped with 
a multi-fan system. hydronic cooling. The multi-fan system will allow for built in redundancy and will allow 
for continuous operation in the event of a single fan failure. Unit shall circulate 100% outside air.  Energy 
recovery device is not permitted.  The area shall be served by a smoke control system. Smoke control 
equipment shall be dedicated for that purpose and be combined with other HVAC equipment serving this 
area. 
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Provide an active engineered smoke control system designed in accordance with UL-864, UL-555, NFPA, 
and IBC.  The system will utilize separate makeup and exhaust fans and maintain pressure relationships 
per code.  The smoke control system will utilize smoke control panels to provide the staff with manual and 
automatic control of the system.  Control panels for the smoke evacuation system shall be located within 
a secure area of each housing unit and a master site control panel shall be located within the central control 
room. 
 

 The housing control room shall be served by a dedicated fan coil unit. The fan coil unit will be completely 
decoupled from the main housing air distribution system and will be on emergency power which will allow 
for continuous operation. 

Air handling units located within the Metal Health areas shall be provided with UV-C germicide filtration 
system down in a dedicated section downstream of the cooling coil to reduce the spread of microbiological 
contaminants.   

Housing Areas: 

Typical for each housing area, each cell block and common day room shall be served by a minimum of one 
indoor air handling unit (AHU) with a Variable Air Volume (VAV) terminal unit distribution system at the 
zone level to provide cooling. The AHU shall be equipped with a multi-fan system with hydronic cooling. 
The multi-fan system will allow for built in redundancy and will allow for continuous operation in the event 
of a single fan failure. The fans shall be furnished with a VFD system with a bypass mode for enhanced 
operation and efficiency.  The air handling unit shall be equipped with CO2 sensors and occupancy sensors 
at the zone level for demand control ventilation and energy efficiency. The cells shall be controlled to a 
negative static pressure compared to adjacent spaces with air valves set up for constant volume. 

 The control room shall be served by a dedicated fan coil unit. The fan coil unit will be completely decoupled 
from the main housing air distribution system and will be on emergency power which will allow for 
continuous operation. 

The dormitory housing shall be served by a smoke control system. Smoke control equipment shall be 
dedicated for that purpose and not be combined with other HVAC equipment serving this area. 
 
Provide an active engineered smoke control system designed in accordance with UL-864, UL-555, NFPA, 
and IBC.  The system shall utilize separate makeup and exhaust fans and maintain pressure relationships 
per code.  The smoke control system shall utilize smoke control panels to provide the staff with manual 
and automatic control of the system.  Control panels for the smoke evacuation system shall be located 
within a secure area of each housing unit and a master site control panel shall be located within the central 
control room. 

Recreation courtyard will be natural ventilated with no mechanical cooling provided. 

Sec. Ops: 

The Master Control Room shall be served by dedicated fan coil unit integrated to the central plant and a 
fully redundant split system unit designed specifically for serving electronic equipment spaces. The split 
system unit will be completely decoupled from the main distribution system and will be on emergency 
power which will allow for continuous operation.  

 The Security Electronics Room shall be served by a dedicated HVAC equipment integrated to the central 
plant and fully redundant split system unit designed specifically for serving electronic equipment spaces. 
The split system unit will be completely decoupled from the main distribution system and will be on 
emergency power which will allow for continuous operation.  
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Laundry/Facility Services: 

The Laundry shall be served by one indoor air handling unit (AHU) with a single-zone Variable Air Volume 
(VAV) distribution system to provide cooling. The AHU shall be equipped with hydronic cooling. The fans 
shall be furnished with a VFD system and bypass mode for enhanced operation and efficiency.  The air 
handling unit shall be equipped with CO2 sensors and occupancy sensors at the zone level for demand 
control ventilation and energy efficiency.  Space shall have positive static pressure compared to adjacent 
spaces. 

Individual dryer vents shall exit the facility and be terminated with a weatherproof wall louver.  

Provide a propane  monitoring system in clothes dryer area.  System shall provide local alarm and be 
interconnected to the building automation system. 

Trash/Recycle Services: 

 
The trash and recycle room shall be served by one indoor air handling unit (AHU) with a single-zone Variable 
Air Volume (VAV) distribution system to provide cooling. The AHU shall be equipped with hydronic cooling. 
The fans shall be furnished with a VFD system and bypass mode for enhanced operation and efficiency.   
Space shall have negative static pressure compared to adjacent spaces. 
 
The shop storage and maintenance areas shall be ventilated according to the defined temperature criteria.  
Large industrial ceiling mount air circulation fans are also required for the maintenance areas. 
 
Food Services: 

Food service area shall be served by one indoor air handling unit (AHU) supplying constant air volume to 
provide cooling. The AHU shall be equipped with a multi-fan system with hydronic cooling. The multi-fan 
system will allow for built in redundancy and will allow for continuous operation in the event of a single fan 
failure.  The air handling unit shall be equipped with CO2 sensors and occupancy sensors at the zone level 
for demand control ventilation and energy efficiency. 
 

BASIS OF DESIGN – PLUMBING 
 
The following criteria are provided to define the scope of the project and provide guidance to the DBEC. 
The DBEC is responsible for ensuring that design and construction of all improvements complies with all 
laws, codes, and regulations applicable to local detention facilities and that all systems are complete, 
integrated, cohesive and functional for their intended purposes. 

 The DBEC shall provide detailed calculations and design documentation for all systems prior to 
construction and submit for review by the applicable Authority Having Jurisdiction (AHJ). Performance 
criteria identify minimum levels of quality, materials, and workmanship. 

 Codes & Standards: 

 The plumbing design of the project shall be based on the following codes and standards: 

❑ 2018 International Building Code with local amendments 

❑  2018 International Plumbing Code with local amendments  
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❑ 2018 International Fuel Gas Code with local amendments  

❑ 2018 International Mechanical Code with local amendments  

❑ 2018 International Energy Conservation Code with local Amendments 

❑ Items not covered herein and in the above documents shall conform to the applicable provisions of 
the following codes and standards: ASHRAE Standards, SMACNA Standards, UL Standards. 

 

General Design Criteria 

The plumbing design of the project shall be based on the following design standards: 

❑ Provide a Plumbing System complete in place, tested and approved, as specified, and as needed for a 
complete, usable and proper installation. All equipment shall be installed per the criteria documents, 
manufacturer’s recommendations, and applicable building codes. 

❑ Provide design, engineering, installation, start-up, testing, and commissioning assistance for adjusting 
of complete and operational plumbing system.  

❑ Provide detailed engineering calculations for all systems prior to construction to confirm final sizes 
and equipment configurations and submit for review for compliance with the Design Criteria.  Design 
Criteria shall identify minimum levels of quality, materials and workmanship. 

❑ The entire plumbing system design must be based on an overall level of quality and maintainability 
required by the Authority Having Jurisdiction (AHJ). The design shall incorporate proven technology 
and equipment. 

❑ Plumbing equipment and space planning shall be organized so all components can be removed and 
replaced without demolition to the facility. 

❑ A comprehensive quality assurance (QA/QC) process of the design documents shall be provided.  
QA/QC shall include and written checklist of major design and coordination items that were reviewed. 

❑ The plumbing system shall be warrantied from defects with materials or workmanship for two years 
from start-up or 12-months from substantial completion of the entire project, whichever is greater.  The 
major plumbing equipment shall be warrantied for materials and labor for four years from start-up or 
two years from substantial completion of the entire project, whichever is greater. 

❑ The plumbing system design shall be prepared by a firm and professional licensed in the United States 
Virgin Islands. 

❑ The plumbing system shall be designed using the most stringent and latest adopted editions of the 
codes, standards and guidelines published. 

❑ Plumbing systems shall be designed with a level of redundancy that allows for continuous operation 
and occupancy of the facility.  The following systems shall be furnished with an additional unit that has 
equal or greater capacity required to meet the calculated load: domestic circulating pumps. The intent 
is minimizing the single point of failure in critical systems. 
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❑ The Building Management System (BMS) shall operate and schedule all central plant plumbing 
equipment associated with this facility. 

❑ Owner will hire a commissioning agent to provide fundamental commissioning of the domestic hot 
water systems and any renewable energy systems.  DBEC shall provide any support necessary for 
commissioning agent to complete their services.  If DBEC determines that an additional level of 
commissioning is necessary to achieve performance or sustainability goals, then the DBEC will 
reimburse the Owner for the expense associated with the additional commissioning. 

❑ Plumbing systems shall include all propane, potable and non-potable water, sanitary sewer and vent 
piping systems to serve all plumbing fixtures including showers, water closets, urinals, lavatories, mop 
sinks, service sinks, food service equipment, drinking fountains and hose-bibs.  

❑ Domestic water will be delivered from a site distribution system which will include roof rainwater 
collection, storage, filtration, pumps, backflow preventers and control valves.  Non-potable water will 
be distributed to toilets, lavatories, etc.  Potable water will be distributed to showers, water fountains 
and food service equipment.  Using preliminary estimates for water sizing, potable water storage will 
be sized for minimum 75 gallons per person per day and have 20 micron filter, carbon filter, RO 
membrane, HDPE or underground epoxy lined concrete storage tank, distribution pumps, polishing UV 
filter.  Water feed from the local water utility, WAPA, will be piped to the water storage systems as a 
backup source of water.  HDPE storage tanks will be installed above ground if used.  Concrete cisterns 
will be installed below grade and will have two coat epoxy coatings with each coat being a different 
distinct color. 

Utility Incentives:   

The DBEC shall explore and make the owner aware of any available utility incentives in a timely manner. 
The owner will decide to peruse or forgo the utility incentives. 

Utility Rate Structure: 

❑ Propane – Rate structure to be determined.  

❑ Water and Sewer – Rate structure to be determined. 

Energy Conservation Measures: 

The overall goal of the project is to provide USVI BOC Swan Annex an energy efficient asset that benefits 
the community and its occupants with a healthy indoor environment with a sensible use of resources. This 
will be accomplished through the architecture and programming, but also through developing plumbing 
systems that reduces carbon footprint and pushes as much as possible to reduce the facilities annual 
operating cost. 

A goal of the project team is to pursue an energy conscious design that exceeds the average performance 
of similar facilities.  This shall be accomplished in a number of ways including the following: 

❑ The most energy saving premium efficient motors shall be provided for equipment. 

❑ Variable speed pumping for hot water recirculation systems. 

❑ High efficiency, condensing hot water heaters.  

❑ Appropriate schedule of systems operation. 
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❑ Solar thermal hot water heating may be considered as an enhancement in support of project resilience 
and energy goals. 

Noise Criteria: 

Sound and noise transmission between spaces as well as from the mechanical systems is of critical 
importance to the buildings program. Noise criteria for spaces as well as the mechanical systems shall be 
provided by the acoustical consultant during schematic design and will be incorporated into the design for 
the Plumbing Systems.  

❑ Vibrations generated by plumbing and utility-piping systems may be minimized by several means: 

❑ Limitation of fluid flow velocities. 

❑ Isolation of key mechanical and piping systems. 

❑ Vibration isolation systems shall be provided on rotating mechanical equipment greater than ½ hp 
located within the critical area, greater than 5 hp elsewhere in the building, and greater than 10 hp 
outside the building within 200 feet of the building. Reciprocating equipment (other than emergency 
equipment) shall not be used. 

❑ Flexible pipe connectors (e.g., twin-sphere connectors) shall be used on piping connecting to isolated 
equipment and where piping exits the mechanical room. 

❑ Passive piping is that piping which is at a great distance from its energy source and which has low flow 
rates and / or infrequent use, such as city water, sprinkler water, gases, waste water, etc. Conversely, 
active piping is close to energy source (e.g., a pump), has continuous or frequent use; with high flow 
rate or velocity of air or liquid. Active piping can be a major source of vibration, and isolation is required 
in some instances. 

Additional Issues: 

❑ All piping and equipment components subject to sweating or heat loss shall be insulated with 
appropriate thickness of insulation and fire-retardant jacket.  Insulation type and thickness shall be 
compliant with the applicable energy code or ASHRAE, whichever is more stringent. 

❑ Piping design for back-to-back toilets shall require extra piping to provide separate isolation valves 
for each toilet room. Maintenance work in one toilet shall not require the other toilet to be unusable. 

❑ Low flow water saving plumbing fixtures shall be used for this project. 

Design Standards: 

❑ Domestic hot water system services shall be designed to meet the 2018 IBC-Plumbing requirements 
and the minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section of 
the Design Criteria Package (whichever is more stringent). The DBEC shall coordinate all domestic hot 
water system services with the Owner during the design phase. 

❑ Domestic cold-water system services shall be designed to meet the 2018 IBC-Plumbing requirements 
and the minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section of 
the Design Criteria Package (whichever is more stringent). The DBEC shall coordinate all domestic cold 
water system services with the Owner during the design phase. 

❑ Domestic tempered water system services shall be designed to meet the 2018 IBC-Plumbing 
requirements and the minimum requirements set forth in the Space Program & Space Criteria Data 
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Sheet Section of the Design Criteria Package (whichever is more stringent). The DBEC shall coordinate 
all domestic tempered water system services with the Owner during the design phase. 

❑ Floor drain and floor sink locations shall be designed to meet the 2018 IBC-Plumbing requirements and 
the minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section of the 
Design Criteria Package (whichever is more stringent). The DBEC shall coordinate all floor drains 
locations with the Owner during the design phase. 

❑ Trench drain locations shall be designed to meet the 2018 IBC-Plumbing requirements and the 
minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section of the 
Design Criteria Package (whichever is more stringent). The DBEC shall coordinate all trench drain 
locations with the Owner during the design phase. 

❑ Electric water cooler locations shall be designed to meet the 2018 IBC-Plumbing requirements and the 
minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section of the 
Design Criteria Package (whichever is more stringent). The DBEC shall coordinate all electric water 
cooler locations with the Owner during the design phase. 

❑ Detention drinking fountain locations shall be designed to meet the 2018 IBC-Plumbing requirements 
and the minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section of 
the Design Criteria Package (whichever is more stringent). The DBEC shall coordinate all detention 
drinking fountain locations with the Owner during the design phase. 

❑ Eyewash locations shall be designed to meet the 2018 IBC-Plumbing requirements, OSHA 
requirements, and the minimum requirements set forth in the Space Program & Space Criteria Data 
Sheet Section of the Design Criteria Package (whichever is more stringent). DBEC shall coordinate all 
eyewash locations with the Owner during the design phase. 

❑ Building shall utilize PRV’s to limit water pressure inside the building to 75 psi and to maintain 40 psi 
at furthest outlet. Internal distribution shall consist of a piping system, which shall supply domestic 
cold water to all necessary plumbing fixtures, water heaters and all mechanical make-up water needs. 

❑ Connection to mechanical equipment shall be through a reduced pressure backflow preventer. 

❑ The hot water shall be produced by using the Central Plant condensing water heaters. The distribution 
piping system shall be provided with a circulating pump return system, designed to ensure hot water 
at point of use within maximum thirty seconds, at full flow.   

❑ In addition to the gas fired water heaters provided for the building domestic hot water requirements, a 
solar assisted water heating system shall be considered. The DBEC shall conduct feasibility study to 
demonstrate the payback so the Owner could make a decision if it will meet their budget.  

❑ The minimum residual pressure at the most remote water closet shall be 35 psi. 

❑ System will be designed to prevent water hammer conditions by providing shock arrestors for batteries 
of flush valve fixtures, and for quick closing valves. 

❑ Plumbing piping shall be organized to enter major areas of the facility at one location and provide 
accessible isolation valves at each location.  Examples of major areas include, but not limited to 
housing areas, food services, health clinic, mental health, central controls, sally port, entrance, intake 
and release, inmate programs, staff support, administration, laundry and facility services.  Furthermore, 
groups of plumbing fixtures shall be provided with isolation valves for ease of maintenance. Each 
plumbing fixture shall also be provided with isolation valves. 
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❑ Water velocity shall not exceed 5 ft/sec to minimize sound transmission in acoustically sensitive areas. 

❑ All exposed above ground piping utilities shall be fully insulated and protected including above ground 
irrigation, fire protection and domestic water backflow preventers. 

❑ All piping components subject to sweating or heat loss shall be insulated with appropriate thickness 
of insulation and fire-retardant jacket. 

❑ All cleanouts in dorm areas shall be pin type to block large debris.  

 Site Utilities: 

 The plumbing utilities will be located on site. 

❑ Provide domestic water service from the local utility system to on site water storage for domestic water 
systems. Installation and connection to the utility shall be compliant with the regulation of the local 
utility.  Non-potable water will be distributed to toilets, lavatories, etc.  Potable water will be distributed 
to showers, water fountains and food service equipment.  Using preliminary estimates potable water 
storage will be sized for minimum 75 gallons per person per day and have 20 micron filter, carbon filter, 
RO membrane, HDPE or underground epoxy lined concrete storage tank, distribution pumps, polishing 
UV filter.  Water feed from the local water utility, WAPA, will be piped to the water storage systems as 
a backup source of water.  HDPE storage tanks will be installed above ground if used.  Concrete cisterns 
will be installed below grade and will have two coat epoxy coatings with each coat being a different 
distinct color. 

❑ Provide multiple sanitary connections to the facility.  At a minimum, each housing unit wing shall have 
a dedicated connection.  Housing unit sanitary connections shall be one nominal pipe size larger 
required by code.  Provide two-way clean-out at the exterior of the building in addition to the other clean-
outs required by the plumbing code. 

❑ Provide multiple storm water connections to the facility.  Provide two-way clean-out at the exterior of 
the building in addition to the other clean-outs required by the plumbing code. 

❑ Provide natural gas main from the local utility system to a single point in the central plant distribution.  
Installation and connection to the utility shall be compliant with the regulation of the local utility.  

 Central Plant: 

A central plant will provide hydronic cooling and domestic hot water to the entire facility.    

The central plant will be provided with a natural gas line to serve the domestic hot water systems.  The 
utilities will be routed in the most optimal and efficient path to reduce cost and minimize impact to the site. 
The hot water distribution will be furnished with isolation valves at the building mains at each program zone 
to facilitate maintenance and allow shutdowns without major impact to the main systems.  

The Central Plant equipment will be as follows: 

❑ The hot water shall be produced by using condensing water heaters. The water heaters shall be 
manifolded together and shall provide domestic hot water.  The distribution piping system shall be 
provided with a N+1circulating pump return system, designed to insure hot water at point of use within 
maximum 30-seconds, at full flow. 

❑ Provide dual 30-micron filters at the entrance to the central plant. Each micron filter shall be sized for 
100 percent of the calculated total building flow. 

❑ Provide a water quality analysis and water softener if needed to condition the incoming potable water 
to a hardness index of soft water using an salt type softener. 
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❑ Provide storage tank with double wall isolation heat exchanger, thermostatic mixing valve, and 
recirculation equipment for the domestic hot water and kitchen service for the facility.  Equipment shall 
be located in an enclosed space. The domestic hot water system shall include redundant equipment 
based on the criteria set forth in the general design criteria.  Provide redundant thermostatic mixing 
valves and recirculation pumps.  The main piping, valve interconnection points, and space requirements 
shall include equipment for all planned phases of construction of this facility.  The storage temperature 
for this system shall be 160F.  A 140F distribution and recirculation system shall be provided to 
equipment requiring that service.  A 120F distribution and recirculation system shall be provided to 
equipment requiring that service.  A 160F distribution and recirculation system shall be provided to the 
kitchen equipment requiring this service. The hot water equipment shall be furnished with all concrete 
curbs, supports, expansion tanks, distribution pipes, mixing valves, and accessories. 

❑ Provide a manual cross connect between the 160F and 140F domestic hot water systems. Size of cross 
connect shall be the same size as the largest pipeline connected in the system. 

❑ Provide a domestic water booster pump package that includes multiple variable speed pumps to 
achieve at least 35 psi at all fixtures in the facility.  At least one pump in the package shall be redundant. 

❑  Provide PC based water management system to operate housing area plumbing fixtures.  

Sanitary Waste and Vent System: 

❑ Floor drain and floor sink locations shall be designed to meet the 2018 IBC-Plumbing requirements 
and the minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section 
of the Design Criteria Package (whichever is more stringent). The DBEC shall coordinate all floor 
drains locations with the Owner during the design phase. 

❑ Trench drain locations shall be designed to meet 2018 IBC-Plumbing requirements and the minimum 
requirements set forth in the Space Program & Space Criteria Data Sheet Section of the Design 
Criteria Package (whichever is more stringent). The DBEC shall coordinate all trench drain locations 
with the Owner during the design phase. 

❑ Sanitary waste and vent system shall be designed to provide connection to each plumbing fixture. 
Plumbing fixtures shall be drained by gravity through waste and vent stacks, house drains and house 
sewers, to five feet outside building and will be connected to the city utility connection.  

❑ Horizontal drainage piping shall be run in a practical alignment and a uniform slope of not less than 
two percent toward the point of disposal. 

❑ Floor drains shall be provided in all toilet rooms having three or more plumbing fixtures. 

❑ Mechanical equipment rooms shall be provided with floor sinks with minimum 3” trap. Each 
mechanical room shall have as a minimum one general floor drain. HVAC condensate drainage piping 
shall be provided to each HVAC unit. Such piping shall drain to an indirect waste connection at the 
nearest floor sink or storm drain. 

❑ Sanitary drainage vent piping shall be provided to each domestic plumbing fixture or trap. 

❑ Floor drains with trap primers shall be provided in each toilet room. Secure grates with security 
fasteners in inmate areas. 

❑ Floor sinks shall be provided at each ice machine. One floor sink for each two pieces of mechanical 
equipment requiring drains shall be provided. 

❑ Provide “pens” in sanitary connections from combi units serving any inmate housing. 
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❑ Separators (Oil, grease, etc.) shall be designed to meet the 2018 IBC-Plumbing requirements and the 
minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section of the 
Design Criteria Package (whichever is more stringent). 

 
Grease Waste 
 
❑ All kitchen and food preparation areas shall be provided with a grease waste disposal and collection 

system according to the requirement of the authority having jurisdiction. The interceptors will be 
constructed of reinforced concrete and will be installed below grade with required vent piping and flow 
control devices.  

 
Laundry 
 
❑ Provide two trench basins for washing machine discharge.  One basin is connected to water recycling 

system and the other trench is connected directly to the sanitary system if alternate is accepted. 
❑ Sanitary discharge from washing machine operation must pass through the lint trap before entering 

the system according to the requirements of the applicable plumbing code. 
❑ Alternate: The laundry areas shall be provided with waste water recycling system.  This system shall 

be capable of removing all lint, solids, oils, grease, and other organics to condition the water for reuse 
in the laundry process.  The recycle system shall include UV and ozone in the disinfection process. 
The owner shall decide if the waste water recycling system is to be incorporated.  
 

Roof and Storm Drainage System: 

❑ Where roof drains are provided, overflow drains shall be installed with flow line located two inches 

above low point of the roof and shall be drained independently by gravity through inside leaders, 

house storm drains and discharge through face of building. 

All Areas, except Housing: 

Plumbing systems shall include all domestic water, sanitary sewer and vent piping systems to serve all 
plumbing fixtures including showers, water closets, urinals, lavatories, mop sinks, service sinks, bathtubs, 
drinking fountains and hose-bibs. Domestic hot water shall be provided from the Central Plant.  

Cells located in these areas shall be furnished with detention grade combination units equipped with a 
drinking bubbler, toilet and a lavatory hand wash. Waste and vent stacks will be equipped with anti-clogging 
controls. 

Provide emergency eyewash and shower stations in critical holding areas as listed in the Space Program & 
Space Criteria Data Sheet Section of the Design Criteria Package, as a minimum CEP, air handler rooms, 
laundry room and kitchen.  

Provide infrared sensor type electric operated flush valves and lavatory faucets.  Manual operation faucets 
may be provided on mop sinks, sinks, service sinks, and water coolers. 

Provide hose-bibs (interior) with tamper proof recessed boxes in the locations listed in the Space Program 
& Space Criteria Data Sheet Section of the Design Criteria Package and as a minimum in the CEP, and all 
mechanical air handler rooms.  These hose bibs will provide cold water only. 

Provide hose-bibs (exterior) with tamper proof recessed boxes at a minimum of 100 feet of separation 
around the exterior of the building.  These hose-bibs will provide cold water only. 
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Provide hose-bibs (interior) with tamper proof recessed boxes in the trash room, recycle room, and at the 
loading dock.  These hose-bibs shall provide cold and hot water. 

Plumbing equipment shall be from the following manufacturer or approved equal: 

❑ Thermostatic mixing valves: Bradley, Leonard, Powers 

❑ Recirculating pumps: Grundfos, Bell & Gossett, Taco 

❑ Booster pumps: Grundfos, Bell & Gossett, Taco. 

❑ Non-Detention Lavatories, urinals, and water closets: American Standard, Kohler, Toto. 

❑ Detention Lavatories, urinals, and water closets: Acorn, Bradly, Willoughby  

❑ Mop sinks, sinks, service sinks, water coolers: Elkay, Halsey-Taylor, Just. 

❑ Faucets: Chicago, American Standard, Kohler. 

❑ Flush valves: American Standard, Kohler, Sloan, Toto 

❑ Floor drains, floor sinks:  JR Smith, Wade, Watts 

Housing Units:  

 The Housing plumbing systems shall include all domestic water, sanitary sewer and vent piping systems 
to serve all plumbing fixtures including showers, water closets, urinals, lavatories, mop sinks, service sinks, 
bathtubs, drinking fountains and hose bibs. Domestic hot water shall be provided from the Central Plant. 

 Cells shall be furnished with detention grade combination units equipped with a drinking bubbler, toilet and 
a lavatory hand wash. Waste and vent stacks shall be equipped with anti-clogging controls and will be 
accessible thru the rear chase. All cleanouts to be pinned to catch debris.  

Provide a tempered water system for showers and lavatories in housing units.  System shall include a 
redundant thermostatic mixing valve to reduce the 120F hot water system to a 100F tempered water 
system.  Provide a recirculation system with redundant pumping system. 

Provide hose-bibs (interior) with tamper proof recessed boxes in the locations listed in the Space Program 
& Space Criteria Data Sheet Section of the Design Criteria Package.  

Provide hose-bibs (exterior) shall be provided with tamper proof recessed boxes at a minimum of 100 feet 
of separation around the exterior of the building.  These hose bibs shall provide cold water only. 

 The inmate housing plumbing equipment shall be from the following manufacturer or approved equal: 

❑ Detention grade combination units, detention grade water closets, detention grade lavatories, detention 
grade showers, detention grade tubs, hose bibs, emergency eyewash stations: Acorn, Bradley, 
Willoughby. 
 

BASIS OF DESIGN – FIRE SPRINKLER 
 
The following criteria are provided to define the scope of the project and provide guidance to the DBEC. 
The DBEC is responsible for ensuring that design and construction of all improvements complies with all 
laws, codes, and regulations applicable to local detention facilities and that all systems are complete, 
integrated, cohesive and functional for their intended purposes. 

 The DBEC shall provide detailed calculations and design documentation for all systems prior to 
construction and submit for review by the applicable Authority Having Jurisdiction (AHJ). Performance 
criteria identify minimum levels of quality, materials, and workmanship. 
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 Codes & Standards: 

 The fire sprinkler design of the project shall be based on the following codes and standards: 

❑ 2018 International Building Code with local amendments 

❑  2018 International Plumbing Code with local amendments  

❑ 2018 International Fuel Gas Code with local amendments  

❑ 2018 International Mechanical Code with local amendments 2 

❑ 2018 International Energy Conservation Code with local Amendments 

❑ 2018 International Fire Code with local Amendments 

❑ Items not covered herein and in the above documents shall conform to the applicable provisions of 
the following codes and standards: ASHRAE Standards, SMACNA Standards, UL Standards. 

 

General Design Criteria: 

The fire sprinkler design of the project shall be based on the following design standards: 

❑ Provide a fire sprinkler system complete in place, tested and approved, as specified, and as needed for 
a complete, usable and proper installation. All equipment shall be installed per the criteria documents 
and manufacturer’s recommendations. 

❑ Provide design, engineering, installation, start-up, testing, adjusting of complete and operational 
plumbing system. Design shall be prepared by a firm and professional licensed in the United States 
Virgin Islands.  

❑ Provide detailed engineering calculations for all systems prior to construction to confirm final sizes 
and equipment configurations and submit for review for compliance with the Design Criteria.  Design 
Criteria shall identify minimum levels of quality, materials and workmanship. 

❑ The entire fire sprinkler system design must be based on an overall level of quality and maintainability 
required by the Authority Having Jurisdiction (AHJ). The design shall incorporate proven technology 
and equipment. 

❑ The fire sprinkler system shall be designed using the most stringent and latest adopted editions of the 
codes, standards and guidelines published. 

❑ All fire sprinkler equipment and materials shall be installed to not be damaged or cause damage to 
other systems during a seismic event. 

❑ Fire protection water will be delivered from a site distribution system which will include roof rainwater 
collection, storage, filtration, pumps, backflow preventers and control valves.   

Design Standards: 

❑ Security sprinkler heads shall be provided in critical security areas and all inmate accessible areas and 
shall be designed to meet the 2018 IBC – Fire Prevention requirements, NFPA standards, and the 
minimum requirements set forth in the Space Program & Space Criteria Data Sheet Section of the 
Design Criteria Package (whichever is more stringent). DBEC shall submit security sprinkler head 
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locations for review for compliance with the Design Criteria and shall coordinate with the Owner during 
the design phase. 

❑ Standard sprinkler heads shall be provided in non-critical security areas and shall be designed to meet 
the 2018 IBC – Fire Prevention requirements, NFPA standards, and the minimum requirements set forth 
in the Space Program & Space Criteria Data Sheet Section of the Design Criteria Package (whichever is 
more stringent). The DBEC shall submit standard sprinkler head locations for review for compliance 
with the Design Criteria and shall coordinate with the Owner during the design phase. 

❑ Zone isolation valves shall be accessible and located in areas only available by staff. 

 Site Utilities: 

 The fire sprinkler utilities shall be located on site. 

❑ Provide fire protection water service from the local utility system to on site water storage for fire 
protection water systems. Installation and connection to the utility shall be compliant with the 
regulation of the local utility. 

General Design Criteria: 

Provided with a wet pipe sprinkler system designed to meet the local codes and NFPA standards.  Security 
fixtures shall be provided as referenced in the Room Data Sheets and shall be furnished with breakaway 
fire sprinkler heads.  

A pre-action, dry-pipe, fire suppression system shall be furnished in Master Control, Control Rooms, Data 
Equipment Rooms, and Security Electronic Rooms. 
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Detention Barriers 
 
Building walls will provide a secure perimeter around the housing areas.  Doors passing through the secure 
perimeter walls will be detention grade doors, detention grade frames, and detention grade hardware. 
Detention grade glazing will be used in locations along the secure perimeter where windows are larger than 
5” in width or length. The detention door controls, cameras, and intercoms will allow the facility staff to 
efficiently and safely control circulation through the secure perimeter. 
  
The detention barriers will be installed by qualified contractors. The Detention Equipment Contractors 
(DEC's) must have a proven history of successfully completing major correction projects. All work shall be 
completed in accordance with the current requirements of codes, standards, and agencies.  The DEC’s 
scope of work shall include: 

• Detention Hollow Metal 

• Detention Hardware 

• Security Glazing 

• Coordination, integration, and interfacing required with the door locking control systems.  

• Training and demonstration to the Owner for the operation and maintenance of all equipment 
provided. 

Detention Hollow Metal Doors and Frames 

Every opening in a secure perimeter will be rated for physical attack.  This rating is given to the assembly 
as a whole and includes the detention door, frame, hardware, and glazing. The detention Hollow Metal 
Doors, Frames, and Windows will be custom fabricated and shall comply with ASTM F1450-12a - Standard 
Test Methods for Hollow Metal Swing Door Assemblies for Detention and Correctional Facilities, NAAMM 
863-14 - Guide Specifications for Detention Security Hollow Metal Doors and Frames and ASTM F1592-12 
– Test Methods for Detention Hollow Metal Vision Systems.  

• The detention doors will be fabricated from 12-gauge steel and meet a Security Grade 1 as defined 

in ASTM F1450-12. Doors will include center mounted cuff-ports or food passes, depending on 

operational requirements, on cell doors and will include a lock equal to the Southern Steel 1010A 

mounted on the port door. Doors will be built for the highest security standards with 8” styles and 

rails for maximum impact resistance, and additional internal top hinge reinforcement to extend the 

life cycle of the door.   Exterior doors will be galvannealed for corrosion resistance in a harsh 

coastal environment. 

• The detention frames will be fabricated from 12-gauge steel, and also meet a Security Grade 1 as 

defined in ASTM F1450-12. Circulation, cell and high security area frames will be 8” wide on the 

lock jamb side in locations where wide jamb locks are specified. Where locks are frame mounted, 

the frames will include a 5” x 5” hand hole for keys on the stop side of the frame. Door frames will 

have additional internal top hinge reinforcement and include a key cylinder protection pipe, factory 

mounted to the lock cover plate on the hinge side to reinforce the lock-mount brackets against 

blunt force attack.  Exterior frames will be galvannealed for corrosion resistance in a harsh coastal 

environment. 

• The detention window frames and vision lites on doors will include 10-gauge loose window stops 

for the highest level of protection. Jamb depths for door and window frames should be 6” to 

coincide with ASTM F1450-12 test records. Window glass will be installed using strict guidelines 

set forth by Glass Association of North America (GANA) and UL tested glazing accessories. 

Transaction type windows installed in fire rated walls will include a fire shutter and non-fire rated 
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glass. Exterior window frames will be galvannealed for corrosion resistance in a harsh coastal 

environment. 

• Detention Hollow Metal doors and frames will be manufactured by a nationally recognized 

manufacturer with materials and workmanship equal to Trussbilt.   

 
Detention Hardware 
 
The Detention Hardware will be manufactured by a nationally recognized manufacturer equal to Southern 
Folger, RR Brink, or Airteq.  Southern Steel hardware, as manufactured by Southern Folger, will be the basis 
of design.  The detention hardware will be tested to meet ASTM F1577 Grade 1. The locks shall have six-
pin high security mogul key cylinder that meets UL-1034.  

• Secure perimeter exterior doors and control room doors shall utilize an 
electro-mechanical lock equal to the Southern Steel 10120 series wide jamb lock 
with a half cycle function and a Southern Steel 200MRS triple bias door position 
switch. These doors will be controlled and monitored from Central Control. 

• All interior circulation and sallyport doors to and from the main corridors, 
Intake booking processing and classification holding cells, release/transfer 
holding cells, medical cells, housing unit cells, inmate property storage, Armory, 
commissary, multipurpose rooms, laundry room, dayroom and sub-dayroom entry 
along with dayroom separation doors shall utilize a Southern Steel 10120 series 
wide jamb lock with a half cycle function and a Southern Steel 200MRS triple bias 
door position switch.  These doors will be controlled and monitored from the local 
control station.  
 

• Mechanical rooms, electrical rooms, bathrooms, and office, 
interview/counseling rooms will utilize a mechanical Southern Steel 10520-MOD 
mortise lock that has been modified to remove the thumb turn. Mechanical and 
Electrical rooms will be additionally equipped with a Southern Steel 200MRS triple 
bias door position switch and lock-bolt strike monitor. 
 

 

• Detention grade chase doors will utilize a Southern Steel 1010A series deadbolt lock.  

• Sliding circulation doors shall utilize a Southern Steel 3165.lx with hip-high emergency mechanical 
release pilaster which includes a 1010A series mechanical lock. These sliding doors will be 
controlled and monitored from the central control station. 

• Individual visiting/video visitation booths shall utilize an institutional grade ASTM F 1577 Grade 1 
electro-mechanical mortise lock with a 2” lock jamb, equal to the Southern Steel 10601E and a 
Southern Steel 200MRS triple bias door position switch. These doors will be controlled and 
monitored from Central Control. 

 
Doors shall utilize miscellaneous hardware which will include door position switches, pulls, closer, hinges, 
stops, and weather-stripping.  
 
A combination of automated and fixed key control shall be provided.  Automating the distribution and 
tracking of keys is a huge saver of staff time, allowing them to focus on more important functions.  
Automated distribution shall not be appropriate for all keys and a key cabinet in Central Control would be 
provided to store these keys.   
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The key code system shall be developed during the submittal phase between the DEC contractor, 
engineer, and owner’s representative.  The intent is to provide safe and secure keycodes while limiting the 
number of keys required to be carried by staff for the normal duties. 

 
All cells in a dayroom would have the same key code but they shall be 
different from doors leaving or entering the dayroom.  The dayroom 
doors would be operated remotely.  A similar approach would be 
followed in booking, kitchen, and other sub areas.  Emergency keys 
identified visually and by touch would be maintained separately. 
 
An automated key distribution system will be provided capable of 
handling 50 sets of keys.  The key distribution system will be equal to the 
modular Key Watcher series with biometric and PIN code access. The Key 
Watcher sounds an alarm if keys are removed by force.  If an invalid user 
code is entered three times, the system will go into alert mode and lock 
down for four minutes.  A computer will provide reports and lists of keys 
checked out and allow management of facility keys.  The key control 
system will be supported by Uninterruptible Power Supply units 
connected to emergency generator power.  
 

Security Glazing   

Pre-approved glazing manufacturers, McGrory Glass, Global Security Glazing or LTI Group will provide the 
security glazing, using McGrory Glass as the basis of design.  Glass-Clad Polycarbonate laminates will be 
used at all locations.  A variety of glazing types & thickness will be utilized. Fire rated glass will be layered 
utilizing intumescent laminating products in lieu of a gel filled intumescent layer. The products selected 
will offer the level of secure protection against physical attack required at various locations in the facility.  
These products shall comply with HPW TP-0500.02, level II through IV forced entry and WMFL level II and 
III Ballistic/Physical/Flame attack testing requirements, and ASTM F1915-12 Standard Test Methods for 
Glazing for Detention Facilities, and ASTM F1233 Standard Test Methods for Security Glazing Materials 
and Systems. Glazing will be of or equal to the following construction: 

Glass-Clad Polycarbonate Glazing for Interior Locations:  

• Grade 1 (SG1):  1" Glass-Clad polycarbonate (WMFL level II - 60-minute physical attack, ASTM 
F1915 Grade 1 - 60-minute containment, UL 972). 

• Grade 2 (SG2):  1" Glass-Clad polycarbonate (WMFL level III - 30-minute physical attack, ASTM 
F1915 Grade 2 - 40-minute containment, UL 972). 

• Grade 3 (SG3):  3/4” Glass-Clad polycarbonate (HPW Level II Forced entry, ASTM F1915 Grade 3 - 
20-minute containment, UL 972). 

• Grade 4 (SG4) 9/16” Glass-Clad polycarbonate (ASTM F1915 10-minute containment rating, UL 
972). 

Insulated and Tinted Glass-Clad Polycarbonate Glazing for Exterior Locations: 

• Grade 1 (SG1A):  1-1/2" (nominal) tinted gray tempered exterior, insulated air-gap unit with heat 
strengthened interior glazing (WMFL level II - 60-minute physical attack, ASTM F1915 Grade 1 - 60-
minute containment). 

• Grade 2 (SG2A): 1-1/2" (nominal) tinted gray tempered exterior, insulated air-gap unit with heat 
strengthened interior glazing (WMFL level III - 30-minute physical attack, ASTM F1915 Grade 2 - 40-
minute containment). 
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• Grade 3 (SG3A): 1-1/4” (nominal) tinted gray tempered exterior, insulated air-gap unit with heat 
strengthened interior glazing (HPW Level II Forced entry, ASTM F1915 Grade 3 - 20-minute 
containment). 

• Grade 4 (SG4A): 1-1/16” (nominal) tinted gray tempered exterior, insulated air-gap unit with heat 
strengthened interior glazing (ASTM F1915 10-minute containment rating). 

Fire Rated Glass-Clad Security Glazing: 

•  Grade 1:  2-1/18” UL fire rated for 60 minutes, (ASTM F1915 Grade 1 - 60-minute containment, 
WMFL level II - 60-minute physical attack, ASTM E119, UL 263). 

• Grade 2:  1-15/16” UL fire rated for 60 minutes, (ASTM F1915 Grade 2 - 40-minute containment, 
WMFL level III - 30-minute physical attack, ASTM E119, UL 263).  

• Grade 3:  1-7/8” UL fire rated for 60 minutes, (ASTM F1915 Grade 3 - 20-minute containment, HPW 
Level II Forced entry, ASTM E119, UL 263)  

• Grade 4:  1-11/16” UL fire rated for 60 minutes, (ASTM F1915 Grade 4 - 10-minute containment, 
ASTM E119, UL 263). 

 
Special glass interlayers and mirror glass are options that will be discussed with the owner during design 
development.  

Electronic Security: 

The Electronics Security Contractors (ESC's) must have a proven history of successfully completing major 
correction projects. All work shall be completed in accordance with the current requirements of codes, 
standards, and agencies. This scope may also include the Fire Alarm and telecommunications sections; or 
the General Contractor may subcontract these portions to other qualified firms specializing in these scopes 
of work. 
 
At a minimum, the scope of the Electronics Security Contractor shall include: 

• Programmable Logic Controller (PLC) 

• Touchscreen Control Stations (TCS) 

• IP Video System 

• Staff Duress system 

• Intercom System 

• Uninterruptible Power Supply 

Security Electronics Monitoring and Control 

 

Security electronics will be provided to control and monitor alarms, doors, 
intercoms, and cameras in the facility.  An industrial grade Programmable 
Logic Controller (PLC) system will provide all required logic and programming.  
PLC's will be networked together in a looped configuration allowing for 

continued operation with a single fiber failure.  Each of the security electronics rooms will have a standalone 
PLC. 
 
The operator interface will be dedicated computer workstations with a touch sensitive screen displaying a 
graphic site plan (or map) of the controlled areas.  These Touchscreen Control Stations (TCS) provide a 
graphic floor plan of the areas controlled.  On these floorplans are icons representing the doors, cameras, 
and intercoms to be controlled.  The officer can move freely through the screens to tour the facility and 
unlock doors, call up cameras, and answer intercoms as required. The TCS functions are automated so 
that security staff can focus on the security aspects and not focus on how to operate the electronics.    
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Further automation is provided for camera call-ups.  When the officer selects the icon to answer an 
intercom call at a door, the camera, PLC, and intercom will be integrated so that the camera video is 
automatically called up on the video monitor next to the TCS at the same time the intercom audio is 
connected.    Camera icons will allow video to be pulled up on the video monitor independent of an intercom 
call.   
 

Controlled doors will be represented by icons on the control screens.  
Selecting a controlled door icon will open the controlled door.  Most 
doors will only need to be selected once to open.  High security 
doors may require additional steps to open remotely. Sally port 
doors will require additional steps to open if another sally port door 
is open at the same time.  Detention grade doors are monitored from 
the TCS for two conditions.  A door position switch will monitor that 
the door is closed.  A lock bolt sensor will monitor the lock bolt and 
confirm that it is extended.  Both conditions must be met for the door 
to be displayed as secure. Unsecured status icons will represent 

both conditions differently so that the operator will know the reason a door is unsecured.  
 
Intercom stations will be graphically represented by icons on the TCS station.  Selecting an icon will open 
an audio path from the intercom station to the TCS.  The TCS icon will change in color if the call button on 
a field mounted intercom is selected.  A call button from a field intercom will also register an intercom call 
in the intercom queue. The TCS operator can either select the icon, or select the intercom from the queue 
to open an audio path from the TCS to the field intercom station.  Duress alarm icons will flash and sound 
an audible alarm on the TCS when activated.  The duress alarm icons will be located on the TCS map to 
assist the operator in determining the location of the emergency. An alarm list is maintained of all active 
alarms.  Alarms are listed in order of importance.  The operator can work through a list of alarms simply by 
selecting the next item in the list.  The operator can always choose another item in the list if required by 
policies and procedures.  
 
There will be two new Touchscreen Control Stations (TCS) in Central Control to monitor and control doors, 
intercoms, duress buttons, local housing unit doors, and the vehicle sally port. Central Control will be able 
to open, close, and monitor all of the entry points to the facility.  Conduit and control wire for the new vehicle 
sally port gates will be routed to the PLC.  The Central Control stations will control these gates through the 
PLC network.  
 
There will be one TCS in the Unit Control room in the housing unit to monitor and control local doors and 
intercoms. This station will also indicate the secure status of all doors in the housing unit. There will be one 
TCS unit in the Intake area to monitor and control local doors and intercoms. There will be a duress icon 
on each local TCS station.  When this duress icon is touched, the station will be disabled and the devices 
the station controls will transfer to a Central Control Station. The Central Control TCS stations will have the 
ability to take over control from the local stations.   
 
Code required Emergency Release is a critical function of the Monitoring and Control system.  The Code 
requires that all locked doors be unlocked and the bolts held back so that the door will not lock back during 
Emergency Release.  Normal operation is that the door is unlocked, and when closed, automatically locks 
back.  Emergency Release is activated and deactivated by icons on the Central Control touchscreens.  When 
Emergency Release is activated is determined by the Policies and Procedures of the facility.  It can be used 
to evacuate the floor, or during a search and rescue after a major fire event to find missing individuals when 
head counts come up short. 
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The PLC and TCS will be supported by Uninterruptible Power Supply units connected to emergency 
generator power.  The Uninterruptible Power Supply will carry the electronics systems power load until the 
emergency generator comes up to speed and takes over the load.  This will provide seamless operation 
during the transfer from normal to emergency power and eventually back to normal power.  (This is typical 
of all security systems.) 
 
Intercom Systems 
 
The facility will utilize a digital intercom system equal to the Harding DXL.  Each housing unit and Central 
control will have a Harding Digital Communication Controller (DCC). These DCC units will be connected to 
central control over single mode security fiber.  Each area’s control station and the two stations in Central 
Control will have master intercom stations equal to the Harding TMM 640. These master intercom stations 
will allow the control stations to connect to field intercom stations by selecting icons on the TCS stations.  
 

Intercoms will be provided in the detention frames.  They will be mounted on both 
sides of wide-jamb controlled circulation doors or pedestal mounted at site gates.  An 
additional intercom will be provided at each officer station in the Housing Units to 
allow the officer to call Central Control directly.  The cells will be provided with an 
emergency intercom station that calls the local control station for use during an 
emergency.  This station will consist of a wall mounted button and a wall mounted 
microphone/speaker.  
The intercom system will be supported by Uninterruptible Power Supply units 

connected to emergency generator power.  All cabling will be installed in strict compliance with the National 
Electric Code requirements. 
 
Event Recording Systems 
 
An Event Recording Computer (ERC) will be provided in Central Control. The ERC will record critical alarms 
and activations with a time and date stamp for forensic reporting purposes.  Reports can be generated 
based on time, date, or event type.  Events to be recorded include: 

• TCS operator log in/out 

• Doors opened from control stations 

• Doors keyed open  

• Doors held open for an extended period 

• Sally port override 

• Intercom calls and answers 

• Guard tours 

• Duress station activation 

• Loss of power 
 

Duress Alarm Systems  
  
A system of duress buttons will be provided throughout the facility for use by 
staff to call for help.  Duress buttons will be provided in each multi-purpose room, 
medical room, and at the officer's station in each Housing Unit. 
 
These duress buttons will be industrial grade red mushroom buttons with key 
reset.  They will be monitored by the PLC system.  When pressed, they will latch 
and signal a duress alarm in central control and at the unit control TCS.  Each 
duress button will be individually annunciated in Central Control.  A key reset will 
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be required for the alarm to be cleared.  Circular protective guards will be provided where there is a 
possibility of accidental activation. 
 
Watch Tour Systems  
  
A system of watch tour stations will be provided throughout the housing units for use by staff to record 
officer tours.  Each guard tour station will consist of a button and an illuminated ring on a stainless-steel 
plate.  Central Control will activate the watch tour system at the appropriate time.  As the officer makes the 
tour and presses each button, the ring will illuminate indicating to the officer that the button activation has 
been received by the PLC.  Reports can be generated from the ERC providing proof of tours and activations 
with time and date stamps. 
 
IP Video System 

 
Fixed Internet Protocol (IP) Cameras shall be provided to monitor 
the approach to each controlled circulation door and to monitor 
critical group areas. All cameras shall be recorded, and the video 
actively stored at full resolution and frame rate for a minimum of 
90 days.  Final camera locations shall be reviewed and approved 
by the owner.  Camera video shall be actively viewed in central 
control and at the local control stations.  The system shall be 
programmed with video call-ups for intercoms and duress 
activations automated where possible to allow for efficient staff 
operation.  Recorded video shall be reviewed at select 
workstations in Administration to allow video to be retrieved and 
off loaded to an appropriate electronic media for forensic 
purposes. 
 
In addition to single sensor cameras, multi-sensor cameras shall 
be provided for viewing large areas where there is a high security 
risk or a large amount of activity.  Multi-sensor cameras can be 
configured for 180 or 360 degree coverage.  Sensors can be 
individual targeted to better match the coverage required in 
detention facilities.  These are addressed as a single camera 
requiring a single cable where the same coverage by multiple 
single sensor cameras would require multiple cables.   
Video management software shall be provided to manage the 
cameras and recording servers.  Dedicated Ethernet switches shall 
be a part of a IP video network designed to handle the video 
bandwidth of the facility.  All camera equipment shall be ONVIF 
and NDAA compliant.  The advantage of ONVIF compliant IP 

cameras is that as new features are added to the ONVIF standard, those cameras can be added to the 
existing network even if they are manufactured by a different company.  Future software and firmware 
upgrades can be added to enhance the system functionality.  Compression algorithms shall maximize the 
amount of video that can be stored while minimizing the required storage capacity.   
Video cameras shall be manufactured by one of the following companies:  

• Bosch 
• Vicon 
• Axis 
• Hanwha 
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Video management software shall be manufactured by one of the following companies:  

• Milestone 
• Genetec 

• Bosch  
 
Camera coverage at a minimum shall be provided for the following locations: 

• Intake and booking 
• Inmate Corridors 
• Dayrooms 

• Controlled Circulation Doors 
• Booking Processing 
• Perimeter fence viewed by wall mounted multisensory cameras 

• Kitchen 

• Holding cells 
• Medical 
• Select Dayroom cells 

• Vehicle sally port. 
• Recreation yards. 

• Parking areas 
 

Cameras will connect by Category 6A cable to a local video switch in each local security room.  Each new 
security room will have a twenty-four port Power over Ethernet switches. Provide additional switches when 
the used port count exceeds twenty.  The video switches will be interconnected by optic fiber from each 
area back to the main security electronics room. The video network switches will be dedicated to the 
camera system.  The camera system will be a closed network that can only be viewed at the facility. 
 
The Camera system and video monitoring stations will be supported by Uninterruptible Power Supply units 
connected to emergency generator power. 
 
Access Control System 
 

Furnish and install a card access system utilizing smart card and 
Near Field Communication technology.  Cards shall be imprinted with 
staff photo and serve as an identification card as well as an access 
card.  Furnish and install a complete enrolment station with reader, 
printer, card access terminal, and dedicated camera.  Staff entry 
doors into the administration areas and law enforcement secure 
parking shall be controlled by a card access system reader.  A 
camera shall view each exterior reader.  For any doors controlled by 
both the card access system and the PLC, the PLC shall have priority.  
For PLC controlled doors, the card access system shall validate the 
card presented and if authorized send a signal to the PLC to request 
the door be opened.  The PLC shall unlock the door unless Central 
Control has locked down the facility.  Doors controlled by the card 

access system and not the PLC shall be free egress and provided with a request to exit device and a door 
position switch.  The Request to Exit device shall consist of either a motion detector above the door or an 
exit switch on the wall.  Staff can enter administrative areas during non-business hours as allowed by 
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facility policy by presenting a valid card at the appropriate card reader. All activity shall be recorded in the 
alarm review station in Central Control for forensic reporting purposes.The access control system reader, 
equipment, and locks shall be supported by the centralized UPS. 
 
 
Telephone and Data Systems  
 
The communications infrastructure shall be designed by a registered communications distribution 
designer (RCDD) as certified by BICSI.  Cabling to telephone drops, computer drops, and cameras shall be 
Category 6A (CAT6A) cable.  Each telecommunications/security room shall be climate controlled not to 
exceed 75 degrees Fahrenheit and 30% to 55% humidity.  New communication racks with Uninterruptible 
Power Supply units connected to emergency generator power will be installed to hold all equipment.  
 
Provide a communications main point of entry (MPOE).  This shall be the demarcation room for incoming 
communications and vended services.  The MPOE shall contain local electronics for vendor provided 
services including staff telephones, internet, video visitation, video arraignment, inmate telephone, inmate 
commissary, and related services.  The door shall be a detention door with a mechanical mortise mount 
detention lock.  The door shall also have a door position switch and a lock bolt monitor in the bolt receiver 
monitored in Central Control.  Furnish and install two 4-inch conduits from the MPOE to the main security 
electronics room.  Each 4-inch conduit shall have three 1-inch innerducts.  The main telecommunications 
and server equipment shall be co-located with security equipment in the main security electronics room.  
The main security electronics room shall be connected to each security room in the building by two 4-inch 
conduits that have three 1-inch innerducts in each. One of the innerduct will be filled with 48 strands of OS2 
single mode fiber for security and the communications network.   
 
All cabling will be installed in strict compliance with the National Electric Code and BICSI requirements.  
Category 6A Unshielded Twisted Pair (UTP) cabling shall be installed from RJ45 jacks at each office and 
computer location to patch panels in the nearest security electronics room.  Cabling shall route through 
conduit and raceways to protect the cabling infrastructure from damage.  Conduit shall be installed in 
inmate areas concealed in walls and under floors.  The same cabling shall be installed for telephones and 
data connections to allow for maximum future flexibility.   A “drop” consists of one CAT6A cable, 
faceplate jack, and patch panel port.  Furnish and install three drops at each work desk.  Furnish and 
install twelve drops in booking area – four locations with three drops each.  Furnish and install three 
drops on two different walls in each office.  Furnish and install sixteen drops at Central Control – four 
locations with four drops each.  Furnish and install two drops in the lobby for a magnetometer.  Furnish 
and install two drops in booking for a magnetometer.  Infrastructure will be provided for wireless access 
points to provide wireless connectivity in the dayrooms, multipurpose rooms, and additional areas as 
indicated on room data sheets. Projectors and smart boards will be connected to the local area network 
to allow for facility-controlled internet access. Kiosk outlets will be provided for computer stations to be 
used by residents for distance learning. Data and power will be provided on the dayroom wall to also 
allow the room to be used for Non-Contact Visitation.  Each communication outlet location requires 
power.  Coordinate location and faceplate cover to match electrical outlet. 
 
The owner intends to use a Voice over IP (VoIP) telephone system in the new facility.  Category 3 telephone 
cabling will not be furnished. 
 
Television Signal Distribution System 
 
The project will include a television signal distribution system that will accept an input from the service 
provider selected by the facility.  The signal source will come into the new service point of entry and be 
distributed over a combination of optic fiber and coaxial cable to each television location.  TV outlets will 
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be provided as indicated in the room data sheets.  Provide an additional CAT6A data port behind each 
television. Conference rooms and classrooms shall have additional specialty outlets. Specialty outlets shall 
connect HDMI cable behind the television to a convenient wall location allowing a user to connect a laptop 
computer or digital device. 
 
Fire Alarm System  
 
Furnish and install an addressable fire alarm system compliant with 2018 IBC, 2018 IFC, NFPA 72, NFPA 
70 and all required codes.  Provide systems manufactured by Notifier, EST, or Siemens with the features 
described below. The fire alarm system shall meet all ADA and ABA requirements.  Provide at least 25% 
spare on each signaling line circuit and each notification appliance circuit.  The fire alarm system shall be 
stand alone and not based on the telecommunication system or servers.  The fire alarm panel shall 
transmit alarm information and sprinkler supervisory to a remote monitoring system. 
An annunciator panel shall be provided in Central Control, the front lobby entrance, and next to the fire 
fighter’s override panel.  The annunciator panels shall indicate where in the building the fire alarm was 
initiated. Fire alarm devices shall be listed for the intended purpose by Underwriters Laboratory (UL) and 
approved by the Authority Having Jurisdiction. All system wiring shall be looped and configured Class A 
so that the system shall continue to function with a single open wire.  Minimum wire shall be 14-gauge. 
The fire alarm contractor shall provide a submittal to the AHJ.  Submittal shall include all information 
required by the AHJ including but not limited to shop drawings indicating al devices, battery calculations, 
voltage drops, and data sheets. Provide a detailed description of the operation and supervision of each 
type of circuit.  Provide a complete list of all device addresses and corresponding messages. 
Spot smoke detectors shall be provided in accordance with NFPA 72 and NFPA 101 as published by the 
National Fire Prevention Association.  All cabling shall be run in conduit.  Conduit shall be concealed in 
walls and chases. Furnish and install a nonilluminated graphic map at the FACP and each annunciator. 
Interior manual pull station shall be double action equipment with a protective cover. Lifting the cover to 
activate the alarm shall cause an 85-decibel horn to sound to discourage nuisance alarms. Locate 
manual pull stations as required by Code, but not less than every egress, every 200 feet.  Locate a pull 
station in Central Control and not in each dayroom as allowed by NFPA 72.  Where pull stations are in 
inmate areas, stations shall be operated by a key available to local staff.  Provide manual station at each 
exit from the kitchen.  Duct smoke detectors shall be provided as required by Code, one in any HVAC units 
rated more the 2,000 cubic feet per minute and two if rated 15,000 cubic feet per minute or more. Duct 
smoke detectors shall shut down the associated AHU unless it is part of an engineered smoke system.  
For each duct detector, provide a remote LED and test switch.  Provide manual AHU override to allow test 
of duct smoke detector. Fire Sprinkler flow and tamper switches shall be provided with the sprinkler 
system and individually monitored by the fire alarm system with addressable input modules in 
compliance with NFPA 13.  To conserve water, provide a switch on the fire alarm annunciator in Central 
Control for each dayroom to shut off sprinkler water remotely after fire water is no longer needed. Provide 
monitoring of all Post Indicator Valves on the fire water supply. Furnish magnetic hold open devices that 
release on alarm for all smoke doors held open. Audible notification appliances shall be provided 
throughout the building in compliance with NFPA 72, NFPA 101 and ADA.  Visual notification appliances 
shall be provided in all corridors and common use rooms and be Code and ADA compliant.  Multiple 
visual units in a common area shall be synchronized.  Provide audible and visual coverage in mechanical 
rooms. Provide an audio visual within 15’ of each exit.  Audibles and visuals shall be powered by separate 
circuits allowing the horns to be silenced separately. If smoke control is required, furnish and install a 
UUKL listed firefighter’s override panel.  Locate as approved by the AHJ.  The fire alarm system shall be 
interfaced with the HVAC equipment to accomplish the control sequence required for proper operation of 
the air moving units.  Where smoke control is required, addressable devices shall be provided for each 
smoke zone and programmed to active the appropriate smoke control sequence.  Provide control 
sequence as defined by the rational analysis and the mechanical design.  Furnish positive confirmation of 
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air movement and presence of power. Furnish and install a weather-proof exterior horn at the fire 
department outside connection, or if no connection, at the point of fire department entry. The fire alarm 
System shall be provided with batteries and powered by the emergency generator.  The fire alarm system 
shall be commissioned upon completion. 



Bridging Documents for USVI BOC Swan Annex  
    
 

SECTION 3I DESIGN NARRATIVES – SECURITY ENVELOPES 
    
 

  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 3I-1 

Each room or departmental security envelope has a related construction configuration to meet the required 
penetration resistance requirements. The following listing defines security envelope designations used in 
the Schematic Design Documents:  
 
Commercial Grade    
This level of construction may be used outside of the security perimeter where there is no inmate access.   
 
Commercial grade construction refers to “typical” commercial construction which includes, but not limited 
to the following: 
 
1) Walls 

a) Metal stud construction 
b) Concrete masonry units 
c) Precast concrete 
d) Cast in place concrete 
e) Curtainwall 
f) Storefront 

2) Roofing 
a) Open web joists with metal deck 
b) Acoustical lay in ceilings 
c) Cast in place concrete 

d) Solid core concrete planks 
e) Pre-stressed tees 
f) Hollow core planks 

3) Exterior Doors and Frames: 
a) Frames will be BHMA or ANSI Grade 1, 16-gauge thick steel hollow metal. 
b) Frames in wet areas: BHMA or ANSI Grade 1, 16-gauge thick stainless steel hollow metal. 
c) Doors:  BHMA or ANSI Grade 1, 16-gauge thick galvanized steel hollow metal with commercial 

hardware. 
d) Doors in wet areas: BHMA or ANSI Grade 1, 16-gauge thick stainless steel hollow metal with 

commercial hardware. 
4) Exterior Windows and Glazing: 

a) Exterior Window Frames: Operable or non-operable curtainwall, hollow metal or stainless-steel 
frames. 

b) Exterior Window Glazing: Insulated tempered glazing. 
 
Interior finishes within the commercial construction will remain commercial construction as inmate 
detainees do not have access to these areas; however, the construction of the various components is 
intended to be durable and functional, accordingly. 
 
 
Institutional Grade  
Institutional level may be either inside or outside the security and is typically utilized where there is no 
inmate presence, but some level of durability is required in terms of use.  The Institutional level of 
construction may be used in designed functional component areas within an overall security envelope that 
may be higher.  
 
Institutional grade exterior and perimeter components shall be constructed using one of the following 
methods: 
 
1) Walls 
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a) Concrete masonry construction shall be a minimum nominal 8” units with rebar as structurally 
required and fully grouted with 3000 psi grout. 

b) Precast concrete shall be a minimum of 3.5” thick and have a minimum strength of 3000 psi 
concrete with reinforcing as structurally required. 

c) Cast in place concrete shall be minimum 4” thick, 3000 psi concrete with reinforcing as structurally 
required. 

d) Heavy gauge metal studs with abuse resistant gypsum board with 9-gauge metal mesh backing.  
Wall protection (corner guards, wall and base bumpers will be needed in heavy use areas with carts 
and trucks). 

2) Roof 
a) Composite Metal Deck shall be a minimum 2” thick concrete over metal deck, 3000 psi concrete 

with reinforcing as structurally required. 

b) Cast in place concrete 

c) Solid core concrete planks 
d) Pre-stressed tees 
e) Hollow core planks 

3) Exterior Doors and Frames: 
a) Frames will be BHMA or ANSI Grade 1, 16-gauge thick steel hollow metal. 
b) Frames in wet areas: BHMA or ANSI Grade 1, 16-gauge thick stainless steel hollow metal. 
c) Doors:  BHMA or ANSI Grade 1, 16-gauge thick galvanized steel hollow metal with institutional 

hardware. 
d) Doors in wet areas: BHMA or ANSI Grade 1, 16-gauge thick stainless steel hollow metal with 

institutional hardware. 
4) Exterior Windows and Glazing: 

a) Exterior Window Frames: Operable or non-operable curtainwall, hollow metal or stainless-steel 
frames. 

b) Exterior Window Glazing: Insulated tempered glazing. 
 
Interior finishes within the institutional construction will typically be commercial or institutional where 
inmate detainees are located and can be commercial or institutional where only staff have access. 
 
Level 1 - Low Security:    
Similar to Institutional Grade, this is used inside the security perimeter in areas where inmate detainees 
may have access under staff supervision.   
 
Level 1 – Low security exterior and perimeter components shall be constructed using one of the following 
methods: 
 
1) Walls 

a) Concrete masonry construction shall be minimum nominal 6" units reinforced with No. #4 rebar @ 
24" on center vertically with all cells fully grouted with 3000 psi grout. 

b) Precast concrete for secure wall construction shall be minimum 4" thick and have a minimum 
strength of 4000 psi reinforced with W2.9 welded wire fabric (minimum), at 8" on center in both 
directions, conforming to ASTM A185. 

c) Cast in place concrete for secure wall construction shall be minimum 4" thick and have a minimum 
strength of 3000 psi reinforced with No. #4 rebar @ 24" on center vertically or W2.9 welded wire 
fabric at 8" on center in both directions.  Concrete strength of 3000 psi shall be reinforced with No. 
#4 rebar @ 24" on center each way or W2.9 welded wire fabric at 8" on center Cast in place concrete 
which is less than 6" thick (but no less than 4" thick) shall have a minimum strength of 4000 psi 
reinforced with W4 welded wire fabric (minimum), at 8" on center in both directions. 
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2) Roof Construction 
a) Cast-In-Place Concrete slab shall be 4" thick, 3000 psi concrete with No. #4 bars at 24" on center 

each way or W2.9 welded wire fabric at 8" on center in both directions.  Concrete strength of 3000 
psi shall be reinforced with No. #4 rebar @ 24" on center one way or W2.9 welded wire fabric at 8" 
on center.  Cast in place concrete which is less than 6" thick (but no less than 4" thick) shall have 
a minimum strength of 4000 psi reinforced with W2.9 welded wire fabric (minimum), at 8" on center 
in both directions. 

b) Composite Metal Deck shall be a minimum 2.5” thick concrete over metal deck, 3000 psi concrete, 
No. #4 bars at 24" on center in one direction or W4 welded wire fabric at 8" on center in both 
directions. Concrete strength of 3000 psi shall be reinforced with No. #4 rebar @ 24" on center one 
way or W4 welded wire fabric at 8” on center in both directions.  W2.9 welded wire (minimum), at 
8" on center in both directions, may be used with 4000 psi concrete. 

c) Metal Roof Decks shall be a minimum of 12-gauge deck.  No additional reinforcing is required; 
however, the deck must be securely tied to the security walls. 

3) Interior Security Doors and Frames meeting ASTM F1450: 
a) Frames will be Security Grade 1, 12-gauge detention hollow metal. 
b) Doors will be Security Grade 1, 12-gauge detention hollow metal with Grade 1, low to medium 

security detention hardware. 
4) Exterior Security Doors and Frames meeting ASTM F1450: 

a) Frames in wet areas: Security Grade 1, 12-gauge Galvannealed A60 detention hollow metal. 
(Stainless steel is softer and not as resistant to attack) 

b) Doors in wet areas: Security Grade 1, 12 gauge galvannealed A60 detention hollow metal with 
Grade 1, low to medium security detention hardware. 

5) Exterior Security Windows and Glazing: 
a) Exterior Window Frames: non-operable 12-gauge Galvannealed A60 detention hollow metal 

frames. 
b) Exterior Window Glazing meeting ASTM F1915-12: 60-minute attack resistant insulated glass clad 

polycarbonate glazing.  
c) Clerestory window glazing meeting ASTM F1915-12:  

i) 20-minute attack resistant insulated glass clad polycarbonate glazing. 
6) Penetrations 

a) Security barriers are required at all penetrations in security construction walls, floors, roofs and 
ceilings where the opening is larger than 5" x 5" or for openings 5" wide which exceed 24" in length. 

b) Security barriers shall be constructed of 1" diameter round bars or 2" x 2" x 1/4" structural steel 
tubing.  Space between bars or tubing shall not exceed 5" (Bars should be set on 5” centers).  Bars 
longer than 24" shall be reinforced with an intermediate flat bar, 2.5" x 3/8", welded to the barrier 
frame and tack welded to each bar.  The flat stock is installed perpendicular to the bars and at the 
mid-point of the bars to prevent spreading.  
 

Interior finishes within the Level 1 construction will typically be institutional or Level 1 where inmate 
detainees are located and can go to commercial to institutional where only staff have access. 
 
Level 2 - Medium Security:    
The next higher level of construction, finishes and furnishings. It is utilized in inmate occupied areas where 
a medium level of durability is required, and unwarranted penetrations need to be guarded against. 
Typically, level 2 construction is used where there is some level of staff supervision. It is also used in non-
inmate areas where significant durability is necessary.   
 
Level 2 – Medium security exterior and perimeter components shall be constructed using one of the 
following methods: 
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1) Walls 
a) Concrete masonry construction shall be minimum nominal 8" units reinforced with No. #4 rebar @ 

16" on center vertically with all cells fully grouted with 3000 psi grout. Horizontal reinforcement as 
structurally required. 

b) Precast concrete for secure wall construction shall be minimum 4" thick and have a minimum 
strength of 4000 psi reinforced with W4 welded wire fabric (minimum), at 8" on center in both 
directions, conforming to ASTM A185. 

c) Cast in place concrete for secure wall construction shall be minimum 6" thick and have a minimum 
strength of 3000 psi reinforced with No. #4 rebar @ 16" on center vertically or W7 welded wire 
fabric at 8" on center in both directions. Concrete strength of 3000 psi shall be reinforced with No. 
#4 rebar @ 16" on center each way or W4 welded wire fabric at 8" on center. Cast in place concrete 
which is less than 6" thick (but no less than 4" thick) shall have a minimum strength of 5000 psi 
reinforced with W2.9 welded wire fabric (minimum), at 8" on center in both directions. 

2) Roof Construction 
a) Cast-In-Place Concrete slab shall be 6" thick, 3000 psi concrete with No. #4 bars at 16" on center 

each way or W4 welded wire fabric at 8" on center in both directions. Concrete strength of 4000 psi 
shall be reinforced with No. #4 rebar @ 16" on center one way or W4 welded wire fabric at 8" on 
center. Cast in place concrete which is less than 6" thick (but no less than 4" thick) shall have a 
minimum strength of 4000 psi reinforced with W4 welded wire fabric (minimum), at 8" on center in 
both directions. 

b) Composite Metal Deck shall be a minimum 3” thick concrete over metal deck, 3000 psi concrete, 
No. #4 bars at 16" on center in one direction or W4 welded wire fabric at 8" on center in both 
directions. Concrete strength of 4000 psi shall be reinforced with No. #4 rebar @ 16" on center one 
way or W4 welded wire fabric at 8” on center in both directions.  W2.9 welded wire (minimum), at 
8" on center in both directions, may be used with 5000 psi concrete. 

c) Metal Roof Decks shall be a minimum of 12-gauge deck. No additional reinforcing is required; 
however, the deck must be securely tied to the security walls. 

7) Interior Security Doors and Frames meeting ASTM F1450: 
a) Frames will be Security Grade 1, 12-gauge detention hollow metal. 
b) Doors will be Security Grade 1, 12-gauge detention hollow metal with Grade 1, low to medium 

security detention hardware. 
8) Exterior Security Doors and Frames meeting ASTM F1450: 

a) Frames in wet areas: Security Grade 1, 12-gauge Galvannealed A60 detention hollow metal.  
b) Doors in wet areas: Security Grade 1, 12 gauge Galvannealed A60 detention hollow metal with 

Grade 1, low to medium security detention hardware. 
9) Exterior Security Windows and Glazing: 

a) Exterior Window Frames: non-operable 12-gauge Galvannealed A60 detention hollow metal 
frames. 

b) Exterior Window Glazing meeting ASTM F1915-12: 60-minute attack resistant insulated glass clad 
polycarbonate glazing.  

c) Clerestory window glazing meeting ASTM F1915-12:  
i) 20-minute attack resistant insulated glass clad polycarbonate glazing. 

10) Penetrations 
a) Security barriers are required at all penetrations in security construction walls, floors, roofs and 

ceilings where the opening is larger than 5" x 5" or for openings 5" wide which exceed 24" in length. 
b) Security barriers shall be constructed of 1" diameter round bars or 2" x 2" x 1/4" structural steel 

tubing. Space between bars or tubing shall not exceed 5" (Bars should be set on 5” centers). Bars 
longer than 24" shall be reinforced with an intermediate flat bar, 2.5" x 3/8", welded to the barrier 
frame and tack welded to each bar. The flat stock is installed perpendicular to the bars and at the 
mid-point of the bars to prevent spreading. 
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Interior finishes within the Level 2 construction will typically be Level 1 or Level 2 where inmate detainees 
are located and can go to commercial to Level 1 where only staff have access. 
 
Level 3 - High Security:    
The high level of security condition designed to guard against “escape” or intrusion and deny penetration. 
High Security defines the separation between the perimeter and internal space.  Typically, Level 3 
construction is used where inmate detainees are present without a direct staff presence, requiring a high 
level of durability, e.g. segregation cells and housing units designed for higher custody inmate detainees in 
indirect supervision housing units.   
 
Level 3 – High security exterior and perimeter components shall be constructed using one of the following 
methods: 
 
1) Walls 

a) Concrete masonry construction shall be minimum nominal 8" units reinforced with No. #4 rebar @ 
8" on center vertically with all cells fully grouted with 3000 psi grout.  Horizontal reinforcement as 
structurally required. 

b) Precast (or tilt-up) concrete for secure wall construction shall be minimum 4" thick and have a 
minimum strength of 5000 psi reinforced with W4 welded wire fabric (minimum), at 4" on center in 
both directions, conforming to ASTM A185. 

c) Cast in place concrete for secure wall construction shall be minimum 6" thick and have a minimum 
strength of 3000 psi reinforced with No. #4 rebar @ 8" on center vertically or W10 welded wire 
fabric at 4" on center in both directions.  Concrete strength of 4000 psi shall be reinforced with No. 
#4 rebar @ 8" on center each way or W7 welded wire fabric at 4" on center Cast in place concrete 
which is less than 6" thick (but no less than 4" thick) shall have a minimum strength of 5000 psi 
reinforced with W4 welded wire fabric (minimum), at 4" on center in both directions. 

2) Roof Construction 
a) Cast-In-Place Concrete slab shall be 6" thick, 3000 psi concrete with No. #4 bars at 8" on center 

each way or W10 welded wire fabric at 4" on center in both directions.  Concrete strength of 4000 
psi shall be reinforced with No. #4 rebar @ 8" on center one way or W7 welded wire fabric at 4" on 
center.  Cast in place concrete which is less than 6" thick (but no less than 4" thick) shall have a 
minimum strength of 5000 psi reinforced with W4 welded wire fabric (minimum), at 4" on center in 
both directions. 

b) Composite Metal Deck shall be a minimum 3” thick concrete over metal deck, 3000 psi concrete, 
No. #4 bars at 8" on center in one direction or W10 welded wire fabric at 4" on center in both 
directions. Concrete strength of 4000 psi shall be reinforced with No. #4 rebar @ 8" on center one 
way or W7 welded wire fabric at 4” on center in both directions.  W4 welded wire (minimum), at 4" 
on center in both directions, may be used with 5000 psi concrete. 

c) Metal Roof Decks shall be a minimum of 12-gauge deck.  No additional reinforcing is required; 
however, the deck must be securely tied to the security walls. 

3) Interior Security Doors and Frames meeting ASTM F1450: 
a) Frames will be Security Grade 1, 12-gauge detention hollow metal. 
b) Doors will be Security Grade 1, 12-gauge detention hollow metal with Grade 1, high security 

detention hardware. 
4) Exterior Security Doors and Frames meeting ASTM F1450: 

a) Frames in wet areas: Security Grade 1, 12 gauge galvannealed A60 detention hollow metal.  
b) Doors in wet areas: Security Grade 1, 12 gauge galvannealed A60 detention hollow metal with 

Grade 1 high security detention hardware. 
5) Exterior Security Windows and Glazing: 

a) Exterior Window Frames: non-operable 12-gauge Galvannealed A60 detention hollow metal 
frames. 
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b) Exterior Window Glazing meeting ASTM F1915-12: 60-minute attack resistant insulated glass clad 
polycarbonate glazing.  

c) Clerestory window glazing meeting ASTM F1915-12:  
i) 20-minute attack resistant insulated glass clad polycarbonate glazing. 

6) Penetrations 
a) Security barriers are required at all penetrations in security construction walls, floors, roofs and 

ceilings where the opening is larger than 5" x 5" or for openings 5" wide which exceed 24" in length. 
b) Security barriers shall be constructed of 1" diameter round bars or 2" x 2" x 1/4" structural steel 

tubing.  Space between bars or tubing shall not exceed 5" (Bars should be set on 5” centers).  Bars 
longer than 24" shall be reinforced with an intermediate flat bar, 2.5" x 3/8", welded to the barrier 
frame and tack welded to each bar.  The flat stock is installed perpendicular to the bars and at the 
mid-point of the bars to prevent spreading. 

 
Interior finishes within the Level 3 construction will typically be Level 2 or Level 3 where inmate detainees 
are located and can go to Institutional or Level 1 where only staff have access. 
 
Level 4 - Maximum Security:    
The highest level of security for non-inmate access areas which differentiates it from Level 3, High Security.  
Maximum security is designed to guard against unauthorized access and permit operations to continue 
irrespective of external environmental situations.  This security envelope level is typically reserved for 
Control Rooms and the like. 
 
Level 4 – Maximum security exterior and perimeter components shall be constructed using one of the 
following methods: 
 
1) Walls 

a) Concrete masonry construction shall be minimum nominal 8" units reinforced with No. #4 rebar @ 
8" on center each way with all cells fully grouted with 3000 psi grout. 

b) Precast (or tilt-up) concrete for secure wall construction shall be minimum 4" thick and have a 
minimum strength of 5000 psi reinforced with W4 welded wire fabric (minimum), at 4" on center in 
both directions, conforming to ASTM A185. 

c) Cast in place concrete for secure wall construction shall be minimum 6" thick and have a minimum 
strength of 3000 psi reinforced with No. #4 rebar @ 8" on center each way or W10 welded wire 
fabric at 4" on center in both directions.  Concrete strength of 4000 psi shall be reinforced with No. 
#4 rebar @ 8" on center each way or W7 welded wire fabric at 4" on center  Cast in place concrete 
which is less than 6" thick (but no less than 4" thick) shall have a minimum strength of 5000 psi 
reinforced with W4 welded wire fabric (minimum), at 4" on center in both directions. 

2) Roof Construction 
a) Cast-In-Place Concrete slab shall be 6" thick, 3000 psi concrete with No. #4 bars at 8" on center 

each way or W10 welded wire fabric at 4" on center in both directions.  Concrete strength of 4000 
psi shall be reinforced with No. #4 rebar @ 8" on center each way or W7 welded wire fabric at 4" on 
center  Cast in place concrete which is less than 6" thick (but no less than 4" thick) shall have a 
minimum strength of 5000 psi reinforced with W4 welded wire fabric (minimum), at 4" on center in 
both directions. 

b) Composite Metal Deck shall be a minimum 4” thick concrete over metal deck, 3000 psi concrete, 
No. #4 bars at 8" on center each way or W10 welded wire fabric at 4" on center in both directions. 
Concrete strength of 4000 psi shall be reinforced with No. #4 rebar @ 8" on center each way or W7 
welded wire fabric at 4” on center in both directions.  W4 welded wire (minimum), at 4" on center in 
both directions, may be used with 5000 psi concrete. 
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c) Prestressed Tees or Hollow Core slabs shall have a concrete topping to give adequate cover per 
ACI standard for No. #4 bars at 8" on center or W10 welded wire fabric at 4" on center in both 
directions. 

d) Solid concrete plank shall have No. #4 bars at 8" on center each way or W10 welded wire fabric at 
4" on center in both directions and no concrete topping is required. 

3) Interior Security Doors and Frames meeting ASTM F1450: 
a) Frames will be Security Grade 1, 12 gauge detention hollow metal. 
b) Doors: Security Grade 1, 12 gauge detention hollow metal with detention Grade 1 high security 

detention hardware. 
4) Exterior Security Doors and Frames meeting ASTM F1450: 

a) Frames in wet areas: Security Grade 1, 12 gauge galvannealed A60 detention hollow metal. 
b) Doors in wet areas: Security Grade 1, 12 gauge galvannealed A60 detention hollow metal with 

Grade 1 high security detention hardware. 
5) Exterior Security Windows and Glazing: 

a) Exterior Window Frames: Operable or non-operable 12 gauge galvannealed A60 detention hollow 
metal frames. 

b) Exterior Window Glazing: 60 minute attack resistant insulated glass clad poly carbonate glazing. 
Maximum opening size to be 5”. Exterior window openings can be as much as allowed by the 
detention glass type, generally for detention windows we never want to exceed 42” w x 48”h clear. 
Sizes can vary based on the walls’ fire rating and block coursing. We never want to be more than 
4” clear in any single direction x 60” maximum inside a cell on an exterior wall or chase wall. If the 
window is 4” clear or smaller, then no attack resistance is required at all. 

c) Clerestory window glazing meeting ASTM F1915-12:  
i) 20 minute attack resistant insulated glass clad polycarbonate glazing 

6) Penetrations 
a) Security barriers are required at all penetrations in security construction walls, floors, roofs and 

ceilings where the opening is larger than 5” x 5” or for openings 5" (Bars should be set on 5” centers) 
wide which exceed 24" in length. 

b) Security barriers shall be constructed of 1" diameter round bars or 2" x 2" x 1/4" structural steel 
tubing.  Space between bars or tubing shall not exceed 5".  Bars longer than 24" shall be reinforced 
with an intermediate flat bar, 2.5" x 3/8", welded to the barrier frame and tack welded to each bar.  
The flat stock is installed perpendicular to the bars and at the mid-point of the bars to prevent 
spreading. 

 
Interior finishes within the Level 4 construction will typically be Level 2 or Level 3 where inmates are located 
and can go to Institutional or Level 1 where only staff have access. 
 
Exceptions: 

The design-build team deviate from the requirements listed above when certain conditions are relevant. 
 

1. The requirements for the security envelope as stated in the room data sheets may be overridden 

by requirements for a higher perimeter security wall as defined in drawing sheets.  The highest 

security requirement always prevails. 

2. The security requirements for ceiling construction may be lowered in circumstances when the 

ceiling is clearly out of reach of inmates in fully supervised areas such as corridors, dayrooms, 

large open areas.  The minimum ceiling height must be 12’-0” above the finished floor in order to 

utilize this exception. 
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3. The security requirements for ceiling construction may also be allowed to be exposed structure in 

areas in which the structure above is clearly out of reach of the inmate.  The exposed structure 

must form an acceptable security barrier to prevent escape. 
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The Food Service Program will support daily preparation/meal service for inmates and staff.  The Kitchen 

shall be designed to prepare breakfast, lunch, and dinner for a maximum population of 200.  The Kitchen 

will function as a cook to serve operation and will have sufficient storage to support the production 

schedule.  The most important design goals for the project include: 

 
Design Overview  
 

1) An efficient operational flow from receiving, storage, preparation, production, serving, to warewashing 

will streamline the Food Service Operation. 

2) Kitchen Office shall be centrally located and be raised to allow for full view/supervision of all working 

areas.  Space will be sized for two (2) staff (Kitchen manager and security officer). A secure sharps 

cabinet will be included within this space. 

3) Deliveries will be brought directly into the kitchen from a corridor leading from the adjacent Receiving 

Sallyport.  Space for pallets, cart staging, and inventory breakdown for loading into cold and dry 

storage rooms, shall be sized appropriately.   

4) Dry and cold storage rooms shall be located inside the kitchen near receiving doors with a clear path 

to Prep and Production areas.   

5) Dry storage shelving shall be 4-tier high all welded type shelving as well as dunnage racks.   

6) Cold storage will consist of modular rooms including a walk-in freezer and cooler. Rooms shall have a 

common wall.  Cooler to Freezer ratio shall be confirmed with Owner during design.  Floors shall be 

depressed and insulated (no ramps into rooms).  Exterior finish, including doors, shall be stainless 

steel with a 36” high diamond tread plate wainscot.  Interior finish shall be stucco embossed 

aluminum with white smooth enamel ceilings.  LED lighting shall be included.  Self-closing doors shall 

have view ports (heated).  Refrigeration system shall be a rack type; air cooled with a Smart Defrost 

System for energy efficiency. 

7) Cold storage shelving shall be 4-tier all welded type shelving as well as dunnage racks.   

8) Preparation station shall be positioned directly across from walk-in cold storage rooms.  Sinks shall 

be indirectly drained per health regulations.   

9) Handwashing sinks will be provided and positioned to cover all work zones. 

10) Production cooking shall be along the wall close to the prep/support stations keeping the center 

prep/dish-up/staging area open and barrier free. A Type 1 hood with full coverage fire protection 

system shall cover all cooking equipment.  Floor troughs will be positioned in front of titling kettles 

and tilt skillet for ease of cleaning.  Stainless steel wall flashing shall cover all cook line walls.  

Demand control ventilation will allow fan speeds to ramp up and down as required for energy 

efficiency. 

11) Tray dish-up counter shall include drop-in hot wells and a blind pass-thru opening (s) into the Dining 

Hall.  Beverage service will include a work table with trough.  Insulated beverage dispensers will be 

Owner furnished. 

12) Warewashing shall be have a soiled dishtable with blind pass-thru openings to the Dining Hall for 

inmate tray return. A trough connected to an integral waste collector shall be designed to feed to a 

conveyor warewasher with booster heater.  Clean trays/ware shall be pulled off the clean end and 
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loaded onto carts/racks for air drying and storage.  A potwashing sink table will also be within this 

area along with parking for tray drying and pot and pan racks.   

13) A cart wash alcove with floor trough and hose reel will allow for cleaning of racks and waste 

receptacles as required. 

14) The Kitchen will have an area for Inmate training and break area.  

15) Other support areas within the Kitchen shall include Staff and Inmate Toilets and Janitor Closet with 

chemical storage.  

16) Kitchen shall be designed for gas cooking equipment. 

17) Correctional security package will include hasp lock on ovens, tamper proof screws, and locking 

warewasher controls. 

18) Equipment shall conform to all local and national codes.  All items shall be designed to National 

Sanitation Foundation Standards.  Walk-ins shall bear the State Seal. 

 
Equipment List:    
 

1) Hand washing sinks (3) 

2) Corner/channel guards (lot) 

3) Dry storage shelving and dunnage racks 

4) Walk-in cold storage rooms (2) 

5) Rack refrigeration System 

6) Walk-in cold storage shelving and dunnage racks 

7) Vegetable prep sink table 

8) Support work tables (4) 

9) Manual can opener 

10) Ingredient bins (4) 

11) 80-quart mixer 

12) Food slicer 

13) Food cutter 

14) Utility carts (3) 

15) Utility distribution system behind cook line 

16) Canopy hood with fire protection system 

17) Stainless steel wall flashing 

18) Open burner range. 

19) 60-gallon tilting kettles (2) 

20) 40-gallon tilting skillet with floor trough  
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21) Flat top griddle 

22) Double stack convection ovens 

23) Roll-in combi-oven/steamer 

24) Roll-in racks (2) 

25) Cube ice machine 

26) Conveyor toaster 

27) Roll-in hot cabinet 

28) Roll-in cold cabinet 

29) Tray dish-up counter 

30) Drop-in hot wells (6) 

31) Beverage table with trough 

32) Cart wash hose reel 

33) Soiled dishtable with tray return opening(s) 

34) Waste collector 

35) Hose reel 

36) Conveyor warewasher with booster heater 

37) Potwashing sink table 

38) Eye wash 

39) Secure sharps storage cabinet 

40) Sheet pan racks (2) 

41) Mobile waste receptacles (4) 

42) Mobile pot/pan shelving (2) 

43) Clean tray drying racks (2) 
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RESPONSIBILITY MATRIX:  
A responsibility matrix is provided to help ensure that all scopes are covered.   

 
     

Communications Infrastructure Contractor CIC     

Commissioning Agent COMM     

Detention Equipment Contractor DEC     

Electrical Contractor EC     

Electronic Security Contractor ESC     

Fire Alarm Contractor FAC     

Fire Protection Contractor FPC     

HVAC Controls Contractor HCC     

Kitchen Contractor KC     

Laundry Contractor LC     

Mechanical Contractor MC     

Not Applicable N/A     

Owner Furnished Contractor Installed OFCI     

Owner Furnished Owner Installed OFOI     

 
 
 

BUILDING INTER-TRADE RESPONSIBILITY MATRIX 
 

ITEM 

FURNISHED 
BY 

INSTALLED 
BY 

POWER 
WIRING 

CONTROL 
WIRING 

PROGRAM 

Electrical/Mechanical General 

Equipment motors for HVAC and Plumbing 
equipment 

MC MC EC N/A N/A 

Factory furnished motor starters, 
contactors and disconnects 

MC MC EC HCC N/A 

Loose motor starters, thermal overloads 
and heaters 

MC EC EC HCC N/A 

Loose disconnect switches EC EC EC N/A N/A 

Loose variable speed drives MC EC EC HCC N/A 

Factory furnished variable speed drives MC MC EC HCC N/A 

Temporary heating electrical connections EC EC EC MC N/A 

Temporary heating gas connections MC MC EC HCC N/A 

Power distribution system monitoring 
interfaces 

EC EC EC HCC EC 

Medical Gas/Vacuum Panels MC MC EC HCC MC 

Laboratory Air Valves MC MC EC HCC N/A 

Isolation room monitors HCC HCC EC HCC HCC 

Fuel system low voltage control MC MC EC HCC HCC 
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Emergency Generator Exhaust Piping MC MC N/A N/A N/A 

Emergency Generator Muffler EC/MC MC N/A N/A N/A 

Emergency Generator Fuel Oil Storage 
Tank 

MC MC EC HCC N/A 

Fuel Oil Pumping and Veeder Root 
Systems 

MC MC EC MC N/A 

      

ITEM 
FURNISHED 

BY 
INSTALLED 

BY 
POWER 
WIRING 

CONTROL 
WIRING 

PROGRAM 

Controls 

Thermostats (low voltage) EC HCC N/A HCC HCC 

Transformer EC EC    

Thermostats (line voltage) HCC EC EC N/A HCC 

Time switches (for mechanical equipment) HCC HCC EC HCC HCC 

Temperature Control Panels HCC HCC EC HCC HCC 

Pushbutton stations and connections HCC HCC EC HCC N/A 

Control software and project specific 
software configurations and database 
entries. 

HCC HCC N/A HCC HCC 

Low voltage Controls and communication 
wiring for the HVAC BMS. 

HCC HCC N/A HCC HCC 

Controls conduits and raceway EC EC N/A N/A N/A 

Control air compressor HCC HCC EC HCC N/A 

Control Transformers HCC HCC EC HCC N/A 

Carbon Monoxide System HCC HCC EC HCC HCC 

Sump Pump Alarms (wiring) MC MC EC HCC HCC 

      

ITEM 
FURNISHED 

BY 
INSTALLED 

BY 
POWER 
WIRING 

CONTROL 
WIRING 

PROGRAM 

Air Handling 

Damper motors, PE and switches HCC HCC EC HCC N/A 

Smoke dampers MC MC EC FAC FAC 

Combination fire/smoke dampers MC MC EC FAC FAC 

Interlocks between air handling units and 
exhaust fans 

N/A N/A HCC HCC HCC 

Interlocks between kitchen exhaust 
hood(s), make-up air handling units and 
exhaust fan(s) 

N/A N/A EC HCC HCC 

Fume hood controls - - EC HCC HCC 

Terminal Units (VAV and FPB) Controls HCC HCC EC HCC HCC 

Automatic/Control dampers HCC MC EC HCC HCC 

Automatic/Control dampers actuators HCC HCC EC HCC HCC 
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Current switches - fans HCC HCC EC HCC N/A 

Fan Coil Unit controls MC MC EC HCC N/A 

Unit heaters (electric) MC EC EC HCC N/A 

Unit heaters (hydronic/gas) MC MC EC HCC N/A 

Smoke Control - Smoke dampers or 
Fire/Smoke dampers 

MC MC EC FAC FAC 

Smoke Control - AHU control panel in  FAC FAC EC FAC FAC 

Duct smoke detectors housing FAC MC N/A N/A N/A 

Duct smoke detectors FAC FAC EC FAC FAC 

Computer room A/C unit site mounted 
controls 

MC MC EC HCC HCC 

Packaged Rooftop Unit (RTU) space 
mounted controls 

MC HCC EC HCC HCC 

Packaged RTU factory-mounted controls MC MC EC HCC HCC 

Packaged RTU field-mounted controls MC HCC EC HCC HCC 

Kitchen make-up air MC MC EC HCC HCC 

Laundry make-up air MC MC EC HCC HCC 

General make-up air MC MC EC HCC HCC 

Split System Wiring & Control MC HCC EC HCC HCC 

Drain Pan Overflow Float Kill Interlocks HCC HCC EC HCC HCC 

      

ITEM 
FURNISHED 

BY 
INSTALLED 

BY 
POWER 
WIRING 

CONTROL 
WIRING 

PROGRAM 

Hydronic System 

Manual Valves MC MC N/A N/A HCC 

Automatic Valves, motors or solenoid HCC MC EC HCC HCC 

Pipe insertion devices and taps including 
thermowells, flow and pressure stations, 
etc 

HCC MC N/A HCC HCC 

Heat Trace EC EC EC N/A HCC 

Hanger Shields & Inserts MC MC N/A N/A N/A 

      

ITEM 
FURNISHED 

BY 
INSTALLED 

BY 
POWER 
WIRING 

CONTROL 
WIRING 

PROGRAM 

Central Plant 

Interlocks between chiller control panel 
and pump(s) 

N/A N/A N/A HCC HCC 

Boiler emergency shut-down switches EC EC EC EC N/A 

Boiler Level Controls (feedwater) MC MC N/A HCC HCC 

Current switches - pumps HCC HCC N/A HCC N/A 

Interface with chiller/refrigerant 
equipment control package 

MC MC EC HCC HCC 
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Interface with boiler control package (if 
applicable) 

HCC HCC EC HCC HCC 

Water treatment system (cooling tower) MC MC EC HCC N/A 

Refrigerant monitors (includes wiring, 
horns & strobes) 

MC HCC EC HCC HCC 

Cooling Tower Basin Heaters MC MC EC HCC N/A 

Cooling tower vibration switches - electric MC MC EC HCC N/A 

Cooling tower level control devices MC MC EC N/A N/A 

Cooling tower make-up water control 
devices 

MC MC EC HCC N/A 

Chemical treatment systems MC MC EC N/A N/A 

Glycol feeder MC MC EC N/A N/A 

Water softener, RO water system MC MC EC N/A N/A 

Sidestream/sand filters MC MC EC HCC N/A 

Flow Meters HCC MC EC HCC N/A 

Gas Regulator Venting MC MC N/A N/A N/A 

Humidifer Drain Coolers MC MC N/A N/A N/A 

Make-up water control device and wiring MC MC EC HCC N/A 

      

ITEM 
FURNISHED 

BY 
INSTALLED 

BY 
POWER 
WIRING 

CONTROL 
WIRING 

PROGRAM 

Lighting 

Low voltage control relays and switches EC EC EC ESC ESC 

Addressable lighting control modules and 
panels 

EC EC EC EC EC 

Photo and occupancy sensor HCC EC EC EC EC 

Operable lighting breaker panels EC EC EC EC EC 

      

ITEM 
FURNISHED 

BY 
INSTALLED 

BY 
POWER 
WIRING 

CONTROL 
WIRING 

PROGRAM 

Security and Auxiliary Systems  

PLC Door Control System ESC ESC EC ESC ESC 

Security System Network ESC ESC EC ESC ESC 

Intercom system and devices ESC ESC EC ESC ESC 

Video System and cameras ESC ESC EC ESC ESC 

Card Access Systems  readers, and devices ESC ESC EC ESC ESC 

Communications outlets CIC CIC N/A CIC OFOI 

Telephone equipment OFOI OFOI EC CIC OFOI 

Optic Fiber Infrastructure CIC CIC N/A CIC N/A 

Data Network equipment OFOI OFOI EC CIC OFOI 

Fire alarm system and devices FAC FAC EC FAC FAC 
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Interface Fire Alarm to HVAC FAC/HCC FAC/HCC EC FAC FAC 

Fire Sprinkler System FPC FPC EC FAC FAC 

Miscellaneous Extinguishing Systems FPC FPC EC FAC FAC 

Inmate Telephone system OFOI OFOI EC CIC OFOI 

Video Visitation System OFOI OFOI EC CIC OFOI 

            

Detention Glazing DEC DEC N/A N/A N/A 

Detention locks and DPS DEC DEC N/A N/A N/A 

Detention doors and Frames DEC DEC N/A N/A N/A 

            

Uninterruptible Power Supply (UPS) ESC EC EC ESC ESC 

            

Fire Pump FPC FPC EC FAC FPC 
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No Yes

÷ =

÷

+

+

+ =

1 hr or

1 hr or

1 hr or

1 hr

2 hr

2 hr and

2 hr or

1 hr or

1 hr and

1 hr and

1 hr or

1 hr

Laundry rooms over 100 square feet.

In Group I-2, laundry rooms over 100 square feet.

508.4

Accessory Occupancies

Nonseparated Occupancies

Separated Occupancies

Accessory occupancies are ancillary to the main occupancy of the building.  Aggregate accessory 

occupancies shall not occupy more than 10 percent of the floor area of the story in which they are 

located and shall not exceed the tabular values for nonsprinklered buildings in Table 506.2 for each 

such accessory occupancy (508.2.3).

The allowable building area and height of the building or portion thereof shall be based on the most 

restrictive allowances for the occupancy groups under consideration for the type of construction of 

the building (508.3.2).

In each story, the building area shall be such that the sum of the ratios of the actual building area of 

each separated occupancy divided by the allowable building area of each separated occupancy 

shall not exeed 1 (508.4.2).  See below for area calculations.

Actual Area of Accessory Occ. Actual Area of Main Occ./Floor

1 10 10%

< 10%

508.3

1 1 2

Must be < 1
Actual Area of Occupancy "B"

Allowable Area of Occupancy "B"

Actual Area of Occupancy "A"

Allowable Area of Occupancy "A"

1

1
+

1

1
Must be < 1

Section 508 - Mixed Use and Occupancy

508.2

Space

Class II (905.5) Class III (905.6)

Sections 504 & 505 - Building Height and Areas

Class I (905.4)
Standpipe Systems

Other Extinguishing

905.1

904.1

Wet-Chemical (904.5)

Foam (904.7)

Halon (904.9)

Installation Requirements
NFPA 13 (903.3.1.1) NFPA 13R (903.3.1.2)

NFPA 13D (903.3.1.3)

Mixed Occupancy (If yes, see Section 508)

YesNo PartialWhere Required

Automatic Sprinkler Systems

903.2

Occupancy Classifications 

(Chapter 3)

505.2.1

903.3

Alternative Automatic Fire-

Extinguishing Systems

Dry-Chemical (905.6)

Carbon Dioxide (904.8)

Automatic Water Mist (904.11)

Clean-Agent (904.10)

Commercial Cooking (904.12)

Domestic Cooking in Group I-2 Condition 1 (904.13)

0 0 00Space

Floor Area of Room Equip. Platform (Allowable)Mezzanine (Allowable) Floor Area of Room505.3.1

C
h

a
p

te
r 

9

F
IR

E
 P

R
O

TE
C

TI
O

N
 S

Y
S
TE

M
S

504.2 Mezzanines (505.2) Equipment Platforms (505.3)

Area for Frontage 

Increase (506.3)ActualAllowable 

(Table 506.2)

ActualAllowable 

(Table 504.4)

ActualAllowable 

(Table 504.3)

Building AreaNumber of StoriesBuilding Height

High Hazard (H-2) Sep. Bldg 160 3 16,500

Utility 180 6 106,500

Institutional (I-3) 180 5 UL

Business (B)

Storage (S-1) 180 12 144,000

180 12 UL

Section 509 - Incidental Uses

Furnace room where any piece of equipment is over 400,000 Btu per hour input.

Rooms with boilers where the largest piece of equipment is over 15 psi and 10 horsepower.

Refrigerant machinery room.

Hydrogen fuel gas rooms, not classified as Group H.

Incinerator rooms.

Paint shops, not classified as Group H, located in occupancies other than Group F.

In Group E occupancies, laboratories and vocational shops not classified as Group H.

In Group I-2 occupancies, laboratories not classified as Group H.

In ambulatory care facilities, laboratories not classified as Group H.

S

S

S

-

-

S

Group B, F, M, S & U

Group A, E, I & R

1 hr & S

S

S

S

S

-

Room or Area (Table 509)
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Section 3L CODE ANALYSIS   

1 hr

1 hr

1 hr

1 hr or

1 hr

÷ =

÷

A B A B A B A B

3
a

2
a, b

1
b 0 1

b 0 1
b 0

3 2 1 0 2 2 1 0

3
a

2
a 1 0 1 0 1 0

0 0 0 0 0 0 0 0

2 2 1 0 1 0 1 0

1 ½
b

1
b,c

1
b,c

0
c

1
b,c 0 1

b,c 0

a.

b.

c.

d.

e.

f.

F-1 A B E F-2

Group H
e

M S-1
f I R S-2 U

IB

VB

-

-

Group I-3 cells and Group I-2 patient rooms equipped with padded surfaces.

Group B, F, M, S & U

Group A, E, I & R

1 hr

2 hr

In ambulatory care facilities or Group I-2 occupancies, waste and linen collection rooms with containers that have an 

aggregate volume of 10 cubic feet or greater.

In other than ambulatory care facilities and Group I-2 occupancies, waste and linen collection rooms over 100 square 

feet.

In ambulatory care facilities or Group I-2 occupancies, storage rooms greater than 100 square feet.

Stationary storage battery systems having a liquid electrolyte capacity of more than 50 

gallons for flooded lead-acid, nickel cadmium or VRLA, or more than 1,000 pounds for 

lithium-ion and lithium metal polymer used for facility standby power, emergency power or 

uninterruptable power supplies.
-

-

Roof supports: Fire-resistance ratings of primary structural frame and bearing walls are permitted to be reduced by 1 hour where supporting a roof 

only.

Except in Group F-1, H, M and S-1 occupancies, fire protection of structural members shall not be required, including protection of roof framing and 

decking where every part of the roof construction is 20 feet or more above any floor immediately below. Fire-retardant-treated wood members shall 

be allowed to be used for such unprotected members.

In all occupancies, heavy timber shall be allowed where a 1-hour or less fire-resistance rating is required.

Not less than the fire-resistance rating required by other sections of this code.

Not less than the fire-resistance rating based on fire separation distance (see Table 602).

Not less than the fire-resistance rating as referenced in Section 704.10.

1

1

0

2

2

1

1

0

1

0

X < 5
b

X ≥ 30

Type of 

Construction

Occupancy

C
h

a
p

te
r 

6

TY
P

E
S
 O

F
 C

O
N

S
TR

U
C

TI
O

N

Section 601 - Types of Construction

1

1

1

1
c

0

1
c

0

5 ≤ X < 10

10 ≤ X < 30

IA

IIB

3

3

2

2

All

IA

Others

Others

All

Table 602 Fire-Resistance Rating Requirements for Exterior Walls Based on Fire Separation Distance
a, d, g

Fire Separation 

Distance = X (feet)

Occupancy

GroupGroup

Occupancy

Bearing walls

Primary structural frame (see Section 202)

Exterior
e,f

Interior

Nonbearing Walls and Partitions - Exterior

Nonbearing Walls and Partitions - Exterior
d

Floor Construction and Associated Secondary Members (See Section 202)

Roof Construction and Associated Secondary Members (See Section 202)

Building Element

HT

2

1 / HT

See Table 602

See 

Section 

602.4.6

HT

HT

HT

Table 601 Fire-Resistance Rating Requirements for Building Elements (Hours)

Type VType IVType IIIType IIType I

C
h

a
p

te
r 

5

G
E
N

E
R

A
L 

B
U

IL
D

IN
G

 H
E
IG

H
TS

 A
N

D
 A

R
E
A

S

S

-

-

Actual Area of Incidental Use Actual Area of Main Occupancy/Flr < 10%

1 10 10%

Area limitations. Incidental uses shall not occupy more 

than 10 percent of the building area of the story in which 

they are located (Section 509.3).

In Group I-2, physical plant maintenance shops.
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h h

a.

b.

c.

d.

e.

f.

g.

h.

i.

j.

k.

a.

b.

No Limit

No Limit

No Limit

No Limit

15%10%

UP = Unprotected NS = Nonsprinklered S = Sprinklered P = Protected

Fire Separation Distance (Feet)

For openings between S-2 parking garage and Group R-2 building, see Section 705.3, Exception 2.

= Unprotected openings in buildings not equipped throughout with an automatic sprinkler system in accordance with Section 903.3.1.1.

= Unprotected openings in buildings equipped throughout with an automatic sprinkler system in accordance with Section 903.3.1.1.

= Openings protected with an opening protective assembly in accordance with Section 705.8.2.

Values indicated are the percentage of the area of the exterior wall, per story.

For the requirements for fire walls of buildings with differing heights, see Section 706.6.1.

For openings in a fire wall for buildings on the same lot, see Section 706.8.

The maximum percentage of unprotected and protected openings shall be 25 percent for Group R-3 occupancies.

Unprotected openings shall not be permitted for openings with a fire separation distance of less than 15 feet for Group H-2 and H-3 occupancies.

The area of unprotected and protected openings shall not be limited for Group R-3 occupancies, with a fire separation distance of 5 feet or greater.

The area of openings in an open parking structure with a fire separation distance of 10 feet or greater shall not be limited.

Includes buildings accessory to Group R-3.

Not applicable to Group H-1, H-2 and H-3 occupancies.

For special requirements for Group U occupancies, see Section 406.3.2.

(UP, NS)

(UP, S)

(P)

(UP, NS)

(UP, S)
i

(P)

Not Permitted
k

Not Permitted
k

Not Permitted
k

Not Permitted
k

15%

15%

25%

25%

45%

45%

25%

75%

75%

45%

No Limit

No Limit

70%

No Limit

30 or Greater
25 to less than 

30
f, g

20 to less than 

25
f, g

15 to less than 

20
f, g

10 to less than 

15
e, f, g

5 to less than 

10
e, f, j

3 to less than 5
d, 

e

0 to less than 3
b, 

c, k

Degree of Opening 

Protection

Section 705 - Exterior Walls

705.1 General. Exterior walls shall comply with this section.

705.8 Openings. Openings in exterior walls shall comply with Sections 705.8.1 through 705.8.6.

Maximum Allowable Area of Exterior Wall Openings Based on Fire Separation Distance and Degree of Opening ProtectionTable 705.8

706.1 General. Each portion of a building separated by one or more fire walls that comply with the provisions of this section shall be considered a separate 

building. The extent and location of such fire walls shall provide a complete separation. Where a fire wall separates occupancies that are required to 

be separated by a fire barrier wall, the most restrictive requirements of each separation shall apply.

706.4 Fire-Resistance Rating. Fire walls shall have a fire-resistance rating of not less than that required by Table 706.4.

Table 706.4 Fire Wall Fire-Resistance Ratings

Group Fire-Resistance Rating (Hours)

A B E H-4 I R-1 R-2 U

F-2 S-2 R-3 R-4

3
a

3

4
b

2

F-1 H-3
b H-5 M S-1

 In Type II or V construction, walls shall be permitted to have a 2-hour fire-resistance rating

For Group H-1, H-2 or H-3 buildings, also see Sections 415.7 and 415.8.

707.1 General. Fire barriers installed as required elsewhere in this code or the International Fire Code shall comply with this section.

707.3 Fire-Resistance Rating. The fire-resistance rating of fire barriers shall comply with this section.

707.3.1

707.3.3

Interior Exit Stairway and Ramp Construction

Exit Passageway

H-1 H-2

E

Occupancy Group Fire-Resistance Rating (Hours)

Atriums

Control Areas

Fire Areas

Table 707.3.10

A B

707.3.5

707.3.7

707.3.9

Shaft Enclosures

Enclosures for Exit Access Stairways

Horizontal Exit

Incidental Uses

Separated Occupancies

707.3.2

707.3.4

707.3.6

2

1

707.3.8

707.3.10

Fire-Resistance Rating Requirements for Fire Barrier Assemblies or Horizontal Assemblies Between Fire Areas

I

F-1

M

H-1

H-3

RF-2 H-4 H-5

Section 706 - Fire Walls

Section 707 - Fire Barriers

H-2

S-1

S-2

U

4

3

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R12 / Halliday Page 3L-4



Bridging Documents for USVI BOC Swan Annex 

Section 3L CODE ANALYSIS   

1.

2.

3.

4.

5.

1.

2.

Exteriors Walls

3

2

1

1 1/2

1 1/2

3/4

100 sq. in. 
b

100 sq. in. 
b

Max. Size Tested

NP

NP

3

2

NP 2 NP W-120

NP W-180

NP W-120

Fire Protection

D-H-453/4

NP 2 NP W-120

NP 1 1/2 NP W-90

≤100 sq. in. = D-H-90           > 

100 sq. in. = D-H-T-W-90

≤100 sq. in. = D-H-90

≤100 sq. in. = D-H-90

100 sq. in.

100 sq. in.

W-240

W-180

NP

NP

D-H

D-H-OH-45

D-H-OH-20

NP

NP

4

3

D-H

D-20

D-20

3/4

3/4 
b

1/3

≤100 sq. in. = D-H-90

>100 sq. in = D-H-W-90

≤100 sq. in. = D-H-90

>100 sq. in.= D-H-W-90

Max. Size Tested

Max. Size Tested

Max. Size Tested

3/4

1/3 
b

1/3 
b

1 1/2

Other Fire Barriers

Fire Barriers

Shafts

Interior Exit Stairways

Interior Exit Ramps

709.3 Fire-resistance rating. A 1-hour fire-resistance rating is required for smoke barriers.

Exception: Smoke barriers constructed of minimum 0.10-inch-thick (2.5 mm) steel in Group I-3 buildings.

716.3 Marking fire-rated glazing assemblies. Fire-rated glazing assemblies shall be marked in accordance with Tables 716.3, 716.5 and 716.6.

710.1 General. Smoke partitions installed as required elsewhere in the code shall comply with this section.

Section 708 - Fire Partitions

Section 709 - Smoke Barriers

Section 710 - Smoke Partitions

708.3 Fire-resistance rating. Fire partitions shall have a fire-resistance rating of not less than 1 hour.

Exceptions: Corridor walls permitted to have a 1/2-hour fire-resistance rating by Table 1020.1.

Dwelling unit and sleeping unit separations in buildings of Type IIB, IIIB and VB construction shall have fire-resistance ratings of 

not less than 1/2 hour in buildings equipped throughout with an automatic sprinkler system in accordance with Section 

903.3.1.1.

709.1 General. Vertical and horizontal smoke barriers shall comply with this section.

708.1 General. The following wall assemblies shall comply with this section.

Separation walls as required by Section 420.2 for Groups I-1, R-1, R-2 and R-3.

Walls separating tenant spaces in covered and open mall buildings as required by Section 402.4.2.1.

Corridor walls as required by Section 1020.1.

Elevator lobby separation as required by Section 3006.2.

Egress balconies as required by Section 1019.2.

710.3 Fire-resistance rating. Unless required elsewhere in the code, smoke partitions are not required to have a fire-resistance rating.

Section 711 - Horizontal Assemblies

711.1

711.2

711.3

General. Horizontal assemblies shall comply with Section 711.2. Nonfire-resistance-rated floor & roof assemblies comply w/ Section 711.3.

Horizontal assemblies. Horizontal assemblies shall comply with Sections 711.2.1 through 711.2.6.

Nonfire-resistance-rated floor and roof assemblies. Nonfire-resistance-rated floor, floor/ceiling, roof & roof/ceiling assemblies shall comply 

with Sections 711.3.1 and 711.3.2.

Section 716 - Opening Protectives

716.1 General. Opening protectives required by other sections of this code shall comply with the provisions of this section.

716.2 Fire-resistance-rated glazing. Fire-resistance-rated glazing tested as part of a fire-resistance-rated wall or floor/ceiling assembly in 

accordance with ASTM E 119 or UL 263 and labeled in accordance with Section 703.6 shall not otherwise be required to comply with this 

section where used as part of a wall or floor/ceiling assembly. Fire-resistance-rated glazing shall be permitted in fire door and fire window 

assemblies where tested and installed in accordance with their listings and where in compliance with the requirements of this section.

Minimum 

Fire Door & 

Fire Shutter 

Assembly 

Rating 

(Hours)

Required 

Wall 

Assembly 

Rating 

(Hours)

Type of Assembly
Fire-Rated Glazing Marking 

Door Vision Panel
d

Door Vision Panel 

Size
b

3

3
a

See Note b

See Note b

4

3

D-H-W-240

D-H-W-180

Rating 

Greater 

than 1 hour

Fire Walls
2 1 1/2

1 1/2 100 sq. in.

>100 sq. in. = D-H-W-90

>100 sq. in. = D-H-W-90

Table 716.5 Opening Fire Protection Assemblies, Ratings and Markings

Fire 

Resistance

Fire 

Protection

Fire -Rated Glazing 

Marking Sidelight / 

Transom Panel

Minimum Sidelight / 

Transom Assembly 

Rating (Hours)

Fire 

Protection

Fire 

Resistance

Corridor Walls
Fire 

Partitions

Enclosures 

for

1

1

0.5

2 1 1/2
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Section 3L CODE ANALYSIS   

a.

b.

c.

d.

or

or

or

or

or

or

a.

b.

A-1

A-2

A-3
 f

A-4

A-5

B

E

M

R-1

R-4

F

H

I-1

I-2

I-3

I-4

R-2

D-H-45

D-H-20

D-H-45

D-H-20

3/4

1/3

Max. Size Tested

Max. Size Tested

3/4

1/3

Smoke Barriers 1 1/3 Max. Size Tested D-20 3/4 D-H-OH-45

Table 716.6 Fire Window Assembly Fire Protection Ratings

Fire PartitionsOther 
1

0.5

Incidental Use Areas (Section 707.3.7),

Mixed Occupancy Separations (Section 707.3.9)

Smoke Partitions

Fire Partitions

Exterior Walls

Party Wall

Required Wall Assembly 

Rating (Hours)

All

>1

1

1

0.5

1

>1

1

0.5

C
h

a
p

te
r 

7

F
IR

E
 A

N
D

 S
M

O
K

E
 P

R
O

TE
C

TI
O

N
 F

E
A

TU
R

E
S

Section 803 - Wall and Ceiling Finishes

OH-45 or W-60

OH-45

OH-20

OH-45

OH-90

OH-45

OH-20

W-60

W-30

W-60

W-XXX 
b

W-60

W-30

NP = Not Permitted

Type of Wall Assembly

All

Minimum Fire Window 

Assembly Rating (Hours)

NP 
a

NP 
a

NP 
a

3/4

1/3

3/4

1 1/2

3/4

1/3

803.1 General. Interior wall and ceiling finish materials shall be classified for fire performance and smoke development in accordance with Section 803.1.1 

or 803.1.2, except as shown in Sections 803.2 through 803.13. Materials tested in accordance with Section 803.1.2 shall not be required to be tested in 

accordance with Section 803.1.1.

Table 803.11 Interior Wall and Ceiling Finish Requirements by Occupancy 
k

803.11 Interior finish requirements based on group. Interior wall and ceiling finish shall have a flame spread index not greater than that specified in Table 

803.11 for the group and location designated. Interior wall and ceiling finish materials tested in accordance with NFPA 286 and meeting the 

acceptance criteria of Section 803.1.2.1, shall be permitted to be used where a Class A classification in accordance with ASTM E 84 or UL 723 is 

required.

Corridors Interior Exit Stairways Rooms

Enclosed 

Spaces 
c

Corridors

Enclosures for:

Exit Access Stairways

NP = Not Permitted

Two doors, each with a fire protection rating of 11/2  hours, installed on opposite sides of the same opening in a fire wall, shall be deemed equivalent 

in fire protection rating to one 3-hour fire door.

Fire-resistance-rated glazing tested to ASTM E 119 in accordance with Section 716.2 shall be permitted, in the maximum size tested.

Except where the building is equipped throughout with an automatic sprinkler and the fire-rated glazing meets the criteria established in Section 

716.5.5.

Under column heading “Fire-rated glazing marking door vision panel,” W refers to the fire-resistance rating of the glazing, not the frame.

Not permitted except fire-resistance-rated glazing assemblies tested to ASTM E 119 or UL 263, as specified in Section 716.2.

XXX = The fire rating duration period in minutes, which shall be equal to the  fire-resistance rating  required for the wall assembly.

NP

Fire-Rated Glazing Markings

W-XXX
 b

W-XXX
 b

W-XXX
 b

Not Applicable

1 3/4

Interiors Walls

Fire Walls

Fire Barriers

Exit Access Ramps

Non-Sprinklered

Interior Exit Ramps

Exit Passageways 
a, b

Sprinklered 
l

Rooms

Enclosed 

Spaces 
c

Enclosures for:

Exit Access Stairways

Exit Access Ramps

Interior Exit Stairways

Interior Exit Ramps

Exit Passageways 
a, b

Group

B B C A A 
d

B 
e

B B C A A 
d C

B C C A B C

B

C

B

C

C

C 
g

B

C

A

C

C

B

C

B

C

B

A 
j

B

C

B

B

A

B

C

B

B

B

B

C

C

B 
h, i

C

B 
h, i

C B

B

A

A

A

B

BA

B

A

A

A

A

A
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R-3

S

U

a.

b.

c.

d.

e.

f.

g.

h.

i.

j.

k.

l.

412.4.6.1,

412.6.5

Aircraft Hangers 415.11.11
Group H-5 HPM 

Exhaust Ducts
416.5 Flammable Finishes 417.4 Drying Rooms

903.2.11.5
Commercial 

Cooking 
Commercial kitchen exhaust hood and duct systems

903.2.6

Groups    I-

1, I-2,      I-

3 & I-4

Required throughout buildings with Group I Fire Area

1.  Group I-1, Condition 1 facilities

2.  Daycare at level of exit discharge & 

every room that care is provided has 

no less than one exterior door

3.  If other than on level of exit 

discharge, sprinkler system shall be 

provided per this Exception 3.

Occupancy Related Automatic Sprinkler Thresholds

Occupancy Threshold

C

B

For places of religious worship, wood used for ornamental purposes, trusses, paneling or chancel furnishing shall be permitted.

Class B material is required where the building exceeds two stories.

C

C

C

C

C

C

C

C

No Restrictions

C
h

a
p

te
r 

8

IN
TE

R
IO

R
 F

IN
IS

H
E
S

Class A: = Class B: =
Flame spread index 0-25; 

Smoke-developed index 0-450.

Flame spread index 76-200;

Smoke-developed index 0-450.
Class C: =

Flame spread index 26-75;

Smoke-developed index 0-450.

C

B

No Restrictions

Class C interior finish materials shall be permitted for wainscotting or paneling of not more than 1,000 square feet of applied surface area in the 

grade lobby where applied directly to a noncombustible base or over furring strips applied to a noncombustible base and fireblocked as required 

by Section 803.13.1.

In  other than Group I-3 occupancies in buildings less than three stories above grade plane, Class B interior finish for nonsprinklered buildings and 

Class C interior finish for sprinklered buildings shall be permitted in interior exit stairways and ramps.

Requirements for rooms and enclosed spaces shall be based upon spaces enclosed by partitions. Where a fire-resistance rating is required for 

structural elements, the enclosing partitions shall extend from the floor to the ceiling. Partitions that do not comply with this shall be considered 

enclosing spaces and the rooms or spaces on both sides shall be considered one. In determining the applicable requirements for rooms and 

enclosed spaces, the specific occupancy thereof shall be the governing factor regardless of the group classification of the building or structure.

Lobby areas in Group A-1, A-2 and A-3 occupancies shall not be less than Class B materials.

Class C interior finish materials shall be permitted in places of assembly with an occupant load of 300 persons or less.

Class C interior finish materials shall be permitted in administrative spaces.

Class C interior finish materials shall be permitted in rooms with a capacity of four persons or less.

Class B materials shall be permitted as wainscotting extending not more than 48 inches above the finished floor in corridors  and exit access stairways 

and ramps.

Finish materials as provided for in other sections of this code.

Applies  when protected by an automatic sprinkler system installed in accordance with Section 903.3.1.1 or 903.3.1.2.

Section 903 - Automatic Sprinkler Systems

903.2 Where required. Approved automatic sprinkler systems in new buildings and structures shall be provided in the locations described in Sections 903.2.1 

through 903.2.12.

Exception:  Spaces or areas in telecommunications buildings used exclusively for telecommunications equipment, associated electrical power 

distribution equipment, batteries and standby engines, provided those spaces or areas are equipped throughout with an automatic smoke 

detection system in accordance with Section 907.2 and are separated from the remainder of the building by not less than 1-hour fire barriers 

constructed in accordance with Section 707 or not less than 2-hour horizontal assemblies constructed in accordance with Section 711, or both.

Section

Table 903.2

Exception

None

903.2.11.6 Other Required The provisions indicated in Table 903.2.11.6 None

ALL    

Other 

than 

Group U

The aggregate floor area enclosed and bounded by fire walls, fire barriers, exterior walls or horizontal assemblies of a building. Areas of the building 

not provided with surrounding walls shall be included in the fire area if such areas are included within the horizontal projection of the roof or floor 

next above.

Fire Area:

Table 903.2.11.6 Additional Required Suppression Systems

Section

402.5, 

402.6.2

Subject

Covered & Open Mall 

Buildings

Section

403.3

Subject

High-Rise Buildings

Section

404.3

Subject Section Subject

Atriums 405.3
Underground 

Structures

Special Amusement 

Buildings

Unlimited Area 

Buildings

412.3.6

509.4

Airport Traffic Control 

Towers

Incidental Uses

407.6

412.4.6,

419.5

Group I-2

Live / Work Units

410.7

424.3

Stages

Children's Play 

Structures

411.4

507

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R12 / Halliday Page 3L-7



Bridging Documents for USVI BOC Swan Annex 

Section 3L CODE ANALYSIS   

Exceptions:

Exceptions:

Ordinary 

(Moderate

Ordinary 

(Moderate) 

Hazard 

Occupancy

4-A 
a

1,000 s.f.

80-B

5-B 30

50

Light (Low)

Extra (High)
75 feet

2-A

1,500 s.f.

11,250 s.f.

75 feet

2-A 
c

3,000 s.f.

11,250 s.f.

75 feet

Min. Rated Single Extinguisher

Max. Floor Area per unit of A

Max. Floor Area for Extinguisher
b 20-B

Max. Travel Distance to Extinguisher

10-B

10-B

40-B

50

30

30

1. The distance of travel to reach an extinguisher shall not apply to the spectator seating portions of Group A-5 occupancies.

2. In Group I-3, portable fire extinguishers shall be permitted to be located at staff locations.

In Group R-2 occupancies, portable fire extinguishers shall be required only in locations specified in Items 2 through 6 where 

each dwelling unit is provided with a portable fire extinguisher having a minimum rating of 1-A:10-B:C.

Light

(Low)      Hazard 

Occupancy

Extra

(High)     Hazard 

Occupancy

Class A:

Class B:

Class C:

Class D:

Class A extinguishers are intended for use with "ordinary combustibles," such as wood or paper.  Water is the primary extinguishing agent.

Class B extinguishers are intended for use with spilled flammable liquids, such as grease, oil, or gasoline, in shallow depths.  The extinguishing 

agents are designed to smother the fire and not spread the burning liquid.

Class C extinguishers  are intended for use in electrical fires.  The extinguishing agent is designed to be non-conductive so as not to spread the 

influence of an energized conductor on the fire.

Class D extinguishers are intended for use on flammable metals and are often specific for the type of metal in question.  These extinguishers 

generally have not multi-purpose rating for use on other types of fires.

Type of Hazard

Fire Extinguishers for Class B Fire HazardsTable 906.3.(2)Fire Extinguishers for Class A Fire Hazards

Class K: Class K extinguishers are intended for use on Cooking fires.

11,250 s.f.

Table 906.3 (1)

Basic Minimum 

Extinguisher Rating

Maximum Distance of 

Travel to Extinguishers 

(Feet)

50

Section 906 - Portable Fire Extinguishers

906.1 Where required. Portable fire extinguishers shall be installed in all of the following locations:

1. In Group A, B, E, F, H, I, M, R-1, R-2, R-4 and S occupancies.

2. Within 30 feet of commercial cooking equipment.

3. In areas where flammable or combustible liquids are stored, used or dispensed.

4. On each floor of structures under construction, except Group R-3 occupancies, in accordance with Section 3315.1 of the International Fire Code.

5. Where required by the International Fire Code sections indicated in Table 906.1.

6. Special-hazard areas, including but not limited to laboratories, computer rooms and generator rooms, where required by the fire code official.

Exception:

906.2 General requirements. Portable fire extinguishers shall be selected and installed in accordance with this section and NFPA 10.

Sprinkler system requirements as set forth in Section 903.2.11.6 of the International Fire Code1029.6.2.3
Smoke-Protected 

Assembly Seating
IFC

Section 904 - Alternative Automatic Fire-Extinguishing Systems

904.2 Where permitted. Automatic fire-extinguishing systems installed as an alternative to the required automatic sprinkler systems of Section 903 shall be 

approved by the fire code official.

Section

904.5

Type Section Type Section Type

904.8

904.11

Wet-Chemical Systems

Carbon Dioxide Systems

Automatic Water Mist Systems

904.6

904.9

904.12

Dry-Chemical Systems

Halon Systems

Commercial Cooking Systems

904.7

904.10

904.13

Foam Systems

Clean-Agent Systems

Domestic Cooking, Goup I-2, Cond. 1

Section 907 - Fire Alarm and Detection Systems

907.2 Where required—new buildings and structures. An approved fire alarm system installed in accordance with the provisions of this code and NFPA 72 

shall be provided in new buildings and structures in accordance with Sections 907.2.1 through 907.2.23 and provide occupant notification in 

accordance with Section 907.5, unless other requirements are provided by another section of this code.

Not fewer than one manual fire alarm box shall be provided in an approved location to initiate a fire alarm signal for fire alarm systems employing 

automatic fire detectors or waterflow detection devices. Where other sections of this code allow elimination of fire alarm boxes due to sprinklers, a 

single fire alarm box shall be installed.

1. The manual fire alarm box is not required for fire alarm systems dedicated to elevator recall control and supervisory service.

2. The manual fire alarm box is not required for Group R-2 occupancies unless required by the fire code official to provide a 

means for fire watch personnel to initiate an alarm during a sprinkler system impairment event. Where provided, the manual 

fire alarm box shall not be located in an area that is accessible to the public.

Table 907.2 Fire Alarm and Detection Systems for New Buildings and Structures
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Section 3L CODE ANALYSIS   

Exits Exits Exits Exits

2, 3 or 4 2, 3 or 4 0 0

2, 3 or 4 2, 3 or 4 0 0

2, 3 or 4 2, 3 or 4 0 0

a b

c d

e f

g h 2

3

4

1-500

501-1,000

More than 1,000

1029

Egress Convergence

Assembly Occupancies

1005.5 Loss of any one Exit

Accessible Means of EgressANSI

A 117.1

Table 1006.3.1 Minimum Number of Exits

Occupant Load

per Story

Minimum Number of Exits or

Access to Exits from Story

1010.1.1

1020.2

1011.2

#VALUE!

#VALUE!

#VALUE!

#VALUE!

#VALUE!

#VALUE!

Total from

Table 1004.1.2 Above

From Table 1005.3.1

(Select applicable 

factors)

Required Egress Width per Story

(c) = Occupant Load x Capacity 

Factor 
a, b, c

Stairs Other

WidthStory

1

2

Minimum Stair WidthMinimum Door Width

Minimum Corridor Width

1005.6

1024.2 Min. Exit Passagway Width

0

0

Other

0

0

0

Total

0

Other

Width

0

3

Exit Width (inches)
 a, b, c, d, e, f

Actual Exit No. & Egress Width 

Shown on Plans per Story

Required Width (inches)

(c) ÷ No. Exits (Table 1006.3.1)

0

0

Stairs

0.2

0.2

0.2

Other

0.15

0.15

0.15

Occupant Load

Stairs

0

0

0

0

0

0

0.2

0.15Exception 1: Automatic sprinkler system and emergency voice/alarm communication system

Exception 2: Smoke-protected assembly seating (See Table 1029.6.2)

Exception 3: Outdoor smoke-protected assembly seating (See Section 1029.6.3)

Exception 1: Automatic sprinkler system and emergency voice/alarm communication system

Exception 2: Smoke-protected assembly seating (See Table 1029.6.2)

Exception 3: Outdoor smoke-protected assembly seating (See Section 1029.6.3)

Stairways1005.3.1

Other Egress Components1005.3.2

Width

Stairs

Width

0.3

0.2

1005.3 Required capacity based on occupant load. The required capacity, in inches, of the means of egress for any room, area, space or story shall be not 

less than that determined in accordance with Sections 1005.3.1 and 1005.3.2:

Table 1005.3 Required Width for Stairways and Other Egress Components

Required Capacity Based on Occupant Load Capacity Factor

(inches per occupant)

Section 1005 - Means of Egress Sizing

907.2.12.2 

and 

907.2.12.3

1. Cause illumination of the means of egress with 1 foot candle minimum at the walking surface

2. Stop any conflicting or confusing sounds and visual distractions

3. Activate an approved directional exit marking that will become apparent in an emergency

From primary power with battery backup in new construction.  Smoke alarm with strobes & no battery back-up to be 

connected to an emergency system per Section 2702.

4. Activate an emergency voice/alarm communicaion system throughout the building

The activation of two or more smoke detectors, a single smoke detector equipped with an alarm verification feature, sprinkler 

system or other fire detection device shall automatically do the following:

1. Ionization smoke alarms not to be installed < 20 feet from permanently installed cooking appliances

2. Ionization smoke alarms w/ alarm-silencing not to be < 10 feet from permanently installed cooking appliances

Installation Near 

Cooking 

Appliances

907.2.11.3

3. Photoelectric smoke alarms not to be < 6 feet from permanently installed cookig appliances

Smoke alarms not to be installed < 3 feet from door or opening of a bathroom that contains a bathtub or shower

Section Requirements

A Manual Fire Alarm system shall be installed where one of the following conditions exists:

907.2.2 B

Exception: Not required if sprinklered & will automatically activate notification zones upon sprinkler water flow

1.  The combined Group B occupant load of all floors is ≥ 500.

2.  The Group B occupant load is > 100 persons above or below the lowest level of exit discharge.

3.  The fire area contains an ambulatory care facility.

Occupancy or

Building Type

C
h

a
p

te
r 

9

F
IR

E
 P

R
O

TE
C

TI
O

N
 S

Y
S
TE

M
S

907.2.6 ALL I

A Manual Fire Alarm system shall be installed that activates the occupant notification system per 907.5.  An Automatic Smoke 

Detection system per 907.5 is required in accordance with 907.2.6.1, 907.2.6.2 & 907.2.6.3.3.

1.  Manual fire alarm boxes not required in I-1 & I-2 occupancies if located at constantly attended staff stations.

2. Occupancy notification systems not required if private mode signaling is installed per NFPA 72.

Exceptions:

Exceptions:

1. Other detection systems providing equivalent protection in ducts or behind protective guards are allowed.

2. Sleeping units in Use Conditions 2 & 3 as described in Section 308.

3. Not required in sleeping units with ≤ 4 occupants if equipped with sprinklers.

907.2.11.4 Near Bathrooms

907.2.6.3 I-3 A Manual Fire Alarm shall be installed and an Automatic Smoke Detection system installed for alerting the staff.

907.2.6.3.3 I-3

An Automatic Smoke Detection system shall be installed in resident housing areas including sleeping units, contiguous 

dayrooms, group activity spaces & other common spaces accessible to residents.

907.2.11.6 Power Source

System 

Response

(c)Capacity Factor
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Section 3L CODE ANALYSIS   

a.

b.

a.

b.

c.

d. a.

e.

b.

f. c.

d.

a. b.

Group H occupancies equipped throughout with an  

automatic sprinkler system in accordance with Section 

903.2.5.

100

NP = Not Permitted

Two exits min. required for facilities or with >10 children ≤  2 1/2 yrs. old

Day Care Means of Egress

Egress Based on Use

1006.2.2.1

1006.2.2.3 Refrigerated Rooms or Spaces

Boiler, Incinerator & Furnace Rooms 1006.2.2.2

1006.2.2.4

Two exits required if >500 s.f. & fuel fire equipment >40,000 Btu input 

capacity

Refrigeration Machinery Rooms

Two exits min. required for refrigeration machinery rooms >1,000 s.f.

Two exits min. required for rooms or spaces >1,000 s.f. & a refrig. evap.

Buildings classified as Group R-2 equipped throughout with an automatic 

sprinkler system per Section 903.3.1.1 or 903.3.1.2 & provided with emergency 

escape & rescue openings per Section 1030.

Group B, F and S occupancies in buildings equipped throughout with an  

automatic sprinkler system per Section 903.3.1.1 shall have a maximum  exit 

access travel distance of 100 feet.

This table is used for R-2 occupancies consisting of sleeping units. For R-2 

occupancies consisting of dwelling units, use Table 1006.3.2(1).

NP = Not Permitted NA = Not Applicable

1006.2.1.2

B, F, M, S
 d 29 75

Story Occupancy

NP NA

Table 1006.3.2 (2) Stories with 1 Exit or Access to 1 Exit for Other Occupancies

25
 b

75
 b

75
 a

NPNP

125
 a

75

H-2, H-3 3 25

Buildings equipped throughout with an automatic sprinkler 

system in accordance with Section 903.3.1.1 or 903.3.1.2. See 

Section 903 for occupancies where  automatic sprinkler 

systems are permitted in accordance with Section 903.3.1.2.

Stories with 1 Exit or Access to 1 Exit for R-2 Occupancies

Story

Basement, 1
st
, 2

nd
 or 3

rd 

Story Above Grade

4
th

 Story Above Grade 

Plane & Higher

Maximum 

Common Path 

of Egress Travel 

Distance

Maximum 

Number of 

Dwelling Units

Occupancy

R-2
 a, b 4 Dwelling

Units
125 Feet

Spaces with One Exit or Exit Access Doorway

NP

NP

NP

75

75

75
 a

100
 a

100
 a

Table 1006.2.1

A
 c

, E, M

B

F

H-1, H-2, H-3

I-1, I-2
 d

, I-4

I-3

R-1

R-2

R-3
 e

M
a

xi
m

u
m

 

O
c

c
u

p
a

n
t 

Lo
a

d
 o

f 
S
p

a
c

e

H-4, H-5 10

Occupancy

Group R-2 equipped with an automatic sprinkler system in accordance with 

Section 903.3.1.1 or 903.3.1.2 & provided with emergency escape & rescue 

openings in accordance with Section 1030.

Table 1006.3.2 (1)

S
 f

U

49

49

49

3

10

10

10

10

10

10

29

49

75

100

75

NP 100
 a

75
 a

125
 a

75

NP

NP

NP

NP

NP

NP

75

75

75

OL ≤ 30 OL > 30

Occupant Load

W/O Sprinkler (ft) With 

Sprinkler 

(ft)

Maximum Common Path of 

Egress Travel Distance (Feet)

R-4
 e

NA

NP NA NA

The length of  exit access travel distance in a Group S-2  open parking garage 

shall be not more than 100 feet.

3
rd 

Story Above Grade 

Plane & Higher

For a room or space used for assembly purposes having  fixed 

seating, see Section 1029.8.

For the travel distance limitations in Group I-2, see Section 

407.4.

The length of common path of egress travel distance in a 

Group R-3 occupancy located in a mixed occupancy 

building or within a Group R-3 or R-4  congregate living facility.

The length of common path of egress travel distance in a 

Group S-2  open parking garage shall be not more than 100 

feet.

H-4, H-5, I, R-1, R-

2
 a, c

, R-4 
10 75

S
 b, d 29 75

2
nd

 Story Above Grade 

Plane

125
 a

100
 a

75
 a

100 Maximum 

Occupant Load 

Per Story

Maximum 

Common Path 

of Egress Travel 

Distance

1
st 

Story Above Grade Plane

A, B
 b

, E,

F
 b

, M, U
49

This table is used for R-2 occupancies consisting of dwelling units. For R-2 

occupancies consisting of sleeping units, use Table 1006.3.2(2).

75

NP

NP

1009.2 Continuity and Components. Each required accessible means of egress shall be continuous to a public way and shall consist of one or more of the 

following components (Table 1009.2):

Section 1009 - Accessible Means of Egress

Component Complying With Section(s) Component Complying With Section(s)

1.  Accessible Routes

3.  Exit Access Stairways

5.  Elevators

7.  Horizontal Exits

9.  Areas of Refuge

1104

1026

1009.6

2.  Interior Exit Stairways

4.  Exterior Exit Stairways 
a 

6.  Platform Lifts

8.  Ramps

10. Exterior Areas for Assisted Rescue
 b

1009.5

1012

1009.7

1009.3

1009.4 & 1009.2.1

& 1019.3 or 1019.4

1009.3 & 1023

1009.3 & 1027

Table 1009.2 Continuity and Components

Serving levels other than the level of exit discharge. Serving exits at the level of exit discharge.
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Section 3L CODE ANALYSIS   

a.

A E F-1 M R S-1

b.

c.

d.

1.

A B 2.

E F 3.

H I-1

I-4 M

R S 5.

U 6.

7.

8.

a.

b.

H-1 H-2 H-3

H-4 H-5

A B E F M S U c.

R

I-2
 a I-4

I-1 I-3

1.

2.

3.

4.

5.

Exceptions:

Rated corridors are not required for Group E where each room is for instruction & not less than one door opens directly to the exterior & assembly 

spaces provide egress doors directly to the exterior to accommodate not less than half of the occupancy.

Rated corridors are not required within a dwelling unit or sleeping unit in Groups I-1 and R.

Rated corridors are not required in open parking garages.

Rated corridors are not required in Group B that requires only a single means of egress complying with Section 1006.2.

Corridors adjacent to exterior walls are permitted to have unprotected openings on unrated exterior walls per Table 602 & Table 705.8

For requirements for occupancies in Group I-

2, see Sections 407.2 and 407.3.

For a reduction in the fire-resistance rating for 

occupancies in Group I-3, see Section 408.8.

Buildings equipped throughout with an 

automatic sprinkler system in accordance 

with Section 903.3.1.1 or 903.3.1.2 where 

allowed.

ALL

> 30

> 30

> 10

ALL

ALL

Not Permitted

Not Permitted

1

Not Permitted

Not Permitted

Not Permitted

1

1

0

0.5

0

1
 b

NP

NP

H-1

H-2

H-3

H-4

H-5

I-1

B

I-2 I-3 I-4

F-2 S-2 U

With Sprinkler  

(Feet)

250
 b

250
 b

300
 c

400
 c

75
 d

100
 d

150
 d

175
 d

200
 c

200
 c

Without Sprinkler 

(Feet)
Occupancy

200

NP

200

300

Special Amusement Buildings

Aircraft Manufacturing Facilities

Refrigeration Machinery Rooms

Refrigerated Rooms and Spaces

Buildings with One Exit

Groups F-1 & S-1

Assembly Seating

Temporary Structures

Pedestrian Walkways

402.8

404.9

407.4

411.4

412.7

1006.2.2.2

1006.2.2.3

1006.3.2

1017.2.2

1029.7

3103.4

3104.9

408.6.1 &  408.8.1

Section 1017 - Exist Access Travel Distance

Definition: Exit Access Stairways and Ramps - A stairway or ramp within the exit access portion of the means of egress system.  

1019.1 General. Exit access stairways & ramps serving as an exit access component in a means of egress system shall comply with this section. The number 

of stories connected by exit access stairways & ramps shall include basements, but not mezzanines.

Section

1019.2

Enclosure Required

Sections for Exit Access Travel Distance modifications

Group I-3

Malls

Through Atrium Space

NP

Table 1017.2 Exit Access Travel Distance
 a

NP

NP

NP

Buildings equipped throughout with an automatic sprinkler system in accordance with Section 903.3.1.1 or 903.3.1.2. See Section 903 for occupancies 

where automatic sprinkler systems are permitted in accordance with Section 903.3.1.2.

Buildings equipped throughout with an automatic sprinkler system in accordance with Section 903.3.1.1.

Group H occupancies equipped throughout with an  automatic sprinkler system in accordance with Section 903.2.5.1.

Group I-2

No

Yes

No

No

Occupancy

ALL

Exceptions

None

Condition

That serve floors within a single story

Floor openings that do NOT comply with one of the following conditions

Atmospherically communicate between only two stories - NOT open to other stories

In R-1, R-2 & R-3, connecting ≤ four stories contained within individual dwelling unit

Contained within R-3 congregate residence or R-4 facility

Within an Atrium complying with Section 404

In open parking garages that serve ONLY the parking garage

Section 1019 - Exit Access Stairways and Ramps

Section 1020 - Corridors

Table 1020.1 Corridor Fire-Resistance Rating

Occupant Load 

Served by 

Corridor
Occpancy

1020.1 Construction. Corridors shall be fire-resistance rated in accordance with Table 1020.1.  Complying with Section 708 for Fire Partitions.

Open-air seating complying with exit access travel distance in Section 1029.7

No

No

No

No

If sprinklered & vertical opening of stories meets requirements & protected per NFPA 13. 

Limited to openings connecting ≤ 4 stories in other than B & M occupancies

Serving balcony, gallery or press box and the main assembly floor occupancies No

Floor openings between stories in accordance with Section 713 Yes

In Group I-3, if constructed in accordance with Section 408 No

1019.3

1019.4 I-3I-2

4. No

With Sprinkler System
 cW/O Sprinkler System

Required Fire-Resistance Rating (Hours)
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Section 3L CODE ANALYSIS   

1.

2.

3.

1.

2.

Exceptions: In Group I-3 of Condition 2, 3 or 4, dead end shall not exceed 50 feet

In Groups B, E, F, I-1, M, R-1, R-2, R-4, S & U, & equipped with an automatic sprinkler, dead end shall not exceed 50 feet

Not limited in length where the length of the dead end corridor is less than 2.5 times the least width of the corridor

Section 1023 - Interior Exit Stairways and Ramps

1023.2 Construction. Enclosures for interior exit stairways and ramps shall be constructed as fire barriers in accordance with Section 707 or horizontal 

assemblies constructed in accordance with Section 711, or both.

2 hours Connecting < 4 Stories 1 hour Not < than floor rating but not > 2 hour

Exceptions: Interior exit stairways and ramps in Group I-3 occupancies in accordance with the provisions of Section 408.3.8.

Interior exit stairways within an atrium enclosed in accordance with Section 404.6.

Minimum Width (Inches) 96727236362444

Dead End Corridors. Exit access to be arranged so that there are no dead end corridors more than 20 feet (6096 mm) in length1020.4

Connecting ≥ 4 stories

1020.2 Width and capacity. Corridors shall be determined as specified in Section 1005.1, but not less than that specified in Table 1020.2.

Table 1020.2 Minimum Corridor Width

I-2 for bed 

movement

Stretcher traffic 

in ambulatory

Group E ≥ 100 

Occupants in 

corridor

Within dwelling 

unit

Occupant load 

< 50

Access to 

mech., plumb., 

elec. Systems

Any facilities not 

listed to the 

right
Occupancy

C
h

a
p

te
r 

1
0

M
E
A

N
S
 O

F
 E

G
R

E
S
S
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Section 4  SCHEMATIC DESIGN FOR HOUSING UNIT 
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SECTION 4: 
 
The following graphics (drawings) represent the current state of the building design on the date 
indicated. These drawings have been prepared in conjunction with the Bureau of Corrections 
(BOC) and indicate the desired functionality and adjacencies required by the BOC in the 
constructed facility. Future amendments will be issued that amend and/or supplement the 
information contained herein. The Final facility shall follow the net spatial requirements of the 
Program (Section 3) as closely as practical. In no instance shall the final room size be less than 
90% of the listed required square footage. Changes to the concepts and adjacencies shown 
shall only be made in conversations with the BOC in future proprietary meetings. 
 

SEE ATTACHED FULL SIZE CONCEPTUAL DESIGN DRAWINGS 
 



SECTION 5: 
ROOM DATA SHEETS 
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.101 Entry Vestibule FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY SCREENING

100

Activities in the Space: Security Level:  #Users:       
Provides an area for public entry (weather transition) for people coming to
the facility

Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.102 Public Lockers
Alcove

FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY SCREENING

20

Activities in the Space: Security Level:  #Users:       
Provides space for visitor day use lockers at the front of the facility entry
area; located as an alcove off Entry Vestibule.

Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.103 ATM Machine FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY SCREENING

12

Activities in the Space: Security Level:  #Users:       
Alcove for ATM off Entry Vestibule. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.104 Public Information
& Secure Deposits
Lobby Kiosks

FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY
SCREENING

25

Activities in the Space: Security Level:  #Users:       
Alcove for kiosks for information and to make deposits to inmate
accounts.

Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.105 Property Drop-
Off/Clothing
Exchange Window

FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY
SCREENING

120

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling

Type_SCLG-2
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.106 Pre-screening
Waiting Area

FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY SCREENING

300

Activities in the Space: Security Level:  #Users:       
Provides an area for public entry and waiting for staff and other people
coming to the facility. Also provides alcoves for kiosks to make deposits
to inmate accounts.

Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.107 Reception /
Screening Officer
Desk

FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY SCREENING

100

Activities in the Space: Security Level:  #Users:       
Provides an area adjacent to the Waiting Area for reception and direction
for individuals coming to the Facility and screening of visitors.

Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.108 Security
Screening
Queuing

FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY SCREENING

48

Activities in the Space: Security Level:  #Users:       
Area for visitors and staff to queue prior to screening. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.109 Security
Screening Station

FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY SCREENING

180

Activities in the Space: Security Level:  #Users:       
Provides means to screen personnel prior to entering the secure access
parts of the facility; integrated into Reception Desk at point of public entry.

Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.110 Public Restroom
(M-F)

FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY SCREENING

60

Activities in the Space: Security Level:  #Users:       
Provides public toilet facilities for visitors to the facility. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.111 Janitor Closet FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY SCREENING

35

Activities in the Space: Security Level:  #Users:       
Provides an area for housekeeping, janitorial supplies and other
equipment in order to be safely stored

Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.112 Secure Entry
Vestibule to/from
Facility

FACILITY MAIN ENTRANCE MAIN LOBBY /
SECURITY SCREENING

100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-3
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 23



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.201 Non-contact /
Video Visitation
Booth

FACILITY MAIN ENTRANCE VISITING CENTER 25

Activities in the Space: Security Level:  #Users:       
Provides dedicated area for video teleconferencing visits. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.202 Video Visitation
A/V Closet

FACILITY MAIN ENTRANCE VISITING CENTER 40

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.203 ADA Non-contact
Visitation Booth

FACILITY MAIN ENTRANCE VISITING CENTER 60

Activities in the Space: Security Level:  #Users:       
Provides a dedicated area for visitation. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.204 Visits Officer
Station

FACILITY MAIN ENTRANCE VISITING CENTER 40

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.205 Small Multi-
purpose / Family
Visitation Room

FACILITY MAIN ENTRANCE VISITING CENTER 600

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 34



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.206 Open Family
Visitation Room

FACILITY MAIN ENTRANCE VISITING CENTER 450

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.207 Children's Play
Area

FACILITY MAIN ENTRANCE VISITING CENTER 80

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.208 Visitors / Family
Restroom

FACILITY MAIN ENTRANCE VISITING CENTER 60

Activities in the Space: Security Level:  #Users:       
Provides public toilet facilities for visitors to the facility. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.209 Inmate Restroom
/ Search Room

FACILITY MAIN ENTRANCE VISITING CENTER 60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-3
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

1.210 Inmate Entrance /
Processing /
Waiting

FACILITY MAIN ENTRANCE VISITING CENTER 150

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-3
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.101 Warden's Office EXECUTIVE ADMINISTRATION 200
Activities in the Space: Security Level:  #Users:       
Provides a private office area. Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.102 Assistant
Warden's Office

EXECUTIVE ADMINISTRATION 150

Activities in the Space: Security Level:  #Users:       
Provides a private office area. Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.103 Administrative
Assistant to
Warden/Reception

EXECUTIVE ADMINISTRATION 80

Activities in the Space: Security Level:  #Users:       
Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.104 Administrative
Chief's Office

EXECUTIVE ADMINISTRATION 120

Activities in the Space: Security Level:  #Users:       
Provides a private office area. Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 51



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.105 PREA Coordinator's
Office

EXECUTIVE ADMINISTRATION 100

Activities in the Space: Security Level:  #Users:       
Provides a private office area. Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.106 Cashier's Office EXECUTIVE ADMINISTRATION 100
Activities in the Space: Security Level:  #Users:       
Provides a private office area. Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.108 Expansion Office
/ Interview Room

EXECUTIVE ADMINISTRATION 120

Activities in the Space: Security Level:  #Users:       
Provides a private office area. Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.109 Reception/Waiting EXECUTIVE ADMINISTRATION 80
Activities in the Space: Security Level:  #Users:       

Commerical Grade
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.110 Large Conference
Room /
Boardroom

EXECUTIVE ADMINISTRATION 200

Activities in the Space: Security Level:  #Users:       
Provides a central area for information gathering and decision-making
during incidents. Also provides an area for administrative meetings,
workshops, presentations and discussions for staff.

Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.111 Break
Room/Pantry/Coffee

EXECUTIVE ADMINISTRATION 90

Activities in the Space: Security Level:  #Users:       
Breakroom for staff in area. Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.112 Business Center
/ Mailroom

EXECUTIVE ADMINISTRATION 120

Activities in the Space: Security Level:  #Users:       
Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.113 Secure File
Storage Room

EXECUTIVE ADMINISTRATION 120

Activities in the Space: Security Level:  #Users:       
Provides a central area for administrative record storage. Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.114 Main Server /
Technology Room
/ IT Support

EXECUTIVE ADMINISTRATION 120

Activities in the Space: Security Level:  #Users:       
Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special UPS
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 70



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.115 Staff Restroom
(M/F)

EXECUTIVE ADMINISTRATION 60

Activities in the Space: Security Level:  #Users:       
Provides individual toilet facilities for staff working in the area. Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 71



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 72



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

2.116 Janitor Closet EXECUTIVE ADMINISTRATION 35
Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.101 Locker Room (M) STAFF SUPPORT STAFF LOCKER
ROOMS

500

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.102 Toilets / Showers
Room (M)

STAFF SUPPORT STAFF LOCKER
ROOMS

350

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.103 Locker Room (F) STAFF SUPPORT STAFF LOCKER
ROOMS

200

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.104 Toilets / Showers
Room (F)

STAFF SUPPORT STAFF LOCKER
ROOMS

350

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.105 Gender-neutral
Locker/Shower
Room

STAFF SUPPORT STAFF LOCKER
ROOMS

120

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.106 Janitor Closet STAFF SUPPORT STAFF LOCKER
ROOMS

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.201 Breakroom /
Lounge

STAFF SUPPORT STAFF BREAK AREA 240

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  Water
connect for refrigerator

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.202 Resource Alcove STAFF SUPPORT STAFF BREAK AREA 50
Activities in the Space: Security Level:  #Users:       

Institutional Grade
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.203 Lactation Room STAFF SUPPORT STAFF BREAK AREA 80
Activities in the Space: Security Level:  #Users:       

Institutional Grade
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.204 Quiet Room STAFF SUPPORT STAFF BREAK AREA 80
Activities in the Space: Security Level:  #Users:       

Institutional Grade
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.205 Staff Restroom
(M/F)

STAFF SUPPORT STAFF BREAK AREA 60

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.301 Training Officer's
Office

STAFF SUPPORT STAFF TRAINING AND
FITNESS

100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 98



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.302 Training /
Incident
Response Room

STAFF SUPPORT STAFF TRAINING AND
FITNESS

800

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.303 Training
Classroom
Storage

STAFF SUPPORT STAFF TRAINING AND
FITNESS

80

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.304 Furniture / AV
Equipment Room

STAFF SUPPORT STAFF TRAINING AND
FITNESS

150

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.305 Wellness Room STAFF SUPPORT STAFF TRAINING AND
FITNESS

500

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

3.306 Wellness Room
Storage

STAFF SUPPORT STAFF TRAINING AND
FITNESS

80

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.101 Central Control
Room Secure
Entry Vestibule

SECURITY OPERATIONS CENTRAL CONTROL 40

Activities in the Space: Security Level:  #Users:       
Maximum Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special Black color tile

and grid
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.102 Central Control
Room (CCR)

SECURITY OPERATIONS CENTRAL CONTROL 240

Activities in the Space: Security Level:  #Users:       
Maximum Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 111



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.103 CCR Staff
Restroom

SECURITY OPERATIONS CENTRAL CONTROL 60

Activities in the Space: Security Level:  #Users:       
Provides toilet facilities for staff working inside the Central Control Room,
so that they do not need to leave this secure area during their shifts.

Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.104 CCR Coffee
Counter

SECURITY OPERATIONS CENTRAL CONTROL 20

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.105 Radio Storage
and Key Issue
Closet

SECURITY OPERATIONS CENTRAL CONTROL 40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.106 Main Security
Electronics
Equipment Room

SECURITY OPERATIONS CENTRAL CONTROL 160

Activities in the Space: Security Level:  #Users:       
Maximum Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special UPS
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.201 Security Chief's
Office

SECURITY OPERATIONS CUSTODY AND
SECURITY

120

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.202 Operations
Chief's Office

SECURITY OPERATIONS CUSTODY AND
SECURITY

120

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.203 Shift Supervisors'
Office

SECURITY OPERATIONS CUSTODY AND
SECURITY

192

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.204 Copy/Printer/Fax/Storage
Room

SECURITY OPERATIONS CUSTODY AND
SECURITY

100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Commercial    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.205 Response Team
Ready Room /
Tactical Armory

SECURITY OPERATIONS CUSTODY AND
SECURITY

300

Activities in the Space: Security Level:  #Users:       
Maximum Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.301 GIST Office SECURITY OPERATIONS GANG INTELLIGENCE
SEARCH TEAM (GIST)
OFFICE

100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.302 Evidence
Processing and
Storage

SECURITY OPERATIONS GANG INTELLIGENCE
SEARCH TEAM (GIST)
OFFICE

200

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.401 Investigations
Supervisor

SECURITY OPERATIONS GRIEVANCES AND
INVESTIGATIONS

100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

4.402 Grievances /
Investigative
Hearing Room

SECURITY OPERATIONS GRIEVANCES AND
INVESTIGATIONS

120

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.101 Enclosed
Vehicular
Sallyport

INTAKE/TRANSFERS/RELEASE VEHICULAR
SALLYPORT

440

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.102 Emergency
Shower

INTAKE/TRANSFERS/RELEASE VEHICULAR
SALLYPORT

50

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  Water
required

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.103 Intake
Pedestrian
Sallyport
(Search
Vestibule)

INTAKE/TRANSFERS/RELEASE VEHICULAR
SALLYPORT

50

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_SCLG-3

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 143



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.201 Arresting/Transport
Officer Work Area

INTAKE/TRANSFERS/RELEASE LAW ENFORCEMENT
WORK AREA

200

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure

– Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_SCLG-3

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.202 Arrestees Open
Waiting

INTAKE/TRANSFERS/RELEASE LAW ENFORCEMENT
WORK AREA

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 148



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.203 Staging Group
Holding Cell

INTAKE/TRANSFERS/RELEASE LAW ENFORCEMENT
WORK AREA

94

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_SCLG-3

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.204 Staging /
Decontamination
Single Holding Cell

INTAKE/TRANSFERS/RELEASE LAW ENFORCEMENT
WORK AREA

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure

– Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_SCLG-3

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.205 Breathalyzer
Testing /
Interview Room

INTAKE/TRANSFERS/RELEASE LAW ENFORCEMENT
WORK AREA

120

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Commercial    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.206 ADA Staff
Restroom

INTAKE/TRANSFERS/RELEASE LAW ENFORCEMENT
WORK AREA

60

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Commercial    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.207 Janitor Closet INTAKE/TRANSFERS/RELEASE LAW ENFORCEMENT
WORK AREA

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.301 Secure Entry
Vestibule

INTAKE/TRANSFERS/RELEASE Initial Receiving 50

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.302 Screening/ Body
Scanner
Machine

INTAKE/TRANSFERS/RELEASE Initial Receiving 180

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.303 Initial Health
Screening
Workstation

INTAKE/TRANSFERS/RELEASE Initial Receiving 50

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.304 Booking /
Release
Counter

INTAKE/TRANSFERS/RELEASE Initial Receiving 128

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.305 Fingerprint /
Photograph / ID
Station

INTAKE/TRANSFERS/RELEASE Initial Receiving 40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.306 Search Room /
Dress-in w/
shower

INTAKE/TRANSFERS/RELEASE Initial Receiving 100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-3
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.307 Kiosk / ATM for
Bonding

INTAKE/TRANSFERS/RELEASE Initial Receiving 40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.308 Inmate
Telephone

INTAKE/TRANSFERS/RELEASE Initial Receiving 8

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.309 Open Waiting INTAKE/TRANSFERS/RELEASE Initial Receiving 60
Activities in the Space: Security Level:  #Users:       

High Security
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure Wire

Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.310 Group Holding INTAKE/TRANSFERS/RELEASE Initial Receiving 94
Activities in the Space: Security Level:  #Users:       

High Security
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure Wire

Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.311 Single Holding
Cell (ADA)

INTAKE/TRANSFERS/RELEASE Initial Receiving 60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.312 Safety / Detox
Single Holding
Cell

INTAKE/TRANSFERS/RELEASE Initial Receiving 60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  detox floor
toilet

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.313 Conference /
Interview Room
w/ video
capability

INTAKE/TRANSFERS/RELEASE Initial Receiving 100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.314 Arrestee
Restroom

INTAKE/TRANSFERS/RELEASE Initial Receiving 60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_SCLG-1
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.315 Staff Restroom INTAKE/TRANSFERS/RELEASE Initial Receiving 60
Activities in the Space: Security Level:  #Users:       

Institutional Grade
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure Wire

Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Commercial    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.316 Janitor Closet INTAKE/TRANSFERS/RELEASE Initial Receiving 35
Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.317 Secure
Vestibule

INTAKE/TRANSFERS/RELEASE Initial Receiving 50

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.318 Medical Exam /
Triage Station

INTAKE/TRANSFERS/RELEASE Medical Screening 130

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling

Type_SCLG-1
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.319 Medical
Storage

INTAKE/TRANSFERS/RELEASE Medical Screening 40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.320 File Storage
Room

INTAKE/TRANSFERS/RELEASE Medical Screening 120

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.321 Group
Transportation
Holding Cell

INTAKE/TRANSFERS/RELEASE Transports/Transfers/Release
Processing

94

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure

– Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access

Floor
 Special  Fiberglass Reinforced Plastic  Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type    Security Ceiling
Type_SCLG-4

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.322 Single
Transportation
Holding Cell
(ADA)

INTAKE/TRANSFERS/RELEASE Transports/Transfers/Release
Processing

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure

– Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access

Floor
 Special  Fiberglass Reinforced Plastic  Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type    Security Ceiling
Type_SCLG-4

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.323 Transportation
Staff Office

INTAKE/TRANSFERS/RELEASE Transports/Transfers/Release
Processing

120

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure

– Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access

Floor
 Special  Fiberglass Reinforced Plastic  Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Commercial    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of
Space:

Department: Sub-Department: NSF:

5.324 Restroom /
Dress-out

INTAKE/TRANSFERS/RELEASE Transports/Transfers/Release
Processing

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access

Floor
 Special  Fiberglass Reinforced Plastic  Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_SCLG-1

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.325 Used
Institutional
Clothing
Storage

INTAKE/TRANSFERS/RELEASE Transports/Transfers/Release
Processing

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure

– Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access

Floor
 Special  Fiberglass Reinforced Plastic  Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of
Space:

Department: Sub-Department: NSF:

5.326 Transports
Equipment /
Supply
Storage

INTAKE/TRANSFERS/RELEASE Transports/Transfers/Release
Processing

100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access

Floor
 Special  Fiberglass Reinforced Plastic  Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.327 Release
Processing
Station /
Waiting Area

INTAKE/TRANSFERS/RELEASE Transports/Transfers/Release
Processing

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure

– Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access

Floor
 Special  Fiberglass Reinforced Plastic  Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of
Space:

Department: Sub-Department: NSF:

5.328 Property /
Clothing
Return
Window

INTAKE/TRANSFERS/RELEASE Transports/Transfers/Release
Processing

40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access

Floor
 Special  Fiberglass Reinforced Plastic  Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_SCLG-2

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of
Space:

Department: Sub-Department: NSF:

5.329 Release
Sallyport

INTAKE/TRANSFERS/RELEASE Transports/Transfers/Release
Processing

50

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access

Floor
 Special  Fiberglass Reinforced Plastic  Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_SCLG-2

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.401 Classification
Supervisor's
Office

INTAKE/TRANSFERS/RELEASE CLASSIFICATION 100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Commercial    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.402 Classification &
Placement Staff
Stations

INTAKE/TRANSFERS/RELEASE CLASSIFICATION 64

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Commercial    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.403 Multi-purpose
Shared
Interview Room

INTAKE/TRANSFERS/RELEASE CLASSIFICATION 120

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.404 Open Waiting -
Male / Female

INTAKE/TRANSFERS/RELEASE CLASSIFICATION 90

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.405 Copier / Printer
Work Room

INTAKE/TRANSFERS/RELEASE CLASSIFICATION 100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Commercial    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.406 Classification
Records Storage
Room

INTAKE/TRANSFERS/RELEASE CLASSIFICATION 120

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' -
0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.407 Staff Galley INTAKE/TRANSFERS/RELEASE CLASSIFICATION 20
Activities in the Space: Security Level:  #Users:       

Institutional Grade
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Commercial    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.408 Inmate
Restroom

INTAKE/TRANSFERS/RELEASE CLASSIFICATION 60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_SCLG-1

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.409 Staff Restroom
(M/F)

INTAKE/TRANSFERS/RELEASE CLASSIFICATION 60

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Commercial    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 234



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.501 Institutional
Bedding &
Clothing Issue

INTAKE/TRANSFERS/RELEASE CENTRAL
PROPERTY

150

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 235



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.502 Bulk Property
Storage Room

INTAKE/TRANSFERS/RELEASE CENTRAL
PROPERTY

600

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.503 Valuable
Property Room

INTAKE/TRANSFERS/RELEASE CENTRAL
PROPERTY

100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

5.504 Unclaimed
Property Room

INTAKE/TRANSFERS/RELEASE CENTRAL
PROPERTY

140

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure Wire
Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain
Tile

   Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant
Gyp

 Walk Off Mat  Door Type Detention    Security Ceiling
Type_

 Special Coating   ACOUSTICS  Special
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.101 Secure Entry
Vestibule

MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.102 Officer
Workstation

MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

40

Activities in the Space: Security Level:  #Users:       
Provides a home base for Housing Unit Officer. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.103 Single Occupancy
Cell

MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.104 ADA Single
Occupancy Cell

MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 249



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.105 Unit Dayroom MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

1400

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 22' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.106 ADA Restroom MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.107 Shower MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.108 ADA Shower MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.109 Medical Triage /
Dispensary
Window

MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

120

Activities in the Space: Security Level:  #Users:       
Provides a private room at each housing unit for medical examination of
inmates by doctor or nurse, including triage. Also provides secure location
for pill call; and for other confidential general interviews.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.110 Conference/Interview
Room w/ video
capability

MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

150

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.111 Classification
Interview Room

MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

100

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.112 Multi-Purpose /
Group Room

MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

200

Activities in the Space: Security Level:  #Users:       
Provides area for meetings, education/classes, group and other multi-
use activities for inmates at each housing unit.

Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.113 Inmate Kiosk
Terminal

MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to
place commissary orders, email communication, medical appointments
and grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 267



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.114 Inmate
Telephones

MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

30

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.115 Beverage Counter MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

30

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.116 Staff Toilet (ADA) MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.117 Utility Closet MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.118 Unit Storage MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 278
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.119 Janitor Closet MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.120 Outdoor Exercise
Court

MALE HOUSING (156 BEDS) Classification Unit (20
beds) - Direct
Supervision

600

Activities in the Space: Security Level:  #Users:       
Provides a secure enclosed exterior area for fresh area and limited
exercise for each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.201 Secure Entry
Vestibule

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.202 Officer
Workstation

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

40

Activities in the Space: Security Level:  #Users:       
Provides a home base for Housing Unit Officer. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.203 Double
Occupancy Cell

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 288



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.204 ADA Double
Occupancy Cell

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.205 Dayroom/Marshall 20
Beds

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

700

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 22' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.206 ADA Restroom MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.207 Shower MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.208 ADA Shower MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.209 Medical Triage /
Dispensary
Window

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

120

Activities in the Space: Security Level:  #Users:       
Provides a private room at each housing unit for medical examination of
inmates by doctor or nurse, including triage. Also provides secure location
for pill call; and for other confidential general interviews.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 300



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.210 Conference /
Interview Room
w/ video capability

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

150

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.211 Multi-Purpose
Room

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

200

Activities in the Space: Security Level:  #Users:       
Provides area for meetings, education/classes, group and other multi-use
activities for inmates at each housing unit.

Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 304



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.212 Inmate Kiosk
Terminal

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.213 Inmate
Telephones

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.214 Microwave /
Beverage Station

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.215 Staff Toilet MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.216 Utility Closet MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.217 Unit Storage MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.218 Janitor Closet MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.219 Outdoor Exercise
Court

MALE HOUSING (156 BEDS) US Marshals Unit (20-
beds) - Direct
Supervision

500

Activities in the Space: Security Level:  #Users:       
Provides a secure enclosed exterior area for fresh area and limited
exercise for each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.301 Secure Entry
Vestibule

MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.302 Officer
Workstation

MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

40

Activities in the Space: Security Level:  #Users:       
Provides a home base for Housing Unit Officer. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.303 Group Cell - 4
beds

MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

150

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.304 ADA Group Cell -
4 beds

MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

600

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.305 Dayroom/Minimum 28
Beds

MALE HOUSING (156 BEDS) General Population -
Minimum Security
Unit (28-beds) -
Direct Supervision

980

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 22' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 330



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.306 ADA Restroom MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.307 Shower MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.308 ADA Shower MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 335



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.309 Medical Triage /
Dispensary
Window

MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

120

Activities in the Space: Security Level:  #Users:       
Provides a private room at each housing unit for medical examination of
inmates by doctor or nurse, including triage. Also provides secure location
for pill call; and for other confidential general interviews.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 338



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.310 Conference /
Interview Room
w/ video capability

MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

150

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.311 Multi-Purpose
Room

MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

240

Activities in the Space: Security Level:  #Users:       
Provides area for meetings, education/classes, group and other multi-use
activities for inmates at each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.312 Inmate Kiosk
Terminal

MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.313 Inmate
Telephones

MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.314 Microwave /
Beverage Counter

MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

30

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.315 Laundry Alcove MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_SCLG-1
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special Per manufacturer
requirements

 Motion Detector  Combi-Unit  Smoke Evacuation
System

 

 Remote Door/ Gate
Monitored

 Security Humidity Control
Required

DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special
 Washer/dryer
connections

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.316 Staff Toilet MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.317 Utility Closet MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.318 Unit Storage MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.319 Janitor Closet MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.320 Outdoor Exercise
Court

MALE HOUSING (156 BEDS) General Population -
Minimum Security Unit
(28-beds) - Direct
Supervision

500

Activities in the Space: Security Level:  #Users:       
Provides a secure enclosed exterior area for fresh area and limited
exercise for each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.401 Secure Entry
Vestibule

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.402 Officer
Workstation

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

40

Activities in the Space: Security Level:  #Users:       
Provides a home base for Housing Unit Officer. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.403 Double
Occupancy Cell

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.404 ADA Double
Occupancy Cell

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.405 Dayroom/
Medium 28 Beds

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

980

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 22' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.406 Restroom MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

50

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.407 ADA Restroom MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 373



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.408 Shower MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.409 ADA Shower MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.410 Medical Triage /
Dispensary
Window

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

120

Activities in the Space: Security Level:  #Users:       
Provides a private room at each housing unit for medical examination of
inmates by doctor or nurse, including triage. Also provides secure location
for pill call; and for other confidential general interviews.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.411 Conference/Interview
Room w/ video
capability

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

150

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.412 Multi-Purpose
Room

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

240

Activities in the Space: Security Level:  #Users:       
Provides area for meetings, education/classes, group and other multi-use
activities for inmates at each housing unit.

Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 384



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.413 Inmate Kiosk
Terminal

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 385



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.414 Inmate
Telephones

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.415 Microwave/Beverage
Station

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.416 Staff Toilet (ADA) MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.417 Utility Closet MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.418 Unit Storage MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.419 Janitor Closet MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.420 Outdoor Exercise
Court

MALE HOUSING (156 BEDS) General Population -
Medium Security Unit
(28-beds) - Direct
Supervision

500

Activities in the Space: Security Level:  #Users:       
Provides a secure enclosed exterior area for fresh area and limited
exercise for each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.501 Secure Entry
Vestibule

MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.502 Officer
Workstation

MALE HOUSING (156 BEDS) General Population -
Maximum Security
Unit (30-beds) - Direct
Supervision

40

Activities in the Space: Security Level:  #Users:       
Provides a home base for Housing Unit Officer. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.503 Double
Occupancy Cell

MALE HOUSING (156 BEDS) General Population -
Maximum Security
Unit (30-beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.504 ADA Double
Occupancy Cell

MALE HOUSING (156 BEDS) General Population -
Maximum Security
Unit (30-beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.505 Dayroom/ Max.
30 Beds

MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

1050

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 22' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.506 Restroom MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

50

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.507 ADA Restroom MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.508 Shower MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.509 ADA Shower MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.510 Medical Triage /
Dispensary
Window

MALE HOUSING (156 BEDS) General Population -
Maximum Security
Unit (30-beds) - Direct
Supervision

120

Activities in the Space: Security Level:  #Users:       
Provides a private room at each housing unit for medical examination of
inmates by doctor or nurse, including triage. Also provides secure location
for pill call; and for other confidential general interviews.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.511 Conference /
Interview Room
w/ video capability

MALE HOUSING (156 BEDS) General Population -
Maximum Security
Unit (30-beds) - Direct
Supervision

150

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.512 Multi-Purpose
Room

MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

240

Activities in the Space: Security Level:  #Users:       
Provides area for meetings, education/classes, group and other multi-use
activities for inmates at each housing unit.

Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.513 Inmate Kiosk
Terminal

MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.514 Inmate
Telephones

MALE HOUSING (156 BEDS) General Population -
Maximum Security
Unit (30-beds) - Direct
Supervision

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.515 Beverage Counter MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

30

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.516 Staff Toilet (ADA) MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.517 Utility Closet MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.518 Unit Storage MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

80

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.519 Janitor Closet MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.520 Outdoor Exercise
Court

MALE HOUSING (156 BEDS) General Population -
Maximum Security Unit
(30-beds) - Direct
Supervision

500

Activities in the Space: Security Level:  #Users:       
Provides a secure enclosed exterior area for fresh area and limited
exercise for each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.601 Single Occ. Cell MALE HOUSING (156 BEDS) Special Population -
Disciplinary
Segregation Sub-unit
(10 beds)

70

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.602 ADA Single Occ.
Cell

MALE HOUSING (156 BEDS) Special Population -
Disciplinary
Segregation Sub-unit
(10 beds)

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 443



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.603 Dayroom/Protective
Custody 10 Beds

MALE HOUSING (156 BEDS) Special Population -
Disciplinary
Segregation Sub-unit
(10 beds)

350

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 22' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.604 ADA Restroom MALE HOUSING (156 BEDS) Special Population -
Disciplinary
Segregation Sub-unit
(10 beds)

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.605 ADA Shower MALE HOUSING (156 BEDS) Special Population -
Disciplinary
Segregation Sub-unit
(10 beds)

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.606 Inmate Kiosk
Terminal

MALE HOUSING (156 BEDS) Special Population -
Disciplinary
Segregation Sub-unit
(10 beds)

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.607 Inmate
Telephones

MALE HOUSING (156 BEDS) Special Population -
Disciplinary
Segregation Sub-unit
(10 beds)

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.608 Single Occ. Cell MALE HOUSING (156 BEDS) Special Population -
Administrative
Segregation Sub-unit
(10 beds)

70

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.609 ADA Singe
Occupancy Cell

MALE HOUSING (156 BEDS) Special Population -
Administrative
Segregation Sub-unit
(10 beds)

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.610 Dayroom/Restricted 20
Beds

MALE HOUSING (156 BEDS) Special Population -
Administrative
Segregation Sub-unit
(10 beds)

350

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 22' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.611 ADA Restroom MALE HOUSING (156 BEDS) Special Population -
Administrative
Segregation Sub-unit
(10 beds)

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.612 ADA Shower MALE HOUSING (156 BEDS) Special Population -
Administrative
Segregation Sub-unit
(10 beds)

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.613 Inmate Kiosk
Terminal

MALE HOUSING (156 BEDS) Special Population -
Administrative
Segregation Sub-unit
(10 beds)

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to
place commissary orders, email communication, medical appointments
and grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.614 Inmate
Telephones

MALE HOUSING (156 BEDS) Special Population -
Administrative
Segregation Sub-unit
(10 beds)

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.615 Single Occupancy
Cell

MALE HOUSING (156 BEDS) Special Population -
Protective Custody
Sub-unit (10 beds)

70

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 470



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.616 ADA Singe
Occupancy Cell

MALE HOUSING (156 BEDS) Special Population -
Protective Custody
Sub-unit (10 beds)

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.617 Unit Dayroom MALE HOUSING (156 BEDS) Special Population -
Protective Custody
Sub-unit (10 beds)

350

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 22' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.618 ADA Restroom MALE HOUSING (156 BEDS) Special Population -
Protective Custody
Sub-unit (10 beds)

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.619 ADA Shower MALE HOUSING (156 BEDS) Special Population -
Protective Custody
Sub-unit (10 beds)

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.620 Inmate Kiosk
Terminal

MALE HOUSING (156 BEDS) Special Population -
Protective Custody
Sub-unit (10 beds)

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.621 Inmate
Telephones

MALE HOUSING (156 BEDS) Special Population -
Protective Custody
Sub-unit (10 beds)

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.622 Secure Entry
Vestibule

MALE HOUSING (156 BEDS) Special Population -
Shared Disciplinary/Admin
Seg/PC Support Area

80

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.623 Unit Control
Center

MALE HOUSING (156 BEDS) Special Population -
Shared Disciplinary/Admin
Seg/PC Support Area

100

Activities in the Space: Security Level:  #Users:       
Maximum Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 485



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.624 Medical Triage /
Dispensary
Window

MALE HOUSING (156 BEDS) Special Population -
Shared Disciplinary/Admin
Seg/PC Support Area

120

Activities in the Space: Security Level:  #Users:       
Provides a private room at each housing unit for medical examination of
inmates by doctor or nurse, including triage. Also provides secure
location for pill call; and for other confidential general interviews.

Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.625 Conference /
Interview Room
w/ video
capability

MALE HOUSING (156 BEDS) Special Population -
Shared Disciplinary/Admin
Seg/PC Support Area

150

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 489



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.626 Multi-Purpose /
Group Program
Room

MALE HOUSING (156 BEDS) Special Population -
Shared Disciplinary/Admin
Seg/PC Support Area

200

Activities in the Space: Security Level:  #Users:       
Provides area for meetings, education/classes, group and other multi-
use activities for inmates at each housing unit.

Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.627 Staff Toilet
(ADA)

MALE HOUSING (156 BEDS) Special Population -
Shared Disciplinary/Admin
Seg/PC Support Area

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.628 Utility Closet MALE HOUSING (156 BEDS) Special Population -
Shared Disciplinary/Admin
Seg/PC Support Area

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.629 Unit Storage MALE HOUSING (156 BEDS) Special Population -
Shared Disciplinary/Admin
Seg/PC Support Area

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.630 Janitor Closet MALE HOUSING (156 BEDS) Special Population -
Shared Disciplinary/Admin
Seg/PC Support Area

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

6.631 Outdoor Exercise
Court

MALE HOUSING (156 BEDS) Special Population -
Shared Disciplinary/Admin
Seg/PC Support Area

500

Activities in the Space: Security Level:  #Users:       
Provides a secure enclosed exterior area for fresh area and limited
exercise for each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.101 Secure Entry
Vestibule

FEMALE HOUSING (16 BEDS) Disciplinary/Admin Seg/
Protective Custody Unit (4-
beds) - Direct Supervision

80

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-3
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.102 Officer
Workstation

FEMALE HOUSING (16 BEDS) Disciplinary/Admin Seg/
Protective Custody Unit (4-
beds) - Direct Supervision

40

Activities in the Space: Security Level:  #Users:       
Provides a home base for Housing Unit Officer. Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.103 Single
Occupancy Cell

FEMALE HOUSING (16 BEDS) Disciplinary/Admin Seg/
Protective Custody Unit (4-
beds) - Direct Supervision

70

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.104 ADA Single
Occupancy Cell

FEMALE HOUSING (16 BEDS) Disciplinary/Admin Seg/
Protective Custody Unit (4-
beds) - Direct Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.105 Dayroom /
Female
Restricted 4
Beds

FEMALE HOUSING (16 BEDS) Disciplinary/Admin Seg/
Protective Custody Unit (4-
beds) - Direct Supervision

200

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in
the housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 22' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.106 ADA Restroom FEMALE HOUSING (16 BEDS) Disciplinary/Admin Seg/
Protective Custody Unit (4-
beds) - Direct Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.107 ADA Shower FEMALE HOUSING (16 BEDS) Disciplinary/Admin Seg/
Protective Custody Unit (4-
beds) - Direct Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 516



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.108 Inmate Kiosk
Terminal

FEMALE HOUSING (16 BEDS) Disciplinary/Admin Seg/
Protective Custody Unit (4-
beds) - Direct Supervision

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to
place commissary orders, email communication, medical appointments
and grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.109 Inmate
Telephones

FEMALE HOUSING (16 BEDS) Disciplinary/Admin Seg/
Protective Custody Unit (4-
beds) - Direct Supervision

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.110 Outdoor Exercise
Court

FEMALE HOUSING (16 BEDS) Disciplinary/Admin Seg/
Protective Custody Unit (4-
beds) - Direct Supervision

500

Activities in the Space: Security Level:  #Users:       
Provides a secure enclosed exterior area for fresh area and limited
exercise for each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.201 Secure Entry
Vestibule

FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

80

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-3
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 523



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.202 Officer
Workstation

FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

40

Activities in the Space: Security Level:  #Users:       
Provides a home base for Housing Unit Officer. Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.203 Double
Occupancy Cell

FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.204 ADA Double
Occupancy Cell

FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.205 Dayroom /
Female Min. Med.
12 Beds

FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

280

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 22' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.206 ADA Restroom FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.207 Vanity Counter /
Haircare

FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.208 Shower FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.209 ADA Shower FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.210 Medical/Disp.
Window

FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

120

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.211 Conference/Interview
Room w/ video
capability

FEMALE HOUSING (16 BEDS) Minimum and
Medium Custody - 8
beds

150

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.212 Inmate Kiosk
Terminal

FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.213 Inmate
Telephones

FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.214 Microwave/Beverage
Station

FEMALE HOUSING (16 BEDS) Minimum and
Medium Custody - 8
beds

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.215 Laundry Alcove FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control
Required

DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special
 Washer/dryer
connections

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.216 Staff Toilet (ADA) FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.217 Utility Closet FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.218 Unit Storage FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.219 Janitor Closet FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.220 Outdoor Patio FEMALE HOUSING (16 BEDS) Minimum and Medium
Custody - 8 beds

500

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.221 Single Cell FEMALE HOUSING (16 BEDS) Maximum Security
Sub-unit - 4 beds

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 563



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.222 ADA Single
Occupancy Cell

FEMALE HOUSING (16 BEDS) Maximum Security
Sub-unit - 4 beds

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.223 Unit Dayroom /
Group Room

FEMALE HOUSING (16 BEDS) Maximum Security
Sub-unit - 4 beds

280

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 22' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.224 ADA Restroom FEMALE HOUSING (16 BEDS) Maximum Security
Sub-unit - 4 beds

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.225 ADA Shower FEMALE HOUSING (16 BEDS) Maximum Security
Sub-unit - 4 beds

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.226 Inmate Kiosk
Terminal

FEMALE HOUSING (16 BEDS) Maximum Security
Sub-unit - 4 beds

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

7.227 Inmate
Telephones

FEMALE HOUSING (16 BEDS) Maximum Security
Sub-unit - 4 beds

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.101 Single Occupancy
Cell

MENTAL HEALTH HOUSING (20
BEDS)

Acute Mental Health
Sub-unit - 4 beds

70

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.102 ADA Singe
Occupancy Cell

MENTAL HEALTH HOUSING (20
BEDS)

Acute Mental Health
Sub-unit - 4 beds

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.103 Unit Dayroom /
Group Room

MENTAL HEALTH HOUSING (20
BEDS)

Acute Mental Health
Sub-unit - 4 beds

200

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 12' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.104 Multi-purpose
Interview /
Counseling Room

MENTAL HEALTH HOUSING (20
BEDS)

Acute Mental Health
Sub-unit - 4 beds

100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.105 ADA Restroom MENTAL HEALTH HOUSING (20
BEDS)

Acute Mental Health
Sub-unit - 4 beds

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.106 ADA Shower MENTAL HEALTH HOUSING (20
BEDS)

Acute Mental Health
Sub-unit - 4 beds

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.107 Inmate Kiosk
Terminal

MENTAL HEALTH HOUSING (20
BEDS)

Acute Mental Health
Sub-unit - 4 beds

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.108 Inmate
Telephones

MENTAL HEALTH HOUSING (20
BEDS)

Acute Mental Health
Sub-unit - 4 beds

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.109 Single Occupancy
Cell

MENTAL HEALTH HOUSING (20
BEDS)

Sub-acute Mental
Health Sub-unit (6-
beds)

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.110 ADA Single
Occupancy Cell

MENTAL HEALTH HOUSING (20
BEDS)

Sub-acute Mental
Health Sub-unit (6-
beds)

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.111 Unit Dayroom /
Group Room

MENTAL HEALTH HOUSING (20
BEDS)

Sub-acute Mental
Health Sub-unit (6-
beds)

420

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 12' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.112 Multi-purpose
Interview /
Counseling Room

MENTAL HEALTH HOUSING (20
BEDS)

Sub-acute Mental
Health Sub-unit (6-
beds)

100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.113 ADA Restroom MENTAL HEALTH HOUSING (20
BEDS)

Sub-acute Mental
Health Sub-unit (6-
beds)

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.114 ADA Shower MENTAL HEALTH HOUSING (20
BEDS)

Sub-acute Mental
Health Sub-unit (6-
beds)

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 604



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.115 Inmate Kiosk
Terminal

MENTAL HEALTH HOUSING (20
BEDS)

Sub-acute Mental
Health Sub-unit (6-
beds)

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.116 Inmate
Telephones

MENTAL HEALTH HOUSING (20
BEDS)

Sub-acute Mental
Health Sub-unit (6-
beds)

10

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 607



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.117 Secure Entry
Vestibule

MENTAL HEALTH HOUSING (20
BEDS)

Shared Acute / Sub-
acute Support Area

80

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.118 Unit Control
Center

MENTAL HEALTH HOUSING (20
BEDS)

Shared Acute / Sub-
acute Support Area

100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-2
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 612



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.119 De-escalation
Room

MENTAL HEALTH HOUSING (20
BEDS)

Shared Acute / Sub-
acute Support Area

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.120 Medical Triage /
Dispensary
Window

MENTAL HEALTH HOUSING (20
BEDS)

Shared Acute / Sub-
acute Support Area

120

Activities in the Space: Security Level:  #Users:       
Provides a private room at each housing unit for medical examination of
inmates by doctor or nurse, including triage. Also provides secure location
for pill call; and for other confidential general interviews.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.121 Multi-
Purpose/Program
Room

MENTAL HEALTH HOUSING (20
BEDS)

Shared Acute / Sub-
acute Support Area

120

Activities in the Space: Security Level:  #Users:       
Provides area for meetings, education/classes, group and other multi-use
activities for inmates at each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.122 Staff Toilet (ADA) MENTAL HEALTH HOUSING (20
BEDS)

Shared Acute / Sub-
acute Support Area

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.123 Utility Closet MENTAL HEALTH HOUSING (20
BEDS)

Shared Acute / Sub-
acute Support Area

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.124 Unit Storage MENTAL HEALTH HOUSING (20
BEDS)

Shared Acute / Sub-
acute Support Area

80

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.125 Janitor Closet MENTAL HEALTH HOUSING (20
BEDS)

Shared Acute / Sub-
acute Support Area

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 8' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.126 Outdoor Exercise
Court

MENTAL HEALTH HOUSING (20
BEDS)

Shared Acute / Sub-
acute Support Area

500

Activities in the Space: Security Level:  #Users:       
Provides a secure enclosed exterior area for fresh area and limited
exercise for each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.201 Secure Entry
Vestibule

MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

80

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.202 Officer
Workstation

MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

40

Activities in the Space: Security Level:  #Users:       
Provides a home base for Housing Unit Officer. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.203 Double
Occupancy Cell

MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.204 ADA Double
Occupancy Cell

MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.205 Unit Dayroom MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

350

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 12' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.206 ADA Restroom MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.207 ADA Shower MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.208 Medical Triage /
Dispensary
Window

MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

120

Activities in the Space: Security Level:  #Users:       
Provides a private room at each housing unit for medical examination of
inmates by doctor or nurse, including triage. Also provides secure location
for pill call; and for other confidential general interviews.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.209 De-escalation
Room

MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.210 Multi-Purpose /
Interview Room

MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

200

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.211 Inmate Kiosk
Terminal

MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 650



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.212 Inmate
Telephones

MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

10

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.213 Utility Closet MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.214 Unit Storage MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

80

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.215 Janitor Closet MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

8.216 Outdoor Exercise
Court

MENTAL HEALTH HOUSING (20
BEDS)

Step-down Mental
Health Unit (10-beds) -
Direct Supervision

500

Activities in the Space: Security Level:  #Users:       
Provides a secure enclosed exterior area for fresh area and limited
exercise for each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.101 Inmate Programs
Coordinator's
Office

INMATE PROGRAMS PROGRAM SERVICES 100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.102 Transition / Re-
entry Coordinator's
Officer

INMATE PROGRAMS PROGRAM SERVICES 100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.103 Volunteers Work
Area

INMATE PROGRAMS PROGRAM SERVICES 120

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.104 Programs
Storage Room

INMATE PROGRAMS PROGRAM SERVICES 60

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.105 General Library /
Media Center

INMATE PROGRAMS PROGRAM SERVICES 400

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.106 Law Library INMATE PROGRAMS PROGRAM SERVICES 100
Activities in the Space: Security Level:  #Users:       

Low Security
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 672



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.107 Hair Care /
Barbershop

INMATE PROGRAMS PROGRAM SERVICES 150

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 673



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 674



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.201 Chaplain's Office INMATE PROGRAMS RELIGIOUS SERVICES 100
Activities in the Space: Security Level:  #Users:       

Institutional Grade
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.202 Multi-purpose /
Large Group
Room

INMATE PROGRAMS RELIGIOUS SERVICES 900

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 677



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.203 ADA Inmate
Restroom

INMATE PROGRAMS RELIGIOUS SERVICES 60

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.301 Commissary
Officer Supervisor

INMATE PROGRAMS COMMISSARY
SERVICES

100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.302 Commissary Shop
/ Orders
Processing

INMATE PROGRAMS COMMISSARY
SERVICES

600

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.402 Teachers Prep.
Area/Instructors
Room / Conference

INMATE PROGRAMS ACADEMIC AND
VOCATIONAL
EDUCATION

250

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.403 Academic
Education
Standard
Classroom

INMATE PROGRAMS ACADEMIC AND
VOCATIONAL
EDUCATION

480

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.404 Educational
Classroom
Storage

INMATE PROGRAMS ACADEMIC AND
VOCATIONAL
EDUCATION

40

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.405 Computer Tech
Classroom

INMATE PROGRAMS ACADEMIC AND
VOCATIONAL
EDUCATION

400

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.406 Copy / Supply
Storage Room

INMATE PROGRAMS ACADEMIC AND
VOCATIONAL
EDUCATION

120

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.408 General Use
Vocational
Classroom /
Training Shop

INMATE PROGRAMS ACADEMIC AND
VOCATIONAL
EDUCATION

600

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.409 Vocational
Material/Supplies
Storage

INMATE PROGRAMS ACADEMIC AND
VOCATIONAL
EDUCATION

100

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.410 Security Search /
Screening Alcove

INMATE PROGRAMS ACADEMIC AND
VOCATIONAL
EDUCATION

80

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.411 ADA Inmate
Restroom

INMATE PROGRAMS ACADEMIC AND
VOCATIONAL
EDUCATION

60

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.412 ADA Staff
Restroom

INMATE PROGRAMS ACADEMIC AND
VOCATIONAL
EDUCATION

60

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

9.413 Janitor Closet INMATE PROGRAMS ACADEMIC AND
VOCATIONAL
EDUCATION

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 705



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.101 Secure Entry
Vestibule

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 40

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-3
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.102 Waiting Area HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-2
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.103 Officer Station HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 40

Activities in the Space: Security Level:  #Users:       
Provides a home base for Housing Unit Officer. Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling

Type_SCLG-2
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.104 Reception /
Nurse's Station

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 168

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 714



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.105 Medical
Director's Office

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 120

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.106 Pharmacy RN /
PT Physician's
Office

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.107 Break Room /
Conference Room
w/ coffee station

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.108 Medical Exam
Room

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 150

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.109 Dental Exam /
Ophthalmology
Room

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 120

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  Water
required

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.110 Dental X-Ray Lab HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 100

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.111 Medication
Storage /
Pharmacy

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.112 Medical Supplies
Storage

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.113 Oxygen Tank
Storage

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 40

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.114 Records Clerk
Office / Medical
Records Room

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 100

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.115 Copy / Work
Room

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 60

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.116 ADA Inmate
Restroom

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-1
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.117 ADA Staff
Restroom (M/F)

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 60

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.118 Janitor Closet HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

MEDICAL CLINIC 35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.201 MH Coordinator's
Office

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

BEHAVIORAL HEALTH 100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.202 Psychiatrist's
Office

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

BEHAVIORAL HEALTH 100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.203 MH Personnel /
Counselors' Office

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

BEHAVIORAL HEALTH 256

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.204 Consultation /
Assessment Room

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

BEHAVIORAL HEALTH 100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.301 Officer Station HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Male Infirmary
Housing Area (8 beds)

40

Activities in the Space: Security Level:  #Users:       
Provides a home base for Housing Unit Officer. Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.302 Male Patient
Room - Hospital
Bed

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Male Infirmary
Housing Area (8 beds)

130

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.303 Male Patient
Ward - 4 beds

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Male Infirmary
Housing Area (8 beds)

300

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.304 Male Negative
Pressure
Isolation Room

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Male Infirmary
Housing Area (8 beds)

100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 757



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.305 Negative
Pressure
Anteroom
Vestibule

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Male Infirmary
Housing Area (8 beds)

40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.306 Male Dayroom /
Program Group
Room

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Male Infirmary
Housing Area (8 beds)

400

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.307 ADA Restroom HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Male Infirmary
Housing Area (8 beds)

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.308 ADA Shower HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Male Infirmary
Housing Area (8 beds)

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.309 Inmate Kiosk
Terminal

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Male Infirmary
Housing Area (8 beds)

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.310 Inmate
Telephone

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Male Infirmary
Housing Area (8 beds)

10

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.311 Female Patient
Room - Hospital
Bed

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Female Infirmary
Housing Area (3 beds)

130

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 771



        

WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.312 Female Patient
Room

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Female Infirmary
Housing Area (3 beds)

100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.313 Female Negative
Pressure
Isolation Room

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Female Infirmary
Housing Area (3 beds)

100

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.314 Negative
Pressure
Anteroom
Vestibule

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Female Infirmary
Housing Area (3 beds)

40

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.315 Female Dayroom
/ Program Group
Room

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Female Infirmary
Housing Area (3 beds)

200

Activities in the Space: Security Level:  #Users:       
Provides general living, dining, leisure time activity area for inmates in the
housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.316 ADA Restroom HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Female Infirmary
Housing Area (3 beds)

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.317 ADA Shower HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Female Infirmary
Housing Area (3 beds)

60

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.318 Inmate Kiosk
Terminal

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Female Infirmary
Housing Area (3 beds)

30

Activities in the Space: Security Level:  #Users:       
Provides an area for inmates to have confidential video visitation, to place
commissary orders, email communication, medical appointments and
grievances.

Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.319 Inmate
Telephone

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Female Infirmary
Housing Area (3 beds)

10

Activities in the Space: Security Level:  #Users:       
Medium Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special Vendor provided
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.320 Secure Entry
Vestibule

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Shared Infirmary
Housing Area Support
Space

80

Activities in the Space: Security Level:  #Users:       
Provides a means to control access into/out of the Housing Unit. High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling

Type_SCLG-4
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.321 Interview Room HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Shared Infirmary
Housing Area Support
Space

100

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling

Type_SCLG-1
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.322 Medication Room HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Shared Infirmary
Housing Area Support
Space

80

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.323 Clean Linen /
Utility

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Shared Infirmary
Housing Area Support
Space

50

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.324 Soiled Linen /
Utility

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Shared Infirmary
Housing Area Support
Space

50

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.325 Medical
Equipment
Storage

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Shared Infirmary
Housing Area Support
Space

80

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.326 ADA Staff
Restroom

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Shared Infirmary
Housing Area Support
Space

60

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.327 Janitor Closet HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Shared Infirmary
Housing Area Support
Space

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

10.328 Outdoor Exercise
Court

HEALTHCARE CLINIC AND
MEDICAL INFIRMARY (11 BEDS)

Shared Infirmary
Housing Area Support
Space

500

Activities in the Space: Security Level:  #Users:       
Provides a secure enclosed exterior area for fresh area and limited
exercise for each housing unit.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.101 Food Service
Loading Dock

FOOD SERVICES LOADING AND
RECEIVING

100

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special Power for lifts and
overhead doors

 Motion Detector  Combi-Unit  Smoke Evacuation
System

 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.102 Receiving Bay /
Staging Area

FOOD SERVICES LOADING AND
RECEIVING

400

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 12' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.103 Trash / Recycling FOOD SERVICES LOADING AND
RECEIVING

80

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special Cleanable wall

surface
 Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.201 Officer Station FOOD SERVICES Food Preparation
Assembly

40

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.202 Food Services
Manager Office

FOOD SERVICES Food Preparation
Assembly

100

Activities in the Space: Security Level:  #Users:       
Provides private office and work space; also provides space to conduct
small meetings with staff.

Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.203 Kitchen
Production Area

FOOD SERVICES Food Preparation
Assembly

750

Activities in the Space: Security Level:  #Users:       
Provides an area for the cooking and assembly of bulk food service in a
clean and efficient environment.

Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special Cleanable wall

surface
 Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special refer to food service
equipment list

 Motion Detector  Combi-Unit  Smoke Evacuation
System

 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  Refer to
Food Service
equipment list

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.204 Bakery
Production Area

FOOD SERVICES Food Preparation
Assembly

300

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special Cleanable wall

surface
 Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special refer to food service
equipment list

 Motion Detector  Combi-Unit  Smoke Evacuation
System

 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  Refer to
Food Service
equipment list

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.205 Bakery Storage FOOD SERVICES Food Preparation
Assembly

80

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.206 Dishwashing
Equipment

FOOD SERVICES Food Preparation
Assembly

200

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special Cleanable wall

surface
 Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special refer to food service
equipment list

 Motion Detector  Combi-Unit  Smoke Evacuation
System

 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  Refer to
Food Service
equipment list

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.207 Dry Goods
Storage

FOOD SERVICES Food Preparation
Assembly

500

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.208 Ice Machine FOOD SERVICES Food Preparation
Assembly

40

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special refer to food service
equipment list

 Motion Detector  Combi-Unit  Smoke Evacuation
System

 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  Refer to
Food Service
equipment list

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.209 Walk-in
Refrigerator

FOOD SERVICES Food Preparation
Assembly

450

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special Wall panels

provided by Manufacturer
 Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special Provided by

Manufacturer
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  Refer to
Food Service
equipment list

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.210 Walk-in Freezer FOOD SERVICES Food Preparation
Assembly

450

Activities in the Space: Security Level:  #Users:       
Provides freezer storage of food items adjacent the Kitchen Area. Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special Wall panels

provided by Manufacturer
 Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special Provided by

Manufacturer
  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  Refer to
Food Service
equipment list

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.211 Utensil Storage FOOD SERVICES Food Preparation
Assembly

60

Activities in the Space: Security Level:  #Users:       
High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.212 General Storage FOOD SERVICES Food Preparation
Assembly

80

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.213 Kitchen Staff /
Inmate Worker
Break Area

FOOD SERVICES Food Preparation
Assembly

160

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.214 Chemical Storage FOOD SERVICES Food Preparation
Assembly

80

Activities in the Space: Security Level:  #Users:       
Provides an area to store chemicals and detergents away from food
preparation areas.

High Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.215 ADA Inmate
Restroom

FOOD SERVICES Food Preparation
Assembly

60

Activities in the Space: Security Level:  #Users:       
Provides toilet facilities for personal use by inmates working in the Food
Service area.

Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling

Type_SCLG-1
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.216 Staff Restroom /
Lockers

FOOD SERVICES Food Preparation
Assembly

120

Activities in the Space: Security Level:  #Users:       
Provides toilet and locker facilities for staff working in the area. Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.217 Janitor Closet FOOD SERVICES Food Preparation
Assembly

35

Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.301 Staff Dining
Room

FOOD SERVICES Dining Hall 225

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.303 Cafeteria Servery
/ Dish Return

FOOD SERVICES Dining Hall 200

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special Cleanable wall

surface
 Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.304 Vending
Machines

FOOD SERVICES Dining Hall 120

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.305 ADA Inmate
Restroom

FOOD SERVICES Dining Hall 60

Activities in the Space: Security Level:  #Users:       
Provides toilet facilities for personal use by inmates working in the Food
Service area.

Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling

Type_SCLG-1
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

11.306 Janitor Closet FOOD SERVICES Dining Hall 35
Activities in the Space: Security Level:  #Users:       

Institutional Grade
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

12.101 Staff Office LAUNDRY 100
Activities in the Space: Security Level:  #Users:       

Institutional Grade
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

12.102 Washer and
Dryer Room

LAUNDRY 500

Activities in the Space: Security Level:  #Users:       
Provides equipment and circulation space for washing machines and
dryers.

Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special Per manufacturer
requirements

 Motion Detector  Combi-Unit  Smoke Evacuation
System

 

 Remote Door/ Gate
Monitored

 Security Humidity Control
Required

DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special
 Washer/dryer
connections

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

12.103 Sorting and
Folding Area

LAUNDRY 100

Activities in the Space: Security Level:  #Users:       
Provides common space to store and organize inmate laundry work. This
space, in conjunction with Cart Storage form one larger overall space for
the laundry activities.

Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 862



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

12.106 Cart Cleaning /
Washing Area

LAUNDRY 60

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  Water
required

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

12.107 Cart Storage LAUNDRY 100
Activities in the Space: Security Level:  #Users:       

Low Security
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

12.108 Eye Wash Station LAUNDRY 35
Activities in the Space: Security Level:  #Users:       

Low Security
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special  Water
required

 Skylight  Telephone Lines

 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

12.109 Staff Toilet LAUNDRY 60
Activities in the Space: Security Level:  #Users:       
Provides toilet facilities for staff working in the area. Commerical Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

12.110 Search Room /
Inmate Toilet

LAUNDRY 60

Activities in the Space: Security Level:  #Users:       
Provides toilet facilities for personal use by inmates in the area. Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling

Type_SCLG-1
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 872



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

12.111 Water Recycling
Room

LAUNDRY 120

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special Per manufacturer
requirements

 Motion Detector  Combi-Unit  Smoke Evacuation
System

 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

12.112 Janitor Closet LAUNDRY 35
Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By

      

 

Witt O’Brien’s / DLR Group / Antillean Engineers Inc. / R&N / Halliday Page 5 - 876



BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.103 Pallet Storage FACILITY SERVICES MAINTENANCE 20
Activities in the Space: Security Level:  #Users:       

Institutional Grade
SPACE DESIGN CRITERIA

FLOOR WALLS WALL FINISH CEILING
 Sealed Concrete  Gyp. Partition w/Secure

Wire Mesh
 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.104 Trash/Recycling FACILITY SERVICES MAINTENANCE 80
Activities in the Space: Security Level:  #Users:       
Provides area for storage and holding of waste products before disposal
off site.

Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel

w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant
Gyp

 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric

Lock
 Wet Location

 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.105 External Trash
Compaction /
Bailing

FACILITY SERVICES MAINTENANCE 400

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.106 Building Manager
Office

FACILITY SERVICES MAINTENANCE 100

Activities in the Space: Security Level:  #Users:       
Provides office for management of local area Facilities Management
activities.

Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 9' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.107 Maintenance
Workers

FACILITY SERVICES MAINTENANCE 120

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.108 Paint &
Hazardous
Materials Storage

FACILITY SERVICES MAINTENANCE 80

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.109 Maintenance Shop
/ Storage

FACILITY SERVICES MAINTENANCE 600

Activities in the Space: Security Level:  #Users:       
Secure storage of supplies and general stores for the institution. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.110 General Supply
Storage

FACILITY SERVICES MAINTENANCE 200

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.111 Secure Tool
Room

FACILITY SERVICES MAINTENANCE 80

Activities in the Space: Security Level:  #Users:       
Provides storage for equipment, parts, and supplies used in
maintenance activities inside and outside of the area.

Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.113 Staff Restroom /
Lockers

FACILITY SERVICES MAINTENANCE 120

Activities in the Space: Security Level:  #Users:       
Provides male and female staff restroom and shower facilities for
individuals working in the area.

Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.114 Janitor Closet FACILITY SERVICES MAINTENANCE 35
Activities in the Space: Security Level:  #Users:       
Provides an area for cleaning and housekeeping supplies in the area. Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height 10' - 0"

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.201 Central
Storeroom

FACILITY SERVICES INSTITUTIONAL
WAREHOUSE

1000

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.202 Chemical Room FACILITY SERVICES INSTITUTIONAL
WAREHOUSE

50

Activities in the Space: Security Level:  #Users:       
Provides an area to store chemicals and detergents. Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.203 Secure Storage FACILITY SERVICES INSTITUTIONAL
WAREHOUSE

100

Activities in the Space: Security Level:  #Users:       
Low Security

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Detention    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE – COMMERCIAL  Daylight Control
 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.301 Central Energy
Plant

FACILITY SERVICES CENTRAL MECHANICAL
PLANT

800

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.302 Electrical Room FACILITY SERVICES CENTRAL MECHANICAL
PLANT

200

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

13.303 Mechanical /
Plumbing

FACILITY SERVICES CENTRAL
MECHANICAL PLANT

200

Activities in the Space: Security Level:  #Users:       
Institutional Grade

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type Commercial    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

14.101 Head-in Reserved
Employee Parking

FACILITY PARKING PUBLIC / EMPLOYEE
PARKING

0

Activities in the Space: Security Level:  #Users:       
Parking for employees at the facility.

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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BRIDGING DOCUMENTS FOR USVI BOC SWAN ANNEX 

ROOM DATA SHEETS
Component
Number:

Name of Space: Department: Sub-Department: NSF:

14.102 Public / Employee
Street Parking

FACILITY PARKING PUBLIC / EMPLOYEE
PARKING

0

Activities in the Space: Security Level:  #Users:       
Parking for staff and public and inmate family visitors. Handicapped drop
off, ADA parking spaces, per local code requirements

SPACE DESIGN CRITERIA
FLOOR WALLS WALL FINISH CEILING

 Sealed Concrete  Gyp. Partition w/Secure
Wire Mesh

 Paint  Ceiling Height

 Carpet  Gyp. Bd. Partition  Moisture Resistant  Exposed Structure
 Resilient Tile  CMU Non Security  Acoustical  Exposed Structure –

Paint
 Resilient Sheet CMU Security Rated  Vinyl  Acoustic Panel w/clips
 Depressed  Metal Panel  Tile  Acoustic Panel
 Raised Access Floor  Special  Fiberglass Reinforced

Plastic
 Gypsum Board

 Ceramic/Porcelain Tile    Wainscot  Moisture Resistant Gyp
 Resinous DOOR TYPE  Special Coating  Impact Resistant Gyp
 Walk Off Mat  Door Type    Security Ceiling Type_
 Special Coating   ACOUSTICS  Special

  DOOR CONFIGURATION  Inaudible  
BASE  Single Swing  Confidential LIGHTING

 Rubber  Double Swing  Normal  LED
 Ceramic Tile  Slider  Special  HID
 Wood  Overhead Coiling    Occupancy Sensor
 Integral   HARDWARE –

COMMERCIAL
 Daylight Control

 Painted DOOR ATTRIBUTES  Card Key  Dimmer Switch
 Special  Food Pass / Cuffport

w/shutter
 Key Lock  a, b Switching

   Weather Tight  Passage Set  Security Fixtures
WINDOW COVER  Full Side Lite    Parabolic

 Draperies  Full Lite HARDWARE – SECURITY  Prismatic
 Mini Blinds  Narrow Lite  Wide Jamb Electric Lock  Wet Location
 Roller Shade  Half Lite  Mechanical Mortise  Special
 Special    Electrical Mortise  
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WINDOWS PLUMBING HVAC ELECTRICAL
 Building Standard,

Metal
 Toilet  Standard Room Temp.  Receptacle (120 VAC)

 Security Hollow Metal  Stainless  Separate Zone  Dedicated Receptacle
 Operable, Manual  ADA  Special Room Set Point  Plugmold
 Operable, Automatic  Lavatory  100% Exhaust  IG Receptacle

   Urinal  100% Outside Supply Air  GFCI Receptacle
SECURITY DEVICES  Floor Drain  Security Registers Security Plate Covers

 Duress Alarm  Janitor Sink  Standard Registers  Special
 Motion Detector  Combi-Unit  Smoke Evacuation

System
 

 Remote Door/ Gate
Monitored

 Security Humidity Control Required DATA/COMMUNICATIONS

 Video Camera  Sensor Operated    Cable TV
 Elec. Access

Door/Gate Control
 Shower OTHER  Audiosystem

 CCTV Monitor(s)  Special    Skylight  Telephone Lines
 Intercom    Special  Data Lines
 Watch Tour Device      Offender Cable TV
 Special      Offender Computer System

       Special
DIAGRAMS, SKETCHES AND SPECIAL CONDITIONS

       
BUILT-IN FURNITURE, FURNISHINGS & EQUIPMENT

Quantity Item Description (e.g. shelving, counter, transaction
window...)

Provided By
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